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Preface

The United States Coast Pilot is published by the National Ocean Service (NOS), National Oceanic and Atmo-
spheric Administration (NOAA), pursuant to the Act of 6 August 1947 (33 U.S.C. 883a and b), and the Act of 22
October 1968 (44 U.S.C. 1310).

The Coast Pilot supplements the navigational information shown on the nautical charts. The sources for updating
the Coast Pilot include but are not limited to field inspections conducted by NOAA, information published in
Notices to Mariners, reports from NOAA Hydrographic vessels and field parties, information from other Govern-
ment agencies, State and local governments, maritime and pilotage associations, port authorities, and mariners.

This volume of Coast Pilot 5, Atlantic Coast, Gulf of Mexico, Puerto Rico, and Virgin Islands, cancels the 25th
Edition.

Notice.~Amendments are issued to this publication through U.S. Coast Guard Local Notices to Mariners.
A subscription to the Local Notice to Mariners is available upon application to the appropriate Coast Guard
District Commander (Aids to Navigation Branch). Consult appendix for address. All amendments are also
issued in Defense Mapping Agency Notices to Mariners.

Mariners and others are urged to report promptly to the National Ocean Service errors, omissions, or any condi-
tions found to differ from or to be additional to those published in the Coast Pilot or shown on the charts in order
that they may be fully investigated and proper corrections made. A Coast Pilot Report form is included in the back
of this book and a Marine Information Report form is published in the Defense Mapping Agency Hydrographic/
Topographic Center Notice to Mariners for your convenience. These reports and/or suggestions for increasing the
usefulness of the Coast Pilot should be sent to

Chief,

Office of Coast Survey (N/CS2)

National Ocean Service, NOAA

1315 East-West Highway, Station 7317

Silver Spring, MD

20910-3282.
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1. GENERAL INFORMATION

(y  The UNITED STATES COAST PILOT.-The National
Ocean Service Coast Pilot is a series of nine nautical books that
cover a wide variety of information important to navigators of
U.S. coastal and intracoastal waters, and the waters of the Great
Lakes. Most of this book information cannot be shown graphically
on the standard nautical charts and is not readily available else-
where. The subjects in the Coast Pilot include, but are not limited
to, channel descriptions, anchorages, bridge and cable clearances,
currents, tide and water levels, prominent features, pilotage, tow-
age, weather, ice conditions, wharf descriptions, dangers, routes,
traffic separation schemes, small-craft facilities, and Federal regu-
lations applicable to navigation.

2»  Notice-Amendments are issued to this publication
through U.S. Coast Guard Local Notices to Mariners. A sub-
scription to the Local Notice to Mariners is available upon
application to the appropriate Coast Guard District Com-
mander (Aids to Navigation Branch). Consult appendix for
address. All amendments are also issued in Defense Mapping
Agency Notices to Mariners.

(3)  Bearings.-These are true, and expressed in degrees from
000°(north) to 359°, measured clockwise. General bearings are
expressed by initial letters of the points of the compass (e.g., N,
NNE, NE, etc.). Adjective and adverb endings, except in chapter
2, Navigation Regulations, have been discarded. Whenever pre-
cise bearings are intended degrees are used. Light-sector bearings
are toward the light.

4 Bridges and cables.—Vertical clearances of bridges and
overhead cables are in feet (meters) above mean high water unless
otherwise stated; clearances of drawbridges are for the closed
position, although the open clearances are also given for vertical-
lift bridges. Clearances given in the Coast Pilot are those approved
for nautical charting, and are supplied by the U.S. Coast Guard
(bridges) and U.S. Army Corps of Engineers (cables); they may be
as-built (verified by actual inspection after completion of struc-
tures) or authorized (design values specified in permit issued prior
to construction). No differentiation is made in the Coast Pilot
between as-built and authorized clearances. (See charts for hori-
zontal clearances of bridges, as these are given in the Coast Pilot
only when they are less than 50 feet (15 meters).) Submarine
cables are rarely mentioned.

5y Cable ferries.—Cable ferries are guided by cables fastened
to shore and sometimes propelled by a cable rig attached to the
shore. Generally, the cables are suspended during crossings and
dropped to the bottom when the ferries dock. Where specific oper-
ating procedures are known they are mentioned in the text. Since
operating procedures vary, mariners are advised to exercise
extreme caution and seek local knowledge. DO NOT ATTEMPT
TO PASS A MOVING CABLE FERRY.

6)  Courses.~These are true and are given in degrees clock-
wise from 000°(north) to 359°. The courses given are the courses
to be made good.

(n  Currents.—Stated current velocities are the averages at
strength. Velocities are in knots, which are nautical miles per hour.
Directions are the true directions to which the currents set.

®  Depths.-Depth is the vertical distance from the chart
datum to the bottom and is expressed in the same units (feet,
meters or fathoms) as soundings on the applicable chart. (See

Chart Datum this chapter for further detail.) The controlling
depth of a channel is the least depth within the limits of the chan-
nel; it restricts the safe use of the channel to drafts of less than that
depth. The centerline controlling depth of a channel applies only
to the channel centerline; lesser depths may exist in the remainder
of the channel. The midchannel controlling depth of a channel is
the controlling depth of only the middie half of the channel. Fed-
eral project depth is the design dredging depth of a channel con-
structed by the Corps of Engineers, U.S. Army; the project depth
may or may not be the goal of maintenance dredging after comple-
tion of the channel, and, for this reason, project depth must not be
confused with controlling depth. Depths alongside wharves usu-
ally have been reported by owners and/or operators of the water-
front facilities, and have not been verified by Government
surveys, since these depths may be subject to change, local author-
ities should be consulted for the latest controlling depths.

©)  In general, the Coast Pilot gives the project depths for
deep-draft ship channels maintained by the Corps of Engineers.
The latest controlling depths are usually shown on the charts and
published in the Notices to Mariners. For other channels, the latest
controlling depths available at the time of publication are given.
In all cases, however, mariners are advised to consult with
pilots, port and local authorities, and Federal and State
authorities for the latest channel controlling depths.

(10 Under-keel clearances.—It is becoming increasingly evi-
dent that economic pressures are causing mariners to navigate
through waters of barely adequate depth, with under-keel clear-
ances being finely assessed from the charted depths, predicted tide
levels, and depths recorded by echo sounders.

an It cannot be too strongly emphasized that even charts
based on modern surveys may not show all sea-bed obstructions or
the shoalest depths, and actual tide levels may be appreciably
lower than those predicted.

¢d2)  In many ships an appreciable correction must be applied to
shoal soundings recorded by echo sounders due to the horizontal
distance between the transducers. This separation corection, which
is the amount by which recorded depths therefore exceed true
depths, increases with decreasing depths to a maximum equal to
half the distance apart of the transducers; at this maximum the
transducers are aground. Ships whose transducers are more than 6
feet (1.8 meters) apart should construct a table of true and
recorded depths using the Traverse Tables. {Refer to discussion of
echo soundings elsewhere in chapter 1.)

a3 Other appreciable corrections. which must be applied to
many ships, are for settlement and squat. These corrections
depend on the depth of water below the keel, the hull form and
speed of the ship.

(4) Settlement causes the water level around the ship to be
lower than would otherwise be the case. It will always cause echo
soundings to be less than they would otherwise be. Settlement is
appreciable when the depth is less than seven times the draft of the
ship, and increases as the depth decreases and the speed increases.

(15;  Squat denotes a change in trim of a ship underway, rela-
tive to her trim when stopped. It usually causes the stern of a ves-
sel to sit deeper in the water. However, it is reported that in the
case of mammoth ships squat causes the bow to sit deeper.
Depending on the location of the echo sounding transducers, this
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may cause the recorded depth to be greater or less than it ought to
be. Caution and common sense are continuing requirements
for safe navigation.

p6y  Distances.—-These are in nautical miles unless otherwise
stated. A nautical mile is one minute of latitude, or approximately
2,000 yards, and is about 1.15 statute miles.

(17 In this publication, the mileages in chapter 8, Mississippi
River, are in statute miles.

018y  Heights.—These are in feet (meters) above the tidal datum
used for that purpose on the charts, usually mean high water. How-
ever, the heights of the decks of piers and wharves are given in
feet (meters) above the chart datum for depths.

(199 Light and fog signal characteristics. These are not
described, and light sectors and visible ranges are normally not
defined. (See Coast Guard Light Lists.)

20 Obstructions.-Wrecks and other obstructions are men-
tioned only if of a relatively permanent nature and in or near nor-
mal traffic routes.

21 Radio aids to navigation.-These are seldom described.
(See Coast Guard Light Lists and Defense Mapping Agency Radio
Navigational Aids.)

22 Ranges.-These are not fully described. “A 339° Range”
means that the rear structure bears 339° from the front structure.
(See Coast Guard Light Lists.)

»  Reported information.—Information received by NOS
from various sources concerning depths, dangers, currents, facili-
ties, and other subjects, which has not been verified by Govern-
ment surveys or inspections, is often included in the Coast Pilot;
such unverified information is qualified as “reported,” and
should be regarded with caution.

24y  Time.~Unless otherwise stated, all times are given in local
standard time in the 24-hour system. (Noon is 1200, 2:00 p.m. is
1400, and midnight is 0000.)

25) Winds.—Directions are the true directions from which the
winds blow. Unless otherwise indicated, speeds are given in knots,
which are nautical miles per hour.

NOTICES TO MARINERS

26)  Notices to Mariners are published by Federal agencies to
advise operators of vessels of marine information affecting the
safety of navigation. The notices include changes in aids to navi-
gation, depths in channels, bridge and overhead cable clearances,
reported dangers, and other useful marine information. They
should be used routinely for updating the latest editions of nautical
charts and related publications.

21y Local Notice to Mariners is issued by each Coast Guard
District Commander for the waters under his jurisdiction. (See
appendix for Coast Guard district(s) covered by this volume.)
These notices are usually published weekly and may be obtained
without cost by making application to the appropriate District
Commander.

28y Notice to Mariners, published weekly by the Defense
Mapping Agency Hydrographic/Topographic Center, is prepared
jointly with NOS and the Coast Guard. These notices contain
selected items from the Local Notices to Mariners and other
reported marine information required by oceangoing vessels oper-
ating in both foreign and domestic waters. Special items covering
a variety of subjects and generally not discussed in the Coast Pilot
or shown on nautical charts are published annually in Notice to
Mariners No. 1. These items are important to the mariner and
should be read for future reference. These notices may be obtained

1. GENERAL INFORMATION

by operators or oceangoing vessels, without cost by making appli-
cation to Defense Mapping Agency (see Defense Mapping
Agency Procurement Information in appendix).

29)  Notices and reports of improved channel depths are also
published by district offices of the Corps of Engineers, U.S. Army
(see appendix for districts covered by this volume). Although
information from these notices/reports affecting NOS charts and
related publications is usually published in the Notices to Mari-
ners, the local district engineer office should be consulted where
depth information is critical.

30y Marine Broadcast Notices to Mariners are made by the
Coast Guard through Coast Guard, Navy, and some commercial
radio stations to report deficiencies and important changes in aids
to navigation. (See Radio Navigation Warnings and Weather, this
chapter.)

31y Vessels operating within the limits of the Coast Guard dis-
tricts can obtain information affecting NOS charts and related
publications from the Local Notices to Mariners, Small craft using
the Intracoastal Waterway and other waterways and small harbors
within the United States that are not normally used by oceangoing
vessels will require the Local Notices to Mariners to keep charts
and related publications up-to-date.

U.S. GOVERNMENT AGENCIES PROVIDING
MARITIME SERVICES

(322 Animal and Plant Health Inspection Service, Depart-
ment of Agriculture.—The Agricultural Quarantine Inspection Pro-
gram and Animal Health Programs of this organization are
responsible for protecting the Nation’s animal population, food
and fiber crops, and forests from invasion by foreign pests. They
administer agricultural quarantine and restrictive orders issued
under authority provided in various acts of Congress. The regula-
tions prohibit or restrict the importation or interstate movement of
live animals, meats, animal products, plants, plant products, soil,
injurious insects, and associated items that may introduce or
spread plant pests and animal diseases which may be new to or not
widely distributed within the United States or its territories.
Inspectors examine imports at ports of entry as well as the vessel,
its stores, and crew or passenger baggage.

(3% The Service also provides an inspection and certification
service for exporters to assist them in meeting the quarantine
requirements of foreign countries. (See appendix for a list of ports
where agricultural inspectors are located and inspections con-
ducted.)

(3¢  Customs Service, Department of the Treasury—~The U.S.
Customs Service administers certain laws relating to: entry and
clearance of vessels and permits for certain vessel movements
between points in the United States; prohibitions against coastwise
transportation of passengers and merchandise; salvage, dredging
and towing by foreign vessels; certain activities of vessels in the
fishing trade; regular and special tonnage taxes on vessels; the
landing and delivery of foreign merchandise (including unlading,
appraisement, lighterage, drayage, warchousing, and shipment in
bond); collection of customs duties, including duty on imported
pleasure boats and yachts and 50% duty on foreign repairs to
American vessels engaged in trade; customs treatment of sea and
ship’s stores while in port and the baggage of crewmen and pas-
sengers; illegally imported merchandise; and remission of penal-
ties or forfeiture if customs or navigation laws have been violated.
The Customs Service also cooperates with many other Federal
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agencies in the enforcement of statutes they are responsible for.
Customs districts and ports of entry, including customs stations,
are listed in the appendix.

sy The Customs Service may issue, without charge, a cruis-
ing license, valid for a period of up to 6 months and for designated
U.S. waters, to a yacht of a foreign country which has a reciprocal
agreement with the United States. A foreign yacht holding a cruis-
ing license may cruise in the designated U.S. waters and arrive at
and depart from U.S. ports without entering or clearing at the cus-
tomhouse, filing manifests, or obtaining or delivering permits to
proceed, provided it does not engage in trade or violate the laws of
the United States or visit a vessel not yet inspected by a Customs
Agent and does, within 24 hours of arrival at each port or place in
the United States, report the fact of arrival to the nearest custom-
house. Countries which have reciprocal agreements granting these
privileges to U.S. yachts are Argentina, Australia, Bahama
Islands, Bermuda, Canada, Federal Republic of Germany, Great
Britain, Greece, Honduras, Jamaica, Liberia, the Netherlands, and
New Zealand. Further information concerning cruising licenses
may be obtained from the headquarters port for the customs dis-
trict in which the license is desired. U.S. yacht owners planning
cruises to foreign ports may contact the nearest customs district
headquarters as to customs requirements.

36) National Ocean Service (NOS), National Oceanic and
Atmospheric Administration (NOAA), Department of Com-
merce.—The National Ocean Service provides charts and related
publications for the safe navigation of marine and air commerce,
and provides basic data for engineering and scientific purposes
and for other commercial and industrial needs. The principal facil-
ities of NOS are located in Rockville, Md.; in Norfolk, Va. (Atlan-
tic Marine Center); and in Seattle, Wash. (Pacific Marine Center).
NOAA ships are based at the marine centers. These offices main-
tain files of charts and other publications which are available for
the use of the mariners, who are invited to avail themselves of the
facilities afforded. (See appendix for addresses.)

37y Sales agents for Charts, the Coast Pilot, Tide Tables, Tidal
and Current Tables, and Tidal Current Charts of the National
Ocean Service are located in many U.S. ports and in some foreign
ports. A list of authorized sales agents and chart catalogs may be
had free upon request from National Ocean Service, Distribution
Division (N/ACC3). (See appendix for address.)

(38)  Nautical charts are published primarily for the use of the
mariner, but serve the public interest in many other ways. They are
compiled principally from NOS basic field surveys, supplemented
by data from other Government organizations.

(39  Tide Tables are computed annually by NOS in advance of
the year for which they are prepared. These tables include pre-
dicted times and heights of high and low waters for every day in
the year for a number of reference stations and differences for
obtaining similar predictions for numerous other places. They also
include other useful information such as a method of obtaining
heights of tide at any time, local mean time of sunrise and sunset
for various latitudes, reduction of local mean time to standard
time, and time of moonrise and moonset for various ports.

@0y Caution.-In using the Tide Tables, slack water should not
be confused with high or low water. For ocean stations there is
usually little difference between the time of high or low water and
the beginning of ebb or flood currents; but for places in narrow
channels, landlocked harbors, or on tidal rivers, the time of slack
current may differ by several hours from the time of high or low
water. The relation of the times of high or low water to the turning

of the current depends upon a number of factors, so that no simple
general rule can be given. (To obtain the times of slack water, refer
to the Tidal Current Tables.)

@1y  Tidal Current Tables for the coasts of the United States
are issued annually by NOS in advance of the year for which they
are prepared. These tables include daily predictions of the times of
slack water and the times and velocities of strength of flood and
ebb currents for a number of waterways, together with differences
for obtaining predictions for numerous other places. Also included
is other useful information such as a method for obtaining the
velocity of current at any time, duration of slack, coastal tidal cur-
rents, wind currents, combination of currents, and current dia-
grams. Some information on the Gulf Stream is included in the
tables for the Atlantic coast.

@2 Tidal Current Charts are published by NOS for various
localities. These charts depict the direction and velocity of the cur-
rent for each hour of the tidal cycle. They present a comprehensive
view of the tidal current movement in the respective waterways as
a whole and when used with the proper current tables or tide tables
supply a means for readily determining for any time the direction
and velocity of the current at various localities throughout the
areas covered.

43  HOW TO OBTAIN TIDAL PREDICTIONS AND

- DATA FROM THE NATIONAL OCEAN SERVICE.-NOS,

which annually publishes Tide Prediction Tables and Tidal Cur-
rent Prediction Tables, is experiencing a shortage of funds to print
and distribute those Tables. In addition, the role of NOS with
regard to the publication of the Tables is redefined to be that of
maintaining and updating the tidal prediction database from
domestic and international sources and generating the annual pre-
dictions and associated information. Therefore, beginning with
the 1996 edition of these Tables, NOS will no longer print and dis-
tribute book-form Tables as a standard nautical product.

@4  The titles of the NOS publications affected are:

@5)  Tide Tables 1996 - East Coast of North and South America
including Greenland;

@6)  Tide Tables 1996 - West Coast of North and South Amer-
ica including the Hawaiian Islands;

@7 Tide Tables 1996 - Central and Western Pacific Ocean and
Indian Ocean;

@) Tide Tables 1996 - Europe and West Coast of Africa
including the Mediterranean Sea;

@9 Tidal Current Tables 1996 - Atlantic Coast of North Amer-
ica;

50y  Tidal Current Tables 1996 - Pacific Coast of North Amer-
ica and Asia;

1y Regional Tide and Tidal Current Tables 1996 - New York
Harbor to Chesapeake Bay:

52y Supplemental Tidal Predictions - Anchorage, Nikiski, Sel-
dovia, and Valdez, Alaska - 1996.

537  Although NOS will no longer print and distribute the
Tables in a book format, a complete set of Tables will be made
available to all who request it as a special compilation of predic-
tion information on CD-ROM. The CD-ROM will contain cam-
era-ready PostScript page-images. A PostScript reader will also
be included to allow viewing documents on-screen. There will be
a fee charged for production and distribution of the special compi-
lation. Although available to all who request it, the CD-ROM
vehicle may also be used by private printers who wish to print in
book-form the full set of Tables for distribution to retailers and the
general public. The annual predictions and associated information
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will be made available on the same schedule as followed in previ-
ous years.

54y In addition to the CD-ROM, two new vehicles will be pro-
vided for obtaining predictions. First, for the approximately 3,700
domestic tide stations, a 3-day window of predictions for any date
in 1995 and 1996 will be offered on the NOS, Coastal and Estua-
rine Oceanography Branch, Tidal Information Distribution and
Education System (TIDES) electronic bulletin board which is
accessible by telephone modem (301) 713-4492, N-8-1, up to
9600 baud). During 1996, this feature will be expanded to include
about 3,000 additional sites in 120 countries around the world.
Second, for domestic tidal reference stations, predictions covering
a 4-day period beginning on the day of inquiry will be available on
the NOS, Coastal and Estuarine Oceanography Branch, Mosaic
Homepage on the Internet (http://www-ceob.nos.noaa.gov).
These two new communication pathways will also be used to con-
tinuously inform customers when prediction products become
available or finalized during the year. Further, NOS will continue
to provide tide and tidal current prediction and associated informa-
tion on the media and in the time-frames with which castomers
have been familiar from past experience with NOS.

s5)  Thus, all requests for prediction and associated informa-
tion continue to be welcome. Beginning immediately, NOS is
accepting prediction data requests via two new communication
pathways. The first is the TIDES electronic bulletin board. The
second, is the NOS, Coastal and Estuarine Oceanography Branch,
World Wide Web Homepage.

56 As NOS is no longer printing and distributing the Tables
in book-form, the NOS Nautical Chart Sales Agents will no longer
obtain the Tables in book-form from the NOS Distribution Divi-
sion. Instead, they may obtain guantities of the Tables for resale to
the public from various private printers and distributors. NOS is
aware of a small nurber of vendors who have shown interest in
printing and distributing the Tables in book-form. NOS requests
any and all parties who may be interested in printing and distribut-
ing the Tables in book-form to contact NOS (address follows).

<511 The U.S. Coast Guard, through the Federal regulation 33
CFR 164.33, requires certain charts and publications be carried on
board vessels of 1,600 gross tons and greater when traversing U.S.
waters. NOS has been in contact with the U.S. Coast Guard con-
cerning this regulation. Questions concerning this regulation
should be addressed to Chief, Navigation Rules Branch, G-NVT-
3, United States Coast Guard, Washington, D.C. 20593-0001, tele-
phone (202) 267-0416; fax (202) 267-4826.

58y  Anyone with questions or comments regarding the above
subject or private printers and distributors wishing more informa-
tion should write, telephone, fax or e-mail to:

(59 National Ocean Service, NOAA

60 Attn: Tidal Predictions (N/OES33)

6 1305 East-West Highway

62)  Silver Spring, MD 20910-3281

3  Telephone (301) 713-2815

69 FAX (301) 713-4501

®5) E-MAIL ipss@ceob-g30.nos.noaa.gov

66  WWW http:/iwww-ceob.nos.noaa.gov

7y  Tidal observation data for some of the NOS tide stations,
and information about how to obtain other data, is available from
the NOS Ocean and Lake Levels Division. This information is
available on the World Wide Web at http:/fisis.ngs.noaa.gov:80/
olid/home.html. TELNET access to tidal data and information is
available at winet2.nos.noaa.gov. Tidal observation data is also
available in hard copy by mail, and in some instances, by fax.
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Special arrangements can be made for continuing access to data,
or for real-time access to certain data sets.

68;  Anyone with questions or comments regarding the above
subject or wishing more information should write, telephone, or
fax to:

69)  National Ocean Service, NOAA

70y Attn: Ocean and Lake Levels (N/OES232)

(1 1305 East-West Highway

(1) Silver Spring, MD 20910-3281

73y Telephone (301) 713-2877

74y FAX (301) 713-4366

75y NOS, in partnership with other agencies and institutions,
has established a series of Physical Oceanographic Real Time Sys-
tems (PORTS) in selected areas. These PORTS sites provide con-
stantly updated information on tidal and tidal current conditions,
water temperature, and weather conditions. This information is
updated every six minutes. The PORTS sites currently in opera-
tion include: Tampa Bay, Florida; San Francisco, California; and
New York/New Jersey; with future sites to be added. The infor-
mation is accessible through a computer data connection or by a
voice response system at the following numbers:

16y  TAMPA BAY

77y Voice response (813) 822-5836 or (813) 822-0022

78y Data (813) 822-5931 (2400 baud, N-8-1)

79 SAN FRANCISCO

80y  Voice response (707) 642-4337

1 Data (707) 642-4608 (2400 baud, N-8-1)

82y NEW YORK/NEW JERSEY

83y  Voice response (212} 688-7725

(84  Anyone with questions or comments regarding the above
subject or wishing more information should write, telephone, or
fax to:

85y  National Ocean Service, NOAA

86)  Attn: Office of Ocean and Earth Sciences (OES333)

&7 1305 East-West Highway, Station 6544

88)  Silver Spring MD 20910-3281

89  Telephone (301) 713-2809

©0  FAX (301) 713-4501

91y  Coast Guard, Department of Transportation.—The Coast
Guard has among its duties the enforcement of the laws of the
United States on the high seas and in coastal and inland waters of
the U.S. and its possessions; enforcement of navigation and neu-
trality laws and regulations; establishment and enforcement of
navigational regulations upon the Iniand Waters of the United
States, including the establishment of a demarcation line separat-
ing the high seas from waters upon which U.S. navigational rules
apply; administration of the Oil Pollution Act of 1961, as
amended; establishment and administration of vessel anchorages;
approval of bridge locations and clearances over navigable waters;
administration of the alteration of obstructive bridges; regulation
of drawbridge operations; inspection of vessels of the Merchant
Marine; admeasurement of vessels; documentation of vessels;
preparation and publication of merchant vessel registers; registra-
tion of stack insignia; port security; issuance of Merchant Marine
licenses and documents; search and rescue operations; investiga-
tion of marine casualties and accidents, and suspension and revo-
cation proceedings; destruction of derelicts; operation of aids to
navigation; publication of Light Lists and Local Notices to Mari-
ners; and operation of ice-breaking facilities.

927 The Coast Guard, with the cooperation of coast radio sta-
tions of many nations, operates the Antomated Mutual-assis-
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tance Vessel Rescue System (AMVER). It is an international
maritime mutual assistance program which provides important aid
to the development and coordination of search and rescue (SAR)
efforts in many offshore areas of the world. Merchant ships of all
nations making offshore passages are encouraged to voluntarily
send movement (sailing) reports and periodic position reports to
the AMVER Center at Coast Guard New York via selected radio
stations. Information from these reports is entered into an elec-
tronic computer which generates and maintains dead reckoning
positions for the vessels. Characteristics of vessels which are valu-
able for determining SAR capability are also entered into the com-
puter from available sources of information.

93y A worldwide communications network of radio stations
supports the AMVER System. Propagation conditions. location of
vessel, and traffic density will normally determine which station
may best be contacted to establish communications. To ensure that
no charge is applied, all AMVER reports should be passed
through specified radio stations. Those stations which currently
accept AMVER reports and apply no coastal station, ship station,
or landline charge are listed in each issue of the “AMVER Bulle-
tin” publication. Also listed are the respective International radio
call signs, locations, frequency bands, and hours of operation. The
“AMVER Bulletin” is available from AMVER Maritime Rela-
tions, U.S. Coast Guard, Building 110, Box 26. Governors Island.
NY 10004-5034, telephone: (212) 668-7764. Although AMVER
reports may be sent through nonparticipating stations, the Coast
Guard cannot reimburse the sender for any charges applied.

(¢94) Information concerning the predicted location and SAR
characteristics of each vessel known to be within the area of inter-
est is made available upon request to recognized SAR agencies of
any nation or vessels needing assistance. Predicted locations are
only disclosed for reasons related to marine safety.

95)  Benefits of AMVER participation to shipping include: (1)
improved chances of aid in emergencies, (2) reduced number of
calls for assistance to vessels not favorably located. and (3)
reduced time lost for vessels responding to calls for assistance. An
AMVER nparticipant is under no greater obligation to render assis-
tance during an emergency than a vessel who is not participating,

96y All AMVER messages should be addressed to Coast
Guard New York regardless of the station to which the message
is delivered, except those sent to Canadian stations which should
be addressed to AMVER Halifax or AMVER Vancouver to
avoid incurring charges to the vessel for these messages.

©n  Instructions guiding participation in the AMVER System
are available in the following languages: Chinese, Danish, Dutch,
English, French, German, Greek, Italian, Japanese, Korean. Nor-
wegian, Polish, Portuguese, Russian, Spanish, and Swedish. The
AMVER Users Manual is available from: AMVER Maritime
Relations, U.S. Coast Guard, Building 110, Box 26, Governors
Island, NY 10004-5034, telephone: (212) 668-7764; Commander,
Atlantic Area, U.S. Coast Guard, Governors Island, N.Y. 10004-
5000; Commander, Pacific Area, U.S. Coast Guard, Coast Guard
Island, Alameda, CA. 94501-5100; and at U.S. Coast Guard Dis-
trict Offices, Marine Safety Offices, Marine Inspection Offices,
and Captain of the Port Offices in major U.S. ports. Requests for
instructions should state the language desired if other than
English.

8y For AMVER participants bound for U.S. ports there is an
additional benefit. AMVER participation via messages which
include the necessary information is considered to meet the
requirements of 33 CFR 160. (See 160.201, chapter 2, for rules
and regulations.)

w9 AMVER Reporting Required —U.S. Maritime Adminis-
tration regulations effective August 1, 1983, state that certain U.S.
flag vessels and foreign flag “War Risk™ vessels must report and
regularly update their voyages to the AMVER Center. This report-
ing is required of the following: (a) U.S. flag vessels of 1.000
gross tons or greater, operating in foreign commerce; (b) foreign
flag vessels of 1.000 gross tons or greater, for which an Interim
War Risk Insurance Binder has been issued under the provisions
of Title XIL Merchant Marine Act, 1936.

iy Details of the above procedures are contained in the
AMVER Users Manual. The system is also published in
DMAHTC Pub. 117,

101, Search and Rescue Operation procedures are contained in
the International Maritime Organization (IMO) SAR Manual
(MERSAR). U.S. flag vessels may obtain a copy of MERSAR
from local Coast Guard Marine Safety Offices and Marine Inspec-
tion Offices or by writing to U.S. Coast Guard (G-OSR), Washing-
ton, D.C. 20593-0001. Other flag vessels may purchase MERSAR
directly from IMO.

02y The Coast Guard conducts and/or coordinates search and
rescue operations for surface vessels and aircraft that are in dis-
tress or overdue. (See Distress Signals and Communication Proce-
dures this chapier.)

(103 Light Lists, published by the Coast Guard, describe aids
to navigation. consisting of lights, fog signals, buoys. lightships.
daybeacons, and electronic aids. in United States (including
Puerto Rico and U.S. Virgin Islands) and contiguous Canadian
waters. Light Lists are for sale by the Government Printing Office
(see appendix for address) and by sales agents in the principal sea-
ports. Mariners should refer to these publications for detailed
information regarding the characteristics and visibility of lights,
and the descriptions of light structures, lightships, buoys, fog sig-
nals. and electronic aids,

a4y Documentation (issuance of certificates of registry,
enroliments, and licenses), admeasurements of vessels, and
administration of the various navigation laws pertaining thereto
are functions of the Coast Guard. Yacht commissions are also
issued, and certain undocumented vessels required to be numbered
by the Federal Boat Safety Act of 1971 are numbered either by the
Coast Guard or by a State having an approved numbering system
(the latter is most common). Owners of vessels may obtain the
necessary information from any Coast Guard District Commander,
Marine Safety Office. or Marine Inspection Office. Coast Guard
District Offices, Coast Guard Stations, Marine Safety Offices,
Captain of the Port Offices. Marine Inspection Offices, and Docu-
mentation Offices are listed in the appendix. (Note: A Marine
Safety Office performs the same functions as those of a Captain of
the Port and a Marine Inspection Office. When a function is at a
different address than the Marine Safety Office, it will be listed
separately in the appendix.)

105y Corps of Engineers, Department of the Army.-The Corps
of Engineers has charge of the improvement of the rivers and har-
bors of the United States and of miscellaneous other civil works
which include the administration of certain Federal laws enacted
for the protection and preservation of navigable waters of the
United States: the establishment of regulations for the use, admin-
istration, and navigation of navigable waters; the establishment of
harbor lines: the removal of sunken vessels obstructing or endan-
gering navigation; and the granting of permits for structures or
operations in navigable waters, and for discharges and deposits of
dredged and fill materials in these waters.
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(106) Restricted areas in most places are defined and regula-
tions governing them are established by the Corps of Engineers.
The regulations are enforced by the authority designated in the
regulations, and the areas are shown on the large-scale charts of
NOS. Copies of the regulations may be obtained at the District
offices of the Corps of Engineers. The regulations also are
included in the appropriate Coast Pilot.

(107 Information concerning the various ports, improvements,
channel depths, navigable waters, and the condition of the Intrac-
oastal Waterways in the areas under their jurisdiction may be
obtained direct from the District Engineer Offices. (See appendix
for addresses.)

(108) [Fishtraps.-The Corps of Engineers has general supervi-
sion of location, construction, and manner of maintenance of all
traps, weirs, pounds, or other fishing structures in the navigable
waters of the United States. Where State and/or local controls are
sufficient to regulate these structures, including that they do not
interfere with navigation, the Corps of Engineers leaves such reg-
ulation to the State or local authority. (See 33 CFR 330 (not car-
ried in this Pilot) for applicable Federal regulations.) Construction
permits issued by the Engineers specify the lights and signals
required for the safety of navigation.

(109) Fish havens, artificial reefs constructed to attract fish, can
be established in U.S. coastal waters only as authorized by a Corps
of Engineers permit; the permit specifies the location, extent, and
depth over these “underwater junk piles.”

1oy Environmental Protection Agency (EPA).-The U.S.
Environmental Protection Agency provides coordinated govern-
mental action to assure the protection of the environment by abat-
ing and controiling pollution on a systematic basis. The ocean
dumping permit program of the Environmental Protection Agency
provides that except when authorized by permit, the dumping of
any material into the ocean is prohibited by the “Marine Protec-
tion, Research, and Sanctuaries Act of 1972, Public Law 92-532,”
as amended (33 USC 1401 et seq.).

(1) Permits for the dumping of dredged material into
waters of the United States, including the territorial sea, and into
ocean waters are issued by the Corps of Engineers. Permits for the
dumping of fill material into waters of the United States, including
the territorial sea, are also issued by the Corps of Engineers. Per-
mits for the dumping of other material in the territorial sea and
ocean waters are issued by the Environmental Protection Agency.

a12)  Corps of Engineers regulations relating to the above are
contained in 33 CFR 323-324; Environmental Protection Agency
regulations are in 40 CFR 220-229. (See Disposal Sites, this chap-
ter.)

(113) Persons or organizations who want to file for an applica-
tion for an ocean dumping permit should write the Environmental
Protection Agency Regional Office for the region in which the
port of departure is located. (See appendix for addresses of
regional offices and States in the EPA coastal regions.)

119y The letter should contain the name and address of the
applicant; name and address of person or firm; the name and usual
location of the conveyance to be used in the transportation and
dumping of the material involved; a physical description where
appropriate; and the guantity to be dumped and proposed dumping
site.

15) Everyone who writes EPA will be sent information about a
final application for a permit as soon as possible. This final appli-
cation is expected to include questions about the description of the
process or activity giving rise to the production of the dumping
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material; information on past activities of applicant or others with
respect to the disposal of the type of material involved; and a
description about available alternative means of disposal of the
material with explanations about why an alternative is thought by
the applicant to be inappropriate.

(116) Federal Communications Commission.-The Federal
Communications Commission controls non-Government radio
communications in the United States, Guam, Puerto Rico, and the
Virgin Islands. Commission inspectors have authority to board
ships to determine whether their radio stations comply with inter-
national treaties, Federal Laws, and Commission regulations. The
commission has field offices in the principal U.S. ports. (See
appendix for addresses.) Information concerning ship radio regu-
lations and service documents may be obtained from the Federal
Communications Commission, Washington, D.C. 20554, or from
any of the field offices.

(17 Immigration and Naturalization Service, Department of
Justice.-The Immigration and Naturalization Service administers
the laws relating to admission, exclusion, and deportation of
aliens, the registration and fingerprinting of aliens, and the natural-
ization of aliens lawfully resident in the United States.

(118) The designated ports of entry for aliens are divided into
three classes. Class A is for all aliens. Class B is only for aliens
who at the time of applying for admission are lawfully in posses-
sion of valid resident aliens’ border-crossing identification cards
or valid nonresident aliens’ border-crossing identification cards or
are admissible without documents under the documentary waivers
contained in 8 CFR 212.1(a}. Class C is only for aliens who are
arriving in the United States as crewmen as that term s defined in
Section 101(a) (10) of the Immigration and Nationality Act. [The
term’‘crewman” means a person serving in any capacity on board a
vessel or aircraft. No person may enter the United States until he
has been inspected by an immigration officer. A list of the offices
covered by this Coast Pilot is given in the appendix.

119y Defense Mapping Agency Hydrographic/Topographic
Center (DMAHTC), Department of Defense.~The Defense Map-
ping Agency Hydrographic/Topographic Center provides hydro-
graphic, navigational, topographic, and geodetic data, charts,
maps, and related products and services to the Armed Forces,
other Federal Agencies, the Merchant Marine and mariners in gen-
eral. Publications include Sailing Directions, List of Lights, Dis-
tances Between Ports, Radio Navigational Aids, International
Code of Signals, American Practical Navigator (Bowditch), and
Notice to Mariners. (See Defense Mapping Agency Procurement
Information in appendix.)

(1200 Public Health Service, Department of Health and Human
Services.~-The Public Health Service administers foreign quaran-
tine procedures at U.S. ports of entry.

a2 All vessels arriving in the United States are subject to pub-
lic health inspection. Vessels subject routine boarding for quaran-
tine inspection are only those which have had on board during the
15 days preceding the date of expected arrival or during the period
since departure (whichever period of time is shorter) the occur-
rence of any death or ill person among passengers or crew (includ-
ing those who have disembarked or have been removed). The
master of a vessel must report such occurrences immediately by
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radio to the quarantine station at or nearest the port at which the
vessel will arrive.

(122; In addition, the master of a vessel carrying 13 or more pas-
sengers must report by radio 24 hours before arrival the number of
cases (including zero) of diarrhea in passengers and crew recorded

- in the ship's medical log during the current cruise. All cases that
occur after the 24 hour report must also be reported not less than 4
hours before arrival.

(23 “Ill person” means person who:

@124y 1. Has a temperature of 100°F (or 38°C) or greater,
accompanied by a rash, glandular swelling, or jaundice, or which
has persisted for more than 48 hours; or

(125) 2. Has diarrhea, defined as the occurrence in a 24 hour
period of three or more loose stools or of a greater than normal
(for the person) amount of loose stools.

126y Vessels arriving at ports under control of the United States
are subject to sanitary inspection to determine whether measures
should be applied to prevent the introduction. transmission. or
spread of communicable disease.

a27)  Specific public health laws, regulations. policies, and pro-
cedures may be obtained by contacting U.S. Quarantine Stations,
U.S. Consulates or the Chief Program Operations, Division of
Quarantine, Centers for Disease Control, Atlanta, Ga. 30333. (See
appendix for addresses of U.S. Public Health Service Quarantine
Stations.)

128) Food and Drug Administration (FDA), Public Health
Service, Department of Health and Human Services.—-Under the
provisions of the Control of Communicable Diseases Regulations
(21 CFR 1240) and Interstate Conveyance Sanitation Regulations
(21 CFR 1250), vessel companies operating in interstate traffic
shall obtain potable water for drinking and culinary purposes only
at watering points found acceptable to the Food and Drug Admin-
istration. Water supplies used in watering point operations must
also be inspected to determine compliance with applicable Inter-
state Quarantine Regulations (42 CFR 72). These regulations are
based on authority contained in the Public Health Service Act (PL
78-410). Penatlties for violation of any regulation prescribed under
authority of the Act are provided for under Section 368 (42 USC
271) of the Act.

(129) Vessel Watering Points.—FDA annually publishes a list of
Acceptable Vessel Watering Points. This list is available from
most FDA offices or from Interstate Travel Sanitation Subprogram
Center for Food Safety and Applied Nutrition, FDA (HFF-312),
200 C Street SW., Washington, D.C. 20204. Current status of
watering points can be ascertained by contacting any FDA office.
(See appendix for addresses.)

a30) National Weather Service (NWS), National Oceanic and
Atmospheric Administration (NOAA), Department of Com-
merce.~The National Weather Service provides marine weather
forecasts and warnings for the U.S. coastal waters. the Great
Lakes, offshore waters, and high seas areas. Scheduled marine
forecasts are issued four times daily from more than 20 National
Weather Service Forecast Offices (WSFOs) around the country,
operating 24 hours a day. Marine services are also provided by
over 50 National Weather Service Offices with local areas of
responsibility. (See appendix for Weather Service Forecast Offices
and Weather Service Offices for the area covered by this Coast
Pilot.)

131 Typically, the forecasts contain information on wind speed
and direction, wave heights, visibility, weather, and a general syn-

opsis of weather patterns affecting the region. The forecasts are
supplemented with special marine warnings and statements, radar
summaries, marine observations, small-craft advisories, gale
warnings, storm warnings and various categories of tropical
cyclone warnings e.g., tropical depression, tropical storm and hur-
ricane warnings. Specialized products such as coastal flood,
seiche, and tsunami warnings, heavy surf advisories, low water
statements, ice forecasts and outlooks, and lake shore warnings
and statements are issued as necessary.

1132y The principal means of disseminating marine weather ser-
vices and products in coastal areas is NOAA Weather Radio.
This network or more than 350 stations nationwide 1s operated by
the NWS and provides continuous broadcasts of weather informa-
tion for the general public. These broadcasts repeat taped mes-
sages every 4-6 minutes. Tapes are updated periodically, usually
every 2-3 hours and amended as required to include the latest
information. When severe weather threatens, routine transmis-
sions are interrupted and the broadcast is devoted to emergency
warnings. (See appendix for NOAA Weather Radio Stations cov-
ered by this Coast Pilot.)

133y In coastal areas, the programming is tailored to the needs
of the marine community. Each coastal marine forecast covers a
specific area. For example, “Cape Henlopen to Virginia Beach, out
20 miles.” The broadcast range is about 40 miles from the trans-
mitting antenna site, depending on terrain and quality of the
receiver used. When transmitting antennas are on high ground, the
range is somewhat greater, reaching 60 miles or more. Some
receivers are equipped with a warning alert device that can be
turned on by means of a tone signal controlled by the NWS office
concerned. This signal is transmitted for 13 seconds preceding an
announcement of a severe weather warning.

139y NWS marine weather products are also disseminated to
marine users through the broadcast facilities of the Coast Guard,
Navy, and commercial marine radio stations. Details on these
broadcasts including times, frequencies, and broadcast content are
listed in the joint NWS/Navy publication Selected Worldwide
Marine Weather Broadcasts. For marine weather services in the
coastal areas, the NWS publishes a series of Marine Weather Ser-
vices Charts showing Jocations of NOAA Weather Radio stations,
sites, telephone numbers of recorded weather messages and NWS
offices, and other useful marine weather information.

i135)  Ships of all nations share equally in the effort to report
weather observations. These reports enable meteorologists to cre-
ate a detailed picture of wind, wave, and weather patterns over the
open waters that no other data source can provide and upon which
marine forecasts are based. The effectiveness and reliability of
these forecasts and warnings plus other services to the marine
community are strongly linked to the observations received from
mariners. There is an especially urgent need for ship observations
in the coastal waters, and the NWS asks that these be made and
transmitted whenever possible. Many storms originate and inten-
sify in coastal areas. There may be a great difference in both wind
direction and speed between the open sea, the offshore waters, and
on the coast itself.

(13¢y Information on how ships, commercial fishermen, off-
shore industries. and others in the coastal zone may participate in
the marine observation program is available from National
Weather Service Port Meteorological Officers (PMOs). Port
Meteorological Officers are located in major U.S. port cities and
the Republic of Panama, where they visit ships in port to assist
masters and mates with the weather observation program, provide
instruction on the interpretation of weather charts, calibrate
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barometers and other meteorological instruments, and discuss
marine weather communications and marine weather requirements
affecting the ships’ operations. (See appendix for addresses of
Port Meteorological Officers in or near the area covered by this
Coast Pilot.)

(137 National Environmental Satellite, Data, and Informa-
tion Service (NESDIS), National Oceanic and Atmospheric
Administration (NOAA), Department of Commerce.—Among its
functions, NESDIS archives, processes, and disseminates the non-
realtime meteorological and oceanographic data collected by gov-
emment agencies and private institutions. Marine weather obser-
vations are collected from ships at sea on a voluntary basis. About
1 million observations are received annually at NESDIS’s
National Climatic Center. They come from vessels representing
every maritime nation. These observations, along with land data,
are returned to the mariners in the form of climatological summa-
ries and atlases for coastal and ocean areas. They are available in
such NOAA publications as the U.S. Coast Pilot, Mariners
Weather Log, and Local Climatological Data, Annual Sum-
mary. They also appear in the Defense Mapping Agency Hydro-
graphic/Topographic Center’s Pilot Chart Atlases and Sailing
Directions Planning Guides.

DISTRESS SIGNALS AND COMMUNICATION
PROCEDURES

138y Coast Guard search and rescue operations.-The Coast
Guard conducts and/or coordinates search and rescue operations
for surface vessels or aircraft that are in distress or overdue.
Search and Rescue vessels and aircraft have special markings,
including a wide slash of red-orange and a small slash of blue on
the forward portion of the hull or fuselage. Other parts of aircraft,
normally painted white, may have other areas painted red to facili-
tate observation. The cooperation of vessel operators with Coast
Guard helicopters, fixed-wing aircraft, and vessels may mean the
difference between life and death for some seaman or aviator;
such cooperation is greatly facilitated by the prior knowledge on
the part of vessel operators of the operational requirements of
Coast Guard equipment and personnel, of the international distress
signals and procedures, and of good seamanship.

(139 Note.~In August 1993, all Coast Guard communication
stations and cutters discontinued watchkeeping on the distress fre-
quency 500 kHz. Distress and other calls to Coast Guard commu-
nication stations may be made on any of the following HF single
sideband radiotelephone channels: 424(4134 kHz), 601(6200
kHz), 816(8240 kHz), or 1205(12242 kHz).

(140) International distress signals.—(1) A signal made by
radiotelegraphy or by any other signalling method consisting of
the group “SOS” in Morse Code.

aan  (2) A signal sent by radiotelephony consisting of the spo-
ken word “MAYDAY.”

(142> (3) The International Flag Code Signal of NC.

(143) (4) A signal consisting of a square flag having above or
below it a ball or anything resembling a ball.

(144) (5) Flames on the craft (as from a burning oil barrel, etc.)

(145)  (6) A rocket parachute flare or hand flare showing a red
light.

(146) (7) Rockets or shells, throwing red stars fired one at a
time at short intervals.

(1477 (8) Orange smoke, as emitted from a distress flare.
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(148)  (9) Slowly and repeatedly raising and lowering arms out-
stretched to each side.

(149) (10) A gun or other explosive signal fired at intervals of
about 1 minute.

(1500 {11) A continuous sounding of any fog-signal apparatus.

1151y {12) The radiotelegraph alarm signal.

(152 (13) The radiotelephone alarm signal.

1153y (14) Signals transmitted by emergency position-indicat-
ing radiobeacons.

(154) (15) A piece of orange-colored canvas with either a black
square and circle or other appropriate symbol (for identification
from the air).

55 (16) A dye marker.

as¢y Radio distress procedures.~Distress calls are made on
2182 kHz or VHF-FM channel 16 (MAYDAY). For less serious
situations than warrant the distress procedure, the urgency signal
PAN-PAN (PAHN-PAHN, spoken three times), or the safety sig-
nal SECURITY (SAY-CURITAY, spoken three times), for radiote-
lephony, are used as appropriate. Since radiotelegraph
transmissions are normally made by professional operators, and
urgency and safety situations are less critical, only the distress
procedures for voice radiotelephone are described. For complete
information on emergency radio procedures, see 47 CFR 83 or
DMAHTC Pub. 117. (See appendix for a list of Coast Guard
Stations which guard 2182 kHz and 156.80 MHz.) Complete
information on distress guards can be obtained from Coast Guard
District Commanders.

(157) Distress calls indicate a vessel or aircraft is threatened by
grave and imminent danger and requests immediate assistance.
They have absclute priority over all other transmissions. All sta-
tions which hear a distress call must immediately cease any trans-
mission capable of interfering with the distress traffic and shall
continue to listen on the frequency used for the emission of the
distress call. This call shall not be addressed to a particular station,
and acknowledgement of receipt shall not be given before the dis-
tress message which follows it is sent.

(s8) Radiotelephone distress communications include the
following actions:

(159 (1) The radiotelephone alarm signal (if available): The
signal consists of two audio tones, of different pitch, transmitted
alternately; its purpose is to attract the attention of persons on
radio watch or to actuate automatic alarm devices. It may only be
used to announce that a distress call or message is about to follow.

(160) (2) The distress call, consisting of:—the distress signal
MAYDAY (spoken three times);

(t61) the words THIS IS (spoken once);

(162) the call sign or name of the vessel in distress (spoken three
times).

(63) (3) The distress message follows immediately and con-
sists of:

(164) the distress signal MAYDAY;

(165) the call sign and name of the vessel in distress;

(66) particulars of its position (latitude and longitude, or true
bearing and distance from a known geographical position);

167y the nature of the distress;

168y the kind of assistance desired;

(i69) the number of persons aboard and the condition of any
injured;

(170)  present seaworthiness of vessel;

a7n  description of the vessel (length; type; cabin; masts;
power; color of hull, superstructure, trim; etc.);
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(172) any other information which might facilitate the rescue,
such as display of a surface-to-air identification signal or a radar
reflector;

(173 your listening frequency and schedule;

76y THIS IS (call sign and name of vessel in distress). OVER.

(1750 (4) Acknowledgement of receipt of a distress message:
If a distress message is received from a vessel which is definitely
in your vicinity, immediately acknowledge receipt. If it is not in
your vicinity. allow a short interval of time to elapse before
acknowledging, in order to permit vessels nearer to the vessel in
distress to acknowledge receipt without interference. However, in
areas where reliable communications with one or more shore sta-
tions are practicable, all vessels may defer this acknowledgement
for a short interval so that a shore station may acknowledge receipt
first. The acknowledgement of receipt of a distress is given as fol-
lows:

(176) the call sign or name of the vessel sending the distress
(spoken three times);

1177y the words THIS 1S;

(178) the call sign or name of acknowledging vessel (spoken
three times);

179y The words RECEIVED MAYDAY.

1180y  After the above acknowledgement, allow a momentary
interval of listening to insure that you will not interfere with
another vessel better situated to render immediate assistance; if
not, with the authority of the person in charge of the vessel, trans-
mit:

as1y the word MAYDAY;

«182)  the call sign and name of distressed vessel;

(183) the words THIS IS;

1184) the call sign and name of your vessel;

(185) your position (latitude and longitude. or true bearing and
distance from a known geographical position);

86y the speed you are proceeding towards, and the approxi-
mate time it will take to reach, the distressed vessel. OVER.

(87 (5) Further distress messages and other communica-
tions: Distress communications consist of all messages relating to
the immediate assistance required by the distressed vessel. Each
distress communication shall be preceded by the signal MAYDAY.
The vessel in distress or the station in control of distress commu-
nications may impose silence on any station which interferes. The
procedure is:—the words SEELONCE MAYDAY (Seelonce is
French for silence). Silence also may be imposed by nearby
mobile stations other than the vessel in distress or the station in
control of distress communications. The mobile station which
believes that silence is essential may request silence by the follow-
ing procedure:-the word SEELONCE, followed by the word DIS-
TRESS, and its own call sign.

(188) (6) Transmission of the distress procedure by a vessel
or shore station not itself in distress: A vessel or a shore station
which learns that a vessel is in distress shall transmit a distress
message in any of the following cases:

(189) (a) When the vessel in distress is not itself able to
transmit the distress message.

(190) (b) When a vessel or a shore station considers that further
help is necessary.

191y (c) When, although not in a position to render assistance,
it has heard a distress message that has not been acknowledged.

192y In these cases, the transmission shall constst of:

(193) the radiotelephone alarm signal (if available);

(194) the words MAYDAY RELAY (spoken three times);

(195) the words THIS IS;

i196) the call sign and name of vessel (or shore station), spoken
three times.

(1977 'When a vessel transmits a distress under these conditions.
it shall take all necessary steps to contact the Coast Guard or a
shore station which can notify the Coast Guard.

198y (7) Termination of distress: When distress traffic has
ceased, or when silence is no longer necessary on the frequency
used for the distress traffic, the station in control shall transmit on
that frequency a message to all stations as follows:

199y the distress signal MAYDAY:

200y the call TO ALL STATIONS. spoken three times:

o1 the words THIS IS;

©202) the call sign and name of the station sending the message:

203) the time;

(204) the name and call sign of the vessel in distress:

205 the words SEELONCE FEENEE (French for silence fin-
ished).

DISTRESS ASSISTANCE AND COORDINATION
PROCEDURES

206y Surface ship procedures for assisting distressed surface
vessels.

201 (1) The following immediate action should be taken by
each ship on receipt of a distress message:

08) (a) Acknowledge receipt and, if appropriate, retransmit
the distress message;

<209) (b) Immediately try to take D/F bearings during the trans-
mission of the distress message and maintain a D/F watch on 2182
kHz;

@10y (c¢) Communicate the following information to the ship in
distress:

211 (1) identity;

@12y (i1) position;

(213 (iii) speed and estimated time of arrival (ETA):

214y (iv) when available, true bearing of the ship in distress.

215¢ (d) Maintain a continuous listening watch on the fre-
quency used for the distress. This will normally be:

2160 (1) 2182 kHz (radiotelephony).

217y {e) Additionally, maintain watch on VHF-FM channel 16
as necessary;

18) (f) Operate radar continuously;

19) (g) If in the vicinity of the distress, post extra lookouts.

@20y (2) The following action should be taken when proceed-
ing to the area of distress:

221y (a) Plot the position, course, speed. and ETA of other
assisting ships.

22y (b) Know the communication equipment with which
other ships are fitted. This information may be obtained from the
International Telecommunication Union's List of Ship Stations

(223 (c) Attempt to construct an accurate “picture” of the cir-
cumstances attending the casualty. The important information
needed is included under Distress Signals and Communication
Procedures, this chapter. Should the ship in distress fail to transmit
this information, a ship proceeding to assist should request what
information is needed.

24y (3) The following on-board preparation while proceeding
to the distress area should be considered:

@25) {(a) A rope (guest warp) running from bow to quarter at
the waterline on each side and secured by lizards to the ship’s side
to assist boats and rafts to secure alongside;
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226y (b) A derrick rigged ready for hoisting on each side of the
ship with a platform cargo sling, or rope net, secured to the runner
to assist the speedy recovery of exhausted or injured survivors in
the water;

227y (c) Heaving lines, ladders, and scramble net placed ready
for use along both sides of the ship on the lowest open deck and
possibly crew members suitably equipped to enter the water and
assist survivors;

228y (d) A ship’s liferaft made ready for possible use as a
boarding station;

229y (e) Preparations to receive survivors who require medical
assistance including the provision of stretchers;

230) (f) When own lifeboat is to be launched, any means to
provide communications between it and the parent ship will prove
to be of very great help;

(231 (g) A line throwing appliance with a light line and a
heavy rope, ready to be used for making connection either with the
ship in distress or with survival craft.

232y Aircraft procedures for directing surface craft to scene
of distress incident.—The following procedures performed in
sequence by an aircraft mean that the aircraft is directing a surface
craft toward the scene of a distress incident,

233) (a) Circling the surface craft at least once.

239y (b) Crossing the projected course of the surface craft
close ahead at low altitude, rocking the wings, opening and clos-
ing the throttle, or changing the propeller pitch.

(235 {c) Heading in the direction in which the surface craft is
to be directed. The surface craft should acknowledge the signal by
changing course and following the aircraft. If, for any reason, it is
impossible to follow, the surface craft should hoist the interna-
tional code flag NOVEMBER, or use any other signaling means
available to indicate this.

236y The following procedures performed by an aircraft mean
that the assistance of the surface craft is no longer required:

237) (a) Crossing the wake of the surface craft close astern at a
low altitude, rocking the wings, opening and closing the throttle or
changing the propeller pitch.

238)  Since modern jet-engined aircraft cannot make the charac-
teristic sound associated with opening and closing the throttle, or
changing propeller pitch, ships should be alert to respond to the
signals without the sounds, when jets or turboprop aircraft are
involved.

239 Surface ship procedures for assisting aircraft in dis-
tress.

240y 1. When an aircraft transmits a distress message by radio,
the first transmission is generally made on the designated air/
ground enroute frequency in use at the time between the aircraft
and aeronautical station. The aircraft may change to another fre-
quency, possibly another enroute frequency or the aeronautical
emergency frequencies of 121.50 MHz or 243 MHz. In an emer-
gency, it may use any other available frequency to establish con-
tact with any land, mobile, or direction-finding station.

241) 2. There is liaison between Coast Radio Stations aeronau-
tical units, and land-based search and rescue organizations. Mer-
chant ships will ordinarily be informed of aircraft casualties at sea
by broadcast messages from Coast Radio Stations, made on the
international distress frequencie of 2182 kHz. Ships may, how-
ever, become aware of the casualty by receiving:

242) (a) An SOS message from an aircraft in distress which is
able to transmit on radiotelephone on 2182 kHz.

(43 (b) A message from a SAR aircraft.
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244) 3. For the purpose of emergency communications with
aircraft, special attention is called to the possibility of conducting
direct communications on 2182 kHz, if both ship and aircraft are
so equipped.

(245) 4. An aircraft in distress will use any means at its disposal
to attract attention, make known its position, and obtain help,
including some of the signals prescribed by the applicable Naviga-
tion Rules.

246y 5. Aircraft usually sink quickly (e.g. within a few min-
utes). Every endeavor will be made to give ships an accurate posi-
tion of an aircraft which desires to ditch. When given such a
position, a ship should at once consult any other ships in the vicin-
ity on the best procedure to be adopted. The ship going to the res-
cue should answer the station sending the broadcast and give her
identity, position, and intended action.

(247 6. If a ship should receive a distress message direct from
an aircraft, she should act as indicated in the immediately preced-
ing paragraph and also relay the message to the nearest Coast
Radio Station. Moreover, a ship which has received a distress
message direct from an aircrft and js going to the rescue should
take a bearing on the transmission and inform the Coast Radio
Station and other ships in the vicinity of the call sign of the dis-
tressed aircraft and the time at which the distress message was
received, followed by the bearing and time at which the signal
ceased.

248y 7. When an aircraft decides to ditch in the vicinity of a
ship, the ship should:

(249) (a) Transmit homing bearings to the aircraft, or (if so
required) transmit signals enabling the aircraft to take its own
bearings.

2500 (b) By day, make black smoke.

(251) {c) By night, direct a searchlight vertically and turn on ali
deck lights. Care must be taken not to direct a searchlight toward
the aircraft, which might dazzle the pilot.

252) 8. Ditching an aircraft is difficult and dangerous. A ship
which knows that an aircraft intends to ditch should be prepared to
give the pilot the following information:

@53 (a) Wind direction and force.

@254) (b) Direction, height, and length of primary and second-
ary swell systems.

(255) (c) Other pertinent weather information.

2s6) The pilot of an aircraft will choose his own ditching head-
ing. If this is known by the ship, she should set course parallel to
the ditching heading. Otherwise the ship should set course parallel
to the main swell system and into the wind component, if any.

@51 9. A land plane may break up immediately on striking the
water, and liferafts may be damaged. The ship should, therefore,
have a lifeboat ready for launching, and if possible, boarding nets
should be lowered from the ship and heaving lines made ready in
the ship and the lifeboat. Survivors of the aircraft may have bright
colored lifejackets and location aids.

258y 10. The method of recovering survivors must be left to
the judgment of the master of the ship carrying out the rescue
operation.

5% 11. It should be borne in mind that military aircraft are
often fitted with ejection seat mechanisms. Normally, their aircrew
will use their ejection seats, rather than ditch. Should such an air-
craft ditch, rather than the aircrew bail out, and it becomes neces-
sary to remove them from their ejection seats while still in the
aircraft, care should be taken to avoid triggering off the seat mech-
anisms. The activating handles are invariably indicated by red and
or black/yellow coloring.
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60y 12. A survivor from an aircraft casualty who is recovered
may be able to give information which will assist in the rescue of
other survivors. Masters are therefore asked to put the following
questions to survivors and to communicate the answers to a Coast
Radio Station. They should also give the position of the rescuing
ship and the time when the survivors were recovered.

(261) (a) What was the time and date of the casuaity?

©262) (b) Did you bail out or was the aircraft ditched?

263 (¢) If you bailed out, at what altitude?

264) (d) How many others did you see leave the aircraft by
parachute?

@65) (e) How many ditched with the aircraft?

266) (f) How many did you see leave the aircraft after ditch-
ing?

267y {g) How many survivors did you see in the water?

268y (h) What flotation gear had they?

269 (i) What was the total number of persons aboard the air-
craft prior to the accident?

@70 (j> What caused the emergency?

@21y Helicopter evacuation of personnel.—Helicopter evacua-
tion, usually performed by the Coast Guard, is a hazardous opera-
tion to the patient and to the flight crew, and should only be
attempted in event of very serious illness or injury. Provide the
doctor on shore with all the information you can concerning the
patient, so that an intelligent evaluation can be made concerning
the need for evacuation. Most rescue helicopters can proceed less
than 150 miles offshore (a few new helicopters can travel 250 to
300 miles out to sea), dependent on weather conditions and other
variables. If an evaluation is necessary, the vessel must be pre-
pared to proceed within range of the helicopter. and should be
familiar with the preparations which are necessary prior to and
after its arrival.

272y 'When requesting helicopter assistance:

73 (1) Give the accurate position, time. speed, course,
weather conditions, sea conditions, wind direction and velocity,
type of vessel, and voice and CW frequency for your ship.

274) (2) If not already provided, give complete medical infor-
mation including whether or not the patient is ambulatory.

275) (3) I you are beyond helicopter range, advise your diver-
sion intentions so that a rendezvous point may be selected.

(276) (4) If there are changes to any items reported earlier,
advise the rescue agency immediately. Should the patient die
before the arrival of the helicopter, be sure to advise those assist-
ing you.

@™ Preparations prior to the arrival of the helicopter:

278y (1) Provide continuous radio guard on 2182 kHz or speci-
fied voice frequency, if possible. The helicopter normally cannot
operate CW.

279y (2) Select and clear the most suitable hoist area, prefera-
bly aft on the vessel with a minimum of 50 feet (15.2 meters)
radius of clear deck. This must include the securing of loose gear,
awnings, and antenna wires. Trice up running rigging and booms.
If hoist is aft, lower the flag staff.

80y (3) If the hoist is to take place at night, light the pickup
areas as well as possible. Be sure you do not shine any lights on
the helicopter, so that the pilot is not blinded. If there are any
obstructions in the vicinity, put a light on them so the pilot will be
aware of their positions.

281y (4) Point searchlight vertically to aid the flight crew in
locating the ship and turn them off when the helicopter is on the
scene.

282y (5) Be sure to advise the helicopter of the location of the
pickup area on the ship before the helicopter arrives, so that the
pilot may make his approach to aft. amidships, or forward. as
required.

(283)  (6) There will be a high noise level under the helicopter.
$0 voice communications on deck are aimost impossible. Arrange
a set of hand signals among the crew who will assist.

284y Hoist operations:

285y (1) If possible, have the patient moved to a position as
close to the hoist area as his condition will permit-time is impor-
tant.

286) (2) Normally, if a litter (stretcher) is required. it will be
necessary to move the patient to the special litter which will be
lowered by the helicopter. Be prepared to do this as quickly as
possible. Be sure the patient is strapped in, face up, and with a life
jacket on (if his condition will permit).

(287)  (3) Be sure that the patient is tagged to indicate what
medication, if any, was administered to him and when it was
administered.

(288) (4) Have patient’s medical record and necessary papers i
an envelope or package ready for transfer with the patient.

289y (5) Again, if the patient’s condition permit. be sure he is
wearing a life jacket.

2901 (6) Change the vessel’s course to permit the ship to ride as
easily as possible with the wind on the bow, preferably on the port
bow. Try to choose a course to keep the stack gases clear of the
hoist area. Once established, maintain course and speed.

29t (7) Reduce speed to ease ship’s motion, but maintain
steerageway.

292) (8) 1f you do not have radio contact with the helicopter,
when you are in all respects ready for the hoist, signal the helicop-
ter in with a “come on” with your hand, or at night by flashlight
signals.

293) (9) Allow basket or stretcher to touch deck prior to
handling to avoid static shock.

294y (10) If a trail line is dropped by the helicopter, guide the
basket or stretcher to the deck with the line; keep the line free at
all times. This line will not cause shock.

295) (11) Place the patient in basket, sitting with his hands
clear of the sides, or in the litter, as described above. Signal the
helicopter hoist operator when ready for the hoist. Patient should
signal by a nodding of the head if he is able. Deck personnel give
thumbs up.

296y (12) If it is necessary to take the litter away from the hoist
point, unhook the hoist cable and keep it free for the helicopter to
haul in. Do not secure cable or trail line to the vessel or attempt
to move stretcher without unhooking.

297y {(13) When patient is strapped into the stretcher, signal the
helicopter to lower the cable, attach cable to stretcher sling (bri-
dle), then signal the hoist operator when the patient is ready to
hoist. Steady the stretcher so it will not swing or turn.

(298) (14) If a trail line is attached to the basket or stretcher, use
it to steady the patient as he is hoisted. Keep your feet clear of the
line, and keep the line from becoming entangled.

299y Medical advice and/or evacuation.—In the event a master
of a vessel requires medical advice and/or there is a potential of
evacuation the following should be volunteered by the master:

(300) Vessel's name and call sign.

301y Vessel’s position and time at position.

(302) Vessel’s course, speed and next port and estimated time of
arrival (ETA).

(303) Patient’s name, nationality, age, race and sex.
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(304:  Patient’s respiration, pulse and temperature.
(30s;  Patient’s symptoms and nature of illness.
1206)  Any known history of similar illness.

307 Location and type of pain.

30%)  Medical supplies carried on board vessel.
1309)  Medication given to patient.

310)  Weather.

311, Communication schedule and frequency.

t12)  Coast Guard droppable, floatable pumps.—The Coast
Guard often provides vessels in distress with emergency pumps by
either making parachute drops, by lowering on helicopter hoist, or
by delivering by vessel. The most commonly used type of pump
comes complete in a sealed aluminum drum about half the size of
a 50-gallon oil drum. One single lever on top opens it up. Don’t be
smoking as there may be gas fumes inside the can. The pump will
draw about 90 gallons per minute. There should be a waterproof
flashlight on top of the pump for night use. Operating instructions
are provided inside the pump container.

3131 Preparations for being towed by Coast Guard:

@31y (1) Clear the forecastle area as well as you can.

i35 (2) If a line-throwing gun is used, keep everyone out of
the way until line clears the boat. The Coast Guard vessel will
blow a police whistle or otherwise warn you before firing.

1316)  (3) Have material ready for chafing gear.

3117 Radar reflectors on small craft.—Operators of disabled
wooden craft and persons adrift in rubber rafts or boats that are, or
may consider themselves to be, the object of a search, should hoist
on a halyard or otherwise place aloft as high as possible any
metallic object that would assist their detection by radar. Coast
Guard cutters and aircraft are radar equipped and thus are able to
continue searching in darkness and during other periods of low
visibility. It is advisable for coastal fishing boats, yachts, and other
small craft to have efficient radar reflectors permanently installed
aboard the vessel.

318y  Filing Cruising schedules.—Small-craft operators should
prepare a cruising plan before starting on extended trips and leave
it ashore with a yacht club, marina, friend, or relative. It is advis-
able to use a checking-in procedure by telephone for each point
specified in the cruising plan. Such a trip schedule is vital for
determining of a boat is overdue and will assist materially in locat-
ing a missing craft in the event search and rescue operations
become necessary.

319 Medical advice.—Free medical advice is furnished to sea-
men by radio through the cooperation of Governmental and com-
metcial radio stations whose operators receive and relay messages
prefixed RADIOMEDICAL from ships at sea to the U.S. Coast
Guard and/or directly to a hospital and then radio the medical
advice back to the ships. (See appendix for list of radio stations
that provide this service.)

RADIO NAVIGATION WARNINGS AND WEATHER

13200 Marine radio warnings and weather are disseminated by
many sources and through several types of transmissions. Morse
code radiotelegraph broadcasts of navigational warnings and other
advisories are not described, since these transmissions are nor-
mally copied only by professional radio operators. U.S. Coast
Guard NAVTEX, high-frequency (HF) narrow-band direct print-
ing (radio telex). HF radiofacsimile, and radiotelephone broad-
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casts of maritime safety information are summarized here. (For
complete information on radio warnings and weather see
DMAHTC Pub. 117 and the joint National Weather Service/Navy
publication Selected Worldwide Marine Weather Broadcasts.)

3211 Frequency units.—Hertz (Hz). a unit equal to one cycle
per second, has been generally adopted for radio frequencies:
accordingly. frequencies formerly given in the Coast Pilot in kilo-
cycles (kc) and megacycles (mc) are now stated in kilohertz
(kHz) and Megahertz (MHz), respectively.

3227 Coast Guard radio stations.—Coast Guard radio stations
provide urgent. safety, and scheduled marine information broad-
casts with virtually complete coverage of the approaches and
coastal waters of the United States, Puerto Rico, and the U.S. Vir-
gin Islands.

323) Urgent and safety radiotelephone broadcasts of impor-
tant Notice to Mariners items, storm warnings, and other vital
marine information are transmitted upon receipt, and urgent
broadcasts are repeated 15 minutes later; additional broadcasts are
made at the discretion of the originator. Urgent broadcasts are
preceded by the urgent signal PAN-PAN (PAHN-PAHN, spoken
three times). Both the urgent signal and message are transmit-
ted on 2182 kHz and/or VHF-FM channel 16. Safety broacasts
are preceded by the safety signal SECURITY (SAY-CURITAY,
spoken three times). The Safety signal is given on 2182 kHz
and/or VHF-FM channel 16, and the message is given on 2670
kHz and/or VHF-FM channel 22A.

(324) Scheduled radiotelephone broadcasts include routine
weather, small-craft advisories, storm warnings, navigational
information, and other advisories. Short-range broadcasts are
made on 2670 kHz and/or VHF-FM channel 22A, following a
preliminary call on 2182 kHz and/or VHF-FM channel 16. (See
appendix for a list of stations and their broadcast frequencies and
times for the area covered by this Coast Pilot.)

(325) Weather information is not normally broadcast by the
Coast Guard on VHF-FM channel 22A in areas where NOAA
Weather Radio service is available. See note below regarding
VHF-FM channel 22A.

(3260 HF single-sideband broadcasts of high seas weather infor-
mation is available on the (carrier) frequencies 4428.7, 6506.4,
8765.4, 13113.2, and 17307.3 kHz from Portsmouth, VA and San
Francisco, CA.

321y Narrow-band direct printing (radio telex or sitor) broad-
casts of NAVAREA and other navigational warnings are transmit-
ted on the following assigned frequencies:

(328) Atlantic ice reports: 5320, 8502, and 12750 kHz.

329y Other Atlantic warnings: 8490, 16968.8 kHz.

330 Pacific: 8710.5, 8714.5, 8718, 13077, 13084.5, 17203,
22567, and 22574.5 kHz.

331)  HF radiofacsimile broadcasts of weather and ice charts are
made on the following frequencies:

(331 Atlantic: 3242, 7530, 8502 (ice only), 12750 (ice only)
kHz.

(333) Pacific: 4298 (Kodiak), 4336, 8459 (Kodiak), 8682,
12730, 17151.2 kHz.

(334 Warning Regarding Coast Gunard VHF-FM Channel
22A Broadcasts.-The Coast Guard broadcasts urgent and routine
maritime safety information to ships on channel 22A (157.10
MHz), the ship station transmit frequency portion of channel 22,
of Appendix 18 of the International Telecommunications Union
(ITU) Radio Regulations. This simplex use of channel 22A is not
compatible with the international duplex arrangement of the chan-
nel (coast transmit 161.70 MHz, ship transmit 157.10 MHz). As a
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result, many foreign flag vessels having radios tuned to the inter-
national channel 22 can not receive these maritime safety broad-
casts. A 1987 Coast Guard survey of foreign vessels in U.S.
waters indicated that half of foreign vessels in U.S. waters did not
have equipment on board capable of receiving channel 22A broad-
casts.

(335) Operators of vessels which transit U.S. waters and who do
not have VHF-FM radios tunable to USA channel 22A are urged
to either obtain the necessary equipment, to monitor the radiotele-
phone frequency 2182 kHz and tune to 2670 kHz when a broad-
cast is announced, or to carry a NAVTEX receiver.

336 NAVTEX.-NAVTEX is a maritime radio warning system
consisting of a series of coast stations transmitting radio teletype
(CCIR Recommendation 476 standard narrow band direct print-
ing, sometimes called Sitor or ARQ/FEC) safety messages on the
international standard medium frequency 518 kHz. Coast stations
transmit during preset time slots so as to minimize interference
with one another. Routine messages are normally broadcast four
to six times daily. Urgent messages are broadcast upon receipt,
provided that an adjacent station is not transmitting. Since the
broadcast uses the medium frequency band, a typical station ser-
vice radius ranges from 100-500 NM day and night. Interference
from or receipt of stations farther away occasionally occurs at
night.

331 Each NAVTEX message broadcast contains a four-charac-
ter header describing identification of station (first character).
message content (second character), and message serial number
(third and fourth characters). This header allows the microproces-
sor in the shipborne receiver to screen messages, selecting only
those stations relevant to the user, messages of subject categories
needed by the user, and messages not previously received by the
user. Selected messages are printed on a roll of paper as received,
to be read by the mariner at his convenience. Unwanted messages
are suppressed. Suppression of unwanted messages is more and
more important to the mariner as the number of messages, inciud-
ing rebroadcasts, increases yearly. With NAVTEX, a mariner will
no longer find it necessary to listen to, or sift through, a large num-
ber of irrelevant data to obtain the information necessary for safe
navigation.

338) Vessels regulated by the Safety of Life at Sea (SOLAS)
Convention, as amended in 1988 (cargo vessels over 300 tons and
passenger vessels, on international voyages), and operating in
areas where NAVTEX service is available, have been required to
carry NAVTEX receivers since 1 August 1993. The USCG dis-
continued broadcasts of safety information over MF Morse fre-
quencies on that date.

339y The USCG voice broadcasts (Ch. 22A), often of more
inshore and harbor information, will remain unaffected by NAV-
TEX. With NAVTEX, mariners who do not have the knowledge of
Morse code necessary to receive safety messages, or who have
difficulty receiving them on a timely basis, should find a signifi-
cant advantage in owning a NAVTEX receiver. Mariners not able
to man a radio on a 24-hour basis in order to hear critical warning
messages (e.g. commercial fishermen) should also find a signifi-
cant advantage in owning a NAVTEX receiver.

{340) See appendix, U.S. NAVTEX Transmitting Stations, for a
list of NAVTEX broadcast stations (Atlantic Ocean) and message
content.

341) NOAA Weather Radio.-The National Weather Service
operates VHF-FM radio stations, usually on frequencies 162.40,
162.475, or 162.55 MHz, to provide continuous recorded weather
broadcasts. These broadcasts are available to those with suitable

receivers within about 40 miles of the antenna site. (See the
appendix for a list of these stations in the area covered by this
Coast Pilot.)

3321 Commercial radiotelephone coast stations.—Broadcasts
of coastal weather and warnings are made by some commercial
radiotelephone coast stations (marine operators) on the normal
transmitting frequencies of the stations. Vessels with suitable
receivers and desiring this service may determine the frequencies
and schedules of these broadcasts from their local stations, from
Selected Worldwide Marine Weather Broadcasts. or from the
series of Marine Weather Services Charts published by NWS.

(343 Local broadcast-band radio stations.-Many local radio
stations in the standard AM and FM broadcast band give local
marine weather forecasts from NWS on a regular schedule. These
stations are listed on the series of Marine Weather Services Charts
published by NWS.

344y Reports from ships.~The master of every U.S. ship
equipped with radio transmitting apparatus. on meeting with a
tropical cyclone, dangerous ice, subfreezing air temperatures with
gale force winds causing severe ice accretion on superstructures,
derelict. or any other direct danger to navigation. is required to
cause to be transmitted a report of these dangers to ships in the
vicinity and to the appropriate Government agencies.

345y During the West Indies hurricane season, June | to
November 30, ships in the Gulf of Mexico, Caribbean Sea area,
southern North Atlantic Ocean, and the Pacific waters west of
Central America and Mexico are urged to cooperate with NWS in
furnishing these special reports in order that warnings to shipping
and coastal areas may be issued.

(34¢6) Time Signals.-The National Institute of Standards and
Technology broadcasts time signals continuously, day and night.
from its radio stations WWYV, near Fort Collins, Colorado,
(40°49'49”N.. 105°0227"W.) on frequencies of 2.5, 5. 10, 15, and
20 MHz, and WWYVH, Kekaha, Kauai, Hawaii (21°59"26"N..
159°46’00”W.) on frequencies 2.5, 5, 10, and 15 MHz. Services
include time announcements, standard time intervals, standard
audio frequencies, Omega Navigation System status reports, geo-
physical alerts, BCD (binary coded decimal) time code, UT1 time
corrections, and high seas storm information.

(341 Time announcements are made every minute, commenc-
ing at 15 seconds before the minute by a female voice and at 7%
seconds before the minute by a male voice, from WWVH and
WWYV, respectively. The time given is in Coordinated Universal
Time (UTC) and referred to the time at Greenwich, England, i.e.,
Greenwich Mean Time.

(348) NIST Time and Frequency Dissemination Services,
Special Publication 432, gives a detailed description of the time
and frequency dissemination services of the National Institute of
Standards and Technology. Single copies may be obtained upon
request from the National Institute of Standards and Technology,
Time and Frequency Division, Boulder, CO 80303. Quantities
may be obtained from the Government Printing Office (see appen-
dix for address).

NAUTICAL CHARTS

349) Reporting chart deficiencies.—-Users are requested to
report all significant observed discrepancies in and desirable addi-
tions to NOS nautical charts, including depth information in pri-
vately maintained channels and basins; obstructions, wrecks, and
other dangers; new landmarks or the nonexistence or relocation of
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charted ones; uncharted fixed private aids to navigation; and dele-
tions or additions of small-craft facilities. All such reports should
be sent 10

350)  Chief,

(3sy Marine Chart Division (N/CS2)

352y National Ocean Service, NOAA,

(53 1315 East-West Highway, Station 7317

354y Silver Spring, MD 20910-3282.

355, Chart symbols and abbreviations.-The standard sym-
bols and abbreviations approved for use on all regular nautical
charts published by the Defense Mapping Agency Hydrographic/
Topographic Center and NOS are contained in Chart No. 1,
United States of America Nautical Chart Symbols and Abbrevi-
ations. This publication is available from NOS Distribution Divi-
sion (see Sales Information, appendix.)

1356y On certain foreign charts reproduced by the United States,
and on foreign charts generally. the symbols and abbreviations
used may differ from U.S. approved standards. It is, therefore, rec-
ommended that navigators who acquire and use foreign charts and
reproductions procure the symbol sheet or Chart No. | produced
by the same foreign agency.

357 The mariner is warned that the buoyage systems, shapes,
and colors used by other countries often have a different signifi-
cance than the U.S. system.

358y Chart Datum.—Chart Datum is the particular tidal datum
to which soundings and depth curves on a nautical chart or bathy-
metric map are referred. The tidal datum of Mean Low Water has
been used as Chart Datum along the east coast of the United States
and in parts of the West Indies. It is presently being changed to
Mean Lower Low Water, with no adjustments to soundings, shore-
lines, low water lines, clearances, heights, elevations, or in the
application of tide predictions for navigational purposes. The tidal
datum of Mean Lower Low Water is used as Chart Datum along
the Gulf and west coasts; the coasis of Alaska, Hawaii, and other
United States and United Nations islands of the Pacific: and in
parts of the West Indies.

(359 Mean Low Water is defined as the arithmetic mean of all
the iow water heights observed over the National Tidal Datum
Epoch. Mean Lower Low Water is defined as the arithmetic mean
of the lower low water height of each tidal day (24.84 hours)
observed over the National Tidal Datum Epoch. The National
Tidal Datum Epoch is the specific 19-year period adopted by the
National Ocean Service, NOAA, as the official time segment over
which tide observations are taken and reduced to obtain mean val-
ues for tidal datums. The present Epoch is 1960 through 1978.

(360) Accuracy of a nautical chart.-The value of a nautical
chart depends upon the accuracy of the surveys on which it is
based. The chart reflects what was found by field surveys and what
has been reported to NOS Headquarters. The chart represents gen-
eral conditions at the time of surveys or reports and does not nec-
essarily portray present conditions. Significant changes may have
taken place since the date of the last survey or report.

361y  Each sounding represents an actual measure of depth and
location at the time the survey was made, and each bottom charac-
teristic represents a sampling of the surface layer of the sea bottom
at the time of the sampling. Areas where sand and mud prevail,
especially the entrances and approaches to bays and rivers
exposed to strong tidal current and heavy seas, are subject to con-
tinual change.

362) In coral regions and where rocks and boulders abound, it
is always possible that surveys may have failed to find every
obstruction. Thus, when navigating such waters, customary routes

and channels should be foliowed and areas avoided where irregu-
lar and sudden changes in depth indicate conditions associated
with pinnacle rocks, coral heads, or boulders.

363 Information charted as “reported” should be treated with
caution in navigating the area. because the actual conditions have
not been verified by government surveys.

(364) The date of a chart is of vital importance to the navigator.
When charted information becomes obsolete, further use of the
chart for navigation may be dangerous. Announcements of new
editions of nautical charts are usually published in notices to mari-
ners. The publication, Dates of Latest Editions, published quar-
terly, gives the edition and date of the latest edition of charts
published by NOS. It is distributed to sales agents; free copies
may be obtained from the sales agents or by writing to Distribu-
tion Division (NJACC3), National Ocean Service. (See appendix
for address.)

1365) Source diagrams.-The Office of Coast Survey has
recently committed to adding a source diagram to all charts
1:500,000 scale and larger. This diagram is intended to provide the
mariner with additional information about the density and reliabil-
ity of the sounding data depicted on the chart. The adequacy with
which sounding data depicts the configuration of the bottom
depends on the following factors:

366y *Survey technology employed (sounding and navigation
equipment).

367y *Survey specifications in effect (prescribed survey line
spacing and sounding interval).

368) +Type of bottom (e.g., rocky with existence of submerged
pinnacles, flat sandy, coastal deposits subject to frequent episodes
of deposition and erosion).

(369 Depth information on nautical charts is based on sound-
ings from the latest available hydrographic survey, which in many
cases may be quite old. The age of hydrographic surveys support-
ing nautical charts varies. Approximately 60 perceat of inshore
hydrography was acquired by leadline (pre-1940) sounding tech-
nology.

1370y The sounding information portrayed on NOAA nautical
charts is considered accurate but does not. as noted above, repre-
sent a complete picture of the seafloor because older sounding
technologies only collected discrete samples. For example. a lead-
line survey provides only a single point sounding. Electronic
echo sounders, which came into common use during the 1940’s,
collected continuous soundings along the path of the survey ves-
sel, but no information between survey lines. Full bottom cover-
age technology which is transitioning into use as a supplemental
method in the early 1990’s, will make leadline and conventional
echo sounder technologies obsolete in areas of complex bathyme-

371y The following shows the eras of survey technology and
their impact on the adequacy with which the bottom configuration
is portrayed.

(372 Prior to 1940: The majority of survey data acquired prior
to 1940 consisted of leadline soundings which were positioned
using horizontal sextant angles. This positioning method is con-
sidered to be accurate.

(3713) A deficiency with pre-1940 data exists in the leadline
sounding method because it represents discrete single-point sam-
pling. Depths of areas between or outside of leadline sounding
points can only be inferred or estimated leaving the possibility of
undetected features, especially in areas of irregular relief.

374y 1940 to present: During this period sounding data has
been collected using continuous recording single-beam echo
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sounders which yield a graphic record of the entire sounding
line—not just isolated points. Using this graphic record, features
which fall between the standard position fixes can be inserted into
the data set. Positioning of the sounding vessel in this era has var-
ied from horizontal sextant angles to modern Global Positioning
System satellite fixes.

375y Although the sampling is continuous along the track of the
sounding vessel, features can be missed between sounding lines.

376) The spacing of sounding lines required to survey an area
depends on several factors; such as water depths, bottom configu-
ration, survey scale, general nature of the area, and the purpose of
the survey. For example, a 1:10,000-scale survey conducted in an
estuary will typically have 100-meter line spacing requirements,
but may be reduced to 50 meters or less to adequately develop an
irregular bottom, shoal, or some other feature that may present a
hazard to navigation. Also, hydrographic project instructions for
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surveys may have required line spacing that deviates from these
genera] specifications.

377y The following table shows the various sounding technolo-
gies, line spacings, and areas or depths for each given period of
hydrographic surveying. The terminology used to describe the
different types of bottom in the table are derived from the first
through fourth editions of the Hydrographic Manual and Hydro-
graphic Survey Guideline No. 69.

378) Referring to the accompanying sample Source Diagram
and the above discussion of survey methods over time, a mariner
transiting from Point X to Point Y, along the track indicated by the
dotted line, would have the following information available about
the relative quality of the depth information shown on the chart.

(379 +Point X lies in an area surveyed by NOS in 1926-27 at a
scale of 1:100,000. The sounding data would have been collected
by leadline. Depths between sounding points can only be inferred,

ERA | SOUNDING TECHNOLOGY MAXIMUM LINE SPACING | AREAS ORDEPTHS
PRE-194() Leadline 50 Meters Anchorages, Channel Lines
Open Coast
Even Botton
200-300 Meters 0-10 Fathoms
0.5 Mile ! 10-15 Fathoms
1-4 Miles . 15-100 Fathoms
Reduced as Necessary Uneven Bottom
1940 TO 1989 Continuous Recording Echo-sounder Harbors & Restricted Areas
50 Meters Shoal Development
100 Meters <20 Fathoms
200 Meters . 20-30 Fathoms
400 Meters >30 Fathoms
Open Coast
Irregular Bottom
100 Meters <20 Fathoms (Rocky points,
spits & channel entrances)
Smooth Bottom
200 Meters <20 Fathoms (All Gther Areas)
400 Meters 20-30 Fathoms
800 Meters 30-110 Fathoms
1600 Meters 110-500 Fathoms
1989 TO PRESENT Continuous Recording Echo-sounder Harbors & Restricted Areas
(Metrication) 100 Meters <30 Meters
200 Meters 30-50 Meters
400 Meters >50 Meters
Open Coast
100 Meters <30 Meters (Rocky points, spits
& channel entrances)
200 Meters <30 Meters (All Other Areas)
400 Meters 30-50 Meters
800 Meters 50-200 Meters
1600 Meters 200-900 Meters
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SOURCE DIAGRAM
SOURCE
o Miscelloneous Surveys w2 N 120000
b 1926 NOS 140,000 9 126-27 NOS  1:109,000
c 1958 NOS  1:80,000
9 1926-28 NOS 180,000
e 1926-27 NOS 1:403,000

and undetected features might exist between the sounding points
in areas of irregular relief. Caution should be exercised.

380y *The transit continues to cross areas surveyed by NOS in
the 1920’s using leadline survey technology. As depths decrease,
the line spacing decreases, but depths still can only be inferred
between sounding points. Shoals and undetected features might
exist between the sounding points in areas of irregular relief. Cau-
tion must still be exercised.

381) *The transit ends in an area charted from miscellaneous
surveys. These surveys may be too numerous to depict or vary in
age, reliability, origin, or technology used. No inferences about
the fitness of the data can be made in this area from the diagram.

382) Referring again to the accompanying sample Source Dia-
gram, and the above discussion of survey methods over time, a
mariner could choose to transit from Point X to Point Y, along the
track shown with a dashed line.

(383) *The transit again starts in an area surveyed by NOS in
1926-27 at a scale of 1:100,000. The sounding data would have
been collected by leadline. Depths between sounding points can
only be inferred, and undetected features might exist between
scunding points in areas of irregular relief. Caution should be
exercised.

(384) *The transit then crosses an arca surveyed by NOS in 195§
at a scale of 1:80.000. The charted hydrography in this area would
have been acquired by continuous recording single beam echo
sounder. It 1s possible that features could have been missed
between sounding lines, although echo sounders record all depths
along a sounding line with varying beam widths.

1385) *The transit then crosses an area surveyed by NOS in 1992
at a scale of 1:20,000. The data is collected in metric units
acquired by continuous recording single beam echo sounder. It is
possible that features could have been missed between sounding
lines, although echo sounders record all depths along a sounding
line with varying beam widths.

(386) *The transit ends in an area where the charted hydrography
is derived from miscellaneous surveys. These surveys may be too
numerous to depict or vary in age, reliability, origin, or technology
used. No inferences about the fitness of the data can be made in
this area from the diagram.

1387y By choosing to transit along the track shown by the dashed
line, the mariner would elect to take advantage of more recent sur-
vey information collected with more modem technology.

(388) U.S. Nautical Chart Numbering System.-This chart
numbering system, adopted by the National Ocean Service and the
Defense Mapping Agency Hydrographic/Topographic Center,
provides for a uniform method of identifying charts published by
both agencies. Nautical charts published by the Defense Mapping
Agency Hydrographic/Topographic Center are identified in the
Coast Pilot by an asterisk preceding the chart number.

389) Corrections to charts.—It is essential for navigators to
keep charts corrected through information published in the notices
to mariners, especially since the NOS no longer hand-corrects
charts prior to disttibution.

390y Caution in using small-scale charts.-Dangers to naviga-
tion cannot be shown with the same amount of detail on small-
scale charts as on those of larger scale. Therefore, the largest scale
chart of an area should always be used.

(391)  The scales of nautical charts range from 1:2,500 to about
1:5,000,000. Graphic scales are generally shown on charts with
scales of 1:80,000 or larger, and numerical scales are given on
smaller scale charts. NOS charts are classified according to scale
as follows:

392y Sailing charts, scales 1:600,000 and smaller, are for use
in fixing the mariner’s position as he approaches the coast from
the open ocean, or for sailing between distant coastwise ports. On
such charts the shoreline and topography are generalized and only
offshore soundings, and the principal lights, outer buoys, and
landmarks visible at considerable distances are shown.

393) General charts, scales 1:150,000 to 1:600,000, are for
coastwise navigation outside of outlying reefs and shoals.

(394) Coast charts, scales 1:50,000 to 1:150,000 are for inshore
navigation leading to bays and harbors of considerable width and
for navigating large inland waterways.

395) Harber charts, scales larger than 1:50,000, are for har-
bors, anchorage areas, and the smaller waterways.

396 Special charts, various scales, cover the Intracoastal
waterways and miscellaneous small-craft areas.
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1397y Blue tint in water areas.—A blue tint is shown in water
areas on many charts to accentuate shoals and other areas consid-
ered dangerous for navigation when using that particular
chart Since the danger curve varies with the intended purpose of a
chart a careful inspection should be made to determine the contour
depth of the blue tint areas.

1398 Caution on bridge and cable clearances.—For bascule
bridges whose spans do not open to a full vertical position, unlim-
ited overhead clearance is not available for the entire charted hori-
zontal clearance when the bridge is open, due to the inclination of
the drawspans over the channel.

399) The charted clearances of overhead cables are for the low-
est wires at mean high water unless otherwise stated. Vessels with
masts, stacks, booms, or antennas should allow sufficient
clearance under power cables to avoid arcing.

400y Submarine cables and submerged pipelines cross many
waterways used by both large and smali vessels, but all of them
may not be charted. For inshore areas, they usually are buried
beneath the seabed, but, for offshore areas, they may lie on the
ocean floor. Warning signs are often posted to warn mariners of
their existence.

401y The installation of submarine cables or pipelines in U.S.
waters or the Continental Shelf of the United States is under the
jurisdiction of one or more Federal agencies, depending on the
nature of the installation. They are shown on the charts when the
necessary information is reported to NOS and they have been rec-
ommended for charting by the cognizant agency. The chart sym-
bols for submarine cable and pipeline areas are usually shown for
inshore areas, whereas, chart symbols for submarine cable and
pipeline routes may be shown for offshore areas. Submarine
cables and pipelines are not described in the Coast Pilots.

@02 In view of the serious consequences resulting from dam-
age to submarine cables and pipelines, vessel operators should
take special care when anchoring, fishing, or engaging in under-
water operations near areas where these cables or pipelines may
exist or have been reported to exist. Mariners are also warned that
the areas where cables and pipelines were originally buried may
have changed and they may be exposed; extreme caution should
be used when operating vessels in depths of water comparable to
the vessel’s draft.

03 Certain cables carry high voltage, while many pipelines
carry natural gas under high pressure or petroleum products. Elec-
trocution, fire, or explosion with injury, loss of life, or a serious
pollution incident could occur if they are broached.

(a04) Vessels fouling a submarine cable or pipeline should
attempt to clear without undue strain. Anchors or gear that cannot
be cleared should be slipped, but no attempt should be made to cut
a cable or a pipeline.

405 Artificial obstructions to navigation.—Disposal areas
are designated by the Corps of Engineers for depositing dredged
material where existing depths indicate that the intent is not to
cause sufficient shoaling to create a danger to surface navigation.
The areas are charted without blue tint, and soundings and depth
curves are retained.

t406) Disposal Sites are areas established by Federal regulation
(40 CFR 220-229) in which dumping of dredged and fill material
and other nonbuoyant objects is allowed with the issuance of a
permit. Dumping of dredged and fill material is supervised by the
Corps of Engineers and all other dumping by the Environmental
Protection Agency (EPA). (See Corps of Engineers and Environ-
mental Protection Agency, this chapter, and appendix for office
addresses.)
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07y  Dumping Grounds are also areas that were established by
Federal regulation (33 CFR 205). However, these regulations
have been revoked and the use of the areas discontinued. These
areas will continue to be shown on nautical charts until such time
as they are no longer considered to be a danger to navigatioq.

@08y Disposal Sites and Dumping Grounds are rarely men-
tioned in the Coast Pilot, but are shown on nautical charts. Mari-
ners are advised to exercise caution in and in the vicinity of all
dumping areas.

«09) Spoil areas are for the purpose of depositing dredged
material, usually near and parallel to dredged channels; they are
usually a hazard to navigation. Spoil areas are usually charted
from survey drawings from Corps of Engineers after-dredging sur-
veys, though they may originate from private or other Government
agency surveys. Spoil areas are tinted blue on the charts and
labeled, and all soundings and depth curves are omitted. Naviga-
tors of even the smallest craft should avoid crossing spoil areas.

@10) Fish havens are established by private interests, usually
sport fishermen, to simulate natural reefs and wrecks that attract
fish. The reefs are constructed by dumping assorted junk ranging
from old trolley cars and barges to scrap building material in areas
which may be of very small extent or may stretch a considerable
distance along a depth curve; oil automobile bodies are a com-
monly used material. The Corps of Engineers must issue a permit,
specifying the location and depth over the reef, before such a reef
may be built. However, the reefbuilders’ adherence to permit
specifications can be checked only with a wire drag. Fish havens
are outlined and labeled on the charts and show the minimum
authorized depth when known. Fish havens are tinted biue if they
have a minimum authorized depth of 11 fathoms or less or if the
minimum authorized depth is unknown and they are in depths
greater than 11 fathoms but still considered a danger to navigation.
Navigators should be cautious about passing over fish havens or
anchoring in their vicinity.

@11y Fishtrap areas are areas established by the Corps of Engi-
neers, or State or local authority, in which traps may be built and
maintained according to established regulations. The fish stakes
which may exist in these areas are obstructions to navigation and
may be dangerous. The limits of fishtrap areas and a cautionary
note are usually charted. Navigators should avoid these areas.

412y Local magnetic disturbances.—If measured values of
magnetic variation differ from the expected (charted) values by
several degrees, a magnetic disturbance note will be printed on the
chart. The note will indicate the location and magnitude of the dis-
turbance, but the indicated magnitude should not be considered as
the largest possible value that may be encountered. Large distur-
bances are more frequently detected in the shallow waters near
land masses than on the deep sea. Generally, the effect of a local
magnetic disturbance diminishes rapidly with distance, but in
some locations there are multiple sources of disturbances and the
effects may be distributed for many miles.

413) Compass reses on charts.-Each compass rose shows the
date, magnetic variation, and the annual change in variation. Prior
to the new edition of a nautical chart, the compass roses are
reviewed, Corrections for annual change and other revisions may
be made as a result of newer and more accurate information. On
some general and sailing charts, the magnetic variation is shown
by isogonic lines in addition to the compass roses.

@14y The Mercator projection used on most nautical charts
has straight-line meridians and parallels that intersect at right
angles. On any particular chart the distances between meridians
are equal throughout, but distances between parallels increase pro-
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gressively from the Equator toward the poles, so that a straight
line between any two points is a rhumb line. This unique property
of the Mercator projection is one of the main reasons why it is pre-
ferred by the mariner.

«15; Echo soundings.-Ship’s echo sounders may indicate
small variations from charted soundings; this may be due to the
fact that various corrections (instrument corrections, settiement
and squat, draft, and velocity corrections) are made to echo sound-
ings in surveying which are not normally made in ordinary naviga-
tion, or to observational errors in reading the echo sounder.
Instrument errors vary between different equipment and must be
determined by calibration aboard ship. Most types of echo sound-
ers are factory calibrated for a velocity of sound in water of 800
fathoms per second, but the actual velocity may differ from the
calibrated velocity by as much as 5 percent, depending upon the
temperature and salinity of the waters in which the vessel is oper-
ating; the highest velocities are found in warm, highly saline
water, and the lowest in icy freshwater. Velocity corrections for
these variations are determined and applied to echo soundings dur-
ing hydrographic surveys. All echo soundings must be corrected
for the vessel’s draft, unless the draft observation has been set on
the echo sounder.

@atey Observational errors include misinterpreting false echos
from schools of fish, seaweed, etc., but the most serious error
which commonly occurs is where the depth is greater than the
scale range of the instrument; a 400—fathom scale indicates 15
fathoms when the depth is 415 fathoms. Caution in navigation
should be exercised when wide variations from charted depths are
observed.

AIDS TO NAVIGATION

@17 Reporting of defects in aids to navigation.-Promptly
notify the nearest Coast Guard District Commander if an aid to
navigation is observed to be missing, sunk, capsized, out of posi-
tion, damaged, extinguished, or showing improper characteristics.

418) Radio messages should be prefixed “Coast Guard” and
transmitted directly to any U.S. Government shore radio station
for relay to the Coast Guard District Commander. Merchant ships
may send messages relating to defects noted in aids to navigation
through commercial facilities only when they are unable to contact
a U.S. Government shore radio station. Charges for these mes-
sages will be accepted “collect” by the Coast Guard.

«19) Lights.~The range of visibility of lights as given in the
Light Lists and as shown on the charts is the Nominal range,
which is the maximum distance at which a light may be seen in
clear weather (meteorological visibility of 10 nautical miles)
expressed in nautical miles. The Light Lists give the Nominal
ranges for all Coast Guard lighted aids except range and direc-
tional lights. Luminous range is the maximum distance at which
a light may be seen under the existing visibility conditions. By use
of the diagram in the Light Lists, Luminous range may be deter-
mined from the known Nominal range, and the existing visibility
conditions. Both the Nominal and Luminous ranges do not take
into account elevation, observer’s height of eye, or the curvature
of the earth. Geographic range is a function of only the curvature
of the earth and is determined solely from the heights above sea
level of the light and the observer’s eye; therefore, to determine
the actual Geographic range for a height of eye, the Geographic
range must be corrected by a distance corresponding to the height
difference, the distance correction being determined from a table
of “distances of visibility for various heights above sea level.”

(See Light List or Coast Pilot table following appendix.) The max-
imum distances at which lights can be seen may at times be
increased by abnormal atmospheric refraction and may be greatly
decreased by unfavorable weather conditions such as fog, rain,
haze, or smoke. All except the most powerful lights are easily
obscured by such conditions. In some conditions of the atmo-
sphere white lights may have a reddish hue. During weather con-
ditions which tend to reduce visibility, colored lights are more
quickly lost to sight than are white lights. Navigational lights
should be used with caution because of the following conditions
that may exist;

4200 A light may be extinguished and the fact not reported to
the Coast Guard for correction, or 2 light may be located in an iso-
lated area where it will take time to correct.

@21y In regions where ice conditions prevail the lantern panes
of unattended lights may become covered with ice or snow, which
will greatly reduce the visibility and may also cause colored lights
to appear white.

422y Brilliant shore lights used for advertising and other pur-
poses, particularly those in densely populated areas, make it diffi-
cult to identify a navigational light.

423y At short distances flashing lights may show a faint contin-
uous light between flashes.

424) The distance of an observer from a light cannot be esti-
mated by its apparent intensity. The characteristics of lights in an
area should always be checked in order that powerful lights visible
in the distance will not be mistaken for nearby lights showing sim-
ilar characteristics at low intensity such as those on lighted buoys.

25 The apparent characteristic of a complex light may change
with the distance of the observer, due to color and intensity varia-
tions among the different lights of the group. The characteristic as
charted and shown in the Light List may not be recognized until
nearer the light.

(426) Motion of a vessel in a heavy sea may cause a light to
alternately appear and disappear, and thus give a false characteris-
tic.

@27 Where lights have different colored sectors, be guided by
the correct bearing of the light; do not rely on being able to accu-
rately observe the point at which the color changes. On either side
of the line of demarcation of colored sectors there is always a
small arc of uncertain color.

428) On some bearings from the light, the range of visibility of
the light may be reduced by obstructions. In such cases, the
obstructed arc might differ with height of eye and distance. When
a light is cut off by adjoining land and the arc of visibility is given,
the bearing on which the light disappears may vary with the dis-
tance of the vessel from which observed and with the height of
eye. When the light is cut off by a sloping hill or point of land, the
light may be seen over a wider arc by a ship far off than by one
close to.

#29) Arcs of circles drawn on charts around a light are not
intended to give information as to the distance at which it can be
seen, but solely to indicate, in the case of lights which do not show
equally in all directions, the bearings between which the variation
of visibility or obscuration of the light occurs.

430 Lights of equal candlepower but of different colors may be
seen at different distances. This fact should be considered not only
in predicting the distance at which a light can be seen, but also in
identifying it.

@31 Lights should not be passed close aboard, because in many
cases riprap mounds are maintamned to protect the structure against
ice damage and scouring action.
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@32y Many prominent towers, tanks, smokestacks, buildings,
and other similar structures, charted as landmarks, display flashing
and/or fixed red aircraft obstruction lights. Lights shown from
landmarks are charted only when they have distinctive characteris-
tics to enable the mariner to positively identify the location of the
charted structure.

33 Articulated lights.—An articulated light is a vertical pipe
structure supported by a submerged buoyancy chamber and
attached by a universal coupling to a weighted sinker on the seaf-
loor. The light, allowed to move about by the universal coupling,
is not as precise as a fixed aid. However, it has a much smaller
watch circle than a conventional buoy, because the buoyancy
chamber tends to force the pipe back to a vertical position when it
heels over under the effects of wind, wave, or current.

434y Articulated daybeacons.-Same description as for articu-
lated lights (see above) except substitute daybeacon for light.

4351 Bridge lights and clearance gages.~The Coast Guard
regulates marine obstruction lights and clearance gages on bridges
across navigable waters. Where installed, clearance gages are gen-
erally vertical numerical scales, reading from top to bottom, and
show the actual vertical clearance between the existing water level
and the lowest point of the bridge over the channel; the gages are
normally on the right-hand pier or abutment of the bridge, on both
the upstream and downstream sides.

436 Bridge lights are fixed red or green, and are privately
maintained; they are generally not charted or described in the text
of the Coast Pilot. All bridge piers (and their protective fenders)
and abutments which are in or adjacent to a navigation channel are
marked on all channel sides by red lights. On each channel span of
a fixed bridge, there is a range of two green lights marking the
center of the channel and a red light marking both edges of the
channel, except that when the margins of the channel are confined
by bridge piers, the red lights on the span are omitted, since the
pier lights then mark the channel edges; for multiplespan fixed
bridges, the main-channel span may also be marked by three white
lights in a vertical line above the green range lights.

437y On all types of drawbridges, one or more red lights are
shown from the drawspan (higher than the pier lights) when the
span is closed; when the span is open, the higher red lights are
obscured and one or two green lights are shown from the draw-
span, higher than the pier lights. The number and location of the
red and green lights depend upon the type of drawbridge.

(438) Bridges and their lighting, construction, maintenance, and
operation are set forth in 33 CFR 114-118 (not carried in this
Coast Pilot). Aircraft obstruction lights, prescribed by the Federal
Aviation Administration, may operate at certain bridges. Draw-
bridge operation regulations are published in chapter 2 of the
Coast Pilot.

419 Fog signals.~Caution should be exercised in the use of
sound fog signals for navigation purposes. They should be consid-
ered solely as warning devices.

«440) Sound travels through the air in a variable manner, even
without the effects of wind; and, therefore, the hearing of fog sig-
nals cannot be implicitly relied upon.

411 Experience indicates that distances must not be judged
only by the intensity of the sound; that occasionally there may be
areas close to a fog signal in which it is not heard; and that fog
may exist not far from a station, yet not be seen from it, so the sig-
nal may not be operating. It is not always possible to start a fog
signal immediately when fog is observed.

442) Avoidance of collision with offshore light stations and
large navigational buoys (LNB).—Courses should invariably be
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set to pass these aids with sufficient clearance to avoid the possi-
bility of collision from any cause. Errors of observation, current
and wind effects, other vessels in the vicinity, and defects in steer-
ing gear may be, and have been the cause of actual collisions, or
imminent danger thereof, needlessly jeopardizing the safety of
these facilities and their crews, and of all navigation dependent on
these important aids to navigation.

443) Experience shows that offshore light stations cannot be
safely used as leading marks to be passed close aboard, but should
always be left broad off the course, whenever sea room permits.
When approaching fixed offshore light structures and large navi-
gational buoys (LNB) on radio bearings, the risk of collision will
be avoided by ensuring that radio bearing does not remain con-
stant.

@44y It should be borne in mind that most large buoys are
anchored to a very long scope of chain and, as a result, the radius
of their swinging circle is considerable. The charted position is the
location of the anchor. Furthermore under certain conditions of
wind and current, they are subject to sudden and unexpected
sheers which are certain to hazard a vesse] attempting to pass close
aboard.

445 Buoys.-The aids to navigation depicted on charts com-
prise a system consisting of fixed and floating aids with varying
degrees of reliability. Therefore. prudent mariners will not rely
solely on any single aid to navigation, particularly a floating aid.

@46y The approximate position of a buoy is represented by the
dot or circle associated with the buoy symbol. The approximate
position is used because of practical limitations in positioning and
maintaining buoys and their sinkers in precise geographical loca-
tions. These limitations include, but are not limited to, inherent
imprecisions in position fixing methods, prevailing atmospheric
and sea conditions, the slope of and the material making up the
seabed, the fact that buoys are moored to sinkers by varying
lengths of chain, and the fact that buoy body and/or sinker posi-
tions are not under continuous surveillance, but are normally
checked only during periodic maintenance visits which often
occur more than a year apart. The position of the buoy body can be
expected to shift inside and outside of the charting symbol due to
the forces of nature. The mariner is also cautioned that buoys are
liable to be carried away, shifted, capsized, sunk, etc. Lighted
buoys may be extinguished or sound signals may not function as a
result of ice, running ice or other natural causes, collisions, or
other accidents.

47y For the foregoing reasons, a prudent mariner must not rely
completely upon the charted position or operation of floating aids
to navigation, but will also utilize bearings from fixed objects and
aids to navigation on shore. Further, a vessel attempting to pass
close aboard always risks collision with a yawing buoy or with the
obstruction the buoy marks.

«48) Buoys may not always properly mark shoals or other
obstructions due to shifting of the shoals or of the buoys. Buoys
marking wrecks or other obstructions are usually placed on the
seaward or channelward side and not directly over a wreck. Since
buoys may be located some distance from a wreck they are
intended to mark, and since sunken wrecks are not always static,
extreme caution should be exercised when operating in the vicin-
ity of such buoys.

49) Caution, channel markers.—Lights, daybeacons, and
buoys along dredged channels do not always mark the bottom
edges. Due to local conditions, aids may be located inside or out-
side the channel limits shown by dashed lines on a chart. The
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Light List tabulates the offset distances for these aids in many
instances.

4500 Aids may be moved, discontinued, or replaced by other
types to facilitate dredging operations. Mariners should exercise

" caution when navigating areas where dredges with auxiliary
equipment are working.

4s1) Temporary changes in aids are not included on the charts.

@4s2)  Radiobeacons.—A map showing the locations and operat-
ing details of marine radiobeacons is given in each Light List. This
publication describes the procedure to follow in using radiobea-
cons to calibrate radio direction finders as well as listing special
radio direction finder calibration stations.

@4sz) A vessel steering a course for a radiobeacon shouid
observe the same precautions as when steering for a light or any
other mark. If the radiobeacon is aboard a lightship, particular care
should be exercised to avoid the possibility of collision, and sole
reliance should never be placed on sighting the lightship or hear-
ing its fog signal. If there are no dependable means by which the
vessel’s position may be fixed and the course changed well before
reaching the lightship, a course should be selected that will ensure
passing the lightship at a distance, rather than close aboard, and
repeated bearings of the radiobeacon should show an increasing
change in the same direction.

4s54) Radio bearings.-No exact data can be given as to the
accuracy to be expected in radio bearings taken by a ship, since
the accuracy depends to a large extent upon the skill of the ship’s
operator, the condition of the ship’s equipment, and the accuracy
of the ship’s calibration curve. Mariners are urged to obtain this
information for themselves by taking frequent radio bearings,
when their ship’s position is accurately known, and recording the
results.

@55 Radio bearings obtained at twilight or at night, and bear-
ings which are almost parallel to the coast, should be accepted
with reservations, due to “night effect” and to the distortion of
radio waves which travel overland. Bearings of aircraft ranges and
standard broadcast stations should be used with particular caution
due to coastal refraction and lack of calibration of their frequen-
cies.

@s6) Conversion of radio bearings to Mercator bearings.—
Radio directional bearings are the bearings of the great circles
passing through the radio stations and the ship, and, unless in the
plane of the Equator or a meridian. would be represented on a
Mercator chart as curved lines. Obviously it is impracticable for a
navigator to plot such lines on a Mercator chart. so it is necessary
to apply a correction to a radio bearing to convert it into a Merca-
tor bearing, that is, the bearing of a straight line on a Mercator
chart laid off from the sending station and passing through the
receiving station.

@57y A table of corrections for the conversion of a radio bearing
into a Mercator bearing follows the appendix. 1t is sufficiently
accurate for practical purposes for distances up to 1,000 miles.

458) The only data required are the latitudes and longitudes of
the radiobeacons and of the ship by dead reckoning. The latter is
scaled from the chart, and the former is either scaled from the
chart or taken from the Light List.

459) The table is entered with the differences of longitude in
degrees between the ship and station (the nearest tabulated value
being used), and opposite the middle latitude between the ship and
station, the correction to be applied is read.

@0y The sign of the correction (bearings read clockwise from
the north) will be as follows: In north latitude, the minus sign is
used when the ship is east of the radiobeacon and the plus sign

used when the ship is west of the radiobeacon. In south latitude.
the plus sign is used when the ship is east of the radiobeacon. and
the minus sign is used when the ship is west of the radiobeacon.

61y To facilitate plotting, 180 degrees should be added to or
subtracted from the corrected bearing, and the result plotted from
the radiobeacon.

462) Should the position by dead reckoning differ greatly from
the true position of the ship as determined by plotting the cor-
rected bearings. retrial should be made, using the new value as the
position of the ship.

63) Radio bearings from other vessels.—Any vessel with a
radio direction-finder can take a bearing on a vessel equipped with
a radio transmitter. These bearings, however, should be used only
as a check, as comparatively large errors may be introduced by
local conditions surrounding the radio direction-finder unless
known and accounted for. Although any radio station. for which
an accurate position is definitely known, may serve as a radiobea-
con for vessels equipped with a radio direction-finder. extreme
caution must be exercised in their use. Stations established espe-
cially for maritime services are more reliable.

464y SATELLITE POSITION INDICATING RADIO BEA-
CON (EPIRB).-Emergency position indicating radiobeacons
(EPIRBs). devices which cost from $200 to over $2000. are
designed to save your life if you get into trouble by alerting rescue
authorities and indicating your location. EPIRB types are
described in the accompanying table.

EPIRB Types

Type Frequency Description

S

Class A 121.5/243 MHz Fioat-free. automaticaliy-
activating. detectabie by aircraft
and satellite. Coverage limited
(see Chart).

Manually activated version of
Class A,

Manually activated. operates on
maritime channels only, Not
detectable by satellite. Not
authorized after 2/1/99,

Similar to Class B, except it
floats, or is an mtegral part of a
survival crafl.

Float-free. automatically
activated EPIRB. Detectahle by
satellite anywhere in the world.
Similar to Category L. except is
manually activated.

Class B 121.5/243 MHz?

Class C VHF ch 15/16

Class S

121.5/243 MHz

Catl 406/121.5 MHz

Cat 11 406/121.5 MHz

«65) 121.5/243 MHz EPIRBs. These are the most common
and least expensive type of EPIRB, designed to be detected by
overflying commercial or military aircraft. Satellites were
designed to detect these EPIRBs, but are limited for the following
Teasons:

tao6) (i) Satellite detection range is limited for these EPIRBs
(satellites must be within line of sight of both the EPIRB and a
ground terminal for detection to occur) (se¢ Chart),

67 (ii) EPIRB design and frequency congestion cause these
devices to be subject to a high false alert/false alarm rate (over
99%); consequently, confirmation is required before search and
rescue forces can be deployed.

«es) (iii) EPIRBs manufactured before October 1989 may have
design or construction problems (e.g. some models will leak and
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cease operating when immersed in water), or may not be detect-
able by satellite.

69y Class C EPIRBs. These are manually activated devices
intended for pleasure craft who do not venture far offshore and for
vessels on the Great Lakes. They transmit a short burst on VHF-
FM channel 16 and a longer homing signal on channel 15. Their
usefulness depends upon a coast station or another vessel guarding
channel 16 and recognizing the brief, recurring tone as an EPIRB.
Class C EPIRBs are not recognized outside of the United States.

470y New class C EPIRB stations will not be authorized after
February 1, 1995. Class C EPIRB stations installed on board ves-
sels before February 1, 1995, may be used until February 1, 1999,
and not thereafter.

471, 406 MHz EPIRBs.-The 406 MHz EPIRB was designed
to operate with satellites. Its signal allows a satellite local user ter-
minal to accurately locate the EPIRB (much more accurately than
121.5/243 MHz devices), and identify the vessel (the signal is
encoded with the vessel's identity) anywhere in the world (there is
no range limitation). These devices also include a 121.5 MHz
homing signal, allowing aircraft and rescue craft to quickly find
the vessel in distress. These are the only type of EPIRB which
must be certified by Coast Guard approved independent laborato-
ries before they can be sold in the United States.

4737 All 406 MHz EPIRBs must be registered with NOAA. If
you change your boat, your address or your phone number, you
must re-register your EPIRB with NOAA. Request 406 MHz
EPIRB registration forms from; and mail or fax completed forms
to:

473 NOAA/NESDIS

474y SARSAT Operations Division, E/SP3

475y Federal Office Building

476y Washington, DC 20233

477y For additional information on registering EPIRBs, call
(301) 763-4680 or fax (301) 568-8645.

478y An automatically activated, float-free version of this
EPIRB will be required on Safety of Life at Sea Convention ves-
sels (passenger ships and ships over 300 tons, on international
voyages) of any nationality by I August 1993. The Coast Guard
requires U.S. commercial fishing vessels carry this device (by
May 1990, unless they carry a Class A EPIRB), and will require
the same for other U.S. commercial uninspected vessels which
travel more than 3 miles offshore.

79 The COSPAS-SARSAT system.~COSPAS: Space Sys-
tem for Search of Distress Vessels (a Russian acronym); SARSAT:
Search and Rescue Satellite-Aided Tracking. COSPAS-SARSAT
is an international satellite-based search and rescue system estab-
lished by the U.S., Russia, Canada and France to locate emer-
gency radio beacons transmitting on the frequencies 121.5, 243
and 406 MHz. Since its inception only a few years ago, COSPAS-
SARSAT has contributed to the saving of 1240 lives (as of June 6,
1989), 554 of these mariners. The Coast Guard operates two local
user terminals, satellite earth stations designed to received EPIRB
distress calls forwarded from COSPAS-SARSAT satellites,
located in Kodiak, Alaska and Point Reyes, California. The Air
Force operates a third terminal at Scott Air Force Base, Illinois.

@80y Testing EFIRBs.~The Coast Guard urges those owning
EPIRBs to periodically examine them for water tightness, battery
expiration date and signal presence. FCC rules allow Class A, B,
and S EPIRBs to be turned on briefly (for three audio sweeps, or
one second only) during the first five minutes of each hour. Signal
presence can be detected by an FM radio muned to 99.5 MHz, or an
AM radio tuned to any vacant frequency and located close to an
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EPIRB. FCC rules allow Class C EPIRBs to be tested within the
first five minutes of every hour, for not more than five seconds.
Class C EPIRBs can be detected by a marine radio tuned to chan-
nel 15 or 16. 406 MHz EPIRBs can be tested through its self-test
function, which is an integral part of the device.

481y Radar beacons (Racons) are low-powered radio trans-
ceivers that operate in the marine radar X-band frequencies. When
activated by a vessel’s radar signal, Racons provide a distinctive
visible display on the vessel’s radarscope from which the range
and bearing to the beacon may be determined. (See Light List and
DMAHTC Pub. 117 for details.)

482) LORAN-C.-LORAN, an acronym for LOng RAnge Nav-
igation, is an electronic aid to navigation consisting of shore-based
radio transmitters. The LORAN system enables users equipped
with a LORAN receiver to determine their position quickly and
accurately, day or night, in practically any weather.

483) A LORAN-C chain consists of three to five transmitting
stations separated by several hundred miles. Within a chain, one
station is designated as master while the other stations are desig-
nated as secondaries. Each secondary station is identified as either
whiskey, x-ray, yankee, or zulu.

(484) 'The master station is always the first station to transmit. It
transmits a series of nine pulses. The secondary stations then fol-
low in turn, transmitting eight pulses each, at precisely timed
intervals. This cycle repeats itself endlessly. The length of the
cycle is measured in microseconds and is called a Group Repeti-
tion Interval (GRI).

485 LORAN-C chains are designated by the four most signifi-
cant digits of their GRI. For example, a chain with a GRI of
89,700 microseconds is referred to as 8970. A different GRI is
used for cach chain because all LORAN-C stations broadcast in
the same 90 to 110 kilohertz frequency band and would otherwise
interfere with one another.

486) The LORAN-C system can be used in either a hyperbolic
or range mode. In the widely used hyperbolic mode, a LORAN-C
line of position is determined by measuring the time difference
between sychronized pulses received from two separate transmit-
ting stations. In the range mode, a line of position is determined by
measuring the time required by LORAN-C pulses to travel from a
transmitting station to the user’s receiver.

«87) A user’s position is determined by locating the crossing
point of two lines of position on a LORAN-C chart. Many receiv-
ers have built-in coordinate converters which will automatically
display the receiver’s latitude and longitude. With a coordinate
converter, a position can be determined using a chart that is not
overprinted with LORAN-C lines of position.

88y CAUTION: The latitude/longitude computation on
some models is based upon an all seawater propagation path.
This may lead to error if the LORAN-C signals from the vari-
ous stations involve appreciable overland propagation paths.
These errors may put the mariner at risk in areas requiring
precise positioning if the proper correctors (ASF) are not
applied. Therefore, it is recommended that mariners using
Coordinate Converters check the manufacturer’s operating
manual to determine if and how corrections are to be applied
to compensate for the discontinuity caused by the overland
paths.

489) There are two types of LORAN-C accuracy: absolute and
repeatable. Absolute accuracy is a measure of the navigator’s abil-
ity to determine latinide and longitude position from the LORAN.
C time differences measured. Repeatable accuracy is a measure of
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the LORAN-C navigator’s ability to return to a position where
readings have been taken before.

o0y The absolute accuracy of LORAN-C is 0.25 nautical
miles, 95% confidence within the published coverage area using
standard LORAN-C charts and tables. Repeatable accuracy
depends on many factors. so measurements must be taken to deter-
mine the repeatable accuracy in any given area. Coast Guard sur-
veys have found repeatable accuracies between 30 and 170 meters
in most ground wave coverage areas. LORAN-C position determi-
nation on or near the baseline extensions are subject to significant
errors and. therefore, should be avoided whenever possible. The
use of skywaves is not recommended within 250 miles of a station
being used, and corrections for these areas are not usuaily tabu-
lated.

o1y If the timing or pulse shape of a master-secondary pair
deviates from specified tolerances, the first two pulses of the sec-
ondary station’s pulse train will blink on and off. The LORAN-C
receiver sees this blinking signal and indicates a warning to the
user. This warning will continue until the signals are once again in
tolerance. A blinking signal is not exhibited during off-air periods,
s0 a separate receiver alarm indicates any loss of signal. Never use
a blinking secondary signal for navigation.

1492)  In coastal waters, LORAN-C should not be relied upon as
the only aid to navigation. A prudent navigator will use radar,
radio direction finder, fathometer and any other aid to navigation,
in addition to the LORAN-C receiver.

4931 LORAN-C Interference

14, Interference to LORAN-C may result from radio transmis-
sions by public or private sources operating near the LORAN-C
band of 90-110 kHz.

495y LORAN-C Charts and Publications

(496) Navigational charts overprinted with LORAN-C lines of
position are available from National Ocean Service, Distribution
Division (N/ACC3). (See appendix for address).

497 A general source of LORAN-C information is the
LORAN-C User Handbook written by the U.S. Coast Guard. This
publication can be purchased from the Government Printing
Office, Washington, DC (see appendix for address).

g1 Satellite Navigation.—Satellite navigation presently con-
sists of two global systems. Each may be considered a refinement
of celestial navigation, using artificial earth-orbiting satellites to
form an electronic “constellation”, serviced by land-based control
and tracking stations, and passively “sighted” by mobile receivers.
These systems take advantage of three areas of technical advance-
ment: wide coverage demonstrated by the use of satellites for
communications; precise control and measurement of time by
means of stable oscillator frequencies; and rapidly developing
computer design and application. These systems have been devel-
oped by the U.S. Navy and the U.S. Air Force. The Navy system
is the Navy Navigation Satellite System (NAVSAT). The Air
Force system is the NAVSTAR Global Positioning System (GPS).
NAVSAT became operational in 1964 and has been available for
commercial use since 1967. GPS development began in 1973 and
has reached initial operational capability.

499y NAVSAT Navigation System.-The current NAVSAT
constellation contains ten satellites, each designated either
OSCAR or NOVA, in near-circular, non-geostationary, polar
orbits at an altitude of 600 miles. Seven satellites are operational
and three satellites are stored in orbit. The system operates with a
minimum of four satellites in operation, with additional satellites
providing system redundancy and more frequent fix availability.
Because the orbits converge over the poles, fix frequency
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increases with latitude. Fix frequency varies from an average of
110 minutes at the equator to an average of 30 minutes at 80°.
Presently, due to non-uniform orbital precession, the NAVSAT
satellites are no longer in evenly spaced orbits. Consequently, a
user can occasionally expect a period greater than 6 hours between
fixes. This condition exists for less than 5 percent of system avail-
ability. Each satellite sends satellite time and orbital parameter
data in 2 minute phase-modulated broadcasts on 150 MHz and 400
MHz frequencies.

500) A NAVSAT receiver measures frequency shifts (Doppler
effect) in the broadcast frequencies as a satellite moves along its
orbit. The receiver compares this information to orbital position
data received from the satellite, computing satellite-to-receiver
range applied to receiver position estimates. The use of two fre-
quencies enables correction of ionospheric refraction errors. NAV-
SAT fixed tracking stations in Hawaii, California, Minnesota, and
Maine relay broadcast information from the satellites to a comput-
ing center. This center recomputes satellite position data, which is
transmitted to each satellite via injection stations (in the same
locations as the tracking stations). These orbital data injections
are updated every 12 hours. Fix information may be accurate to
(plus or minus) 50 meters.

501 Termination of NAVSAT. The Navy will terminate oper-
ation of the system by the end of 1996.

502y GPS Navigation System.— GPS is a space-based position-
ing, velocity, and time system that has three major segments:
space, control, and user. The Space Segment is composed of 24
satellites in six orbital planes. The satellites operate in circular
20,200 km (10,900 nm) orbits at an inclination angle, relative to
the equator, of 55° and with a 12-hour period. The system nor-
mally operates with twenty-one satellites in service, the remaining
three serving as active spares. At any given time, a minimum of
four satellites are observable from any position on earth, providing
instantaneous position information. Each satellite transmits on two
L band frequencies: 1575.42 MHz (L.1) and 1227.6 MHz (L2).
L1 carries a precise (P) code and a course/acquisition (C/A) code.
L2 carries the P code. A navigation data message is superimposed
on the codes. The same navigation data message is carried on
both frequencies. This message contains satellite ephemeris data,
atmospheric propagation correction data, and satellite clock bias.

503y The Control Segment consists of five monitor stations,
three of which have uplink capabilities, located in Colorado,
Hawaii, Kwajalein, Diego Garcia, and Ascension Island. The
monitor stations use a GPS receiver to passively track all satellites
in view, accumulating ranging data from the satellites’ signals.
The information from the monitor stations is processed at the Mas-
ter Control Station (MCS), located in Colorado Springs, CO, to
determine satellite orbits and to update the navigation message of
cach satellite. The updated information is transmitted to the satel-
lites via ground antennas. The ground antennas, located at Kwa-
jelein, Diego Garcia, and Ascension Island, are also used for
transmitting and receiving satellite control information.

(so4y The User Segment consists of antennas and receiver-pro-
cessors that provide positioning, velocity, and precise timing to the
user. The GPS receiver makes time-of-arrival measurements of
the satellite signals to obtain the distance between the user and the
satellites. The distance calculations, known as pseudoranges,
together with range rate information, are converted to yield system
time and the user’s three-dimensional position and velocity with
respect to the satellite system. A time coordination factor then
relates the satellite system to earth coordinates. A minimum of
four pseudoranges are needed to produce a three-dimensional fix
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(latitude, longitude, and altitude). GPS receivers compute fix
information in terms of the World Geodetic System (1984),
which may need datum shift correction before it can be accurately
plotted on a chart. There are three different types of receivers.
Sequential receivers track only one satellite at a time, computing
a fix after a series of pseudoranges have been sequentially mea-
sured; these receivers are inexpensive but slow. Continuous
receivers have at least four channels to process information from
several satellites simultaneously; these process fix information the
fastest. Multiplex receivers switch at a fast rate from satellite to
satellite, receiving and processing data from several satellites
simultaneously, producing a fix by a sort of “round-robin” process.

505y GPS provides two services for position determination,
Standard Positioning Service (SPS) and Precise Positioning
Service (PPS). Accuracy of a GPS fix varies with the capability
of the user equipment. SPS is the standard level of positioning
and timing accuracy that is available, without restrictions, to any
user on a continuous worldwide basis. SPS provides positions
with a horizontal accuracy of approximately 100 meters. PPS,
limited to authorized users, provides horizontal accuracy of 30
meters or less.

506) Differential GPS (DGPS):

501 The U.S. Coast Guard plans to provide a Differential GPS
(DGPS) service for public use in all U.S. harbors and approach
areas by 1996, including the Great Lakes, Puerto Rico, most of
Alaska, and Hawaii. The system will provide radionavigational
accuracy of 10 meters or less. DGPS reference stations will deter-
mine range errors and generate corrections for all GPS satellites in
view. The DGPS signals will be broadcast using existing Coast
Guard radiobeacons. Monitor stations will independently verify
the quality of the DGPS broadcast. Until the system is declared
operational by the Coast Guard, mariners are cautioned that signal
availability and accuracy are subject to change due to the avail-
ability of GPS, testing of this developing service, and the unreli-
ability of prototype equipment. For further information and/or
operational questions regarding GPS or DGPS, contact:

(s08) Commanding Officer

509)  U.S. Coast Guard Navigation Center

510y 7323 Telegraph Road

511y Alexandria, VA 22310-3998

512y TEL: (703) 313-5900; FAX: (703) 313-5920;

513)  Electronic Bulletin Board Service (703) 313-5910.

514y Omega.~Omega is a very long range hyperbolic radio
navigation system operating between 10.2 kHz and 13.6 kHz. It
provides navigational service throughout the world using a trans-
mitting complex of eight stations. Since the transmissions are
controlled by cesium atomic frequency standards, the signals can
be used for time dissemination.

515 Omega differs from LORAN by using very low radio fre-
quencies and phase-difference measurement techniques for navi-
gation instead of the LORAN time difference measurement
techniques.

(516) Omega differs from LORAN by using very low radio fre-
quencies and phase-difference measurement techniques for navi-
gation instead of the LORAN time difference measurement
techniques.

(5177 Operation.—-The system design calls for eight stations,
designated A through H, transmiiting on a time-shared basis at the
frequencies of 10.2 kHz, 11.33 kHz, and 13.6 kHz.

(518) There is no master-slave relationship between stations.
All stations are equal and each is, in a sense, a slave to the defini-
tion of time. Since the transmitted signals from each of the trans-

mitting stations are in absolute phase, measurements may be taken
in pairs (for example: station A minus station B yields pair AB) to
give a hyperbolic position line. Measurements may also be taken
with respect to a precision source of phase (high quality oscillator,
(R); therefore, R minus station A yields range A) in the receiver
to give circular or range position lines.

519y The intersection of two or more LOP’s gives the receiver’s
position.

(5200 Because of the cyclic nature of phase differences, the same
phase difference can be observed in multiple lanes. This is known
as lane ambiguity. Lane ambiguity can be resolved by setting the
receiver’s lane counter at a known or estimated location.Because
of the long distances that the Omega signal travels, the variable
effects of propagation of the signals through the atmosphere are
very important. Most modern receivers automatically compensate
for these effects using models for propagation corrections (PPC’s).

(521) Accuracy improvement by as much as a factor of ten may
be obtained with a technique called Differential Omega. This
technique removes the propagation variation and prediction errors,
which are the principal causes of positional inaccuracy in Omega.
These errors are removed by using the knowledge that Omega sig-
nals have spatial coherence over relatively large areas such as 100
to 300 miles.

(522) Stations and Receivers.-Omega is operated as an inter-
national partnership between the United States, Argentina, Austra-
lia, Liberia, France, Japan, and Norway. The U.S. Coast Guard,
through the Omega Navigation System Center in Alexandria, VA,
has operational control of the system. Modern transmission of
Omega signals is controlled by Omega signal format generators
and cesium atomic frequency standards at each station. Each sta-
tion is synchronized within 2 microseconds of the mean reference
time of all eight stations. In addition, Omega system time is
within 5 microseconds of Coordinated Universal Time (UTC).

(523) Modem receivers are equipped with coordinate converters
to display latitude and longitude, and do not require use of refer-
ence publications. Early receivers required Omega Propagation
Correction (PPC) tables (OMPUB224100CA - 224318CF).

524y Omega receivers compute positions using the phase mea-
surements in one to two modes: direct ranging or hyperbolic. In
both modes the receiver must be initialized to a known position.
Modern receivers contain a microprocessor-based PPC model to
correct the nominal phase computations for diurnal and seasonal
variations.

(5259 Omega receivers may be designed to use one or all of the
Omega frequencies. The additional frequencies assist in the lane
resolution and position fixing. Because of the long range and sta-
bility of the Omega signal, a single set of stations can be used to
traverse thousands of miles.

526y Detailed Omega information is contained in the Coast
Guard’s Omega Navigation System User’s Guide (COMDTPUB
P16566.3).

5277 Range and Coverage.~Signals radiated at the designed
power of 10kW provide field strengths sufficient to allow phase
tracking at any location in the world. No less than five LOP’s
should be available in any area.

(s28) Current coverage is depicted on the Omega coverage soft-
ware called ACCESS. ACCESS is a computer-based coverage
tool which gives predictions on a 24 hour basis. The ACCESS
package is available through:

5299 COMMANDING OFFICER
(530) NAVIGATION CENTER
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531 7323 TELEGRAPH ROAD
(532) ALEXANDRIA VA 22310-3998
(533 Telephone: (703) 313-5905 or 5906.

534) The Differential Omega mode will be limited in coverage
according to the number of local monitors. However, the maxi-
mum range from any one monitor is expected to be approximately
300 NM.

(535) When transmitted Omega signals are known to be unreli-
able or disturbed by vartous phenomena, such as a polar cap dis-
turbance (PCD), appropriate warnings will be transmitted via the
NAVAREA IV/XII, HYDROLANT/HYDROPAC message sys-
tems and will be published in the DMA Notice to Mariners.

Station List:
Station Position
Norway (A) 66°25°12.7"N  13°08'13.1"E
Liberia (B) 6°18°19.3"N 10°39'51.9"W
Hawaii (C) 21°24°179"N  157°49'51.0"W
North Dakota (D} 46°21'57.4"N  98°20°08.2"W
Reunion (E) 20°5826.9”S  55°17'23.6"E
Argentina (F) 43°03'12.8"S  65°11'26.8"W
Australia (G) 38°2852.4”S  146°56'07.1"E
Japan (H) 34°36'53.1"N 129 27'13.1"E

536 LORAN-C, OMEGA, GPS, DGPS, MARINE RADIO-
BEACON, AND GENERAL RADIONAVIGATION USER
INFORMATION.-The Commandant of the U.S. Coast Guard
has consolidated radionavigation operational control, manage-
ment, and information responsibilities of the Commandant Radi-
onavigation Division (G-NRN), the Omega Navigation System
Center (ONSCEN), Commander Atlantic Area (ATL), and Com-
mander Pacific Area (PTL) at one field unit, entitled Navigation
Center (NAVCEN). NAVCEN address:

(531 Commanding Officer

(538) USCG Navigation Center

(539) 7323 Telegraph Road

(540) Alexandria, VA 22310-3998.

(541) A reorganized G-NRN Staff remains at Coast Guard
Headquarters for policy and planning functions of the radionavi-
gation program.

(542 NAVCEN provides the following services:

(543 Computer Bulletin Board (BBS): The BBS provides
Loran-C, Omega, GPS, Marine Radiobeacon, Differential GPS
(DGPS), and general radionavigation user information and status.
It is accessed by computer users with modems. The Coast Guard
does not charge for access to the BBS. Modem setup parameters:
8 bits, no parity, 1 stop; 300-14400 BAUD:; call (703) 313-5910.

(544 GPS System: Current status recorded voice announce-
ments are available; phone (703) 313-5907. Printed materials on
GPS may also be obtained; phone (703) 313-5900.

(545) Omega: Current status recorded voice announcements are
available; phone (703) 313-5906. NAVCEN generates a weekly
Omega status advisory, Address Indicator Group 8980 (AIG
8980). For further information contact the watchstander at (703)
313-5900; available 24 hours.

(s46) Loran-C information: the current operational status of all
Loran-C stations is available from the coordinator of chain opera-
tions (COCO) or the Regional Manager. The COCO monitors
the day-to-day operations of the Loran-C chain and provides infor-
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mation with a recorded telephone announcement or responds to
queries directed to the COCO personally. The Regional Managers
monitor the operation of the Loran-C chains in their areas. Perti-
nent telephone numbers follow:

(5477 COCO Canadian east coast (CEC-5930) and Labrador Sea
(LABSEA-7930) chains is located at Loran Monitor Station St.
Anthony Newfoundiand Canada. Recorded announcement: (709)
454-3261. COCO: (709) 454-2392.

(548) COCO Great Lakes (GKLS-8970) and northeast US
(NEUS-9960) chains is located at Loran Station Seneca, NY.
Recorded announcement: (607) 869-5395. COCO: (607) 869-
1334,

(549) COCO southeast US (SEUS-7980) and south central US
(SOCUS-9310) chains is located at Loran Station Malone, FL.
Recorded announcement: (205) 899-5227. COCO: (205) 899-
5225/6.

¢550) Information concerning the Gulf of Alaska (7960), Cana-
dian west coast (5990), US west coast (9940), Russian-American
(5980), North Pacific (9990), and North Central US (8290) chains
may be obtained from the USCG Pacific Area Loran-C Regional
Manager in Alameda, CA at (510) 437-3232.

551y  European Loran-C information:

(552) Information concerning the Icelandic (9980), Norwegian
Sea (7970), and Mediterranean Sea (7990) chains may be obtained
from the Regional Manager at U.S. Coast Guard Activities
Europe, London, UK at 011-44-71-872-0943. If additional infor-
mation is required after contacting COCO’S or the Pacific or
European Regional Managers, contact the NAVCEN by calling
(703) 313-5900 or by writing: Commanding Officer (OPS),
NAVCEN (address above).

(553) Scheduled Loran-C unusable times are published by
announcements in USCG Local Notice to Mariners, Canadian
Coast Guard Notice to Shipping (NOTSHIP'S), FAA Notice to
Airmen (NOTAMS), FAA NOTAM "D"s, and on the pre-recorded
service for the pertinent chain. In many cases scheduled outages
are preceded by Coast Guard Marine Radio Voice and NAVTEX
Broadcasts in the areas where coverage will be affected.

554y Military or government users with an official Govern-
ment Plain Language Address (PLAD) desiring inclusion on
notification messages should request such in writing to NAVCEN;
address above. Requests must include a point of contact, tele-
phone number, why you need this service, and a Government
PLAD. Due to the time sensitive nature of this information it is
sent only by government message. These messages and other
Loran-C information are also available to the public in the Loran-
C section of the NAVCEN Bulletin Board (BBS).

(s55) If you have a problem with Loran, contact the applicable
COCO or Regional Manager for the rate used. If you need to
check about unusable time, system failures or report abnormali-
ties, note the rate used, model of receiver, location, type of prob-
lem, date, and time occurred. This will enable the COCO or
Regional Manager to quickly check the records for the period in
question and to provide a more exact answer to you.

5560 'WWY and WWVH broadcasts: Broadcasts from WWV
of Fort Collins, CO and WWVH of Kekaha, Kauai, HI contain
Omega and GPS information. Omega summary status and propa-
gation anomaly notification are broadcast from WWYV at 16 min-
utes after each hour, and from WWYVH at 47 minutes after the
hour. GPS information is broadcast from WWYV at 14 to 15 min-
utes after each hour and from WWYVH at 43 to 44 minutes after
each hour.
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(5577 NAVSAT information: Orbital data and operational sta-
tus is gathered by the Naval Satellite Operations Center (NAV-
SOC), Point Magu, CA and supplied to the Defense Mapping
Agency (DMA) for public dissemination. For additional informa-
tion contact the following:

(558) AN users: Orbital data and operationa!l status is available
from DMA, telephone (301) 227-2495. For more information
write Defense Mapping Agency Combat Support Center, ATTN
COCO, Mail Stop d-17, 6001 MacArthur Boulevard, Bethesda,
MD 20816-5001.

(559 Military/government users with message PLADS:
NAVSOC maintains AIG 51 to disseminate NAVSAT status infor-
mation. Information on being added to this AIG may be obtained
by writing or calling:

560y Naval Satellite Operations Center

561y Building 375, 661 13th Street

562y Point Mugu, CA 93042-5013

(563) Telephone (805) 989-4284.

562) U.S. Naval Observatory: The U.S. Naval Observatory
(USNO) provides the following services: automated data services
for Loran-C, Omega, GPS and NAVSAT information: data service
(menu driven) parameters - 8 bit, no parity, 1 stop, 1200 to 2400
BAUD, access password CESTUM133. Time service: (900) 410-
8463 or (202) 653-1800. General information: (202) 653-1522/5.

(s65) National Oceanographic and Atmospheric Adminis-
tration: The U.S. Department of Commerce National Oceano-
graphic and Atmospheric Administration (NOAA), Space
Environment Services Center (SESC) disseminates information
regarding solar activity, radio propagation, ionospheric, and geo-
magnetic conditions. For more information:

566y For general information, and information about WWV and
satellite broadcasts, write or call:

5677 U.S. Department of Commerce

(568) Space Environment Services Center, R/E/SE2

(569) 325 Broadway

(570 Boulder, CO 80303

571y Telephone (303) 497-3171.

(572)  For Public Bulletin Board System (PBBS): PBBS data
service (menu driven) parameters - 8 bit, no parity, 1 stop, 300 to
2400 BAUD. PBBS will prompt you for the required initial infor-
mation and lead you to the main menu. Telephone (303) 497-5000.

(573) Uniform State Waterway Marking System.-Many bod-
ies of water used by boatmen are located entirely within the
boundaries of a State. The Uniform State Waterway Marking Sys-
tem (USWMS) has been developed to indicate to the small-boat
operator hazards, obstructions, restricted or controlled areas, and
to provide directions. Although intended primarily for waters
within the state boundaries, USWMS is suited for use in all water
areas, since it supplements and is generally compatible with the
Coast Guard lateral system of aids to navigation. The Coast Guard
is gradually using more aids bearing the USWMS geometric
shapes described below.,

574y Two categories of waterway markers are used. Regulatory
markers, buoys, and signs use distinctive standard shape marks to
show regulatory information. The signs are white with black let-
ters and have a wide orange border. They signify speed zones, Fish
havens, danger areas, and directions to various places. Aids to
navigation on State waters use red and black buoys to mark chan-
nel limits. Red and black buoys are generally used in pairs. The
boat should pass between the red buoy and its companion black
buoy. If the buoys are not placed in pairs, the distinctive color of
the buoy indicates the direction of dangerous water from the buoy.

White buoys with red tops should be passed to the south or west,
indicating that danger lies to the north or east of the buoy. White
buoys with black tops should be passed to the north or east. Dan-
ger lies to the south or west. Vertical red and white striped buoys
indicate a boat should not pass between the buoy and the nearest
shore. Danger lies inshore of the buoy.

575 DESTRUCTIVE WAVES.-Unusual sudden changes in
water level can be caused by tsunamis or violent storms. These
two types of destructive waves have become commonly known as
tidal waves, a name which is technically incorrect as they are not
the result of tide-producing forces.

576y Tsunamis (seismic sea waves) are set up by submarine
earthquakes. Many such seismic disturbances do not produce sea
waves and often those produced are small, but the occasional large
waves can be very damaging to shore installations and dangerous
to ships in harbors.

(571 These waves trave!l great distances and can cause tremen-
dous damage on coasts far from their source. The wave of April 1,
1946, which originated in the Aleutian Trench, demolished nearby
Scotch Cap Lighthouse and caused damages of $25 million in the
Hawaiian Islands 2,000 miles away. The wave of May 22-23,
1960, which originated off Southern Chile, caused widespread
death and destruction in islands and countries throughout the
Pacific.

(578) The speed of tsunamis varies with the depth of the water,
reaching 300 to 500 knots in the deep water of the open ocean. In
the open sea they cannot be detected from a ship or from the air
because their length is so great, sometimes a hundred miles, as
compared to their height, which is usually only a few feet (a meter
or 2). Only on certain types of shelving coasts do they build up
into waves of disastrous proportions.

(579 There is usually a series of waves with crests 10 to 40 min-
utes apart, and the highest may occur several hours after the first
wave. Sometimes the first noticeable part of the wave is the trough
which causes a recession of the water from shore, and people who
have gone out to investigate this unusual exposure of the beach
have been engulfed by the oncoming crest. Such an unexplained
withdrawal of the sea should be considered as nature’s warning of
an approaching wave.

(5800 Improvements have been made in the quick determination
and reporting of earthquake epicenters, but no method has yet
been perfected for determining whether a sea wave will result
from a given earthquake. The Pacific Tsunami Warning Center,
Oahu, Hawaii, of the National Oceanic and Atmospheric Adminis-
tration is headquarters of a warning system which has field report-
ing stations (seismic and tidal) in most countries around the
Pacific. When a warning is broadcast, waterfront areas should be
vacated for higher ground, and ships in the vicinity of land should
head for the deep water of the open sea.

(s81) Storm surge.—A considerable rise or fall in the level of
the sea along a particular coast may result from strong winds and
sharp change in barometric pressure. In cases where the water
level is raised, higher waves can form with greater depth and the
combination can be destructive to low regions, particularly at high
stages of tide. Extreme low levels can result in depths which are
considerably less than those shown on nautical charts. This type of
wave occurs especially in coastal regions bordering on shallow
waters which are subject to tropical storms.

582) Seiche is a stationary vertical wave oscillation with a
period varying from a few minutes to an hour or more, but some-
what less than the tidal periods. It is usually attributed to external
forces such as strong winds, changes in barometric pressure,
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swells, or tsunamis disturbing the equilibrium of the watersurface.
Seiche is found both in enclosed bodies of water and superim-
posed upon the tides of the open ocean. When the external forces
cause a short-period horizontal oscillation on the water, it 1s called
surge.

583 The combined effect of seiche and surge sometimes makes
it difficult to maintain a ship in its position alongside a pier even
though the water may appear to be completely undisturbed, and
heavy mooring lines have been parted repeatedly under such con-
ditions. Pilots advise taut lines to reduce the effect of the surge.

SPECIAL SIGNALS FOR CERTAIN VESSELS

584y Special signals for surveying vessels.-Natioral Oceanic
and Atmospheric Administration (NOAA) vessels engaged in sur-
vey operations and limited in their ability to maneuver because of
the work being performed (handling equipment over-the-side such
as water sampling or conductivity-temperature-density (CTD)
casts, towed gear, bottom samplers, etc., and divers working on,
below or in proximity of the vessel) are required by Navigation
Rules, International-Inland, Rule 27, to exhibit:

585) (b)(i) three all-round lights in a vertical line where they
can best be seen. The highest and lowest of these lights shall be
red and the middle light shall be white;

(s86) (ii) three shapes in a vertical line where they can best be
seen. The highest and lowest of these shapes shall be balls and the
middle one a diamond;

5870 (iit) when making way through the water, masthead
lights, sidelights and a sternlight, in addition to the lights pre-
scribed in subparagraph (b)(i); and

(588) (iv) when at anchor, in addition to the lights or shapes
prescribed in subparagraphs(b)(i) and (ii) the light, lights or
shapes prescribed in Rule 30, Anchored Vessels and Vessels
Aground.

589 The color of the above shapes is black.

590y A NOAA vessel engaged in hydrographic survey opera-
tions (making way on a specific trackline while sounding the bot-
tom) is not restricted in its ability to maneuver and therefore
exhibits at night only those lights required for a power-driven ves-
sel of its Jength.

91  Warning signals for Coast Guard vessels while han-
dling or servicing aids to navigation are the same as those pre-
scribed for surveying vessels. (See Special signals for surveying
vessels, this chapter.)

(592) Minesweeper signals.—U.S. vessels engaged in mine-
sweeping operations or exercises are hampered to a considerable
extent in their maneuvering powers. With a view to indicating the
nature of the work on which they are engaged, these vessels will
show the signals hereinafter mentioned. For the public safety, all
other vessels, whether steamers or sailing craft, must endeavor to
keep out of the way of vessels displaying these signals and not
approach them inside the distances mentioned herein, especially
remembering that it is dangerous to pass between the vessels of a
pair or group sweeping together.

593) All vessels towing sweeps are to show: By day, a black
ball at or near the foremast head and a black ball at each end of the
fore yard. By night, all around green lights instead of the black
balls, and in a similar manner.

(594) Vessels or formations showing these signals indicate that it
is dangerous for another vessel to approach within 1,000 meters
(3.280 feet) of the mineclearance vessel. Under no circumstances
is a vessel to pass through a formation of minesweepers. Mine-
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sweepers should be prepared to warn merchant vessels which per-
sist in approaching too close by means of any of the appropriate
signals from the International Code of Signals. In fog, mist, falling
snow, heavy rainstorms, or any other condition similarly restrict-
ing visibility, whether by day or night, minesweepers while towing
sweeps when in the vicinity of other vessels will sound ‘whistle
signals for a vessel towing (one prolonged blast followed by two
short blasts).

1595y The United States is increasingly using helicopters to con-
duct minesweeping operations and exercises. When so engaged,
helicopters, like vessels, are considerably hampered in their ability
to maneuver. Helicopters may function at night as well as during
the day and in varying types of weather. Accordingly, surface ves-
sels approaching helicopters engaged in minesweeping operations
should take precautions similar to those described above with
regard to minesweeping vessels.

5969 Helicopters towing minesweeping gear, and surface
escorts, if any, will use all practical means to warn approaching
ships of the operations being conducted. Where practical, mea-
sures will be taken to mark or light the gear being towed. While
towing, the helicopter’s altitude varies from 49.2 to 311.6 feet (15
to 95 meters) above the water, and speeds vary from O to 30 knots.

(597 Minesweeping helicopters are equipped with a rotating
beacon which has a selectable red and amber mode. The amber
mode is used during towing operations to notify and warn other
vessels that the helicopter is towing.

(598) Submarine emergency identification signals.—U.S. sub-
marines are equipped with signal ejectors which may be used to
launch identification signals, including emergency signals. Two
general types of signals may be used: smoke floats and flares or
stars. The smoke floats, which burn on the surface, produce a
dense colored smoke for a period of 15 to 45 seconds. The flares
or stars are propelled to a height of 300 to 400 feet (90 to 120
meters) from which they descend by small parachute. The flares or
stars burn for about 25 seconds. The color of the smoke or flare/
star has the following meaning:

(599) Green or black is used under training exercise conditions
only to indicate that a torpedo has been fired or that the firing of a
torpedo has been simulated.

600) Yellow indicates the submarine 1s about to rise to peri-
scope depth. Surface craft terminate antisubmarine counterattack
and clear vicinity of submarine. Do not stop propellers.

601) Red indicates an emergency inside the submarine; she will
try to surface immediately, if possible. Surface ships clear the area
and stand by to assist. In case of repeated red signals, or if the sub-
marine fails to surface in a reasonable time, she may be presumed
disabled. Buoy the location, look for submarine buoy, and attempt
to establish sonar communications. Advise U.S. Navy authorities
immediately.

602y Submarine marker buoys consist of two spheres 3 feet
(about 1 meter) in diameter with connecting structure, painted
international orange. The buoy has a wire cable to the submarine,
to act as a downhaul line for a rescue chamber. The buoy may be
accompanied by an oil slick release to attract attention. A subma-
rine on the bottom in distress may release this buoy. If sighted,
such a buoy should be investigated and reported immediately to
U.S. Navy authorities.

(603) The submarine may transmit the International Distress
Signal (SOS) on its sonar gear independently or in conjunction
with the red signal. Submarines also may use these other means of
attracting artention: release of dye marker or air bubble; ejection
of oil; pounding on huil.
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04) Vessels Constrained by their Draft.—International Navi-
gation Rules, Rule 28, states that a vessel constrained by her draft
may, in addition to the lights prescribed for power-driven vessels
in Rule 23, exhibit where they can best be seen three all-around
“red lights in a vertical line, or a cylinder.

NAVIGATION RESTRICTIONS AND REQUIREMENTS

05y Traffic Separation Schemes (Traffic Lanes).-To
increase the safety of navigation, particularly in converging areas
of high traffic density, routes incorporating traffic separation have,
with the approval of the International Maritime Organization
(IMO), formerly the Inter-Governmental Maritime Consultative
Organization (IMCO), been established in certain areas of the
world. In the interest of safe navigation, it is recommended that
through traffic use these schemes, as far as circumstances permit,
by day and by night and in all weather conditions.

606y General principles for navigation in Traffic Separation
Schemes are as follows:

607y 1. A ship navigating in or near a traffic separation scheme
adopted by IMO shall in particular comply with Rule 10 of the 72
COLREGS to minimize the development of risk of collision with
another ship. The other rules of the 72 COLREGS apply in all
respects, and particularly the steering and sailing rules if risk of
collision with another ship is deemed to exist.

608) 2. Traffic separation schemes are intended for use by day
and by night in all weather, in ice-free waters or under light ice
conditions where no extraordinary maneuvers or assistance by ice-
breaker(s) are required.

09 3. Traffic separation schemes are recommended for use
by all ships unless stated otherwise. Bearing in mind the need for
adequate underkeel clearance, a decision to use a traffic separation
scheme must take into account the charted depth, the possibility of
changes in the seabed since the the time of last survey, and the
effects of meteorological and tidal conditions on water depths.

610) 4. A deepwater route is an allied routing measure prima-
rily intended for use by ships which require the use of such a route
because of their draft in relation to the available depth of water in
the area concerned. Through traffic to which the above consider-
ation does not apply should, if practicable, avoid following deep-
water routes. When using a deepwater route mariners should be
aware of possible changes in the indicated depth of water due to
meteorological or other effects.

®11) 5. Users of traffic separation schemes adopted by IMO
will be guided by Rule 10 of the 1972 International Regulations
for Preventing Collisions at Sea (72 COLREGS) as follows:

612 (a) This Rule applies to traffic separation schemes
adopted by the Organization.

613) (b) A vessel using a traffic separation scheme shall:

614) (i) proceed in the appropriate traffic lane in the general
direction of traffic flow for that lane;

615y (i) so far as practicable keep clear of a traffic separation
line or separation zone;

(616) (iii) normally join or leave a traffic separation lane at the
termination of the lane, but when joining or leaving from either
side shall do so at as small an angle to the general direction of traf-
fic flow as practicable.

617) (c) A vessel shall so far as practicable avoid crossing traf-
fic lanes, but if obliged to do so, shall cross as nearly as practica-
ble at right angles to the general direction of traffic flow.

«©18) (d) Inshore traffic zones shall not normally be used by
through traffic which can safety use the appropriate traffic lane

within the adjacent traffic separation scheme. However, vessels of
less than 20 meters in length and sailing vessels may under all cir-
cumstances use inshore traffic zones.

619, (e) A vessel, other than a crossing vessel, or a vessel join-
ing or leaving a lane shall not normally enter a separation zone or
cross a separation line except:

620y (i) in cases of emergency to avoid immediate danger;

621) (ii) to engage in fishing within a separate zone.

22 () A vessel navigating in areas near the terminations of
traffic separation schemes shall do so with particular caution.

623) (g) A vessel shall so far as practicable avoid anchoring in
a traffic separation scheme or in areas near its terminations.

624y (h) A vessel not using a traffic separation scheme shall
avoid it by as wide a margin as is practicable.

625) (i) A vessel engaged in fishing shall not impede the pas-
sage of any vessel following a traffic lane.

626) (j) A vessel of less than 20 meters in length or a sailing
vessel shall not impede the safe passage of a power-driven vessel
following a traffic lane.

627y (k) A vessel restricted in her ability to maneuver when
engaged in an operation for the maintenance of safety of naviga-
tion in a traffic separation scheme is exempted from complying
with Rule 10 to the extent necessary to carry out the operation.

628y (1) A vessel restricted in her ability to maneuver when
engaged in an operation for laying, servicing or picking up of a
submarine cable, within a traffic separation scheme, is exempted
from complying with this Rule to the extent necessary to carry out
the operation.

629) 6. The arrows printed on charts merely indicate the gen-
eral direction of traffic; ships need not set their courses strictly
along the arrows.

630y 7. The signal “YG" meaning “You appear not to be com-
plying with the traffic separation scheme” is provided in the Inter-
national Code of Signals for appropriate use.

631y When approved or established, traffic separation scheme
details are announced in Notice to Mariners, and later depicted on
appropriate charts and included in the Coast Pilot and Sailing
Directions.

632y Oil Pollution.~The Federal Water Pollution Control Act,
as amended, prohibits the discharge of a harmful quantity of oil or
a hazardous substance into or upon the United States navigable
waters or adjoining shorelines, or into or upon the waters of the
contiguous zone, or in connection with activities under the Outer
Continental Shelf Lands Act or the Deepwater Port Act of 1974,
or which may affect natural resources belonging to. appertaining
to, or under the exclusive management authority of the United
States including resources under the Fisher Conservation and
Management Act of 1976. Discharges that do occur must be
reported to the Coast Guard (National Response Center) by the
most rapid available means. To assist in swift reporting of spills. a
nationwide, 24-hour, toll-free teiephone number has been estab-
lished (1-800-424-8802).

(633 Hazardous quantities of oil have been defined by the Envi-
ronmental Protection Agency as those which violate applicable
water quality standards or cause a film or sheen upon or discolora-
tion of the surface of the water or adjoining shorelines, or cause a
sludge or emulsion to be deposited beneath the surface of the
water or adjoining shorelines. (For regulations pertaining to this
Act see 40 CFR 110.3, not carried in this Pilot.)

638 The Refuse Act of 1899 (33 U.S.C. 407) prohibits anyone
from throwing, discharging or depositing any refuse matter of any
kind in U.S. navigable waters or tributaries of navigable waters.
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The only exceptions to this prohibition are liquid sewage flowing
from streets or sewers and discharges made from shore facilities
under a permit granted by the U.S. Army Corps of Engineers.

(635) The Act to Prevent Pollution from Ships (33 U.S.C. 1901)
is based on the International Convention for the Prevention of Pol-
lution from Ships, as modified by the Protocol of 1978 (MARPOL
73/78). For tankers over 150 gross tons and all other ships over
400 gross tons, MARPOL 73/78 requires the installation of new
equipment to control overboard discharges of oil and oily waste.
This includes oily-water separating, monitoring and alarm systems
for discharges from cargo areas, cargo pump rooms and machinery
space bilges. New ships must have the equipment on board by
October 2, 1983, while existing ships have until October 2, 1986
to comply.

636) Ships are also required to have an International Qil Pollu-
tion Prevention Certificate verifying that the vessel is in compli-
ance with MARPOL 73/78 and that any required equipment is on
board and operational, and they must maintain a new Oil Record
Book reporting all oil transfers and discharges. The Oil Record
Book is available from the Government Printing Office (see
appendix for address).

637 Other requirements for the protection of navigable
waters.—It is not lawful to tie up or anchor vessels or to float
lografts in navigable channels in such manner as to obstruct nor-
mal navigation. When a vessel or raft is wrecked and sunk in a
navigable channel it is the duty of the owner to immediately mark
it with a buoy or beacon during the day and a light at night until
the sunken craft is removed or abandoned,

638) Obligation of deck officers.—Licensed deck officers are
required to acquaint themselves with the latest information pub-
lished in Notice to Mariners regarding aids to navigation.

639 Improper use of searchlights prohibited.-No person
shall flash or cause to be flashed the rays of a searchlight or other
blinding light onto the bridge or into the pilothouse of any vessel
underway. The International Code Signal “PG2” may be made by
a vessel inconvenienced by the glare of a searchlight in order to
apprise the offending vessel of the fact.

640) Use of Radar.-Navigation Rules, International-Inland,
Rule 7, states, in part, that every vessel shall use all available
means appropriate to the prevailing circumstances and conditions
to determine if risk of collision exists. If there is any doubt such
risk shall be deemed to exist. Proper use shall be made of radar
equipment if fitted and operational, including long-range scanning
to obtain early warning of risk of collision and radar plotting or
equivalent systematic observation of detected objects.

641y This rule places an additional responsibility on vessels
which are equipped and manned to use radar to do so while under-
way during periods of reduced visibility without in any way
relieving commanding officers of the responsibility of carrying out
normal precautionary measures.

642) Navigation Rules, International-Inland, Rules 6, 7, 8, and
19 apply to the use of radar.

643 Danger signal.-Navigation Rules, International-Inland,
Rule 34(d), states that when vessels in sight of one another are
approaching each other and from any cause either vessel fails to
understand the intentions or actions of the other, or is in doubt
whether sufficient action is being taken by the other to avoid colli-
sion, the vessel in doubt shall immediately indicate such doubt by
giving at least five short and rapid blasts on the whistle. Such sig-
nal may be supplemented by a light signal of at least five short and
rapid flashes.
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644y Narrow channels.-Navigation Rules, International-
Inland, Rule 9(b) states: A vessel of less than 65.6 feet (20 meters)
in length or a sailing vessel shall not impede the passage of a ves-
sel that can safety navigate only within a narrow channel or fair-
way. K
645y Control of shipping in time of emergency or war.—In
time of war or national emergency, merchant vessels of the United
States and those foreign flag vessels, which are considered under
effective U.S. control, will be subject to control by agencies of the
U.S. Government. The allocation and employment of such vessels,
and of domestic port facilities, equipment, and services will be
performed by appropriate agencies of the War Transport Adminis-
tration. The movement, routing, and diversion of merchant ships
at sea will be controlled by appropriate naval commanders. The
movement of merchant ships within domestic ports and dispersal
anchorages will be coordinated by the U.S. Coast Guard. The
commencement of naval control will be signaled by a general
emergency message. (See DMAHTC Pub. 117 for emergency pro-
cedures and communication instructions.)

1046y Exclusive Economic Zone of the United States.—Estab-
lished by a Presidential Proclamation on March 10, 1983, the
Exclusive Economic Zone (EEZ) of the United States is a zone
contiguous to the territorial sea, including zones contiguous to the
territorial sea of the United States, the Commonwealth of Puerto
Rico, the Commonwealth of the Northern Mariana Islands (to the
extent consistent with the Covenant and the United Nations Trust-
eeship Agreement), and United States overseas territories and pos-
sessions. The EEZ extends to a distance of 200 nautical miles
from the baseline from which the breadth of the territorial sea is
measured. In cases where the maritime boundary with a neighbor-
ing state remains to be determined, the boundary of the EEZ shall
be determined by the United States and the other state concerned
in accordance with equitable principles.

647 Within the EEZ, the United States has asserted, to the
extent permitted by international law, (a) sovereign rights for the
purpose of exploring, exploiting, conserving and managing natural
resources, both living and nonliving, of the seabed and subsoil and
the superjacent waters and with regard to other activities for the
economic exploitation and exploration of the zone, such as the
production of energy from the water, currents and winds; and (b)
jurisdiction with regard to the establishment and use of artificial
islands, and installations and structures having economic pur-
poses, and the protection and preservation of the marine environ-
ment.

648y Without prejudice to the sovereign rights and jurisdiction
of the United States, the EEZ remains an area beyond the territory
and territorial sea of the United States in which all states enjoy the
high seas freedoms of navigation, overflight, the laying of subma-
rine cables and pipelines, and other internationally lawful uses of
the sea.

649 This Proclamation does not change existing United States
policies concerning the continental shelf, marine mammals and
fisheries, including highly migratory species of tuna which are not
subject to United States jurisdiction and require international
agreements for effective management.

6500 The United States will exercise these sovereign rights and
Jjurisdiction in accordance with the rules of international law.

6s1) ‘The seaward limit of the EEZ is shown on the nautical
chart as a line interspersed periodically with EXCLUSIVE ECO-
NOMIC ZONE. The EEZ boundary is coincidental with that of
the Fishery Conservation Zone.
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652y U.S. Fishery Conservation Zone.-The United States
exercises exclusive fishery management authority over all species
of fish, except tuna, within the fishery conservation zone, whose
seaward boundary is 200 miles from the baseline from which the
“U.S. territorial sea is measured; all anadromous species which
spawn in the United States throughout their migratory range
beyond the fishery conservation zone, except within a foreign
country’s equivalent fishery zone as recognized by the United
States; all U.S. Continental Shelf fishery resources beyond the
fishery conservation zone. Such resources include American lob-
ster and species of coral, crab, abalone, conch, clam, and sponge,
among others.

053y No foreign vessel may fish, aid, or assist vessels at sea in
the performance of any activity relating to fishing including, but
not limited to preparation, supply, storage, refrigeration, transpor-
tation or processing, within the fishery conservation zone, or fish
for anadromous species of the United States or Continental Shelf
fishery resources without a permit issued in accordance with U.S.
law. These permits may only be issued to vessels from countries
recognizing the exclusive fishery management authority of the
United States in an international agreement. The owners or opera-
tors of foreign vessels desiring to engage in fishing off U.S.
coastal waters should ascertain their eligibility from their own flag
state authorities. Failure to obtain a permit prior to fishing, or fail-
ure to comply with the conditions and restrictions established in
the permit may subject both vessel and its owner or operators to
administrative, civil, and criminal penalties. (Further details con-
ceming foreign fishing are given in 50 CFR 611.)

654y Reports of foreign fishing activity within the fishery con-
servation zone should be made to the U.S. Coast Guard. Immedi-
ate reports are particularly desired, but later reports by any means
also have value. Reports should include the activity observed, the
position, and as much identifying information (name, number,
homeport, type, flag, color, size, shape, etc.) about the foreign ves-
sel as possible, and the reporting party’s name and address or tele-
phone number.

6s55) Bridge-to-bridge Radiotelephone Communication.—
Voice radio bridge-to-bridge communication between vessels is an
effective aid in the prevention of collisions where there is
restricted maneuvering room and/or visibility. VHF-FM radio is
used for this purpose, due to its essentially line-of-sight character-
istic and relative freedom from static. As VHF-FM has increas-

ingly come into use for short-range communications in U.S.
harbors and other high-traffic waters, so has the number of ships
equipped with this gear increased.

©s6) The Vessel Bridge-to-Bridge Radiotelephone Regulations,
effective January 1, 1973, require vessels subject to the Act while
navigating to be equipped with at least one single channel trans-
ceiver capable of transmitting and receiving on VHF-FM channel
13 (156.65 MHz), the Bridge-to-Bridge Radiotelephone fre-
quency. Vessels with multichannel equipment are required to have
an additional receiver so as to be able to guard VHF-FM channel
13 (156.65 MHz), the Bridge-to-Bridge Radiotelephone fre-
quency, in addition to VHF-FM channel 16 (156.80 MHz), the
National Distress, Safety and Calling frequency required by Fed-
eral Communications Commission regulations. (See 26.01
through 26.10, chapter 2, for Vessel Bridge-to-Bridge Radiotele-
phone Regulations.)

657y Mariners are reminded that the use of bridge-to-bridge
voice communications in no way alters the obligation to comply
with the provisions of the Navigation Rules, International-Iniand.

658y VHF-FM Radiotelephone.— VHF-FM channel 16
(156.800 MHz) is the international distress, urgency, safety, call-
ing and reply frequency for vessels and public and private coastal
stations. In 1992, the Federal Communications Commission
(FCC) designated VHF-FM channel 9 (156.450 MHz) for use as a
general purpose calling frequency for non-commercial vessels,
such as recreational boats. This move was designed to relieve
congestion on VHF-FM channel 16. Non-commercial vessels are
encouraged to use VHF-FM channel 9, for routine communica-
tions but distress, urgency, and safety calls should continue to be
initially made on VHF-FM channel 16.

659) The following table provides the frequency equivalents
and general usage of selected VHF-FM channels which appear in
the Coast Pilot. The letter “A” appended to a channel number indi-
cates that U.S. operation of the particular channel is different than
the international operation, i.e., U.S. stations transmit and receive
on the same frequency and international stations use different fre-
quencies.

6600 The information given here is extracted from the ‘“Mari-
time Radio Users Handbook™ published by the Radio Technical
Commission for Maritime Services. Ordering information for this
valuable, comprehensive publication is included in the appendix.

661) All channels given below are designated for both ship-to-
ship and ship-to-coast communications except as noted.
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Ship Frequency (MHz)

Channel ~ Transmit | Receive | Channel Usage

1A 156.050 156.050 Port operations and commercial .

S5A 156.250 156.250 Port operations !

6 156.300 156.300 Intership safety

7A 156.350 156.350 Commercial

8 156.400 156.400 Commercial (ship-to-ship only)

9 156.450 156.450 Non-commercial

10 156.500 156.500 Commercial

11 156.550 156.550 Commercial and port operations (traffic advisories, including VTS in some
ports)

12 156.600 156.600 Port operations (traffic advisories, including VTS in some ports)

13 156.650 156.650 Navigational (ship-to-ship), also used at locks and bridges

14 156.700 156.700 Port operations (traffic advisories, including VTS in some ports)

16 156.800 156.800 Distress, safety and calling

17 156.850 156.850 State or local government control

18A 156.900 156.900 Commercial

19A 156.950 156.950 Commercial

20 157.000 161.600 Port operations (traffic advisories)

22A 157.100 157.100 Coast Guard Liaison

24 157.200 161.800 Public correspondence (ship-to-coast)

25 157.250 161.850 Public correspondence (ship-to-coast)

26 157.300 161.900 Public correspondence (ship-to-coast)

27 157.350 161.950 Public correspondence (ship-to-coast)

28 157.400 162.000 Public correspondence (ship-to-coast)

63A 156.175 156.175 VTS New Orleans

65A 156.275 156.275 Port operations (traffic advisories)

66A 156.325 156.325 Port operations (traffic advisories)

67 156.375 156.375 Commercial (ship-to-ship only) (used in New Orleans VTS for ship-to-ship
navigational purposes)

68 156.425 156.425 Non-commercial

69 156.475 156.475 Non-commercial

71 156.575 156.575 Non-commercial

72 156.625 156.625 Non-commercial (ship-to-ship only)

73 156.675 156.675 Port operations (traffic advisories)

74 156.725 156.725 Port operations (traffic advisories)

77 156.875 156.875 Port operations (ship-to-ship, to and from pilots docking ships)

78A 156.925 156.925 Non-commercial

79A 156.975 156.975 Commercial

80A 157.025 157.025 Commercial

84 157.225 161.825 Public correspondence (ship-to-coast)

85 157.275 161.875 Public correspondence (ship-to-coast)

86 157.325 161.925 Public correspondence (ship-to-coast)

87 157.375 161.975 Public correspondence (ship-to-coast)

88 157.425 162.025 Public correspondence in Puget Sound and parts of Great Lakes

88A 157.425 157.425 Commercial, fishing (ship-to-ship) (except in parts of Great Lakes)
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(y  This chapter contains sections from the Code of Federal
Regulations (CFR) that are of most importance in the areas cov-
-ered by Coast Pilot 5. Included from Title 15, Commerce and
Foreign Trade (15 CFR), is

@  Part 922, National Marine Sanctuary Program Regula-
tions.

¢  Included from Title 33, Navigation and Navigable
Waters (33 CFR), are

) Part 26, Vessel Bridge-to-Bridge Radiotelephone Regula-
tions;

5y  Part 80, COLREGS Demarcation Lines;

)  Part 110, Anchorage Regulations;

(n  Part 117, Drawbridge Operation Regulations;

8)  Part 150, Operations, Deepwater Ports (in part);

) Part 160, Ports and Waterways Safety-General;

(o Part 161, Vessel Traffic Management;

(1)  Part 162, Inland Waterways Navigation Regulations;

(122 Part 164, Navigation Safety Regulations (in part);

(13)  Part 165, Regulated Navigation Areas and Limited Access
Areas;

(14)  Part 166, Shipping Safety Fairways;

(sy  Part 167, Offshore Traffic Separation Schemes;

ey Part 207, Navigation Regulations; and

(7 Part 334, Danger Zones and Restricted Area Regulations.

18y Included from Title 50, Wildlife and Fisheries (50 CFR),
is:

(t9)  Part 638, Coral and Coral Reefs of the Gulf of Mexico and
the South Atlantic.

20y Note.-These regulations can only be amended by the
enforcing agency or other authority cited in the regulations.
Accordingly, requests for changes to these regulations should be
directed to the appropriate agency for action. In those regulations
where the enforcing agency is not cited or is unclear, recommen-
dations for changes should be directed to the the following Federal
agencies for action:

@ U.S. Coast Guard (33 CFR 26, 80, 110, 117, 150, 160,
161, 162, 164, 165, 166, and 167);

@2 U.S. Army Corps of Engineers (33 CFR 207 and 334);

23 National Oceanic and Atmospheric Administration (15
CFR 922 and 50 CFR 638).

Title 15, Commerce and Foreign Trade

PART 922-NATIONAL MARINE SANCTUARY PROGRAM
REGULATIONS

Subpart A-General

@4 §922.1 Applicability of regulations.

5 Unless noted otherwise, the regulations in subparts A, D
and E apply to all ten National Marine Sanctuaries for which site-
specific regulations appear in subparts F through O, respectively.
Subparts B and C apply to the site evaluation list and to the desig-
nation of future Sanctuaries.

26y §922.2 Mission, goals, and special policies.

@7 (a) Inaccordance with the standards set forth in title I of
the Marine Protection, Research, and Sanctuaries Act of 1972, as

amended, also known as the National Marine Sanctuaries Act
{Act) the mission of the National Marine Sanctuary program (Pro-
gram) is to identify, designate and manage areas of the marine
environment of special national, and in some cases international,
significance due to their conservation, recreational, ecological,
historical, research, educational, or aesthetic qualities.

28) (b) The goals of the Program are to carry out the mission
to:

29y (1) Identify and designate as National Marine Sanctuaries
areas of the marine environment which are of special national sig-
nificance;

30y (2) Provide authority for comprehensive and coordinated
conservation and management of these marine areas, and activities
affecting them, in a manner which complements existing regula-
tory authorities;

313 (3) Support, promote, and coordinate scientific research
on, and monitoring of, the resources of these marine areas, espe-
cially long-term monitoring and research of these areas:

(32)  (4) Enhance public awareness, understanding, apprecia-
tion, and wise use of the marine environment;

33;  (5) Facilitate to the extent compatible with the primary
objective of resource protection, all public and private uses of the
resources of these marine areas not prohibited pursuant to other
authorities;

(3¢ (6) Develop and implement coordinated plans for the pro-
tection and management of these areas with appropriate Federal
agencies, State and local governments, Native American tribes
and organizations, international organizations, and other public
and private interests concerned with the continuing health and
resilience of these marine areas;

35)  (7) Create models of, and incentives for, ways to conserve
and manage these areas;

36)  (8) Cooperate with global programs encouraging conser-
vation of marine resources; and

a7 (9) Maintain, restore, and enhance living resources by
providing places for species that depend upon these marine areas
to survive and propagate.

38 (c) To the extent consistent with the policies set forth in
the Act, in carrying out the Program’s mission and goals:

(30) (1) Particular attention will be given to the establishment
and management of marine areas as National Marine Sanctuaries
for the protection of the area’s natural resource and ecosystem val-
ues; particularly for ecologically or economically important or
threatened species or species assemblages, and for offshore areas
where there are no existing special area protection mechanisms;

@0y  (2) The size of a National Marine Sanctuary, while highly
dependent on the nature of the site’s resources, will be no larger
than necessary to ensure effective management;

@) (d) Management efforts will be coordinated to the extent
practicable with other countries managing marine protected areas;

@2 (4) Program regulations, policies, standards, guidelines,
and procedures under the Act concerning the identification, evalu-
ation, registration, and treatment of historical resources shall be
consistent, to the extent practicable, with the declared national
policy for the protection and preservation of these resources as
stated in the National Historic Preservation Act of 1966, 16 U.S.C.
470 et seq., the Archeological and Historical Preservation Act of

33
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1974, 16 U.S.C. 469 et seq., and the Archeological Resources Pro-
tection Act of 1979 (ARPA), 16 U.S.C. 470aa et seq. The same
degree of regulatory protection and preservation planning policy
extended to historical rescoures on land shall be extended, to the
extent practicable, to historical resources in the marine environ-
ment within the boundaries of designated National Marine Sanctu-
aries. The management of historical rescources under the authority
of the Act shall be consistent, to the extent practicable, with the
Federal archeological program by consulting the Uniform Regula-
tions, ARPA (43 CFR part 7) and other relevent Federal regula-
tions. The Secretary of the Interior’s Standards and Guidelines for
Archeology may also be consulted for guidance. These guidelines
are available from the Office of Ocean and Coastal Management at
(301) 713-3125.

@) §922.3 Definitions.

(44)  Act means title III of the Marine Protection, Research, and
Sanctuaries Act of 1972, as amended, 16 U.S.C. 1431 et seq., also
known as the National Marine Sanctuaries Act.

@51 Active Candidare means a site selected by the Secretary
from the Site Evaluation List for further consideration for possible
designation as a National Marine Sanctuary.

(46)  Assistant Administrator means the Assistant Administra-
tor for Ocean Services and Coastal Zone Management, National
Oceanic and Atmospheric Administration (NOAA), or designee.

@1y Benthic community means the assemblage of organisms,
substrate, and structural formations found at or near the bottom
that is periodically or permanently covered by water.

@8y  Commercial fishing means any activity that results in the
sale or trade for intended profit of fish, shellfish, algae, or corals.

49 Conventional hook and line gear means any fishing appa-
ratus operated aboard a vessel and composed of a single line ter-
minated by a combination of sinkers and hooks or lures and
spooled upon a reel that may be hand or electrically operated,
hand-held or mounted. This term does not include bottom lon-
glines.

50y Cultural resources means any historical or cultural fea-
ture, including archaeological sites, historic structures, ship-
wrecks, and artifacts.

sty Director means, except where otherwise specified, the
Director of the Office of Ocean and Coastal Resource Manage-
ment, NOAA, or designee.

s Exclusive economic zone means the exclusive economic
zone as defined in the Magnuson Fishery Conservation and Man-
agement Act, 16 U.S. 1801 et seq.

(53)  Fish wastes means waste materials resulting from com-
mercial fish processing operations.

(59 Historical resource means a resource possessing histori-
cal, cultural, archaeological or paleontological significance,
including sites, structures, districts, and objects significantly asso-
ciated with or representative of earlier people, cultures and human
activities and events. Historical resources also include “historical
properties”, as defined in the National Historic Preservation Act,
as amended 16 U.S.C. 470 et seq., and its implementing regula-
tions, as amended.

55y Indian tribe means any American Indian tribe, band,
group, or community recognized as such by the Secretary of the
Interior.

(s6) Injure means to change adversely, either in the long or
short term, a chemical, biological or physical attribute of, or the
viability of. This includes, but is not limited to, to cause the loss
of or destroy.
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57y Lightering means at-sea transfer of petroleum-based prod-
ucts, materials or other matter from vessel to vessek

(58) Marine means those areas of coastal and ocean waters, the
Great Lakes and their connecting waters, and submerged lands
over which the United States exercises jurisdiction, including the
exclusive economic zone, consistent with international law.

5%y  Mineral means clay, stone, sand, gravel, metalliferous ore,
non-metalliferous ore, or any other solid material or other matter
of commercial value.

60y  National historic landmark means a district, site, building,
structure or object designated as such by the Secretary of the Inte-
rior under the National Historic Landmarks Program (36 CFR part
65).

1) National Marine Sanctuary means an area of the marine
environment of special national significance due to its resource or
human-use values, which is designated as such to ensure its con-
servation and management.

62) Person means any private individual, partnership, corpo-
ration or other entity; or any officer, employee, agent, department,
agency or instrumentality of the Federal Government, of any State
or local unit of government, or of any foreign government.

63) Regional Fishery Management Council means any fishery
council established under section 302 of the Magnuson Fishery
Conservation and Management Act, 16 U.S.C. 1801 et seq.

(64) Sanctuary quality means any particular and essential char-
acteristic of a Sanctuary, including, but not limited to, water, sedi-
ment, and air quality.

6S) Sanctuary resource means any living or none-living
resource of a National Marine Sanctuary that contributes to the
conservation, recreational, ecological, historical, research, educa-
tional, or aesthetic value of the Sanctuary, including, but not lim-
ited to, the substratum of the area of the Sanctuary, other
submerged features and the surrounding seabed, carbonate rock,
corals and other bottom formations, coralline algae and other
marine plants and algae, marine invertebrates, brine-seep biota,
phytoplankton, zooplankton, fish, seabirds, sea turtles and other
marine reptiles, marine mammals and historical resources.

(66)  Secretary means the Secretary of the United States Depart-
ment of Commerce, or designee.

67y  Shunt means to discharge expended drilling cuttings and
fluids near the ocean seafloor.

8y  Site Evaluation List (SEL) means a list of selected natural
and historical resource sites selected by the Secretary as qualifying
for further evaluation for possible designation as National Marine
Sanctuaries.

69)  State means each of the several States, the District of
Columbia, the Commonwealth of Puerto Rico, the Common-
wealth of the Northern Mariana Islands, American Samoa, the
United States Virgin Islands, Guam, and any other common-
wealth, territory, or possession of the United States.

(70)  Subsistence use means the customary and traditional use
by rural residents of areas near or in the marine environment for
direct personal or family consumption as food, shelter, fuel, cloth-
ing, tools, or transportation; for the making and selling of handi-
craft articles; and for barter, if for food or non-edible items other
than money, if the exchange is of a limited and non-commercial
nature.

1) Take or taking means:

(12 (1) For any marine mammal, sea turtle, or seabird listed
as either endangered or threatened pursuant to the Endangered
Species Act, to harass, harm, pursue, hunt, shoot, wound, kill,
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trap, capture, collect or injure, or to attempt to engage in any such
conduct;

713 (2) For any other marine mammal, sea turtle, or seabird,

. to harass, hunt, capture, kill, collect or injure, or to attempt to
engage in any such conduct.

(741 For the purpose of both (1) and (2) of this definition, this
includes, but is not limited to, to collect any dead or injured
marine mammal, sea turtle or seabird, or any part thereof; to
restrain or detain any marine mammal, sea turtle or seabird, or any
part thereof, no matter how temporarily; to tag any sea turtle,
marine mammal or seabird; to operate a vessel or aircraft or to do
any other act that results in the disturbance or molestation of any
marine mammal, sea turtle or seabird.

75y Tropical fish means fish or minimal sport and food value,
usually brightly colored, often used for aquaria purposes and
which lives in a direct relationship with live bottom communities.

76y  Vessel means a watercraft of any description capable of
being used as a means of transportation in/on the waters of the

Sanctuary.
an  §922.4 Effect of National Marine Sanctuary designa-
tion.

718y The designation of a National Marine Sanctuary, and the
regulations implementing it, are binding on any person subject to
the jurisdiction of the United States. Designation does not consti-
tute any claim to territorial jurisdiction on the part of the United
States for designated sites beyond the U.S. territorial sea, and the
regulations implementing the designation shall be applied in
accordance with generally recognized principles of international
law, and in accordance with treaties, conventions, and other agree-
ments to which the United States is a party. No regulation shall
apply to a person who is not a citizen, national, or resident alien of
the United States, unless in accordance with:

)  (a) Generally recognized principles of international law;

@0y (b) An agreement between the United States and the for-
eign state of which the person is a citizen; or

8 (c) An agreement between the United States and the flag
state of the foreign vessel, if the person is a crew member of the
vessel.

Subpart D-Management Plan Development and
Implementation

2 §922.30 General.

#3)  (a) The Secretary shall implement each management
plan, and applicable regulations, including carrying out surveil-
lance and enforcement activities and conducting such research,
monitoring, evaluation, and education programs as are necessary
and reasonable to carry out the purposes and policies of the Act.

@4 (b) Consistent with Sanctuary management plans, the
Secretary shall develop and implement site-specific contingency
and emergency-response plans designed to protect Sanctuary
resources. The plans shall contain alert procedures and actions to
be taken in the event of an emergency such as a shipwreck or an
oil spill.

85) §922.31 Promotion and coordination of Sanctuary use.

86) The Secretary shall take such action as is necessary and
reasonable to promote and coordinate the use of National Marine
Sanctuaries for research, monitoring, and education purposes.
Such action may include consulting with Federal agencies, or
other persons to promote use of one or more Sanctuaries for
research, monitoring and education, including coordination with
the National Estuarine Research Reserve System.

Subpart E-Regulations of General Applicability

87y §922.40 Purpose.

88y The purpuse of the regulations in this subpart and in sub-
parts F through O is to implement the designations of the ten
National Marine Sanctuaries for which site-specific regulations
appear in subparts F through O, respectively, by regulating activi-
ties affecting them, consistent with their respective terms of desig-
nation in order to protect, preserve and manage and thereby ensure
the health, integrity and continued availability of the conservation,
ecological, recreational, research, educational, historical and aes-
thetic resources and qualities of these areas.

89 §922.41 Boundaries.

90)  The boundary for each of the ten National Marine Sanctu-
aries covered by this part is described in Subparts F through O,
respectively.

9 §922.42 Allowed activities.

92y All activities except those site-specific activities prohib-
ited or otherwise regulated 1n F through O, may be conducted sub-
ject to any emergency regulations promulgated pursuant to
§§922.44 and 922.111(c), subject to all prohibitions, restrictions
and conditions validly imposed by any other authority of compe-
tent junisdiction, and subject to the liability established by section
312 of the Act.

93 §922.43 Prohibited or otherwise regulated activities.

94y Subparts F through O set forth site-specific regulations
applicable to the activities specified therein.

95 §922.44 Emergency regulations.

6y  Where necessary to prevent or minimize the destruction
of, loss of, or injury to a Sanctuary resource or quality, or mini-
mize the imminent risk of such destruction, loss, or injury, any and
all activities are subject to immediate temporary regulation,
including prohibition. The provisions of this section do not apply
to the Cordell Bank National Marine Sanctuary. See §922.111(¢c)
for the authority to issue emergency regulations with respect to
that Sanctuary.

97 §922.45 Penalties.

98y (a) Each violation of the Act, any regulation in this part,
or any permit issued pursuant thereto, is subject to a civil penalty
of not more than $100,000. Each day of a continuing violation
constitutes a separate violation.

99 (b) Regulations setting forth the procedures governing
administrative proceedings for assessment of civil penalties, per-
mit sanctions, and denials for enforcement reasons, issuance and
use of written warnings, and release or forfeiture of seized prop-
erty appear at 15 CFR part 904.

100y §922.46 Response costs and damages.

uon  Under section 312 of the Act, any person who destroys,
causes the loss of, or injures any Sanctuary resource is liable to the
United States for response costs and damages resulting from such
destruction, loss or injury, and any vessel used to destroy, cause
the loss of, or injure any Sanctuary resource is liable in rem to the
United States for response costs and damages resuiting from such
destruction, loss or injury.

102y §922.47 Pre-existing authorizations or rights and cer-
tifications of pre-existing authorizations er rights.

(103) (a) Leases, permits, licenses, or rights of subsistence use
or access in existence on the date of designation of any National
Marine Sanctuary shall not be terminated by the Director. The
Director may, however, regulate the exercise of such leases, per-
mits, licenses, or rights consistent with the purposes for which the
Sanctuary was designated.
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104y (b) The prohibitions listed in subparts F through O do not
apply to any activity authorized by a valid lease, permit, license,
approval or other authorization in existence on the effective date
of Sanctuary designation and issued by any Federal, State or local
authority of competent jurisdiction, or by any valid right of subsis-
tence use or access in existence on the effective date of Sanctuary
designation, provided that the holder of such authorization or right
complies with certification procedures and criteria promulgated at
the time of Sanctuary designation and with any terms and condi-
tions on the exercise of such authorization or right imposed by the
Director as a condition of certification as he or she deems neces-
sary to achieve the purpose for which the Sanctuary was desig-
nated.

(105) §922.48 National Marine Sanctuary permits-applica-
tion procedures and issuance criteria.

(106) {(a) A person may conduct an activity prohibited by this
part if conducted in accordance with the scope, purpose, terms and
conditions of a permit issued under this section and subparts F
through O.

ao7  (b) Applications for such permits should be addressed to
the Director and sent to the address specified in subparts F through
O. An application must include:

108) (1) A detailed description of the proposed activity includ-
ing a timetable for completion:

109y (2) The equipment, personnel and methodology to be
employed;

(110)  (3) The qualifications and experience of all personnel;

(1 (4) The potential effects of the activity, if any, on Sanctu-
ary resources and qualities; and

mz (5) Copies of all other required licenses, permits, approv-
als or other authorizations.

(113) (c) Upon receipt of an application, the Director may
request such additional information from the applicant as he or she
deems necessary to act on the application and may seck the views
of any persons or entity, within or outside the Federal government,
and may hold a public hearing, as deemed appropriate.

(14 (d) The Director, at his or her discretion, may issue a per-
mit, subject to such terms and conditions as he or she deems
appropriate, to conduct a prohibited activity, in accordance with
the criteria found in subparts F through O. The Director shall fur-
ther impose, at a minimum, the conditions set forth in the relevant
subpart.

a1s) (e) A permit granted pursuant to this section is nontrans-
ferable.

(116) () The Director may amend, suspend, or revoke a permit
issued pursuant to this section for good cause. The Director may
deny a permit application pursuant to this section, in whole or in
part, if it is determined that the permittee or applicant has acted in
violation of the terms and conditions of a permit or of the regula-
tions set forth in this section or subparts F through O or for other
good cause. Any such action shall be communicated in writing to
the permittee or applicant by certified mail and shall set forth the
reason(s) for the action taken. Procedures governing permit sanc-
tions and denials for enforcement reasons are set forth in subpart
D of 15 CFR part 904,

17y §922.49 Notification and review of applications for
leases, licenses, permits, approvals or other authorizations to
conduct a prohibited activity.

ai8y (a) The prohibitions set forth in regulations found in sub-
parts L through O, do not apply to any activity authorized by any
valid lease, permit, license, approval or other authorization issued
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after the effective date of Sanctuary designated by any Federal,
State or local authority of competent jurisdiction, provided that:

19) (1) The applicant notifies the Director, in writing, of the
application for such authorization (and of any application for an
amendment, renewal or extension of such authorization), within
fifteen (15) days of the date of application or of the effective date
of Sanctuary designation, whichever is later;

120y (2) The applicant complies with the other provisions of
this section;

a2n  (3) The Director notifies the applicant and authorizing
agency that he or she does not object to 1ssuance of the authoriza-
tion (or amendment, renewal or extension); and

(122) {4) The applicant complies with any terms and conditions
the Director deems necessary to protect Sanctuary resources and
qualities.

23y (b) Any potential applicant for a lease, permit, license,
approval or other authorization for any Federal, State or local
authority (or for an amendment, renewal or extension of such
authorization) may request the Director to issue a finding as to
whether the activity for which an application is intended to be
made is prohibited by regulations in this part.

(124y {(c) Notifications of filings of applications and requests for
findings should be addressed to the address found in subparts F
through Q. A copy of the application must accompany the notifi-
cation.

(125) (d) The Director may request additional information from
the applicant as he or she deems necessary to determine whether to
object to issuance of such lease, license, permit, approval or other
authorization {or to issuance of an amendment, extension or
renewal of such authorization), or what terms and conditions are
necessary to protect Sanctuary resources and qualities. The infor-
mation requested must be received by the Director within 45 days
of the postmark date of the request. The Director may seck the
views of any persons on the application.

(26 (e) The Director shall notify, in writing, the agency to
which application has been made of his or her review of the appli-
cation and possible objection to issuance, After review of the
application and information received with respect thereto, the
Director, or designee shall notify both the agency and applicant, in
writing, whether he or she has an objection to issuance and what
terms and conditions he or she deems necessary to protect Sanctu-
ary resources and qualities. The Director shall state the reason(s)
for any objection or the reason(s) that any terms and conditions are
deemed necessary to protect Sanctuary resources and qualities.

27y (f) The Director may amend the terms and conditions
deemed necessary to protect Sanctuary resources and qualities
whenever additional information becomes available justifying
such an amendment.

(28) (g) Any time limit prescribed in or established under this
section may be extended by the Director for good cause.

(129) (h) The applicant may appeal any objection by or terms or
conditions imposed by the Director, to the Assistant Administrator
in accordance with the procedures set forth in §922.50.

130 §922.50 Appeals of administrative action.

a3n  (a)(1) Except for permit actions taken for enforcement
reasons (see subpart D of 15 CFR part 904 for applicable proce-
dures), an applicant for, or a holder of, a National Marine Sanctu-
ary permit; an applicant for, or a holder of, a Special Use permit
pursuant to section 310 of the Act; a person requesting certifica-
tion of an existing lease, permit, license or right of subsistence use
or access under §922.47; or, for those Sanctuaries described in
subparts L through O, an applicant for a lease, permit, license or



2. NAVIGATION REGULATIONS 37

other authorization issued by any Federal, State, or local authority
of competent jurisdiction (hereinafter appellant) may appeal to the
Assistant Administrator:
_ 3 (1) The granting, denial, conditioning, amendment, sus-
pension or revocation by the Director of a National Marine Sanc-
tuary or Special Use permit;

i133) (ii) The conditioning, amendment, suspension or revoca-
tion of a certification under §922.47; or

(134 (iii) For those Sanctuaries described in subparts L through
O, the objection to issuance of or the imposition of terms and con-
ditions on a lease, permit, license or other authorization issued by
any Federal, State, or local authority of competent jurisdiction.

(135)  (2) For those National Marine Sanctuaries described in
subparts F through K, any interested person may also appeal the
same actions described in paragraphs (a)(1) (i) and (ii) of this sec-
tion. For appeals arising from actions taken with respect to these
National Marine Sanctuaries, the term “appellant” includes any
such interested persons.

1136y (b} An appeal under paragraph (a) of this section must be
in writing, state the action(s) by the Director appealed and the rea-
son(s) for the appeal, and be received within 30 days of receipt of
notice of the action by the Director. Appeals should be addressed
to the Assistant Administrator for Ocean Services and Coastal
Zone Management, NOAA 1305 East-West Highway, 13th Floor,
Silver Spring, MD 20910.

(137 (e)(1) The Assistant Administrator may request the appel-
lant to submit such information as the Assistant Administrator
deems necessary in order for him or her to decide the appeal. The
information requested must be received by the Assistant Adminis-
trator within 45 days of the postmark date of the request. The
Assistant Administrator may seek the views of any other persons.
For the Monitor National Marine Sanctuary, if the appellant has
request a hearing, the Assistant Administrator shall grant an infor-
mal hearing. For all other National Marine Sanctuaries, the Assis-
tant Administrator may determine whether to hold an informal
hearing on the appeal. If the Assistant Administrator determines
that an informal hearing should be held, the Assistant Administra-
tor may designate an officer before whom the hearing shall be
held.

(38) (2) The hearing officer shall give notice in the Federal
Register of the time, place and subject matter of the hearing. The
appellant and the Director may appear personally or by counse] at
that hearing and submit such material and present such arguments
as deemed appropriate by the hearing officer. Within 60 days after
the record for the hearing closes, the hearing officer shall recom-
mend a decision in writing to the Assistant Administrator.

(139) (d) The Assistant Administrator shall decide the appeal
using the same regulatory criteria as for the initial decision and
shall base the appeal decision on the record before the Director
and any information submitted regarding the appeal, and, if a hear-
ing has been held, on the record before the hearing officer and the
hearing officer’s recommended decision. The Assistant Adminis-
trator shall notify the appellant of the final decision and the rea-
son(s) therefore in writing. The Assistant Administrator’s decision
shall constitute final agency action for the purpose of the Adminis-
trative Procedure Act.

(140) (e) Any time limit prescribed in or established under this
section other than the 30-day limit for filing an appeal may be
extended by the Assistant Administrator or hearing office for good
cause,

Subpart L-Flower Garden Banks National Marine Sanctuary

14t §922.120 Boundary.

1421 The Flower Garden Banks National Marine Sanctuary (the
Sanctuary) consists of two separate areas of ocean waters over and
surrounding the East and West Flower Garden Banks, and the sub-
merged lands thereunder including the Banks. in the northwestern
Gulf of Mexico. The area designated at the East Bank is located
approximately 120 nautical miles (NM) south-southwest of Cam-
eron, Louisiana, and encompasses 19.20 NM?, and the area desig-
nated at the West Bank is located approximately 110 NM
southeast of Galveston. Texas, and encompasses 22.50 NM-. The
two areas encompass a total of 41.70 NM-, (143.21 square kilome-
ters). The boundary coordinates for each area are listed in appen-
dix A to this subpart.

(14n §922.121 Definitions.

(144) In addition to those definitions found at §922.3, the fol-
lowing definition applies to this subpart:

(1451 No-activity zone means one of the two geographic areas
delineated by the Department of the Interior in stipulations for
OCS lease sale 112 over and surrounding the East and West
Flower Garden Banks as areas in which activities associated with
exploration for, development of, or production of hydrocarbons
are prohibited. The precise coordinates of these areas are provided
in appendix B of this subpart. These particular coordinates define
the geographic scope of the “no-activity zones™ for purposes of the
regulations in this subpart. These coordinates are based on the
“Y 4 system formerly used by the Department of the Interior, a
method that delineates a specific portion of a block rather than the
actual underlying isobath.

(146)  §922.122 Prohibited or otherwise regulated activities.

(47 (a) Except as specified in paragraphs (c) through (h) of this
section, the following activities are prohibited and thus are unlaw-
ful for any person to conduct or to cause to be conducted:

a48y (1) Exploring for, developing, or producing oil, gas or
minerals except outside of all no-activity zones and provided all
drilling cuttings and drilling fluids are shunted to the seabed
through a downpipe that terminates an appropriate distance, but no
more than ten meters, from the seabed.

(149 (2)(i) Anchoring or otherwise mooring within the Sanctu-
ary a vessel greater than 100 feet (30.48 meters) in registered
length.

(150)  (i1) Anchoring a vessel of less than or equal to 100 feet
(30.48 meters) in registered length within an area of the Sanctuary
where a mooring buoy is available.

asy  (ili) Anchorage a vessel within the Sanctuary using more
than fifteen feet (4.57 meters) of chain or wire rope attached to the
anchor.

(152) (iv) Anchoring a vessel within the Sanctuary using anchor
lines (exclusive of the anchor chain or wire rope permitted by
paragraph (a)(4) of this section) other than those of a soft fiber or
nylon, polypropylene, or similar material.

(153)  (3)1) Discharging or depositing, from within the bound-
aries of the Sanctuary, any material or other matter except:

154y  (A) Fish, fish parts, chumming materials or bait used in or
resulting from fishing with conventional hook and line gear in the
Sanctuary,

ass) (B) Biodegradable effluents incidental to vessel use and
generated by marine sanitation devices approved in accordance
with section 312 of the Federal Water Pollution Control Act, as
amended, 33 U.S.C. 1322;
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(156 (C) Water generated by routine vessel operations (e.g.,
cooling water, deck wash down, and graywater as defined by sec-
tion 312 of the Federal Water Pollution Control Act, as amended,
33 U.S.C 1322) excluding oily wastes from bilge pumping:

asn (D) Engine exhaust; or

158y (E) In areas of the Sanctuary outside the no-activity zones,
drilling cuttings and drilling fluids necessarily discharged inciden-
tal 1o the exploration for, development of, or production of oil or
gas in those areas and in accordance with the shunting require-
ments of paragraph (a)(1) unless such discharge injures a Sanctu-
ary resource or quality.

(159 (ii) Discharging or depositing, from beyond the bound-
aries of the Sanctuary, any material or other matter, except those
listed in paragraphs (a)(3)(i) (A) through (D} of this section, that
subsequently enters the Sanctuary and injures a Sanctuary
resource or quality.

(160)  (4) Drilling into, dredging or otherwise altering the seabed
of the Sanctuary (except by anchoring); or constructing, placing or
abandoning any structure, material or other matter on the seabed
of the Sanctuary.

(ély (5) Injuring or removing, or attempting to injure or
remove, any coral or other bottom formation, coralline algae or
other plant, marine invertebrate, brine-seep biota or carbonate
rock within the Sanctuary.

(1625 (6) Taking any marine mammal or turtle within the Sanc-
tuary, except as permitted by regulations, as amended, promul-
gated under the Marine Mammal Protection Act, as amended, 16
U.S.C. 1361 et seq., and the Endangered Species Act, as amended,
16 US.C. 1531 et sq.

(163)  (7) Injuring, catching, harvesting, collecting or feeding, or
attempting to injure, catch, harvest, collect or feed, any fish within
the Sanctuary by use of bottom longlines, traps, nets, bottom
trawls or any other gear, device, equipment or means except by
use of conventional hook and line gear.

(164) (8) Possessing within the Sanctuary (regardless of where
collected, caught, harvested or removed), except for valid law
enforcement purposes, any carbonate rock, coral or other bottom
formation, coralline algae or other plant, marine invertebrate,
brine-seep biota or fish (except for fish caught by use of conven-
tional hook and line gear).

as5) (9) Possessing or using within the Sanctuary, except pos-
sessing while passing without interruption through it or for valid
law enforcement purposes, any fishing gear, device, equipment or
means except conventional hook and line gear.

(s66)  (10) Possessing, except for valid law enforcement pur-
poses, or using explosives or releasing electrical charges within
the Sanctuary.

(167 (b) If any valid regulation issued by any Federal authority
of competent jurisdiction, regardless of when issued, conflicts
with a Sanctuary regulation, the regulation deemed by the Director
as more protective of Sanctuary resources and qualities shall gov-
ern.

1168) {(c) The prohibitions in paragraphs (a)(2)@), (iii), and (iv),
(4) and (10) of this section do not apply to necessary activities
conducted in areas of the Sanctuary outside the no-activity zones
and incidental to exploration for, development of, or production of
oil or gas in those areas.

«169) (d) The prohibitions in paragraphs (a)(2) through (10) of
this section do not apply to activities necessary to respond to
emergencies threatening life, property, or the environment.

(70) (e)(1) The prohibitions in paragraphs (a)(2) through (10)
of this section do not apply to activities being carried out by the
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Department of Defense as of the effective date of Sanctuary desig-
nation (January 18, 1994). Such activities shall be carried out in a
manner that minimizes any adverse impact on Sanctuary resources
and qualities. The prohibitions in paragraphs (a)(2) through (10)
of this section do not apply to any new activities carried out by the
Department of Defense that do not have the potential for any sig-
nificant adverse impacts on Sanctuary resources or qualities. Such
activities shall be carried out in a manner that minimizes any
adverse impact on Sanctuary resources and qualities. New activi-
ties with the potential for significant adverse impacts on Sanctuary
resources or qualities may be exempted from the prohibitions in
paragraphs (a)(2) through (10) of this section by the Director after
consultation between the Director and the Department of Defense.
If it is determined that an activity may be carried out, such activity
shall be carried out in a manner that minimizes any adverse impact
on Sanctuary resources and qualities.

(171)  (2) In the event of threatened or actual destruction of, loss
of, or injury to a Sanctuary resource or quality resulting from an
untoward incident, including but not limited to spills and ground-
ings, caused by a component of the Department of Defense, the
cognizant component shall promptly coordinate with the Director
for the purpose of taking appropriate actions to respond to and
mitigate the harm and, if possible, restore or replace the Sanctuary
resource or quality.

72y (f) The prohibitions in paragraphs (a)(2) through (10) of
this section do not apply to any activity executed in accordance
with the scope, purpose, terms and conditions of a National
Marine Sanctuary permit issued pursuant to §922.48 and §922.123
or a Special Use permit issued pursuant to section 310 of the Act.

73) (g) The prohibitions in paragraphs (a)(2) through (10) of
this section do not apply to any activity authorized by any lease,
permit, license, approval or other authorization issued after Janu-
ary 18, 1994, provided that the applicant complies with §922.49,
the Director notifies the applicant and authorizing agency that he
or she does not cbject to issuance of the authorization, and the
applicant complies with any terms and conditions the Director
deems necessary to protect Sanctuary resources and qualities.

174y (h) Notwithstanding paragraphs (f) and (g) of this section,
in no event may the Director issue a National Marine Sanctuary
permit under §922.48 and §922.123 or Special Use permit under
section 10 of the Act authorizing, or otherwise approve, the explo-
ration for, development of, or production of oil, gas or minerals in
a no-activity zone. Any leases, permits, approvals, or other autho-
rizations authorizing the exploration for development of, or pro-
duction of oil, gas or minerals in a no-activity zone and issued
after the January 18, 1994 shall be invalid.

(75) §922.123 Permit procedures and criteria.

(176) (a) A person may conduct an activity prohibited by
§922.122(a)(2) through (10) if conducted in accordance with the
scope, purpose, terms, and conditions of a permit issued under this
section and §922.48.

a7 (b) Applications for such permits should be addressed to
the Director, Office of Ocean and Coastal Resource Management;
ATTN: Manager, Flower Garden Banks National Marine Sanctu-
ary, 1716 Briarcrest Drive, Suite 702 Bryan, TX 77802.

(178)  (c) The Director, at his or her discretion, may issue a per-
mit, subject to such terms and conditions as he or she deems
appropriate, to conduct an activity prohibited by §922.122(a)(2)
through (10), if the Director finds that the activity will: further
research related to Sanctuary resources; further the educational,
natural or historical resource value of the Sanctuary; further sal-
vage or recovery operations in or near the Sanctuary in connection
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with a recent air or marine casualty; or assist in managing the
Sanctuary. In deciding whether to issue a permit, the Director shall
consider such factors as: the professional qualifications and finan-
cial ability of the applicant as related to the proposed activity; the
duration of the activity and the duration of its effects; the appropri-
ateness of the methods and procedures proposed by the applicant
for the conduct of the activity; the extent to which the conduct of
the activity may diminish or enhance Sanctuary resources and
qualities; the cumulative effects of the activity; and the end value
of the activity. In addition, the Director may consider such other
factors as he or she deems appropnate.

(179 {d) It shall be a condition of any permit issued that the per-
mit or a copy thereof be displayed on board all vessels or aircraft
used inthe conduct of the activity.

(180) (e) The Director may, inter alia, make it a condition of any
permit issued that any information obtained under the permit be
made available to the public.

18y (f) The Director may, infer alia, make it a condition of any
permit issued that a NOAA official be allowed to observe any
activity conducted under the permit and/or that the permit holder
submit one or more reports on the status, progress, or results of
any activity authorized by the permit.

Appendix A to Subpart L of Part 922-Flower
Garden Banks National Marine Sanctuary
Boundary Coordinates

The boundary coordinates are based on geographic positions of
the North American Datum of 1927 (NAD 27).

Point No. Latitude Longitude
East Flower Garden Bank
E-1 27°52'52.13" 93°37°40.52"
E-2 27°53'33.81" 93°3822.33”
E-3 27°55'13.31" 93°38'39.07"
E-4 27°57°30.14” 93°38/32.26"
E-5 27°58°27.79” 93°37°42.93"
E-6 27°59'00.29” 93°3529.56”
E-7 27°58'59.23” 93°35°09.91”
E-8 27°5520.23" 93°34'13.75"
E-9 27°54'03.35" 93°34’18.42"
E-10 27°53"25.95” 93°35°03.79”
E-11 27°52'51.14” 93°36'57.59"
‘West Flower Garden Bank
W-1 27°49'09.24” 93°59°43.35”
W-2 27°50'10.23” 93°5207.96"
w.3 27°51'13.147 93°52'50.68"
w-4 27°51'31.24" 93°52°49.79”
W-5 27°52'49.55" 93°52'21.89"
W-6 27°54’59.08” 93°49°41.87"
W-7 27°54’57.08” 93°48738.52"
w-8 27°54'33.46" 93°47'10.36"
w-9 27°54’13.51” 93°46"48.96”
Ww-10 27°53'07.677 93°46'50.67"
Ww-11 27°52'56.44” 93°47°14.10”
W-12 27°50r38.317 93°47°22,86"
W-13 27°49°11.23” 93°48'42.59”

Apendix B to Subpart L of Part 922-Coordinates for the
Department of the Interior Topographic Lease Stipulations

39

for OCS Lease Sale 112
82 East Flower Garden Bank
(183 Block A-366
a4 SEY, SWY,: 8%, NEY,: SEV,. SEY,. NW/,, SEY,.
assy  S%, SEY,
186y Block A-367
(187) WY, NWY,, SW/,, SWl, WY, SWi/.
188y Block A-374
(189) WY, NWY, NWY,, Wi, SWV, NWY,. SEY,, SWY,,
(190 NWY,: SWY,, NEY,. SWY: W', SW,: W5, SEY,,
(191 SWY,. SEY,, SEV,, SWY,.
(192) Block A-375
(193) EY: EY,, NWV,, NW/,, SWV, NW, NWV,. EY,,
(194) SWY, NWV,: NWY,, SW/, NW'/, SW,;
(195y Block A-388
(196) NEY,. EY,, NWY,. El\, NWY,, NW',; NEY,, SW,,
197) NWY, EY., SWY,; EY., NEY,, SWV,; NWY,, NEY,,
(198) SWV,. NEV,, NWY,, SWY,. NEY,, SE"/,. SW,;
(199) NEY,; NEY,, SEV,; WY, NEY,, SEV,; NW!,, SEY,;
(200) NEY,, SWY,, SEV,:
201) Block A-389
(202) NEY,. NWY,; NWY,, NWY, SWV, NWY,,
@03y NEY, SEY, NWY,; WY, SEY,. NW,, N¥,, NWY,,
(204) SWY,.
205y West Flower Garden Bank
2060 Block A-383
(207 EY, SEY,, SEY,, SW", SEY,, SEY,.
(208) Block A-384
(209) W', SWY, NEY,, SEY,, SWY,, NEY,; SY,, SEV,,
(210 NEY,; SEV,, NWY,; EV,, SWY,; EV,, NWY,, SW;
iy SWY,, NWY, SWY, SWV, SWY,: SEY,.
212) Block A-385
a1 SWY,, SWY, NWY,: NV, SWY,: NWY,, SWY, SWY,.
214y Block A-397
Q15 WY, W5, NWY,: Wi, NWY,, SWY,; NWY,, SWY,,
(216) SWY,.
217y Block A-398
(218) Entire Block
(219 Block A-399
2200 EY; SEY,, NEY,, NWY,; EY, SEV,, NW,; El,
@ NEY,; SWY,, SWY,, NEY,, SWY,, NEY,, SEY, SWY,.
222y Block A-401
(223) NEY,, NEY,; NV, NW',: NEY,, NEY,, SEY,, NEY,.
(224y Block A-Block 134

(225)  That portion of the block north of a line connecting points
17 and 18, defined under the universal transverse mercator grid
system as follows:

(226)
(227
(228)
(229)

points 16 and 17, defined under the universal transverse mercator

Point 17; X=1,378,080.00’; Y=10,096,183.00";
Point 18: X=1,376,079.41’; Y=10,096,183.00’;
Block A-135

That portion of the block northwest of a line connecting

grid system as follows;

(230)
(231

Point 16: X=1,383,293.84’; Y=10,103,281.93";
Point 17: X=1,378,080.00"; Y=10,096,183.00".
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Title 33-Navigation and Navigable Waters
Part 26—Vessel Bridge-to-Bridge Radiotelephone Regulations

2327 §26.01 Purpose.

233y (a) The purpose of this part is to implement the provisions
of the Vessel Bridge-to-Bridge Radiotelephone Act. This part—

234y (1) Requires the use of the vessel bridge-to-bridge radio-
telephone;

(235)  (2) Provides the Coast Guard’s interpretation of the mean-
ing of important terms in the Act;

236 (3) Prescribes the procedures for applying for an exemp-
tion from the Act and the regulations issued under the Act and a
listing of exemptions.

237y (b) Nothing in this part relieves any person from the obli-
gation of complying with the rules of the road and the applicable
pilot rules.

238)  §26.02 Definitions.

239)  For the purpose of this part and interpreting the Act—

40y “Secretary” means the Secretary of the Department in
which the Coast Guard is operating;

(241) “Act” means the “Vessel Bridge-to-Bridge Radiotele-
phone Act”, 33 U.S.C. sections 1201-1208;

(242 “Length” is measured from end to end over the deck
excluding sheer;

243 “Power-driven vessel” means any vessel propelled by
machinery; and

244y “Towing vessel” means any commercial vessel engaged in
towing another vessel astern, alongside, or by pushing ahead.

245y “Vessel Traffic Services (VTS)” means a service imple-
mented under Part 161 of this chapter by the United States Coast
Guard designed to improve the safety and efficiency of vessel traf-
fic and to protect the environment. The VTS has the capability to
interact with marine traffic and respond to traffic situations devel-
oping in the VTS area.

2460 “Vessel Traffic Service Area or VTS Area” means the geo-
graphical area encompassing a specific VTS area of service as
described in Part 161 of this chapter. This area of service may be
subdivided into sectors for the purpose of allocating responsibility
to individual Vessel Traffic Centers or to identify different operat-
ing requirements.

(2471 Note: Although regulatory jurisdiction is limited to the
navigable waters of the United States, certain vessels will been-
couraged or may be required, as a condition of port entry to report
beyond this area to facilitate traffic management within the VTS
area.

243) §26.03 Radiotelephone required.

(249) (a) Unless an exemption is granted under 26.09 and
except as provided in paragraph (a)(4) of this section, this part
applies to:

50 (1) Every power-driven vessel of 20 meters or over in
length while navigating;

@sty (2) Every vessel of 100 gross tons and upward carrying
one or more passengers for hire while navigating;

252 (3) Every towing vessel of 26 feet or over in length while
navigating; and

253y (4) Every dredge and floating plant engaged in or near a
channel or fairway in operations likely to restrict or affect naviga-
tion of other vessels except for an unmanned or intermittently
manned floating plant under the control of a dredge.

@s4) (b) Every vessel, dredge, or floating plant described in
paragraph (a) of this section must have a radiotelephone on board

capable of operation from its navigational bridge, or in the case of
a dredge, from its main contro! station, and capable of transmitting
and receiving on the frequency or frequencies within the 156-162
Mega-Hertz band using the classes of emissions designated by the
Federal Communications Commission for the exchange of haviga-
tional information.

255) (c) The radiotelephone required by paragraph (b) of this
section must be carried on board the described vessels, dredges,
and floating plants upon the navigable waters of the United States.

256» (d) The radiotelephone required by paragraph (b) of this
section must be capable of transmitting and receiving on VHF FM
channel 22A (157.1 MHz).

257 (e) While transiting any of the following waters, each
vessel described in paragraph (a) of this section also must have on
board a radiotelephone capable of transmitting and receiving on
VHF FM channel 67 (156.375 MHz):

258y (1) The lower Mississippi River from the territorial sea
boundary, and within either the Southwest Pass safety fairway or
the South Pass safety fairway specified in 33 CFR 166.200, to
mile 242.4 AHP (Above Head of Passes) near Baton Rouge;

259 (2) The Mississippi River-Gulf Outlet from the territorial
sea boundary, and within the Mississippi River-Gulf outlet Safety
Fairway specified in 33 CFR 166.200, to that channel’s junction
with the Inner Harbor Navigation Canal; and

2600 (3) The full length of the Inner Harbor Navigation Canal
from its junction with the Mississippi River to that canal’s entry to
Lake Pontchartrain at the New Seabrook vehicular bridge.

@261y (f) In addition to the radiotelephone required by para-
graph (b) of this section each vessel described in paragraph (a) of
this section while transiting any waters within a Vessel Traffic Ser-
vice Area, must have on board a radiotelephone capable of trans-
mitting and receiving on the VTS designated frequency in Table
26.03(f) (VTS Call Signs, Designated Frequencies, and Monitor-
ing Areas).

©262) Note: A single VHF-FM radio capable of scanning or
sequential monitoring (often referred to as “dual watch” capabil-
ity) will not meet the requirements for two radios.

(263) §26.04 Use of the designated frequency.

(264) (a) No person may use the frequency designated by the
Federal Communications Commission under section § of the Act,
33 U.S.C. section 1207 (a), to transmit any information other than
information necessary for the safe navigation of vessels or neces-
sary tests.

265) (b) Each person who is required to maintain a listening
watch under section S of the Act shall, when necessary, transmit
and confirm, on the designated frequency, the intentions of his
vessel and any other information necessary for the safe navigation
of vessels.

266) (c) Nothing in these regulations may be construed as pro-
hibiting the use of the designated frequency to communicate with
shore stations to obtain or furnish information necessary for the
safe navigation of vessels.

267 (d) On the navigable waters of the United States, channel
13 (156.65 MHz) is the designated frequency required to be moni-
tored in accordance with §26.05(a) except that in the area pre-
scribed in §26.03(e), channel 67 (156.375 MHz) is the designated
frequency.

(268) (e) On those navigable waters of the United States within
a VTS area, the designated VTS frequency is an additional desig-
nated frequency required to be monitored in accordance with
§26.05.
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Table 26.03(f).—VESSEL TRAFFIC SERVICES (VTS) CALL SIGNS, DESIGNATED
FREQUENCIES, AND MONITORING AREAS

Vessel traffic services’

Call Sign

Designated frequency2
(channel designation)

%
i

Monitoring area

New York

New York Traffic®. . ...

156.700 MHz (Ch. 14)

156.550 MHz (Ch. 11)

156.600 MHz (Ch. 12)

The waters of the Lower New York Bay west of a line drawn from Norton Point
to Breezy Point and north of a line drawn from Ambrose Entrance Lighted
Gong Buoy #1 to Ambrose Channel Lighted Gong Buoy #9 thence to West
Bank Light and thence to Great Kills Light. The waters of the Upper New York
Bay, south of 40°42.40'N. (Brooklyn Bridge) and 40°43.70'N. (Holland Tunnel
Ventilator Shaft); and in Newark Bay, north of 40°38.25'N. (Arthur Kill
Railroad Bridge), and south of 40°41.95'N. (Lehigh Valley Draw Bridge); and
the Kill Van Kull.

The waters of Raritan Bay east of a line drawn from Great Kills Light to Point
Comfort in New Jersey and south of a line drawn from Great Kills Light to
West Bank Light, thence to Ambrose Channel Lighted Gong Buoy #9, and
thence to Ambrose Channel Lighted Gong Buoy #1, and west of a line drawn
from Ambrose Channel Lighted Gong Buoy #1 to the Sandy Hook Channel
Entrance Buoys (Sandy Hook Lighted Gong Buoy #1 and Sandy Hook Lighted
Bell Buoy #2).

Each vessel at anchor within the above areas.

Houston®

Houston Traffic. ......

156.550 MHz (Ch. 11)

156.600 MHz (Ch 12)

b

The navigable waters north of 29°N., west of 94°20'W., south of 29°49'N_, and
east of 95°20°W.:

The navigable waters north of a line extending due west from the southern most
end of Exxon Dock #1 (29°43.37'N,, 95°01.27'W.)

The navigable waters south of a line extending due west from the southern most
end of Exxon Dock #1 (29°43.37'N., 95°01.27'W.).

Berwick Bay

Berwick Traffic.......

156.550 MHz (Ch. 11)

The navigable waters south of 29°45'N., west of 91°10°W.,, north of 29°37'N.,
and east of 91°18"W.

St. Marys River

Soo Control..........

156.600 MHz (Ch. 12)

The navigable waters of the St. Marys River between 45°57'N. (De Tour Reef
Light) and 46°38.7'N. (Ile Parisienne Light), except the St. Marys Falls Canal
and those navigable waters east of a line from 46°04.16'N. and 46°01.57'N. (La
Pointe to Sims Point in Potagannissing Bay and Worsley Bay).

San Francisco®

San Francisco Traffic . .

156.600 MHz (Ch. 12)

156.700 MHz (Ch. 14)

The waters within a 38 nautical mile radius of Mount Tamalpais (37°55.8'N.,
122°34.6'W.) excluding the San Francisco Offshore Precautionary Area.

The waters of the San Francisco Offshore Precautionary Area eastward to San
Francisco Bay including its tributaries extending to the ports of Stockton,
Sacramento and Redwood City.
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Vessel traffic services' | Designated frequency2
Call Sign i (channel designation) Monitoring area
i |
Puget Sound*
Seattle Traffic®. .. ... ... 156700 MHz (Ch. 14) . . . .. ! The navigable waters of Puget Sound, Hood Canal and adjacent waters south of

a line connecting Marrowstone Point and Lagoon Point in Admiraity Inlet and
south of a line drawn due east from the southernmost tip of Possession Point on
Whidbey Island to the shoreline.

156.250 MHz (Ch. 5A)..... The navigable waters of the Strait of Juan de Fuca east of 124°40'W. excluding
the waters in the central portion of the Strait of Juan de Fuca north and east of
Race Rocks; the navigable waters of the Strait of Georgia east of 122°52'W.;
the San Juan Island Archipelago, Rosario Strait, Bellingham Bay; Admiralty
Inlet north of a line connecting Marrowstone Point and Lagoon Point and all
waters east of Whidbey Island north of a line drawn due east from the
southernmost tip of Possession Point on Whidbey Island to the shoreline.

Tofino Traffic® . .. ... ... 156725 MHz (Ch.74) . ... . The waters west of 124°40’W. within 50 nautical miles of the coast of
Vancouver Island including the waters north of 48°N.. and east of 127°W.
Vancouver Traffic .. ... 156,550 MHz (Ch. 11) ... .. The navigable waters of the Strait of Georgia west of 122°52'W., the navigable

waters of the central Strait of Juan de Fuca north and east of Race Rocks,
including the Gulf Island Archipelago, Boundary Pass and Haro Strait.

Prince William Sound’
Valdez Traffic......... 156.650 MHz (Ch. 13) .. ... The navigable waters south of 61°05'N., east of 147°20'W., north of 60°N., and
west of 146°30°W.; and, all navigable waters in Port Valdez.
Louisville”
Louisville Traffic. . .... 156.650 MHz (Ch. 13) . . . .. The navigable waters of the Ohio River between McAlpine Locks (Mile 606)

and Twelve Mile Island (Mile 593), only when the McAlpine upper pool gauge
is at approximately 13.0 feet or above.

NOTES:

! VTS regulations are denoted in 33 CFR Part 161. All geographic coordinates (latitude and longitude) are expressed in North American
Datum of 1983 (NAD 83).

2 In the event of a communication failure cither by the vesscl traffic center or the vessel or radio congestion on a designated VTS
frequency, communications may be established on an alternate VTS frequency. The bridge-to-bridge navigational frequency, 156.650 MHz
(Channel 13), is monitored in each VTS area; and it may be used as an alternate frequency, however, only to the extent that doing so
provides a level of safety beyond that provided by other means.

3 Designated frequency monitoring is required within U.S. navigable waters. In areas which are outside the U.S. navigable waters,
designated frequency monitoring is voluntary. However, prospective VTS Users are encouraged to monitor the designatedfrequency.

4 A Cooperative Vessel Traffic Service was established by the United States and Canada within adjoining waters, The appropriate vessel
traffic center administers the rules issued by both nations; however, it will enforce only its own set of rules within its jurisdiction.

5 Seattle Traffic may direct a vessel to monitor the other primary VTS frequency 156.250 MHz or 156.700 MHz (Channel 5A or 14)
depending on traffic density, weather conditions, or other safety factors, rather than strictly adhering to the designated frequency required
for each monitoring area as defined above. This does not require a vessel to monitor both primary frequencies.

8 A portion of Tofino Sector’s monitoring area extends beyond the defined CVTS area. Designated frequency monitoring is voluntary in
these portions outside of VTS jurisdiction, however, prospective VTS Users are encouraged to monitor the designated frequency.

7 The bridge-to-bridge navigational frequency, 156.650 MHz (Channel 13), is used in these VTSs because the level of radiotelephone
transmissions does not warrant a designated VTS frequency. The listening watch required by §26.05 of this chapter is not limited to the
monitoring area.
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269y Note: As stated in 47 CFR 80.148(b). a VHF watch on
Channel 16 (156.800 MHz) is not required on vessels subject to
the Vessel Bridge-to-Bridge Radiotelephone Act and participating
in a Vessel Traffic Service (VTS) system when the watch is main-
tained on both the vessel bridge-to-bridge frequency and a desig-
nated VTS frequency.

@70y §26.05 Use of radiotelephone.

271y Section 5 of the Act states that the radiotelephone required
by this Act is for the exclusive use of the master or person in
charge of the vessel, or the person designated by the master or per-
son in charge to pilot or direct the movement of the vessel, who
shall maintain a listening watch on the designated frequency.
Nothing herein shall be interpreted as precluding the use of porta-
ble radiotelephone equipment to satisfy the requirements of this
act.

272) §26.06 Maintenance of radiotelephone; failure of
radiotelephone,

2713y Section 6 of the Act states—

@74) (a) Whenever radiotelephone capability is required by
this Act, a vessel’s radiotelephone equipment shall be maintained
in effective operating condition. If the radiotelephone equipment
carried aboard a vessel ceases to operate, the master shall exercise
due diligence to restore it or cause it to be restored to effective
operating condition at the earliest practicable time. The failure of a
vessel’s radiotelephone equipment shall not, in itself, constitute a
violation of this Act, nor shall it obligate the master of any vessel
to moor or anchor his vessel; however, the loss of radiotelephone
capability shall be given consideration in the navigation of the
vessel.

715y §26.07 Communications.

276y No person may use the services of, and no person may
serve as, a person required to maintain a listening watch under
section 5 of the Act, 33 U.S.C. 1204, unless the person can com-
municate in the English language.

@11 §26.08 Exemption procedures.

(278) (a) Any person may petition for an exemption from any
provision of the Act or this part;

219 (b) Each petition must be submitted in writing to U.S.
Coast Guard (G-W), 2100 Second Street SW, Washington, D.C.
20593, and must state—

80) (1) The provisions of the Act or this part from which an
exemption is requested; and

81) (2) The reasons why marine navigation will not be
adversely affected if the exemption is granted and if the exemption
relates to a local communication system how that system would
fully comply with the intent of the concept of the Act but would
not conform in detail if the exemption is granted.

282)  $26.09 List of exemptions.

2831 (a) All vessels navigating on those waters governed by
the navigation rules for Great Lakes and their connecting and trib-
utary waters (33 U.S.C. 241 et seq.) are exempt from the require-
ments of the Vessel Bridge-to-Bridge Radiotelephone Act and this
part until May 6, 1975.

284) (b) Each vessel navigating on the Great Lakes as defined
in the Inland Navigational Rules Act of 1980 (33 U.S.C. 2001 et
seq.) and to which the Vessel Bridge-to-Bridge Radiotelephone
Act (33 US.C. 1201-1208) applies is exempt from the require-
ments in 33 U.S.C. 1203, 1204, and 1205 and the regulations
under §§26.03, 26.04, 26.05, 26.06, and 26.07. Each of these ves-
sels and each person to whom 33 U.S.C. 1208(a) applies must
comply with Articles VII, X, XI, XII, XIII, XV, and XVI and
Technical Regulations 1-9 of “The Agreement Between the United

States of America and Canada for Promotion of Safety on the
Great Lakes by Means of Radio, 1973.”

1285y §26.10 Penalties.

(286) Section 9 of the Act states—

287y {a) Whoever, being the master or person in charge of a
vessel subject to the Act, fails to enforce or comply with the Act or
the regulations hereunder; or whoever, being designated by the
master or person in charge of a vessel subject to the Act to pilot or
direct the movement of a vessel fails to enforce or comply with the
Act or the regulations hereunder~is liable to a civil penalty of not
more than $500 to be assessed by the Secretary.

288) (b) Every vessel navigated in violation of the Act or the
regulations hereunder is liable to a civil penalty of not more than
$500 to be assessed by the Secretary, for which the vessel may be
proceeded against in any District Court of the United States hav-
ing jurisdiction.

(289) (c) Any penaity assessed under this section may be remit-
ted or mitigated by the Secretary, upon such terms as he may deem

proper.
Part 80-COLREGS Demarcation Lines

290) §80.01 General basis and purpose of demarcation
lines. (a) The regulations in this part establish the lines of demar-
cation delineating those waters upon which mariners shall comply
with the International Regulations for Preventing Collisions at
Sea, 1972 (72 COLREGS) and those waters upon which mariners
shall comply with the Inland Navigation Rules.

291y (b) The waters inside of the lines are Inland Rules waters.
The waters outside the lines are COLLREGS waters.

292) (c) Geographic coordinates expressed in terms of latitude
or longitude, or both, are not intended for plotting on maps or
charts whose reference horizontal datum is the North American
Datum of 1983 (NAD 83), unless such geographic coordinates are
expressly labeled NAD 83. Geographic coordinates without the
NAD 83 reference may be plotted on maps or charts referenced to
NAD 83 only after application of the appropriate corrections that
are published on the particular map or chart being used.

293 §80.738 Puerto Rico and Virgin Islands. (a) Except
inside lines specifically described in this section, the 72 COL-
REGS shall apply on all other bays, harbors and lagoons of Puerto
Rico and the U.S. Virgin Islands.

299) (b) A line drawn from Puerto San Juan Light to Cabras
Light across the entrance of San Juan Harbor.

295) $80.740 Long Key, Fla. to Cape Sable, Fla.

296) A line drawn from the microwave tower charted on Long
Key at approximate position latitude 24°48 8'N., longitude
80°49.6'W. to Long Key Light 1; thence to Arsenic Bank Light 1;
thence to Arsenic Bank Light 2; thence to Sprigger Bank Light 5;
thence to Schooner Bank Light 6; thence to Oxfoot Bank Light 10;
thence to East Cape Light 2; thence through East Cape Daybeacon
1A to the shoreline at East Cape.

291 §80.745 Cape Sable, Fla. to Cape Romano, Fla. (a) A
line drawn following the general trend of the mainland, highwater
shoreline from Cape Sable at East Cape to Little Shark River
Light 1; thence to westernmost extremity of Shark Point; thence
following the general trend of the mainland, highwater shoreline
crossing the entrances of Hamey River, Broad Creek, Broad River,
Rodgers River First Bay, Chatham River, Huston River, to the
shoreline at latitude 25°41.8"N. longitude 81°17.9°'W.

298) (b) The 72 COLREGS shall apply to the waters surround-
ing the Ten Thousand Islands and the bays, creeks, inlets, and riv-
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ers between Chatham Bend and Marco Island except inside lines
specifically described in this part.

@9 (¢} A north-south line drawn at longitude 81°20.2'W.
across the entrance to Lopez River.

300) (d) A line drawn across the entrance to Tumer River par-
allel to the general trend of the shoreline.

301 (e) A line formed by the centerline of Highway 92 Bridge
at Goodland.

302y §80.748 Cape Romano, Fla. to Sanibel Island, Fia.
(a) A line drawn across Big Marco Pass parallel to the general
trend of the seaward, highwater shoreline.

303) (b) A line drawn from the northwesternmost extremity of
Coconut Island 000°T across Capri Pass.

(304) (c) Lines drawn across Hurricane and Little Marco Passes
parallel to the general trend of the seaward, highwater shoreline.

3051 (d) A line from the seaward extremity of Gordon Pass
South Jetty 014° true to the shoreline at approximate latitude
26°05.7'N., longitude 81°48.1°W.

(206) {(€) A line drawn across the seaward extremity of Doctors
Pass Jetties.

307 (f) Lines drawn across Wiggins, Big Hickory, New, and
Big Carlos Passes parallel to the general trend of the seaward
highwater shoreline.

308, (g) A straight line drawn from Sanibel Island Light
through Matanzas Pass Channel Light 2 to the shore of Estero
Island.

(309) §80.750 Sanibel Island, Fia. to St. Petersburg, Fla.
(a) A line formed by the centerline of the highway bridge over
Blind Pass, between Captiva Island and Sanibel Island, and lines
drawn across Redfish and Capitiva Passes parallel to the general
trend of the seaward, highwater shorelines.

310 (b) A line drawn from La Costa Test Pile North Light to
Port Boca Grande Light.

311y {¢) Lines drawn across Gasparilla and Stump Passes par-
allel to the general trend of the seaward, highwater shorelines.

312y (d) A line across the seaward extremity of Venice Inlet
Jetties.

(313 (e) A line drawn across Midnight Pass parallel to the gen-
eral trend of the seaward, highwater shoreline.

314 (f) A line drawn from Big Sarasota Pass Light 14 to the
southernmost extremity of Lido Key.

(315 (g) A line drawn across New Pass tangent to the seaward,
highwater shoreline of Longboat Key.

@16y (h) A line drawn across Longboat Pass parallel to the sea-
ward, highwater shoreline.

@311 (i) A line drawn from the northwesternmost extremity of
Bean Point to the southeasternmost extremity of Egmont Key.

(318) (j) A straight line drawn from Egmont Key Light through
Egmont Channel Range Rear Light to the shoreline on Mullet
Key.

319 (k) A line drawn from the northernmost extremity of Mul-
let Key across Bunces Pass and South Channel to Pass-a-Grille
Channel Light 8; thence to Pass-a-Grille Channel Daybeacon 9;
thence to the southwesternmost extremity of Long Key.

3200 §80.753 St. Petersburg, FL to Anclote, FL.

321) (2) A line drawn across Blind Pass, between Treasure
Island and Long Key, parallel with the general trend of the sea-
ward, highwater shoreline.

32y (b) Lines formed by the centerline of the highway bridges
over Johns and Clearwater Passes.

323 (c) A line drawn across Dunedin and Hurricane Passes
parallel with the general trend of the seaward, highwater shoreline.
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324y (d) A line drawn from the northernmost extremity of
Honeymoon Island to Anclote Anchorage South Entrance Light 7;
thence to Anclote Key 28°10.0'N., 82°50.6'W: thence a straight
line through Anclote River Cut B Range Rear Light to the shore-
line.

325y §80.755 Anclote, Fla. to the Suncoast Keys, Fia.
(a) Except inside lines specifically described in this section, the
72 COLREGS shall apply on the bays, bayous, creeks, marinas,
and rivers from Anclote to the Suncoast Keys.

(3260 (b) A north-south line drawn at longitude 82°38.3'W.
across the Chassahowitzka River Entrance.

327) §80.757 Suncoast Keys, Fla. to Horseshoe Point, Fla.
(a) Except inside lines specifically described in this section, the
72 COLREGS shall apply on the bays, bayous, creeks, and mari-
nas from the Suncoast Keys to Horseshoe Point.

328) (b) A line formed by the centerline of Highway 44 Bridge
over the Salt River.

(329) (c) A north-south line drawn through Crystal River
Entrance Daybeacon 25 across the river entrance.

3300 (d) A north-south line drawn through the Cross Florida
Barge Canal Daybeacon 48 across the canal.

(331) (e) A north-south line drawn through Withlacoochee
River Daybeacon 40 across the river.

332) (f) Aline drawn from the westernmost extremity of South
Point north to the shoreline across the Waccasassa River Entrance.

333 (g) A line drawn from position latitude 29°16.6’N. longi-
tude 83°06.7°W. 300° true to the shoreline of Hog Island.

334y (h) A north-south line drawn through Suwannee River
Wadley Pass Channel Daybeacons 30 and 31 across the Suwannee
River.

(335) §80.760 Horsehoe Point, Fla. to Rock Islands, Fla.
(a) Except inside lines specifically described provided in this sec-
tion, the 72 COLREGS shall apply on the bays, bayous, creeks,
marinas, and rivers from Horseshoe Point to the Rock Islands.

336 (b) A north-south line drawn through Steinhatchee River
Light 21.

(37 (c) A line drawn from Fenholloway River Approach
Light FR east across the entrance to Fenholioway River.

¢38)  §80.805 Rock Island, Fla. to Cape San Blas, Fla. (a) A
south-north line drawn from the Econfina River Light to the oppo-
site shore.

339y (b} A line drawn from Gamble Point Light to the south-
ernmost extremity of Cabell Point.

G40y (c) Aline drawn from St. Marks (Range Rear) Light to St.
Marks Channel Light 11; thence to the southernmost extremity of
Live Oak Point; thence in a straight line through Shell Point Light
1o the southernmost extremity of Ochlockonee Point; thence to
Bald Point along longitude 84°20.5'W,

(41 (d) A line drawn from the south shore of Southwest Cape
at longitud.e 84‘?22.7'W. to Dog Island Reef East Light 1 thence to
Turkey Point Light 2; thence to the easternmost extremity of Do
Island. &

(342 (e) A line drawn from the westernmost extremity of Dog
Island to the easternmost extremity of St. George Island.

@43 (D) A line drawn across the seaward extremity of the St.
George Island Channel Jetties.

344 (g) A line drawn from the northwesternmost extremity of
Sand Island to West Pass Light 7.
(345)  (h) A line drawn from the westernmost extremity of St.

Ymcent Island to the southeast, highwater shoreline of Indian Pen-
insula at longitude 85°13.5'W.



2. NAVIGATION REGULATIONS 45

345y  §80.810 Cape San Blas, Fla. to Perdido Bay, Fla. (a) A
line drawn from St. Joseph Bay Entrance Range A Rear Light
through St. Joseph Bay Entrance Range B Front Light to St.
Joseph Point.

347) (b) A line drawn across the mouth of Salt Creek as an
extension of the general trend of the shoreline to continue across
the inlet to St. Andrews Sound in the middle of Crooked Island.

(348) (c) A line drawn from the northernmost extremiry of
Crooked Island 000 T. to the mainland.

349) (d) A line drawn from the easternmost extremity of Shell
Island 120° true to the shoreline across the east entrance to St.
Andrews Bay.

(350) (e) A line drawn between the seaward end of the St.
Andrews Bay Entrance Jetties.

35t (f) A line drawn between the seaward end of the Choc-
tawhatchee Bay Entrance Jetties.

(352>  (g) An east-west line drawn from Fort McRee Leading
Light across the Pensacola Bay entrance along latitude 30°19.5'N.

353 (h) A line drawn between the seaward end of the Perdido
Pass Jetties.

354y §80.815 Mobile Bay, Ala. to the Chandeleur Islands,
La. (a) A line drawn across the inlets to Little Lagoon as an
extension of the general trend of the shoreline.

(355) (b) A line drawn from Mobile Point Light to Dauphin
Island Channel Light 1 to the eastern corner of Fort Gaines at Pel-
ican Point.

356) (c) A line drawn from the westernmost extremity of Dau-
phin Island to the easternmost extremity of Petit Bois Island.

57 (d) A line drawn from Horn Island Pass Entrance Range
Front Light on Petit Bois Island to the easternmost extremity of
Horn Island.

358) (e) An east-west line (latitude 30°14.7'N.) drawn between
the westernmost extremity of Horn Island to the easternmost
extremity of Ship Island.

359y (f) A curved line drawn following the general trend of the
seaward, highwater shoreline of Ship Island.

(360) (g) A line drawn from Ship Island Light to Chandeleur
Light; thence in a curved line following the general trend of the
seaward, highwater shorelines of the Chandeleur Islands to the
island at

(361) 29°44.1°N., 88°53.0'W.; thence to

(362) 29°26.5'N., 88°55.6'W.

(363) §80.825 Mississippi Passes, LA.

(364) (a) A line drawn from

(365}  29°26.5'N., 88°55.6'W. to

(366) 29°10.6'N., 88°59.8"W; thence to

367y 29°03.5°N., 89°03.7'W.; thence to

(368) 28°58.8'N., 89°04.3'W.

369 (b) A line drawn from

(370) 28°58.8'N., 89°04.3'W.; to

371y  28°57.3'N., 89°05.3'W.; thence to

(372)  28°56.95'N., 89°05.6"W.; thence to

(375 29°00.4'N., 89°09.8’W.; thence following the general
trend of the seaward highwater shoreline in a northwesterly direc-
tion to

(374 29°03.4'N., 89°13.0'W.; thence west to

(375)  29°03.5°N., 89°15.5’W.; thence following the general
trend of the seaward highwater shoreline in a southwesterly direc-
tion to

(376) 28°57.7'N., 89°22.3'W.

317 (¢) A line drawn from

(3718)  28°57.7'N., 89°22.3'W.; to

(3799 28°51.4'N., 89°24.5’W.; thence to

(380) 28°52.65'N., 89°27.1’W., thence to the seaward extremity
of the Southwest Pass West Jetty located at

(381) 28°54.5'N., 89°26.1'W,

382) (d) A line drawn from Mississippi River South Pass East
Jetty Light 4 to Mississippi River South Pass West Jetty Light:
thence following the general trend of the seaward highwater
shoreline in a northwesterly direction to

(383)  29°03.4'N., 89°13.0'W._; thence west to

384) 29°03.5'N., 89°15.5'W.: thence foliowing the general
trend of the seaward. highwater shoreline in a southwesterly direc-
tion to Mississippi River Southwest Pass Entrance Light.

(385) (e) A line drawn from Mississippi River Southwest Pass
Entrance Light; thence to the seaward extremity of the Southwest
Pass West Jetty located at coordinate latitude 28°54.5°N. iongitude
89°26.1'W.

386) §80.830 Mississippi Passes, La. to Point au Fer, La.
(a) A line drawn from the seaward extremity of the Southwest
Pass West Jetty located at coordinate latitude 28°54.5’N. longitude
89°26.1"W.; thence following the general trend of the seaward.
highwater jetty and shoreline in a north, northeasterly direction to
Old Tower latitude 28°58.8’N. longitude 89°23.3'W.; thence to
West Bay Light; thence to coordinate latitude 29°05.2'N. longi-
tude 89°24.3'W.; thence a curved line following the general trend
of the highwater shoreline to Point au Fer Island except as other-
wise described in this section.

337y (b) A line drawn across the seaward extremity of the
Empire Waterway (Bayou Fontanelle) entrance jetties.

388) (c) An east-west line drawn from the westernmost extrem-
ity of Grand Terre Islands in the direction of 194° true to the
Grand Isle Fishing Jetty Light.

(389 (d) A line drawn between the seaward extremity of the
Belle Pass Jetties.

(390 (e) A line drawn from the westernmost extremity of the
Timbalier Island to the easternmost extremity of Isles Dernieres.

391 (f) A south-north line drawn from Caillou Bay Light 13
across Caillou Boca.

392y (g) A line drawn 107° true from Caillou Bay Boat Land-
ing Light across the entrances to Grand Bayou du Large and
Bayou Grand Caillou.

393y (h) A line drawn on an axis of 103° true through Taylors
Bayou Entrance Light 2 across the entrances to Jack Stout Bayou,
Taylors Bayou, Pelican Pass, and Bayou de West.

394 §80.835 Point au Fer, La. to Calcasieu Pass, La. (a) A
line drawn from Point au Fer to Atchafalaya Channel Light 34, to
Point au Fer Reef Light 33; thence to Atchafalaya Bay Pipeline
Light D, latitude 29°25.0'N., longitude 91°31.7'W._; thence to
Atchafalaya Bay Light 1, 29°25.3'N., 91°35.8'W.; thence to South
Point.

395) (b) Lines following the general trend of the highwater
shoreline drawn across the bayou and canal inlets from the Gulif of
Mexico between South Point and Calcasieu Pass except as other-
wise described in this section.

(3%6) (c) A line drawn on an axis of 140° true through South-
west Pass Vermilion Bay Light 4 across Southwest Pass.

@397 (d) A line drawn across the seaward extremity of the
Freshwater Bayou Canal Entrance Jetties.

(398) (€) A line drawn from Mermentau Channel East Jetty
Light 6 to Mermentau Channel West Jetty Light 7.

399) (f) A line drawn from the radio tower charted in approxi-
mate position latitude 29°45.7'N., longitude 93°06.3'W., 115° true
across Mermentau Pass.
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o0y (g) A line drawn across the seaward extremity of the Cal-
casieu Pass Jetties.

@01 §80.840 Sabine Pass, Tex. to Galveston, Tex. (2) A line
drawn from the Sabine Pass East Jetty Light to the seaward end of
the Sabine Pass West Jetty.

402) (b) Lines drawn across the small boat passes through the
Sabine Pass East and West Jetties.

03 (c) A line formed by the centerline of the highway bridge
over Rollover Pass at Gilchrist.

o)  §80.845 Galveston, Tex. to Freeport, Tex. (a) A line
drawn from Galveston North Jetty Light 6A to Galveston South
Jetty Light 5A.

405) (b) A line formed by the centerline of the highway bridge
over San Luis Pass.

o6y (¢) Lines formed by the centerlines of the highway
bridges over the inlets to Christmas Bay (Cedar Cut) and Drum
Bay.

407 (d) A line drawn from the seaward extremity of the Free-
port North Jetty to Freeport Entrance Light 6; thence Freeport
Entrance Light 7; thence the seaward extremity of Freeport South
Jetty.

ao08) §80.850 Brazos River, Tex. to the Rio Grande, Tex.
(a) Except as otherwise described in this section lines drawn con-
tinuing the general trend of the seaward, highwater shorelines
across the inlets to Brazos River Diversion Channel, San Bernard
River, Cedar Lakes, Brown Cedar Cut, Colorado River, Mat-
agorda Bay, Cedar Bayou, Corpus Christi Bay, and Laguna Madre.

@09 (b) A line drawn across the seaward extremity of Mat-
agorda Ship Channel North Jetties.

@10y (c) A line drawn from the seaward tangent of Matagorda
Peninsula at Decros Point to Matagorda Light.

@1 {d) A line drawn across the seaward extremity of the
Aransas Pass Jetties.

412y (e) A line drawn across the seaward extremity of the Port
Mansfield Entrance Jetties.

@13 (f) A line drawn across the seaward extremity of the Bra-
zos Santiago Pass Jetties.

Part 110-Anchorage Regulations

414y  §110.1 General. (a) The areas described in Subpart A of
this part are designated as special anchorage areas pursuant to the
authority contained in an act amending laws for preventing colli-
sions of vessels approved April 22, 1940 (54 Stat. 150); Article 11
of section 1 of the act of June 7, 1897, as amended (30 Stat. 98; 33
U.S.C. 180), Rule 9 of section 1 of the act of February 8, 1895, as
amended (28 Stat. 647, 33 U.S.C. 258), and Rule Numbered 13 of
section 4233 of the Revised Statutes as amended (33 U.S.C. 322).
Vessels not more than 65 feet in length, when at anchor in any spe-
cial anchorage area, shalil not be required to carry or exhibit the
white anchor lights required by the Navigation Rules.

@15 (b) The anchorage grounds for vessels described in Sub-
part B of this part are established, and the rules and regulations in
relation thereto adopted, pursuant to the authority contained in
section 7 of the act of March 4, 1915, as amended (38 Stat. 1053;
33U.8.C.471).

416y (c) All bearings in this part are referred to true meridian.

417) (d) Geographic coordinates expressed in terms of latitude
or longitude, or both, are not intended for plotting on maps or
charts whose referenced horizontal datum is the North American
Datum of 1983 (NAD 83), unless such geographic coordinates are
expressly labeled NAD 83. Geographic coordinates without the

NAD 83 reference may be plotted on maps or charts referenced to
NAD 83 only after application of the appropriate corrections that
are published on the particular map or chart being used.

Subpart A-Special Anchorage Areas

418) §110.74 Marco Island, Marco River, Fla. Beginning at a
point approximately 300 feet east of the Captains Landing Docks
at latitude 25°38°04"N., longitude 81° 43"31"W.; thence 108°, 450
feet; thence 198°, 900 feet; thence 288°, 450 feet; thence 018°,
900 feet to the point of beginning.

«19) NOTE: The area is principally for use by yachts and other
recreational craft. Fore and aft moorings will be allowed. Tempo-
rary floats or buoys for marking anchors in place will be allowed.
Fixed mooring piles or stakes are prohibited. All moorings shall
be so placed that no vessel, when anchored, shall at any time
extend beyond the limits of the area.

420y §110.74a Manatee River, Bradenton, Fla. The waters of
the Manatee River enclosed by a line beginning at

@21y 27°31'18.6"N., 82°36'49.2"W., thence westerly to

@220 27°31°21.0"N., 82°37°07.2"W.; thence northwesterly to

23 27°31°22.2"N., 82°37°08.4”W.; thence northeasterly to

wzay 27°31725.8"N., 82°37°00.0"W.; thence easterly to

sy 27°31°24.0"N., 82°36’44.4”W.; thence to the point of
beginning.

@2) §110.74b Apolio Beach, Fla. Beginning at a point
approximately 300 feet south of the Tampa Sailing Squadron at

@2 27°46'50.2"N., 82°25°27.8"W.; thence southeasterly to

28 27°46'45.6"N., 82°25'23.2"W.; thence southwesterly to

@29 27°46'35.8"N., 82°25'34.8"W.; thence northwesterly to

@ 27°46"39.9"N.. 82°25'39.6”"W.; thence to the point of
beginning.

@3 §110.74c Bahia de San Juan, PR.

32 The waters of San Antonio Channel, Bahia de San Juan,
eastward of longitude 66°0545”W.

33 §110.75 Corpus Christi Bay, Tex. (a) South area. South-
ward of the southernmost T-head pier at the foot of Cooper Ave-
nue and of a line bearing 156°44’, 340.6 feet, from the southerly
corner of said pier 1o a point on the rubble breakwater; westward
and northward of said breakwater; and eastward of the Corpus
Christi sea wall.

Subpart B-Anchorage Grounds

@34) §110.189a Key West Harbor, Key West, Fla.; naval
explosives anchorage area (a) The anchorage ground. A circular
area with its center at latitude 24°30'50.6”, longitude 81°50'31.6"
with a radius of 300 yards, for use for ammunition exceeding the
prescribed limits for pierside handling.

@33)  (b) The regulations. (1) When occupied by a vessel han-
dling explosives, no other vessel may enter the area unless autho-
rized by the enforcing agency.

@36) (2) Only one vessel handling explosives may anchor in
the area at one time.

@37 (3) No more than 300,000 pounds net of high explosives
or equivalent may be handled in the area at any one time.

@38 (4) The regulations in this section shall be enforced by the
Comrpander, U.S. Naval Base, Key West, Fla., and any other
agencies he may designate.

«39  §110.190 Tortugas Harbor, in the vicinity of Garden
Key, Dry Tortugas, Fla. (a) The anchorage grounds. All of Bird
Key Harbor, southwest of Garden Key, bounded by the surround-
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ing reefs and shoals and, on the northeast, by a line extending
from Fort Jefferson West Channel Daybeacon 2 to Fort Jefferson
West Channel Daybeacon 4, thence to Fort Jefferson West Chan-
nel Daybeacon 6, and thence to Fort Jefferson West Channel Day-
beacon 8.

440) (b) The regulations. Except in cases of emergency involv-
ing danger to life or property, no vessel engaged in commercial
fishing or shrimping shall anchor in any of the channels, harbors,
or lagoons in the vicinity of Garden Key, Bush Key, or the sur-
rounding shoals, outside of Bird Key Harbor.

sy  §110.193 Tampa Bay, Fla. (a) The anchorage grounds—
(1) Explosives anchorage east of Mullet Key. A rectangular area
in Tampa Bay, approximately 4,459 yards long and 1,419 yards
wide, beginning at

@42y 27°38°30”N., 82°39°09”W.; and extending northeasterly to

@43y 27°39°48”N., 82°37°15”W.; thence southeasterly to

@s  27°39°17"N., 82°36’46"W.; thence southwesterly to

@45y 27°37°52"N., 82°38738”W.; thence northwesterly to the
point of beginning.

446) (2) Temporary explosives anchorage south of Interbay
Peninsula. Beginning at a point bearing 107°, 1,750 yards from
Cut F Range Front Light; thence to a point bearing 125°, 2,050
yards, from Cut F Range Front Light; thence to a point bearing
180°, 1,725 yards, from Cut F Range Front Light; thence to a point
bearing 222°, 2,180 yards, from Cut F Range Front Light; thence
to a point bearing 251°, 1,540 yards, from Cut F Range Front
Light; and thence to the point of beginning.

447 (3) Temporary explosives anchorage off Port Tampa. A
circular area with a radius of 200 yards with the point at latitude
27°50"22”, longitude 82°34’15".

48) (4) Quarantine Anchorage. Southeast of the temporary
explosive anchorage, beginning at a point bearing 97° true, 4,370
yards, from Cut “F” Range Front Light; thence to a point bearing
113°30’, 5,370 yards, from Cut “F” Range Front Light; thence to a
point bearing 161°30’, 3,770 yards, from Cut “F" Range Front
Light; thence to a point bearing 163°30", 2,070 yards, from Cut
“F” Range Front Light; thence to the point of beginning.

“49) (5) Barge Fleeting Area, Hillsborough Bay. Located 400
feet west of Cut “D” Channel at a point beginning at

(50) 27°54’34”N., 82°26’35”W.; thence northerly 1,000 feet to

@s1)  27°54’43"N., 82°26’40”W.; thence westerly 500 feet to

«s2) 27°54’41”N., 82°26'45”W.; thence southerly 1,000 feet to

453)  27°54'32"N., 82°26'40”W.; thence easterly 500 feet to the
point of beginning.

@s4) NOTE: This area is reserved for transient barges only.
Barges shall not occupy this anchorage for a period longer than 96
hours unless permission is obtained from the Captain of the Port
for this purpose.

@55) (b) The regulations. (1) The explosives anchorage east of
Mullet Key shall be used by vessels awaiting loading or unloading
at Port Tampa that have explosives actually on board and where
the duration of anchorage will exceed 72 hours.

@56) (2) The temporary explosives anchorages south of Inter-
bay Peninsula and off Port Tampa shall be used for vessels
engaged in loading explosives when the duration of the anchorage
is less than 72 hours.

@sn §110.193a St. Joseph Bay, Fla. (a) The anchorage
grounds—(1) Explosives Anchorage Area 1. A rectangular area
3,000 yards long by 700 yards wide beginning at a point 1,350
yards west of U.S. Highway 98 Bridge over Gulf County Canal.
The area is parallel to and 450 yards northeast of the north
entrance channel to Port St. Joe, Florida.

458) (2) Explosives Anchorage Area 2. A circular area with a
500-yard radius around a center point located at latitude
29°47'30"; longitude 85°21°30”, 3,100 yards southeast of FW
South Channel Light and 5,250 yards south of FW North Channel
Light, in St. Joseph Bay, Port St. Joe, Florida.

59y (b) The regulations. (1) The explosives anchorage areas
shall be used as temporary anchorage for vessels engaged in load-
ing and unloading explosives at the port of Port St. Joe, Florida,
when the duration of the anchorage period is less than 96 hours.

1460;  (2) No vessel shall occupy this anchorage without obtain-
ing a permit from the Captain of the Port.

«o1)  §110.194 Mobile Bay, Ala., at entrance. (a) The anchor-
age grounds. The waters within a radius of 750 yards from a point
located 1,000 yards true north from Fort Morgan Light.

w62y (b) The regulations. (1) This anchorage shall be used by
vessels loading or discharging high explosives. It shall also be
used by vessels carrying dangerous or inflammable cargoes requir-
ing an anchorage. It may be used for a general anchorage when not
required for vessels carrying explosives or dangerous or inflam-
mable cargoes.

63) (2) No vessel shall occupy this anchorage without obtain-
ing a permit from the Captain of the Port.

@61)  §110.194a Mobile Bay, Ala., and Mississippi Sound,
Miss.

@65y (a) The anchorage grounds. (1) The waters of lower
Mobile Bay, near Cedar Point, within an area bounded on the
north by latitude 30°21°00”, on the east by longitude 88°05'00”,
on the south by latitude 30°20°00”, and on the west by longitude
88°06'00”.

@66 (2) The waters of Mississippi Sound, south of Biloxi.
within an area bounded on the north by latitude 30°20°00”, on the
east by longitude 88°54’00”, on the south by latitude 30°19°00”,
and on the west by longitude 88°55°00".

@67y {(b) The regulations. (1) The anchorages are exclusively
for the use of unmanned barges, canal boats, scows, and other
nondescript vessels. Such craft shall be so anchored that they wili
not at any time extend outside the limits of the anchorages.

468) (2) In emergencies or whenever maritime or commercial
interests of the United States so require, the Captain of the Port is
authorized to shift the position of any craft in the anchorages.

469 (3) Whenever in the opinion of the Captain of the Port,
such action may be necessary, any or all craft in these anchorages
may be required to be moored with two or more anchors.

@70y (4) No vessel shall be navigated within the anchorages at
a speed exceeding six knots.

@) §110.194b Mississippi Sound and Gulf of Mexico, near
Petit Bois Island, Miss.

@y (a) The anchorage grounds—(1) Explosives Anchorage
Area No. 1. A circular area with one-half mile radius with its cen-
ter located at latitude 30°14°09”, longitude 88°29°13”, in the
waters of Mississippi Sound north of the west end of Petit Bois
Island.

@3 (2) Explosives Anchorage Area No. 2. A circular area
with a three-fourths mile radius with its center located at latitude
30°11°12”, longitude 88°30°07”, in the waters of Gulf of Mexico
south of the west end of Petit Bois Island.

74y (b) The regulations. (1) The areas shall be used as tempo-
rary anchorages for vessels engaged in loading and unloading
explosives at the Port of Pascagoula, Miss.

@715) (2) No vessel shall occupy the areas without obtaining a

permit from the Captain of the Port.
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“1er  §110.195 Mississippi River below Baton Rouge, La.,
including South and Southwest Passes. (a) The Anchorage
Grounds. Unless otherwise specified, all anchorage widths are
measured from the average low water plane (ALWP).

477 (1) Pilottown Anchorage. An area 5.2 miles in length
along the right descending bank of the river from mile 1.5 to mile
6.7 above Head of Passes, extending in width to 1,600 feet from
the left descending bank of the river.

78y Caution: A wreck is located within the boundaries of this
anchorage. Mariners are urged to use caution in this anchorage.

19 (2) Lower Venice Anchorage. An area 1.6 miles in length
along the left descending bank of the river from mile 8.0 to mile
9.6 above Head of Passes with the west limit 1,200 feet from the
ALWP of the right descending bank.

a0y Caution: A pipeline crossing exists at mile 9.8 AHOP.
Mariners are urged to use caution between mile 9.6 AHOP and
mile 10.0 AHOP.

@ (3) Upper Venice Anchorage. An area 1.2 miles in length
along the left descending bank of the river from mile 10.0 to mile
11.2 above Head of Passes with the west limit 1,200 feet from the
ALWP of the right descending bank.

482y (4) Boothville Anchorage. An area 6.3 miles in length
along the right descending bank of the river, 1,000 feet wide
extending from mile 12.2 to mile 18.5 above Head of Passes.

@8»  (5) Ostrica Anchorage. An area 0.9 mile in length along
the right descending bank of the river, 800 feet wide, extending
from mile 23.5 to mile 24 .4 above Head of Passes.

484y (6) Port Sulphur Anchorage. An area 2.2 miles in length
along the left descending bank of the river, 800 feet wide, extend-
ing from mile 37.5 to mile 39.7 above Head of Passes.

(a8s) (7) Magnolia Anchorage. An area 2.1 miles in length
along the right descending bank of the river from mile 45.5 to mile
47.6 above Head of Passes. From mile 45.5 to mile 46.3, the area
has a width of 1,100 feet. From mile 46.3 to mile 47.6, the area
has a width of 600 fect as measured 500 feet riverward from the
right descending bank.

486) {8) Davant Anchorage. An area 1 mile in length along the
left descending bank of the river, 800 feet wide, extending from
mile 53.5 to mile 54.5 above Head of Passes.

4871 (9) Alliance Anchorage. An area 2.0 miles in length along
the right descending bank of the river, 800 feet wide, extending
from mile 63.8 to mile 65.8 above Head of Passes.

488 (10) Wills Point Anchorage. An area 1.1 miles in length
along the left descending bank of the river, 800 feet wide, extend-
ing from mile 66.5 to mile 67.6 above Head of Passes.

(489) (11) Cedar Grove Anchorage. An area 1.2 miles in length
along the right descending bank of the river, 700 feet wide as mea-
sured 400 feet from the Low Water Reference Plane of the right
descending bank extending from mile 69.9 to mile 71.1 above
Head of Passes.

1490) (12) Belle Chasse Anchorage. An area 2.1 miles ip length
along the right descending bank of the river, 1,000 feet wide,
extending from mile 73.1 to mile 75.2 above Head of Passes.

@91y (13) Lower 12 Mile Point Anchorage. An area 2.2 miles
in length along the right descending bank of the river, 800 feet
wide extending from mile 78.6 to mile 80.8 above Head of Passes.

492y (14) Lower 9 Mile Point Anchorage. An area 2.3 miles in
length along the right descending bank of the river, 800 feet wide,
extending from mile 82.7 to mile 85.0 above Head of Passes.

493y Caution: A wreck is located within the boundaries of this
anchorage. Mariners are urged to use caution in this anchorage.

NAVIGATION REGULATIONS

494) (15) New Orleans General Anchorage. An area 0.9 of a
mile in length along the right descending bank of the river, 800
feet wide extending from mile 90.0 to mile 90.9 above Head of
Passes. The area’s width is 800 feet measured from the shore.

495) (16) Quarantine Anchorage. An area 0.7 mile in lemgth
along the right descending bank of the river, 800 feet wide,
extending from mile 90.9 to mile 91.6 above Head of Passes.

g6y Caution: A wreck is located within the boundaries of this
anchorage. Mariners are urged to use caution in this anchorage.

@97y {(17) Lower Kenner Bend Anchorage. An area 0.8 mile in
length along the right descending bank of the river, 700 feet wide,
extending from mile 113.5 to mile 114.3 above Head of Passes.

«98) (18) Kenner Bend Anchorage. An area 0.9 mile in length
along the right descending bank of the river, 700 feet wide,
extending from mile 114.7 to mile 115.6 above Head of Passes.

@99 (19) Ama Anchorage. An area 1.8 miles in length along
the left descending bank of the river, 700 feet wide, extending
from mile 115.5 to mile 117.3 above Head of Passes.

500 (20) Bonnet Carre Anchorage. An area 1.5 miles in length
along the left descending bank of the river, 600 feet wide, extend-
ing from mile 127.3 to mile 128.8 above Head of Passes. This area
is located adjacent to the river end of the Bonnet Carre Spillway.

01 (21) La Place Anchorage. An area 0.7 mile in length
along the left descending bank of the river, 600 feet wide, extend-
ing from mile 134.7 to mile 135.4 above Head of Passes.

(502 (22) Reserve Anchorage. An area 0.5 mile in length along
the right descending bank of the river, 800 feet wide, extending
from mile 137.0 to mile 137.5 above Head of Passes.

(503) (23) Lower Grand View Reach Anchorage. An area 0.6
mile in length along the left descending bank of the river, 700 feet
wide, extending from mile 146.5 to mile 147.1 above Head of
Passes.

(5041 (24) Upper Grand View Reach Anchorage. An area 1.1
miles in length along the left descending bank of the river, 700 feet
wide, extending from mile 147.7 to mile 148.8 above Head of
Passes.

(505 (25) Lower Sunshine Anchorage. An area 1.0 mile in
length along the left descending bank of the river, 800 feet wide,
extending from mile 165.0 to mile 166.0 above Head of Passes.

(506) (26) Upper Sunshine Anchorage. An area 0.7 mile in
length along the left descending bank of the river, 800 feet wide,
extending from mile 166.3 to mile 167.0 above Head of Passes.

(507 (27) Baton Rouge General Anchorage. An area 1.5 miles
in length along the right descending bank of the river, 1,400 feet
wide, extending from mile 225.8 to mile 227.3 above Head of
Passes.

(508) Caution: There are two wrecks located within the bound-
aries of this anchorage. Mariners are urged to use caution in this
anchorage.

(509 (28) Lower Baton Rouge Anchorage. An area 0.5 mile in
length near midchannel between mile 228.5 to mile 229.0 above
Head of Passes with the west limit 1,100 feet off the right
descending bank and having the width of 700 feet at both upper
and lower limits.

5100 (29) Middle Baton Rouge Anchorage. An area 0.2 mile in
length near midchannel between mile 229.6 to mile 229.8 above
Head of Passes with the west limit 1,100 feet off the right
descending bank and having a width of 700 feet at both upper and
lower limits.

61 (30) Upper Baton Rouge Anchorage. An area 0.4 mile in
length near midchannel between mile 230.6 and mile 231.0 above
Head of Passes with the west limit 1,100 feet off the right
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descending bank of the Mississippi River and having a width of
1,075 feet at its upper limit and 1,200 at its lower limit.

512y (b) Temporary Anchorages. (1) Temporary anchorages
are nonpermanent anchorages established by the Commander,
Eighth Coast Guard District to provide additional anchorage
space. Establishment of temporary anchorages is based on recom-
mendations by the Captain of the Port.

513) (2) Each vessel using temporary anchorages shall anchor
as prescribed by the Captain of the Port.

514)  (3) Establishment of each temporary anchorage and any
requirement for the temporary anchorage will be published in the
Local Notice to Mariners.

(515) (4) Each person who has notice of any requirement pre-
scribed for a temporary anchorage shall comply with that require-
ment.

(516) () The Regulations. (1) Anchoring is prohibited outside
of established anchorages except in cases of emergency. In an
emergency, if it becomes necessary to anchor a vessel outside an
established anchorage, the vessel shall be anchored so that it does
not interfere with or endanger any facility or other vessel. The
master or person in charge of the vessel shall notify the Captain of
the Port of the location of the emergency anchoring by the most
expeditious means and shall move the vessel as soon as the emer-
gency is over.

(511 (2) In an emergency, if it becomes necessary to anchor a
vessel in South Pass or Southwest Pass, the vessel shall be posi-
tioned as close to the left descending bank as possible.

518) (3) No vessel may be anchored unless it maintains a
bridge watch, guards and answers Channel 16 FM (or the appro-
priate VTS New Orleans sector frequency). maintains an accurate
position plot and can take appropriate action to ensure the safety
of the vessel, structure, and other vessels.

(519) {4) When anchoring individually, or in fleets, vessels shall
be anchored with sufficient anchors, or secured with sufficient
lines, to ensure their remaining in place and withstanding the
actions of the winds, currents and the suction of passing vessels.

5200 (5) No vessel may be anchored over revetted banks of the
river or within any cable or pipeline area. The locations of revetted
areas and cable and pipeline areas may be obtained from the Dis-
trict Engineer, Corps of Engineers, New Orleans, La.

(s21) (6) The intention to transfer any cargo while in an anchor-
age shall be reported to the Captain of the Port, giving particulars
as to name of ships involved, quantity and type of cargo, and
expected duration of the operation. The Captain of the Port shall
be notified upon completion of operations. Cargo transfer opera-
tions are not permitted in the New Orleans General or Quarantine
Anchorages. Bunkering and similar operations related to ship's
Stores are exempt from reporting requirements.

(5220 Note.~Activities conducted within a designated anchorage
{e.g. cargo transfer, tank cleaning, stack blowing, etc.) may be
restricted by other Federal, State or local regulations. Owners, or
persons in charge of any vessel should consider all safety and/or
environmental regulations prior to engaging in any activity within
designated anchorages. )

(523) (7) Nothing in this section relieves the owner or person in
charge of any vessel from the penalties for obstructing or interfer-
ing with navigation or navigational aids or for failing to comply
with the navigation laws for lights, day shapes, or fog signais and
any other applicable laws and regulations.

524y (8) Vessels carrying cargoes of particular hazard as
defined in 33 CFR 126.10 or cargoes of petroleum products in
bulk may not be anchored in the New Orleans General Anchorage

(a)(12) or Quarantine Anchorage (a)(13) without permission from
the Captain of the Port.

5251 (9) Except when required by the United States Public
Health Service for quarantine inspection, the Quarantine Anchor-
age, (a)(13), may be used as a general anchorage.

526)  (10) When the Bonnet Carre Spillway is open, no vessel
may be anchored in the Bonnet Carre Anchorage (a)(20).

527y §110.196 Sabine Pass Channel, Sabine Pass, Tex.
(a) The anchorage area. The navigable waters of Sabine Pass
within a trapezoidal area 1,500 feet wide and varying uniformly in
Iength from 5,800 feet to 3,000 feet with the long side adjacent to
the northeasterly edge of Sabine Pass Channel at a location oppo-
site the town of Sabine Pass.

(528) (b) The regulations. (1) The anchorage area is for the
temporary use of vessels of all types. but especially for naval and
merchant vessels awaiting weather and tidal conditions favorable
to the resumption of their voyages.

(529) (2) Except when stress of weather or adverse tides or cur-
rents make sailing impractical or hazardous, vessels shall not
anchor in the anchorage area for periods exceeding 48 hours
unless expressly authorized by the Captain of the Port to anchor
for longer periods.

s3% (3) Vessels shall not anchor so as to obstruct the passage
of other vessels proceeding to or from available anchorage spaces.

531y (4) Anchors shall not be placed channelward from the
anchorage area, and no portion of the hull or rigging of any
anchored vessel shall extend channelward from the limits of the
anchorage area.

532y (5) Vessels using spuds for anchors shall anchor as close
to shore as practicable having due regard for the provisions in
paragraph (b)(3) of this section.

533 (6) Fixed moorings. piles or stakes, and floats or buoys
for marking anchorages or moorings in place are prohibited.

53ty (7) Whenever the maritime or commercial interests of the
United States so require, the Captain of the Port is hereby empow-
ered to shift the position of any vessel anchored or moored within
or outside of the anchorage area including any vessel which is
moored or anchored so as to obstruct navigation or interfere with
range lights.

(535 §110.197 Galveston Harbor, Bolivar Roads Channel,
Tex.

36 (a)(1) Anchorage area (A). The water bounded by a line
connecting the following points:

(537)  29°20°48.5”N., 94°42'54.0"W.;

(5381 29°20°43.0"N., 94°44'46.5"W.;

5391 29°21°15.0”"N., 94°44'27.0"W.;

40y 29°21°05.0”N_, 94°42'52.0”W.; and thence to the point of
beginning.

¢4y (2) Anchorage area (B). The water bounded by a line con-
necting the following points:

a4 29°20043.0"N., 94°44'46.5"W.;

(543 29°20/37.0"N., 94°46'06.0"W.;

(sa4) 29°21°14.0"N., 94°45'50.0"W.;

(5451 29°21°15.0”N., 94°4427.0”"W.; and thence to the point of
beginning.

(s46) (b) The regulations. (1) The anchorage area is for the
temporary use of vessels of all types, but especially for naval and
merchant vessels awaiting weather and other conditions favorable
to the resumption of their voyages.

41 (2) Except when stress of weather makes sailing impracti-
cal or hazardous, vessels shall not anchor in anchorage area (A)
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exceeding 48 hours unless expressly authorized by the Captain of
the Port to anchor for such longer periods.

548)  {3) No vessel with a draft of less than 22 feet may occupy
anchorage (A) without prior approval of the Captain of the Port.

(549) (4) Vessels shall not anchor so as to obstruct the passage
of other vessels proceeding to or from available anchorage spaces.

ssm  (5) Anchors shall not be placed in the channel and no por-
tion of the hull or rigging of any anchored vessel shail extend out-
side the limits of the anchorage area.

(ssty {6) Vessels using spuds for anchors shall anchor as close
to shore as practicable, having due regard for the provisions in
paragraph (b)(4) of this section.

15521 (7) Fixed moorings, piles or stakes, and floats or buoys
for marking anchorages or moorings in place, are prohibited.

553y (8) Whenever the maritime or commercial interests of the
United States so require, the Captain of the Port, or his authorized
representative, is hereby empowered to direct the movement of
any vessel anchored or moored within the anchorage area.

(554) §110.240 San Juan Harbor, P.R. (a) The anchorage
grounds—(1) Temporary Anchorage E (general). Beginning at a
point which bears 262°T., 878 yards from Isla Grande Aero Bea-
con; thence along a line 75°47’, 498 yards; thence along a line
134°49°, 440 yards; thence along a line 224°49 to the northerly
channel limit of Graving Dock Channel, and thence to the point of
beginning.

(555 (2) Restricted Anchorage F. Beginning at a point which
bears 212°3(’, 1,337.5 yards from Isla Grande Light; thence along
a line 269°00’, 550 yards; thence along a line 330°00" to the west-
erly channel limit of Anegado Channel; and thence along the west-
erly channel limit of Anegado Channel to the point of beginning.

i556) {b) The regulations. (1) Vessels awaiting customs or
quarantine shall use Temporary Anchorage E. No vessel shall
remain in this anchorage more than 24 hours without a permit
from the U.S. Coast Guard Captain of the Port.

(557 (2) Restricted Anchorage F shall serve both as an addi-
tional general anchorage area in cases where the temporary
anchorage is full, and as an explosives anchorage for vessels load-
ing or unloading explosives in quantities no greater than forty (40)
tons, Commercial Class “A” Explosives, when so authorized by
the United States Coast Guard Captain of the Port. No vessel shall
enter or anchor therein without first obtaining a permit from the
United States Coast Guard Captain of the Port.

(ss8) §110.245 Vieques Passage and Vieques Sound, near
Vieques Island, P.R.

(559 {a) The anchorage grounds-(1) Vieques Passage explo-
sives anchorage and ammunition handling berth (Area 1). A circu-
lar area having a radius of 1,700 yards with its center at latitude
18°09°00”, longitude 65°32'40".

(560 (2) Vieques Sound explosives anchorage and ammunition
handling berth (Area 2). A circular area having a radius of 2,000
yards with its center at latitude 18°11°48”, longitude 65°26°06".

61 (3) Southern Vieques Passage explosives anchorage and
ammunition handling berth (Area 3). A circular area having a
radius of 2,000 yards with its center at latitude 18°05"51”, fongi-
tude 65°36°14".

362> (b) The regulations. (1) No vessel or craft shall enter or
remain in these anchorages while occupied by vessels having on
board explosives or other dangerous cargo. Explosives in quanti-
ties no greater than 1,625 short tons will be handled in any area at
one time.
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563 (2) The regulations of this section shall be enforced by the
Commander, Greater Antilles Section, U.S. Coast Guard Base,
San Juan, Puerto Rico, and such agencies as he may designate.

564y §110.250 St. Thomas Harbor, Charlotte Amalie, V.I.
(a) The anchorage grounds—({) Inner harbor anchorage. Begin-
ning at a point bearing 085°, 525 yards from the outer end of a pier
at latitude 18°20°19”, longitude 64°56"26” (approximate); thence
146°, 800 yards; thence 070°, 860 yards; thence 340°, 500 yards;
and thence to the point of beginning.

(565 (2) Outer harbor anchorage. Beginning at Scorpion Rock
lighted buoy No. 1 (latitude 18°19°25.6”, longitude 64°55'41.8");
thence 180° 1,580 yards; thence 264°30’, 2,490 yards; thence due
north 1,255 yards; thence due east to the southerly tip of Sprat
Point, Water Island; thence to Cowell Point, Hassel Island: and
thence to the point of beginning.

566) (3) East Gregerie Channel anchorage (general purpose).
Bounded on the northeast by Hassel Island; on the southeast by
the northwest boundary of the outer harbor anchorage; on the
southwest by Water Island: and on the northwest by a line running
from Banana Point, Water Island, 55° to Hassel Island.

67 {4) Small-craft anchorage. All the waters north of a line
passing through the outer end of a pier at latitude 18°20°19”, lon-
gitude 64°56’26” (Approximate) and ranging 85°.

1568) (5) Deep-draft anchorage. A circular area having a radius
of 400 yards with its center at latitude 18°19712.2", longitude
64°58'47.8".

569) (6) Long Bay anchorage. The waters of Long Bay
bounded on the north by the southerly limit line of Anchorage E,
on the west by the easterly limit line of Anchorage A to a point at
latitude 18°20°18”, thence to latitude 18°20°13”, Jongitude
64°55'21"; and thence to the shoreline at latitude 18°20°15”, longi-
tude 64°55'13”.

570 (b) The regulations. (1) The outer harbor anchorage shall
be used by vessels undergoing examination by quarantine, cus-
toms, immigration, and Coast Guard officers. Upon completion of
these examinations vessels shall move promptly to anchorage.
This anchorage shall also be used by vessels having drafts too
great to permit them to use the inner harbor anchorage. No vessel
shall remain more than 48 hours in this anchorage without a per-
mit from the Harbor Master.

71y (2) The small-craft anchorage shall be used by small ves-
sels undergoing examination and also by small vessels anchoring
under permit from the Harbor Master.

57 (3) The requirements of the Navy shall predominate in the
deep-draft anchorage. When occupied by naval vessels all other
vessels and craft shall remain clear of the area. When the area is
not required for naval vessels, the Harbor Master may upon appli-
cation made in advance assign other vessels to the area. Vessels so
assigned and occupying the area shall move promptly upon notifi-
cation by the Harbor Master.

513 (4) The harbor regulations for the Port of St. Thomas, V.I.
of the United States and approaches thereto, including all waters
under its jurisdiction, as adopted by the Government of the Virgin
Islands, will apply to the Long Bay Anchorage.

574y (5) In addition, the Long Bay Anchorage is reserved for
all types of small vessels, including sailing and motor pleasure
craft, and such craft shall anchor in no other area except Anchor-
age E, in the northem portion of the harbor of Charlotte Amalie.

75 (6) Floats for marking anchors in place will be allowed in
the Long Bay anchorage; stakes or mooring piles are prohibited.

676 (7) Vessels not more than 65 feet in length are not
required to exhibit or carry anchor lights within the Long Bay
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anchorage, but must display them if emergency requires anchoring
in any other part of the harbor.

570 (B) No vessel may anchor in any of the St. Thomas Har-
bor Anchorages without a permit from the Harbor Master.

(578) (9) The U.S. Coast Guard Captain of the Port of St. Tho-
mas, is hereby empowered, whenever the maritime or commercial
interests of the United States so require, to shift the position of any
vessel anchored within the Long Bay anchorage, and of any vessel
which 1s so moored or anchored as to impede or obstruct vessel
movement in the harbor, and to enforce all regulations of this sec-
tion should the need arise.

5790 §110.255 Ponce Harbor, P.R. (a) Small-craft anchorage.
On the northwest of Ponce Municipal Pier and northeast of Cayi-
tos Reef, bounded as follows: Beginning at latitude 17°58°27”,
longitude 66°37°29.5”, bearing approximately 325° true, 2,200
feet from the most southwest corner of Ponce Municipal Pier;
thence 273°30 true, 1,800 feet; thence 015° true, 900 feet; thence
093°30’ true, 1,800 feet; thence 195° true, 900 feet to the point of
beginning.

(580) (b) The regulations. (1) The Commonwealth Captain of
the Port may authorize use of this anchorage whenever he finds
such use required in safeguarding the maritime or commercial
interests.

581y (2) No vessel shall anchor within the area until assigned a
berth by the Commonwealth Captain of the Port. Application for
permission to occupy the anchorage must be submitted in advance
by the master or authorized representative of the vessel.

(582) (3) Vessels occupying the anchorage will at all times keep
within the limits of the area, and shall move or shift their position
promptly upon notification by the Commonwealth Captain of the
Port.

(583) (4) The anchorage is reserved for all types of small craft,
including schooners, fishing vessels, yachts and pleasure craft.

(s84) (S5) Floats for marking anchors in place will be allowed;
stakes or mooring piles are prohibited.

Part 117-Drawbridge Operation Regulations
Subpart A-General Requirements

s85) §117.1 Purpose.

s86) This subpart prescribes general requirements relating to
the use and operation of drawbridges across the navigable waters
of the United States.

©87) Note.~The primary jurisdiction to regulate drawbridges
across the navigable waters of the United States is vested in the
Federal Government. Laws, ordinances, regulations, and rules
which purport to regulate these bridges and which are not promul-
gated by the Federal Government have no force and effect.

(s88) §117.3 Applicability.

(589) The provisions of this subpart not in conflict with the pro-
visions of Subpart B apply to each drawbridge.

90) Note.~For all of the requirements applicable to a draw-
bridge listed in Subpart B, one must review the requirements in
Subpart A and §§117.51 through 117.99 of Subpart B, as well as
the requirements in Subpart B applicable to the particular draw-
bridge in question.

69 §1174 Definitions.

(592)  Certain terms used in this part are defined in this section.

(593) Appurtenance. The term “appurtenance” means an
attachment or accessory extending beyond the hull or superstruc-
ture that is not an integral part of the vessel and is not needed for a

vessel’s piloting, propelling, controlling, or collision avoidance
capabilities.

59¢) Lowerable. The term “lowerable” means the nonstruc-
tural vessel appurtenance can be mechanically or manually low-
ered and raised again. The term “lowerable”™ also applies to a
nonstructural vessel appurtenance which can be modified to make
the item flexible, hinged, collapsible, or telescopic such that it can
be mechanically or manually lowered and raised again. Failure to
make the modification is considered equivalent to refusing to
lower a Jowerable nonstructural appurtenance that is not essential
to navigation. Examples of appurtenances which are considered
to be lowerable include, but are not limited to, fishing outriggers,
radio antennae, television antennae, faise stacks, and masts purely
for ornamental purposes. Examples of appurtenances which are
not considered to be lowerable include, but are not limited to,
radar antennae, flying bridges, sailboat masts, piledriver leads,
spud frames on hydraulic dredges, drilling derricks’ substructures
and buildings, cranes on drilling or construction vessels, or other
itermns of permanent and fixed equipment.

i595) Nonstructural. The term “nonstructural” means that the
item is not rigidly fixed to the vessel and is thus susceptible to
relocation or alteration.

(5960 Not essential to navigation. The term “not essential to
navigation” means the nonstructural vessel appurtenance does not
adversely affect the vessel’s piloting, propulsion, control or colli-
sion avoidance capabilities when in the lowered position.

597y §117.5 When the draw shall open.

(598) Except as otherwise required by this subpart, drawbridges
shall open promptly and fully for the passage of vessels when a
request to open is given in accordance with this subpart.

599 §117.7 General duties of drawbridge owners and ten-
ders.

600y {(a) Drawbridge owners and tenders shall operate the draw
in accordance with the requirement in this part.

o1y (b) Except for drawbridges not required to open for the
passage of vessels, owners of drawbridges shall ensure that:

@02y (1) The necessary drawtenders are provided for the safe
and prompt opening of the draw;

@03) (2) The operating machinery of the draw is maintained in
a serviceable condition; and

©04) (3) The draws are operated at sufficient intervals to assure
their satisfactory operation.

605y §117.9 Delaying opening of a draw.

1606y No person shall unreasonably delay the opening of a draw
after the signals required by §117.15 have been given.

©07) Note.~Trains are usually controlled by the block method.
That is, the track is divided into blocks or segments of a mile or
more in length. When a train is in a block with a drawbridge, the
draw may not be able to open until the train has passed out of the
block and the yardmaster or other manager has “unlocked” the
drawbridge controls. The maximum time permitted for delay is
defined in Subpart B for each affected bridge. Land and water traf-
fic should pass over or through the draw as soon as possible in
order to prevent unnecessary delays in the opening and closure of
the draw.

08) §117.11 Unnecessary opening of the draw.

09 No vessel owner or operator shall—

@) (a) Signal a drawbridge to open if the vertical clearance is
sufficient to allow the vessel, after ali lowerable nonstructural ves-
sel appurtenances that are not essential to navigation have been
lowered, to safety pass under the drawbridge in the closed posi-

tion; or
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i) (b) Signal a drawbridge to open for any purpose other
than to pass through the drawbridge opening.

612y No vessel owner or operator shall signal a drawbridge to
open for any nonstructural vessel appurtenance which is not essen-
tial to navigation or whach is easily lowered,

w13 §117.15 Signals.

614 (a) General. (1) The operator of each vessel requesting a
drawbridge to open shail signal the drawtender and the drawtender
shall acknowledge that signal. The signal shall be repeated until
acknowledged in some manner by the drawtender before proceed-
ing.

(615 (2) The signals used to request the opening of the draw
and to acknowledge that request shall be sound signals, visual sig-
nals, or radiotelephone communications described in this subpart.

616 (3) Any of the means of signaling described in this sub-
part sufficient to alert the bridge being signaled may be used.

617y (b) Sound signals. (1) Sound signals shall be made by
whistle, horn, megaphone, hailer, or other device capable of pro-
ducing the described signals loud enough to be heard by the draw-
tender.

(6181 (2) As used in this section, “prolonged blast” means a
blast of four to six seconds duration and “short blast” means a
blast of approximately one second duration.

6197 (3) The sound signal to request the opening of a draw is
one prolonged blast followed by one short blast sounded not mote
than three seconds after the prolonged blast. For vessels required
to be passed through a draw during a scheduled closure period, the
sound signal to request the opening of the draw during that period
is five short blasts sounded in rapid succession.

20) (4) When the draw can be opened immediately, the sound
signal to acknowledge a request to open the draw is one prolonged
blast followed by one short blast sounded not more than 30 sec-
onds after the requesting signal.

021y (5) When the draw cannot be opened immediately, or is
open and shall be closed promptly, the sound signal to acknowl-
edge a request to open the draw is five short blasts sounded in
rapid succession not more than 30 seconds after the vessel’s open-
ing signal. The signal shall be repeated until acknowledged in
some manner by the requesting vessel.

622y () Visual signals. (1) The visval signal to request the
opening of a draw is—

623) (i) A white flag raised and lowered vertically; or

624y (i) A white, amber, or green light raised and fowered ver-
tically.

625 (2) When the draw can be opened immediately, the visual
signal to acknowledge a request to open the draw, given not more
than 30 seconds after the vessel's opening signal, is—

6260 (i) A white flag raised and lowered vertically;

27 (ii) A white, amber, or green light raised and lowered ver-
tically, or

(628) (iii) A fixed or flashing white, amber, or green light or
lights.

629 (3) When the draw cannot be opened immediately, or is
open and must be closed promptly, the visual signal to acknowl-
edge a request to open the draw is—

3 (i) A red flag or red light swung back and forth horizon-
tally in full sight of the vessel given not more than 30 seconds
after the vessel’s opening signal; or

631y (i) A fixed or flashing red light or lights given not more
than 30 seconds after the vessel’s opening signal.

632y (4) The acknowledging signal when the draw cannot open
immediately or is open and must be closed promptly shall be

repeated until acknowledged in some manner by the requesting
vessel.

633y (d) Radiotelephone communications.
(1) Radiotelephones may be used to communicate the same infor-
mation provided by sound and visual signals. -

3% NOTE: Call signs and radio channels for drawbridges
equipped with radiotelephones are included with the bridge
descriptions in chapters 4 through 14.

635y (2) The vessel and the drawtender shall monitor the fre-
quency used until the vessel has cleared the draw.

©636) (3) When radiotelephone contact cannot be initiated or
maintained, sound or visual signals under this section shall be
used.

37y §117.17 Signalling for contiguous drawbridges.

©3%) When a vessel must pass two or more drawbridges close
together, the opening signal is given for the first bridge. After
acknowledgment from the first bridge that it will promptly open,
the opening signal is given for the second bridge, and so on until
all bridges that the vessel must pass have been given the opening
signal and have acknowledged that they will open promptly.

639) §117.19 Signalling when two or more vessels are
approaching a drawbridge.

640 When two or more vessels are approaching the same
drawbridge at the same time, or nearly the same time, whether
from the same or opposite directions, each vessel shall signal inde-
pendently for the opening of the draw and the drawtender shall
reply in turn to the signal of each vessel. The drawtender need not
reply to signals by vessels accumulated at the bridge for passage
during a scheduled open period.

w4y §117.21 Signalling for an opened drawbridge.

t642) When a vessel approaches a drawbridge with the draw in
the open position, the vessel shall give the opening signal. If no
acknowledgment is received within 30 seconds, the vessel may
proceed, with caution, through the open draw.

©43) §117.23 Installation of radiotelephones.

644) () When the District Commander deems it necessary for
reasons of safety of navigation, the District Commander may
tequire the installation and operation of a radiotelephone on or
near a drawbridge.

®s5)  (b) The District Commander gives written notice of the
proposed requirement to the bridge owner.

46) (c) All comments the owner wishes to submit shall be
submitted to the District Commander within 30 days of receipt of
the notice under paragraph (b) of this section.

641 (d) If, upon consideration of the comments received, the
District Commander determines that a radiotelephone is neces-
sary, the District Commander notifies the bridge owner that a
radiotelephone shall be installed and gives a reasonable time, not
1o exceed six months, to install the radiotelephone and commence
operation.

©48) §117.24 Radiotelephone installation identification.

649) (a) The Coast Guard authorizes, and the District Com-
mander may require the installation of a sign on drawbridges, on
the upstream and downstream sides, indicating that the bridge is
equipped with and operates a VHF radiotelephone in accordance
with §117.23.

®50)  (b) The sign shall give notice of the radiotelephone and its
calling and working channels—

51 (1) In plain language; or

(652 (2) By asign consisting of the outline of 2 telephone hand-
set with the long axis placed hotizontally and a vertical three-
legged lightning slash superimposed over the handset. The slash
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shall be as long vertically as the handset is wide horizontally and
normally not less than 27 inches and no more than 36 inches long.
The preferred calling channel should be shown in the lower left
quadrant and the preferred working channel should be shown in
the lower right quadrant.

653 §117.31 Operation of draw for emergency situations.

654) (a) When a drawtender is informed by a reliable source
that an emergency vehicle is due to cross the draw, the drawtender
shall take all reasonable measures to have the draw closed at the
time the emergency vehicle arrives at the bridge.

655) (b) When a drawtender receives notice, or a proper signal
as provided in §117.15 of this part, the drawtender shall take all
reasonable measures to have the draw opened. regardless of the
operating schedule of the draw, for passage of the following, pro-
vided this opening does not conflict with local emergency man-
agement procedures which have been approved by the cognizant
Coast Guard Captain of the Port:

s6) (1) Federal, State, and local government vessels used for
public safety;

1657) (2) vessels in distress where a delay would endanger life
or property;

©s58) (3) commercial vessels engaged in rescue or emergency
salvage operations; and

659 (4) vessels seeking sheller from severe weather.

0oy §117.33 Closure of draw for natural disasters or civil
disorders.

661y Drawbridges need not open for the passage of vessels dur-
ing periods of natural disasters or civil disorders declared by the
appropriate authorities unless otherwise provided for in Subpart B
or directed to do so by the District Commander.

662) §117.35 Operations during repair or maintenance.

63) (a) When operation of the draw must deviate from the
regulations in this part for scheduled repair or maintenance work,
the drawbridge owner shall request approval from the District
Commander at least 30 days before the date of the intended
change. The request shall include a brief description of the nature
of the work to be performed and the times and dates of requested
changes. The District Commander’s decision is forwarded to the
applicant within five working days of the receipt of the request. If
the request is denied, the reasons for the denial are forwarded with
the decision.

#64) (b) When the draw is rendered inoperative because of
damage to the structure or when vital, unscheduled repair or main-
tenance work shall be performed without delay, the drawbridge
owner shall immediately notify the District Commander and give
the reasons why the draw is or should be rendered inoperative and
the expected date of completion of the repair or maintenance
work.

#65) (¢) All repair or maintenance work under this section
shall be performed with all due speed in order to return the draw to
operation as soon as possible.

©66) (d) If the operation of the draw will be affected for peri-
ods of less than 60 days, the regulations in this part will not be
amended. Where practicable, the District Commander publishes
notice of temporary deviations from the regulations in this part in
the Federal Register and Local Notices to Mariners. if operation of
the draw is expected to be affected for more than 60 days, the Dis-
trict Commander publishes temporary regulations covering the
Tepair period.

©67) §117.37 Opening or closure of draw for public interest
concerns.

668) (a) For reasons of public health or safety or for public
functions, such as street parades and marine regattas, the District
Commander may authorize the opening or closure of a drawbridge
for a specified period of time.

i669) (b) Requests for opening or closure of a draw shall be
submitted to the District Commander at least 30 days before the
proposed opening or closure and include a brief description of the
proposed event or other reason for the request, the reason why the
opening or closure is required, and the times and dates of the
period the draw is to remain open or closed.

670 (c) Approval by the District Commander depends on the
necessity for the opening or closure. the reasonableness of the
times and dates, and the overall effect on navigation and users of
the bridge.

«671) §117.39 Closure of draw due to infrequent use.

672) Upon written request by the owner or operator of a draw-
bridge, the District Commander may, after notice in the Federal
Register and opportunity for public comment, permit the draw to
be closed and untended due to infrequency of use of the draw by
vessels. The District Commander may condition approval on the
continued maintenance of the operating machinery.

©75 §117.41 Maintenance of draw in fully open position.

1674) The draw may be maintained in the fully open position to
permit the passage of vessels and drawtender service discontinued
if the District Commander is notified in advance. The draw shall
remain in the fully open position until drawtender service is
restored or authorization under §117.39 is given for the draw to
remain closed and untended.

©75) §117.43 Changes in draw operation requirements for
regulatory purposes.

(676) In order to evaluate suggested changes to the drawbridge
operation requirements, the District Commander may authorize
temporary deviations from the regulations in this part for periods
not to exceed 90 days. Notice of these deviations is disseminated
in the Local Notices to Mariners and published in the Federal Reg-
ister.

677 §117.45 Operation during winter in the Great Lakes
area.

678y (a) Theé Commander, Ninth Coast Guard District, may
determine that drawbridges located in the Ninth Coast Guard Dis-
trict need not open during the winter season when general naviga-
tion is curtailed, unless a request to open the draw is given at least
12 hours before the time of the intended passage.

79 (b) Notice of these determinations is disseminated in
Local Notices to Mariners and other appropriate media. Notices
indicate—

©80) (1) The name and location of the bridge affected;

&) (2) The period of time covered; and

©82) (3) The telephone number and address of the party to
whom requests for openings are given.

©83) §117.47 Clearance gages.

684y (a) Clearance gages are required for drawbridges across
navigable waters of the United States discharging into the Atlantic
Ocean south of Delaware Bay (including the Lewes and Rehoboth
Canal, DE) or into the Gulf of Mexico (including coastal water-
ways contiguous thereto and tributaries to such waterways and the
Lower Atchafalaya River, LA), except the Mississippi River and
its tributaries and outlets.

8s) (b) Except for provisions in this part which specify other-
wise for particular drawbridges, clearance gauges shall be
designed, installed, and maintained according to the provisions of
33 CFR 118.160 (not carried in this Coast Pilot).
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686, Note.~Clearance gage requirements, if any, for draw-
bridges other than those referred to in this section are listed in
Subpart B under the appropriate bridge.

s7:  §117.49 Process of violations.

(688) (a) Complaints of alleged violations under this part are
submitted to the District Commander of the Coast Guard District
in which the drawbridge is located.

w89) (b) Penaities for violations under this part are assessed
and collected under Subpart 1.07 of Part 1 of this chapter (not pub-
lished in this Coast Pilot; see 33 CFR 1.07).

Subpart B-Specific Requirements

690y §117.51 Purpose.

(691) ‘This subpart prescribes specific requirements relating to
the operation of certain drawbridges.

692y Note.—The drawbridges under this subpart are listed by the
waterway they cross and by the state in which they are located.
Waterways are arranged alphabetically by state. The drawbridges
listed under a waterway are generally arranged in order from the
mouth of the waterway moving upstream. The drawbridges on the
Atlantic Intracoastal Waterway are listed from north to south and
on the Gulf Intracoastal Waterway from east to west.

693) §117.53 Applicability.

695 (a) The requirements in this subpart apply to the bridges
listed and are in addition to, or vary from, the general require-
ments in Subpart A.

695) (b) A requirement in this subpart which varies from a
general requirement in Subpart A supersedes the general require-
ment.

696) (c) All other general requirements in Subpart A not at
variance apply to the bridges listed in this subpart.

97 (d) The draws of a number of the bridges listed in this
subpart need not open for the passage of vessels during certain
periods, however, this does not preclude the bridge owner from
directing the drawiender to open the draw during these periods.

098) §117.55 Posting of requirements.

¢99) {(a) The owner of each drawbridge under this subpart,
other than removable span bridges, shall ensure that a sign sum-
marizing the requirements in this subpart applicable to the bridge
is posted both upstream and downstream of the bridge. The
requirements to be posted need not include those in Subpart A or
§§117.51 through 117.99.

(1000 (b} The signs shall be of sufficient size and so located as
to be easily read at any time from an approaching vessel.

on  {c) If advance notice is required to open the draw, the
signs shall also state the name, address, and telephone number of
the person to be notified.

70 §117.57 Advance notice.

103y Owners and tenders of drawbridges requiring advance
notice to open shall use all reasonable means to open the draw at
the requested time and give due regard to the possibility that a
brief delay may be experienced by the vessel giving the advance
notice.

o4y §117.59 Special requirements due to hazards.

705y For the duration of occurrences hazardous to safety or
navigation, such as floods, freshets, and damage to the bridge or
fender system, the District Commander may require the owner of
an operational drawbridge listed in this subpart to have the bridge
attended full time and open on signal.

06y ALABAMA

aony  §117.101 Alabama River.

(108) (a) The draw of the Burlington Northem railroad bndge,
mile 105.3 at Coy, shall open on signal if at least 48 hours notice is
given.

(709 {b) The draw of the Illinois Central Guif railroad bridge,
mile 277 near Montgomery, shall open on signal if at least 24
hours nofice is given. '

710) {c) The draw of the US 31 and 82 bridge, mile 278.2 near
Montgomery, shall open on signal if at least 24 hours notice is
given.

i1y (d) The draw of the Seaboard System Railroad bridge,
mile 293.3 near Montgomery, shall open on signal if at least 24
hours notice is given.

12)  §117.103 Bayou La Batre.

(713 The draw of the S188 bridge, mile 2.3 at Bayou LaBatre,
shall open on signal; except that, the draw need not be opened
from 8 p.m. to 4 a.m., and from September 15 through June 15
from 7:00 to 8:00 a.m. and 2:15 to 3:30 p.m. Monday through Fri-
day except holidays.

714y  §117.105 Bayou Sara.

(715)  The draw of the Seaboard System Ratilroad bridge, mile
0.1 near Saraland, shall open on signal; except that, from 6 p.m. to
10 a.m. the draw shall open on signal if at least eight hours notice
is given. During periods of severe storms or hurricanes, from the
time the National Weather Service sounds an “alert” for the area
until the “all clear” is sounded, the draw shall open on signal.

7i6)  §117.107 Chattahoochee River.

@717y The draws of the Seaboard System Railroad bridge, mile
117.1 near Omaha, GA, shall open on signal if at least six hours
notice 18 given.

(7118 Note.~Opening requests can be made by collect telephone
call to 904-359-1951.

719y §117.113 Tensaw River.

7120y The draw of the Seaboard System Railroad bridge, mile
15.0 at Hurricane, shall open on signal; except that, from 5 p.m. to
9 a.m., the draw shall open on signal if at least eight hours notice
is given. During periods of severe storms or hurricanes, from the
time the National Weather Service sounds an “alert” for the area
until the “all clear” is sounded, the draw shall open on signal.

721y §117.115 Three Mile Creek.

122y (a) The draw of the US 43 bridge, mile 1.0 at Mobile,
need not be opened from 7 a.m. to 9 a.m. and from 4:30 p.m. to
6:30 p.m. daily. At all other times, the draw shall open on signal if
at least 12 hours notice is given.

(123 (b) The draw of the Southern Railway bridge, mile 1.1 at
Mobile, shall open on signal if at least five days notice is given.

124y  ARKANSAS

(25 §117.135 Red River.

(126) (@) The draws of the bridges from mile 66.0 through mile
283.1 shall open on signal if at least 48 hours notice is given. The
drqws of any of these bridges need not be opened for a vessel that
arrives later than two hours after the time specified in the notice,
unless a second notice of at least 48 hours is given.

a1 (b) The draws of the bridges above mile 283.1 need not
be opened for the passage of vessels.

728) FLORIDA

(729) §117.265 Bayou Chico.

(730) The draw of the highway bridge, mile 0.3 at Pensacola,
shall open on signal at any time for the passage of commercial
vessels. The draw shall open at any time for the passage of plea-
sure vessels; except that, from 6 a.m. to 8 am, 11 am. to 1 p.m.,
and 3 p.m. to 6 p.m. Monday through Friday except holidays, the
draw need be opened only on the hour and half hour or when five
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or more pleasure vessels are waiting to pass or in emergencies or
severe storms. When the draw is open for commercial vessels dur-
ing these restricted periods, accumulated pleasure vessels shall be
passed.

731 §117.267 Big Carlos Pass.

732y The draw of the SR865 bridge, mile 0.0 between Estero
Island and Black Island, shall open on signal; except that, the draw
need not be opened from 7 p.m. to 8 a.m.

733y §117.271 Blackwater River.

(734) (a) The draw of the Seaboard System Railroad bridge,
mile 2.8 at Milton, shall open on signal; except that, from 8§ p.m. to
4 a.m., the draw shall open on signal if at least eight hours notice
is given.

(7135) Note.—~Opening requests can be made by collect telephone
call to 904-434-3183.

736y §117.277 Clearwater Pass.

737y (a) The draw of the SR699 bridge shall open on signal
except as provided below.

(738) (b) From 11 a.m. to 6 p.m. on Saturdays, Sundays, and
federal holidays the draw need open only on the hour, quarter
hour, half hour, and three quarter hour. Public vessels of the
United States, tugs with tows, and vessels in distress shall be
passed at any time.

739 (¢) Notwithstanding the provisions of paragraph (b), the
draw shall open on signal whenever a National Weather Service
small-craft advisory or warning for winds of greater force is in
effect.

(140) (d) From 11 p.m. to 7 a.m. a delay of up to 10 minutes may
be expected unless the drawtender has been contacted by tele-
phone or radiotelephone.

741y §117.279 Coffeepot Bayou.

7142y The draw of the Snell Isle Boulevard bridge, mile 0.4 at
St. Petersburg, need not be opened for the passage of vessels.

(743 §117.287 Gulf Intracoastal Waterway, Caloosahatchee
River to Perdido River.

(7a4) (a) Public vessels of the United States, tugs with tows,
and vessels in distress shall be passed through the draw of each
bridge listed in this section at any time.

(145) (a-1) The draw of the Gasparilla Island Causeway draw-
bridge, mile 34.3, at Placida shall open on signal; except that from
January 1 to May 31, from 10 am. to 5 p.m., the draw need open
only on the hour, quarter hour, half hour and three quarter hour.

(146) (a-2) The draw of the Venice Avenue bridge, mile 56.6 at
Venice, shall open on signal, except that from 7 a.m. to 4:30 p.m.,
Monday through Friday except Federal holidays, the draw need
open only at 10 minutes after the hour, 30 minutes after the hour
and 50 minutes after the hour and except between 4:35 p.m. and
5:35 p.m. when the draw need not open.

747 (b) The draw of the Hatchett Creek (US-41) bridge, mile
56.9 at Venice, shall open on signal, except that, from 7 a.m. to
4:20 p.m., Monday through Friday except Federal holidays, the
draw need open only on the hour, 20 minutes after the hour, and 40
minutes after the hour and except between 4:25 p.m. and 5:25 p.m.
when the draw need not open. On Saturdays, Sundays, and Federal
holidays from 7:30 a.m. to 6 p.m. the draw need open only on the
hour, quarter-hour, half-hour, and three quarter-hour.

(48) (b-1) The draw of the Siesta Key bridge, mile 71.6 at Sara-
sota, shall open on signal, except that, from 1 a.m. to 6 p.m. daily,
the draw need open only on the hour, 20 minutes past the hour, and
40 minutes past the hour.

(7149)  (¢) The draw of the Ringling Causeway (SR780) bridge,
mile 73.6, shall open on signal; except that, from 7 a.m. to 6 p.m.,
the draw need open only on the hour and half hour.

(750) (d)(1) The draw of the Cortez (SR 684) bridge, mile 87.4,
shall open on signal; except that from 7 a.m. to 6 p.m., the draw
need open only on the hour, twenty minutes past the hour and forty
minutes past the hour.

151y (d)(2) The draw of the Anna Maria (SR 64) bridge, mile
89.2, shall open on signal; except that from 7 a.m. to 6 p.m., the
draw need open only on the hour, twenty minutes past the hour
and forty minutes past the hour.

152y  (d)(3) The draw of the Pinellas Bayway, Structure “E”
(SR 679) bridge, mile 113, at St. Petersburg Beach, shall open on
signal; except that from 9 a.m. to 7 p.m. the draw need open only
on the hour, 20 minutes past the hour and 40 minutes past the hour.

(153) (e) The draw of the Pinellas Bayway, Structure “C”
bridge, mile 114, at St. Petersburg Beach shall open on signal;
except that from 7 a.m. to 7 p.m., the draw need open only on the
hour, twenty minutes past the hour, and forty minutes past the
hour.

754y (f) The draw of the Corey Causeway (SR693) bridge,
mile 117.7 at South Pasadena, shall open on signal; except that,
from 8 a.m. to 7 p.m. Monday through Friday, and 10 a.m. to 7
p.m. Saturdays, Sundays, and Federal holidays, the draw need be
opened only on the hour, 20 minutes after the hour, and 40 minutes
after the hour.

155y (g) The draw of the Treasure Island Causeway bridge,
mile 119.0, shall open on signal, except that from 7 am. to 7 p.m.
the draw need open only on the hour, quarter hour, half hour and
three quarter hour. From 11 p.m. to 7 a.m. the draw shall open on
signal if at least 10 minutes advance notice is given.

(15¢) (h) The draw of the Welch Causeway (SR699) bridge,
mile 122.8 at Madiera Beach, shall open on signal; except that,
from 9:30 a.m. to 6 p.m. on Saturdays, Sundays, and Federal holi-
days, the draw need be opened only on the hour, 20 minutes after
the hour, and 40 minutes after the hour.

as7 (i) The draw of the Belleair Causeway bridge, mile 131.8
at Clearwater, shall open on signal; except that, from 12 noon to 6
p.m., on Saturdays, Sundays, and holidays, the draw need be
opened only on the hour, quarter hour, half hour, and three-quarter
hour.

58 (j) The draw of the Memorial Clearwater Causeway
(SR60) bridge, mile 136.0 at Clearwater, shall open on signal;
except that, from 9 a.m. to 6 p.m., the draw need be opened only
on the hour, 20 minutes past the hour, and 40 minutes past the
hour. From 2 p.m. to 6 p.m. Saturdays, Sundays, and Federal holi-
days, the draw need be opened only on the hour and half hour.

(759 §117.291 Hilisborough River.

(s0) (a) The draws of the bridges at Platt Street, mile 0.0;
Brorein Street, mile 0.16;, Kennedy Boulevard, mile 0.4; Cass
Street, mile 0.7; Laurel Street, mile 1.0; West Columbus Drive,
mile 2.3; and West Hillsborough Avenue, mile 4.8; shall open on
signal if at least two hours notice is given; except that, the draws
shall open on signal as soon as possible after a request by a public
vessel of the United States, a vessel owned or operated by the
State, county or local government and used for public safety pur-
poses, or a vessel in distress.

@61y (b) The draw of the Seaboard System Railroad bridge,
mile 0.7, shall open on signal from 4 p.m. to 12 midnight Monday
through Friday. At all other times, the draw shall be maintained in
the fully open position.

as2) §117.297 Little Manatee River.
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(763) The draw of the Seaboard System Railroad bridge, mile
2.4 at Ruskin, shall open on signal if at least three hours notice is
given.

764y §117.299 Longboat Pass.

(765) The draw of the SR789 bridge, mile 0.0 between Longboat
Key and Anna Maria Key, shall open on signal; except that, from 6
p.m. to 6 a.m., the draw shall open on signal if at least three hours
notice is given.

(766) §117.303 Matlacha Pass.

761y The draw of the SR78 bridge, mile 6.0 at Fort Myers, shall
open on signal from 8 a.m. to 10 a.m. and from 3 p.m. to 7 p.m.
Monday through Saturday. On Sundays the draw shall open on
signal from 7 a.m. to 10 a.m. and from 3 p.m. to 7 p.m. At all
other times, the draw need not be opened for the passage of ves-
sels.

768) §117.311 New Pass.

769y The draw of the State Road 789 bridge, mile 0.0, at Sara-
sota, shall open on signal; except that, from 7 a.m. to 6 p.m., the
draw need open only on the hour, twenty minutes past the hour
and forty minutes past the hour. Public vessels of the United
States, tugs with tows, and vessels in a situation where a delay
would endanger life or property shall, upon proper signal, be
passed at any time.

10 §117.317 Okeechobee Waterway.

(171y  (a) through (i) not in this Coast Pilot.

(1122 (j) Sanibel Causeway bridge, mile 151 at Punta Rassa.
The draw shall open on signal; except that, from 11 a.m. to 6 p.m.,
the draw need open only on the hour, quarter hour, half hour, and
three quarter hour. From 10 p.m. to 6 a.m. the draw will open on
signal if at least a five minute advance notice is given. Exempt
vessels shall be passed at any time.

(13 §117.323 Outer Clam Bay.

774y  The draw of the Clam Bay Boardwalk shall open on signal
between 9 am. and 5 p.m., if at least one-hour advance notice is
given. Between 5 p.m. and 9 a.m., the draw will be left in the open
position.

(775 §117.327 St. Marks River.

776y The draw of the U.S. 98 - SR30 bridge, mile 9.0 at New-
port, need not be opened for the passage of vessels.

(77 §117.333 Suwannee River.

(778) The draw of the Seaboard System Railroad bridge, mile
35.0 at Old Town, shall open on signal if at least five days notice is
given.

(179 §117.341 Whitcomb Bayou.

180y The draw of the Beckett Bridge. mile 0.5, at Tarpon
Springs, Florida shall open on signal if at least two hours notice is
given.

a8y  GEORGIA

7182) §117.359 Chattahoochee River.

(783 See §117.107, Chattahoochee River, listed under Ala-
bama.

84 §117.361 Flint River.

185y The draws of the Seaboard System Railroad bridges, miles
28.0 and 28.7, both at Bainbridge, shall open on signal if at least
15 days notice is given.

186y LOUISIANA

787 §117.422 Amite River.

(788) (a) The draw of the S22 bridge, mile 6.0 at Clio, shall
open on signal if at least four hours notice is given.

(789 (b) The draws of the S16 bridge, mile 21.4 near French
Settlement, and the $42 bridge, mile 32.0 at Port Vincent, shall
open on signal if at least 48 hours notice is given.

790y §117.423 Atchafalaya River.

(1) The draw of the Kansas City Southern Railway Bridge,
mile 133.1 (mile 5.0 on N.QO.S. Chart) above the mouth of the
waterway, at Simmesport, shall open on signal if at least three
hours advance notice is given.

(192) §117.424 Belle River )

(793) The draw of the S70 bridge, mile 23.8 (Landside Route)
near Belle River, shall open on signal; except that, from 10 p.m. to
6 a.m., the draw shall open on signal if at least four hours notice 1s
given. During the advance notice period, the draw shall open on
less than four hours notice for an emergency and shall open on
demand should a temporary surge in waterway traffic occur.

(794) Note.—Opening requests can be made by collect telephone
call to 504-925-8541.

(195) §117.425 Bayou Black.

(196) The draws of the Terrebonne Parish Police Jury bridges,
miles 7.5, 15.0, 18.7 and 22.5, between Gibson and Houma, shall
open on signal if at least 24 hours notice is given. The draw of the
US90 bridge, mile 7.0 near Gibson, need not be opened for the
passage of vessels.

(791 §117.429 Bayou Boeuf.

(798) The draw of the S307 bridge, mile 1.3 at Kraemer, shall
open on signal; except that, from 9 p.m. to 5 a.m., the draw shall
open on signal if at least 12 hours notice is given.

(199 §117.433 Bonfouca Bayou.

800) The draw of the $433 bridge, mile 7.0 at Slidell, shall
open on signal; except that, from 9 p.m. to 5 a.m. the draw shall
open on signal if at least 12 hours notice is given. From 6 a.m. to 9
a.m. and from 3 p.m. to 6 p.m., Monday through Friday except
Federal Holidays, the draw need open only on the hour and half-
hour.

o1y §117.436 Carlin Bayou.

(802 The draw of the S14 bridge, mile 6.4 at Delcambre, shall
open on signal; except that, from 9 p.m. to 5 a.m. the draw shall
open on signal if at least four hours notice is given. The draw shall
open on less than four hours notice for an emergency and shall
open on demand should a temporary surge in waterway traffic
occur.

803  §117.437 Colyell Bayou.

04) The removable span of the Louisiana highway bridge,
mile 1.0 near Port Vincent, shall be removed for the passage of
vessels if at least 48 hours notice is given.

{805) $117.438 Company Canal.

®06) (a) The draw of the S1 bridge, mile 0.4 at Lockport, shall
open on signal; except that, from 6 p.m. to 10 a.m. the draw shall
open on sigpal if at least four hours notice is given. During the
advance notice period, the draw shall open on less than four hours
notice for an emergency and shall open on demand should a tem-
porary surge in waterway traffic occur.

. 5;18101; 31;1;};.3—:;0;:8;% requests can be made by collect telephone
. - at any time, or to 504-851-0900 during nor-
mal business hours.

®08) (b) The draw of the S24 bridge, mile 8.1 at Bourg, shall
open on signal; except that, from 10 p.m. to0 6 a.m. the draw shall
:dpen on mgpal if at least four hours notice is given. During the

vance notice period, the draw shall open on less than four hours
notice for ah emergency and shall open on demand should a tem-
porary surge in waterway traffic occur.

®09) §117.439 Des Allemands Bayou.

#10) (a) The draw of the S63] bridge, mile 13.9 at Des Alle-
mands, shall open on signal if at least four hours notice s given.
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@1 (b) The draw of the Southern Pacific Railroad bridge,
mile 14.0, shall open on signal Monday through Friday from 7
am. to 3 p.m. Atall other times the draw shall open on signal if at
least 4 hours notice is given.

_ 12 §117.441 Bayou D’Inde.

813)  The draw of the Southern Pacific railroad bridge, mile 4.3,
shall open on signal if at least 72 hours notice is given to the
Defense Plant Corporation, Cities Service Refining Corporation
Agent.

(814) §117.443 Bayou Du Large.

(815) The draw of the Terrebonne Parish bridge, mile 23.2, near
Theriot, shall open on signal; except that, from 9 p.m. to 5 a.m.,
the draw shall open on signal if at least 12 hours notice is given.

816) Note.~Opening requests can be made by collect telephone
call to 504-925-8541.

817) §117.445 Franklin Canal.

818) The draw of the Chatsworth bridge, mile 4.8 at Franklin,
shall open on signal from 5 a.m. to 9 p.m. From October 1 through
January 31 from 9 p.m to 5 a.m., the draw shall be opened on sig-
nal if at least three hours notice is given. From February 1 through
September 30 from 9 p.m. to 5 a.m., the draw shali open on signal
if at least 12 hours notice is given.

®19 §117.447 Grand Cabahanosse Bayou.

820y The draw of the S70 bridge, mile 7.6 near Paincourtville,
shall open on signal if at least 24 hours is given.

@®21) §117.449 Grosse Tete Bayou.

(8220 (a) The draw of the Texas and Pacific railroad bridge,
mile 14.7 at Grosse Tete, need not be opened for the passage of
vessels.

®823) (b) The removable span of the S377 bridge, mile 15.3
near Rosedale, shall be removed for the passage of vessels if at
least 48 hours notice is given.

(824) §117.451 Gulf Intracoastal Waterway.

(825) (a) The draw of the Lapalco Boulevard Bridge, Harvey
Canal Route, mile 2.8 at Harvey, shall open on signal; except that,
from 6:30 a.m. to 8:30 a.m. and from 3:45 p.m. to 5:45 p.m. Mon-
day through Friday except holidays, the draw need not be opened
for the passage of vessels.

26) (b) (b) The draw of the S23 bridge, Algiers Alternate
Route, mile 3.8 at Belle Chasse, shall open on signal; except that
from 6 a.m. to 8:30 a.m. and from 3:30 p.m. to 5.30 p.m. Monday
through Friday except Federal holidays, the draw need not be
opened for the passage of vessels.

827y (c) The draws of the East Main Street bridge, mile 57.5,
and the East Park Avenue bridge, mile 57.6, at Houma, shall open
on signal; except that, the draws need not be opened for the pas-
sage of vessels Monday through Friday except holidays from 7
a.m. to 8:30 a.m. and from 4:30 p.m. to 6 p.m.

328y (d) The draw of the Bayou Dularge bridge, mile 59.9, at
Houma, shall open on signal; except that, the draw need not be
opened for the passage of vessels Monday through Friday except
holidays from 6:45 a.m. to 8:30 a.m. and from 4:30 p.m. to 6 p.m.

329) (e) The draw of SR 319 (Louisiana) bridge across the
Gulf Intracoastal Waterway, mile 134.0 near Cypremort, shall
open on signal; except that from 15 August to S June, the draw
need not be opened from 6:55 to 7:10 a.m. and from 3:50 to 4:05
p-m. Monday through Friday except bolidays.

300 (f) The draw of the Louisiana highway bridge, mile
243.8 west of Harvey Canal Locks, shall open on signal when
more than 50 feet vertical clearance is required, if at least four
hours notice is given to the Louisiana Department of Highways,
District Maintenance Engineer, at Lake Charles.

#31) §117.453 Houma Canal

#32) The draw of the US90 bridge, mile 1.7 at Houma, shall
open on signal if at least four hours notice is given.

833 Note.~Opening requests can be made by collect telephone
call to 318-233-7404 at any time, or to 504-851-0900 during nor-
mal business hours.

834)  §117.455 Houma Navigation Canal,

835y The draw of the bridge across the Houma Navigation
Canal at 8661, mile 36.0 at Houma, shall open on signal, except
that the draw need not be opened for the passage of vessels Mon-
day through Friday except holidays from 7 a.m. to 8:30 a.m. and
4:30 p.m. to 6 p.m.

836y §117.457 Houston River.

837 The draw of the Kansas City Southern Railroad bridge,
mile 5.2 near Lake Charles, shall open on signal if at least 24
hours notice is given.

838) §117.458 Inner Harbor Navigation Canal, New
Orleans.

839) (a) The draw of the US90 (Danziger) bridge, mile 3.1,
shall open on signal; except that, from 8 p.m. to 7 am. the draw
shall open on signal if at least four hours notice is given, and the
draw need not be opened from 7 a.m. to 8:30 a.m. and 5 p.m. to
6:30 p.m. Monday through Friday.

#840) (b) The draw of the Leon C. Simon Blvd. (Seabrook)
bridge, mile 4.6, shall open on signal; except that, from 7 a.m. to
8:30 a.m. and 5 p.m. to 6:30 p.m. Monday through Friday, the
draw need not be opened.

341)  §117.459 Kelso Bayou (Black Lake Bayou)

@42y The draw of the $27 bridge, mile 0.7 at Hackberry. shall
open on signal; except that, during the non-shrimping season of 22
December to a date around 25 May, as set by the state yearly, the
draw shall open on signal if at least four hours notice is given.

#43) Note.—Opening requests can be made by collect telephone
call to 318-439-2406.

(s4) §117.460 La Carpe Bayou.

(845) The draw of the 5661 bridge, mile 7.5, shall open on sig-
nal if at least four hours advance notice is given: except that, the
draw need not be opened for the passage of vessels Monday
through Friday except holidays from 7 a.m. to 8:30 a.m. and 4:30
p.m. to 6 p.m.

846) §117.461 Bayou Lacassine.

847 The draws of the S14 bridge, mile 17.0, and the Southem
Pacific railroad bridge, mile 20.4, both near Hayes, shall open on
signal if at least 24 hours notice is given.

(343 §117.463 Bayou Lacombe.

(849) The draw of the US 190 bridge, mile 6.8 at Lacombe, shall
open on signal if at least 48 hours notice is given.

@50y §117.465 Lafourche Bayou.

@s51) (@) The draws of the SR1 bridge, mile 30.6 and the SR1
bridge, mile 33.9, both near Cutoff, shall open on signal; except
that, from 2 p.m. to 3 p.m. and from 4:30 p.m. to 5:30 p.m. Mon-
day through Friday except Federal holidays, the draws need not be
opened for the passage of vessels.

(852) (b) The draws of the S3220 bridge, mile 49.2 near Lock-
port, and the S655 bridge, mile 50.8 at Lockport, shall open on
signal; except that, from 6 p.m. to 10 a.m. the draws shall open on
signal if at least four hours notice is given. During the advance
notice period, the draws shall open on less than four hours notice
for an emergency and shall open on demand should a temporary
surge in waterway traffic occur.

53) (c) The draw of the 8364 bridge, mile 54.2 at Mathews,
shall open on signal if at least four hours notice is given. During
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the advance notice period, the draw shall open on less than four
hours notice for an emergency and shall open on demand should a
temporary surge in waterway traffic occur.

859 Note.—Opening requests for the bridges in paragraphs (a)
and (b) can be made by collect telephone call to 318-233-7404 at
any time, or to 504-851-0900 during normal business hours.

855 (d) The draws of the S3199 bridge, mile 58.2, and the
Lafourche Parish bridge, mile 58.7, both at Raceland, shall open
on signal if at least six hours notice is given.

i8s6) (e) The draws of the $S649 bridge, mile 66.1, and the new
5649 bridge, mile 66.6, shall open on signal if at least forty-eight
hours notice is given. :

8sn (f) The draws of the Southern Pacific railroad bridge,
mile 69.0 at Lafourche, and all bridges upstream of the Southern
Pacific railroad bridge need not be opened for the passage of ves-
sels.

858y §117.467 Lake Pontchartrain.

859 (a) The south draw of the S11 bridge near New Orleans
shall open on signal if at least 48 hours notice is given. In case of
emergency, the draw shall open within 12 hours and shall be kept
in condition for immediate operation until the emergency is over.

860y (b) The draws of the Greater New Orleans Expressway
Commission causeway, north bascule spans, shall open on signal
if at least three hours notice is given.

861y §117.469 Bayou Liberty.

862y The draw of the S433 bridge, mile 2.0 at Slidell, shall
open on signal; except that, from 9 p.m. to 5 a.m., the draw shall
open on signal if at least 12 hours notice is given.

863) $117.471 Little Black Bayou.

864y The draw of the Southern Pacific railroad bridge, mile 1.3
at Southdown, need not be opened for the passage of vessels.

(865 §117.475 Bayou Petit Caillou.

866) (a) The draws of the S58 bridge, mile 25.7 at Sarah, the
Terrebonne Parish (Smith Ridge) bridge, mile 26.6 near Montegut,
shall open on signal; except that, from 9 p.m. to § a.m., the draws
shall open on signal if at feast 12 hours notice is given.

867) (b) The draws of the Terrebonne Parish (DuPlantis)
bridge, mile 29.9 near Bourg, and the S24 bridge, mile 33.7 at
Presquille, shall open on signal if at least four hours notice is
given. The draws shall open on less than four hours notice for an
emergency, and shall open on signal should a temporary surge in
waterway traffic occur.

868) Note.—Opening requests for the Presqville bridge can be
made by collect telephone call to 318-233-7404 at any time, or to
504-851-0900 during normal business hours. Opening requests for
the DuPlantis bridge can be made by telephone call to 504-873-
6734 during business hours and 504-868-3000 at other times.

869 §117.477 Lower Atchafalaya River.

8700 The draw of the St. Mary Parish bridge, mile 26.8 at
Patterson, shall open on signal from 5 a.m. to 9 p.m. From October
1 through January 31 from 9 p.m. to 5 a.m., the draw shall open on
signal if at least three hours notice is given. From February 1
through September 30 from 9 p.m. to 5 a.m., the draw shall open
on signal if at least 12 hours notice is given.

@71 §117.478 Lower Grand River.

@72y (a) The draw of the LA 75 bridge, mile 38.4 (Alternate
Route) at Bayou Sorrel, shall open on signal; except that, from
about August 15 to about June 5 (the school year), the draw need
not be opened from 6 a.m. to 7:30 a.m. and from 3 p.m. to 4:30
p-m., Monday through Friday except holidays. The draw shall
open on signal at any time for an emergency aboard a vessel.
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«73) (b) The draw of the LA 77 bridge, mile 47.0 (Alternate
Route) at Grosse Tete, shall open on signal; except that, from
about August 15 to about June 5 (the school year), the draw need
not be opened from 6 a.m. to 7:30 am. and from 2:30 p.m. to 4
p.m., Monday through Friday except holidays. The draw shall
open on signal at any time for an emergency aboard a vessel. ,

#7149y (c) The draw of the S997 bridge, mile 41.5 (Landside
Route) at Pigeon, shall open on signal; except that, from 10 p.m.
10 6 a.m., the draw shall open on signal if at least four hours notice
is given. During the advanced notice period, the draw shall open
on less than four hours notice for an emergency and shall open on
demand should a temporary surge in waterway traffic occur.

(875)  §117.480 Mermentau River.

876 The draw of the S82 bridge, mile 7.1 at Grand Chenier,
shall open on signal; except that, from 6 p.m. to 6 a.m. the draw
shall open on signal if at least 4 hours notice is given. During the
advance notice period, the draw will open on less than 4 hours
notice for an emergency and will open on demand should a tempo-
rary surge in waterway traffic occur.

®77)  §117.481 Milhomme Bayou.

(878) 'The draw of the St. Martin Parish bridge, mile 12.0 (Land-
side Route) at Stephensville, shall open on signal; except that,
from 10 p.m. to 6 a.m. the draw shall open on signal if at least two
hours notice is given. During the advance notice period, the draw
shall open on less than two hours notice for an emergency and
shall open on demand should a temporary surge in waterway traf-
fic occur.

879)  Note.—Opening requests can be made by collect telephone
call to 504-384-3103.

830) §117.482 Bayou Nezpique.

881y The draw of the S97 bridge, mile 7.0 near Jennings, shall
open on signal if at least 48 hours notice is given.

882) §117.484 Pass Manchac.

®83) The draw of the Illinois Central Railroad automated
bridge, mile 6.7, at Manchac, operates as follows:

@84) (a) The draw is not constantly manned and the bridge will
normally be maintained in the open position, providing 56 feet
vertical clearance above mean high tide to the raised tip of the
bascule span for one-half the channel, and unlimited vertical clear-
ance for the other half.

#85) (b) Railroad track circuits will detect an approaching train
and initiate bridge closing warning broadcasts over marine radio
and over the Public Address (PA) system six (6) minutes in
advance of the train’s arrival. Navigation channel warning lights
will be lit, and photoelectric (infrared) boat detectors will monitor
the waterway beneath the bridge for the presence of vessels. The
waterway approaches to the bridge will be monitor by closed cir-
cuit TV (CCTV) cameras.

(836) (c) Activation of the warning broadcasts also activates a
marine radio monitor in the Mays Yard (New Orleans switch
yard). The yardmaster will continuously monitor marine radio
broadcasts on the normal and emergency marine radio channels
throughout the wamning period and at all times the bridge is closed.
The yardmaster will communicate with Waterway users via the
marine radio, if necessary.

@87 (d) At the end of warning period, if no vessels have been
detected by the boat detectors, and no interruptions have been per-
formed by the yardmaster based on his monitoring of the marine
:ﬁl‘; ;:lietl;CCTV the bridge lowering sequence will automati-

@88) (e) Upon passage of the train, the bridge will automati-
cally open. Railroad track circuits will initiate the automatic
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bridge opening and closing sequences. (Estimated duration that
the bridge will remain closed for passage of rail traffic is 10 to 12
minutes.) The bridge will also be manually operable from two
locked trackside control locations (key releases) on the approach
.spans, one on each side of the movable span.

889 (f) The yardmaster will be provided with a remote
EMERGENCY STOP button which, if pressed, will stop the
bridge operation, interrupt the lowering sequence, and immedi-
ately return the bridge to the open position. The yardmaster will
utilize this control feature in the event a vessel operator issues an
urgent radio call to keep the waterway open for immediate passage
of the vessel.

890 §117.485 Patout Bayou

891y The draw of the S83 bridge, mile 0.4 near Weeks, shall
open on signal if at least four hours notice is given.

#92) §117.486 Pierre Pass.

893) The draw of the S70 bridge, mile 1.0 at Pierre Part, shall
open on signal; except that, from 10 p.m. to 6 a.m., the draw shall
open on signal if at least four hours notice is given. During the
advance notice period, the draw shall open on less than four hours
notice for an emergency and shall open on demand should a tem-
porary surge in waterway traffic occur.

(894) Note.—Opening requests can be made by collect telephone
call to 504-925-8541.

895) §117.487 Bayou Plagquemine.

8%) (a) The draw of the $3066 (Spur) bridge, mile 6.5 at
Indian Village, shall open on signal if at least four hours notice is
given.

(897) (b) The draws of the Texas and Pacific railroad bridge,
mile 10.5 at Plaquemine, and the S1 bridge, mile 10.5 at Plaquem-
ine, need not be opened for the passage of vessels.

(898) §117.488 Pearl River.

(899) (a) The draw of the railroad bridge, mile 1.0 near English
Lookout, shall open on signal; except that, from 9 p.m. to 5 am.
the draw shall open on signal if at least four hours notice is given.

900) (b) The draw of the US 90 highway bridge, mile 8.8 near
Pearlington, shall open on signal; except that, from 7 p.m. to 7
a.m. the draw shall open on signal if at least four hours notice is
given.

901y §117.489 Bayou Plaguemine Brule.

902y (a) The draw of the Southern Pacific railroad bridge, mile
5.1 near Midland, shall open on signal if at least 24 hours notice is
given.

903 (b) The draw of the $91 bridge, mile 8.0 at Estherwood,
shall open on signal from 5 a.m. to 9 p.m. if at least four hours
notice is given. From 9 p.m. to 5 a.m., the draw shall open on sig-
nal if at least 12 hours notice is given.

©04) §117.491 Red River.

905) (a) The draws of the following bridges shall be opened on
signal if at least eight hours notice is given:

©06) (1) S107 bridge, mile 59.5, at Moncla

©o7  (2) $28 (Fulton Street) bridge, mile 88.1, at Alexandria

908) (3) Union Pacific Railroad bridge, mile 90.1, at Alexan-
dria

©509) (4) S8 bridge, mile 105.8, at Boyce

©10) (b) The Kansas City Southern Railroad bridge, mile 88.0,
at Alexandria shall open on signal if at least eight hours notice is
given; except that, for openings on Saturday or Sunday and Mon-
day if it is a federal holiday, notice must be given for an opening
of the draw by 4 p.m. on Friday; and in the event a federal holiday
falls during a weekday other than Monday, notice must be given
by 4 p.m. the day prior to that holiday. '

911y (¢) The draw of the US 165 (Jackson St.) bridge, mile
88.6, at Alexandria, shall open on signal if at least eight hours
notice is given; except that, from 7 a.m. to 9 a.m. and from 4 p.m.
to 6 p.m. the draw need not be opened Monday through Friday
except holidays.

©912) (d) The draws of the bridges above mile 105.8 through
mile 234.4 shall open on signal if at least 48 hours notice is given.

©13) (e) The draws of the bridges above mile 234.4 to mile 276
need not be opened for passage of vessels.

©14) (f) When a vessel which has given notice fails to arrive at
the time specified in the notice, the drawtender shall remain on
duty for up to two additional hours to open the draw if that vessel
appears. After that time, a new notice of the appropriate length of
time is required.

915 §117.493 Sabine River.

©16) (a) The draws of the Southern Pacific railroad bridge,
mile 19.3 near Echo and the Kansas City Southern railroad bridge,
mile 36.2 near Ruliff, shall open on signal if at least 24 hours
notice is given.

@17y (b) The draw of the S12 bridge, mile 40.8 at Starks, need
not be opened for passage of vessels.

©@18) §117.494 Schooner Bayou Canal.

919 The draw of the S82 bridge, mile 4.0 from White Lake at
Little Prairie Ridge, shall open on signal; except that, from 10
p.m. to 6 a.m. the draw shall open on signal if at least four hours
notice is given. The draw shall open on less than four hours notice
for an emergency and shall open on signal should a temporary
surge in waterway traffic occur.

9200 §117.495 Superior Oil Canal.

921) The draw of the S82 bridge, mile 6.3, in Cameron Paris
shall open on signal if at least 8 hours notice is given. Public ves-
sels of the United States and vessels in distress shall be passed as
soon as possible.

922) Note.—Opening requests can be made by collect telephone
call to 318-439-2406.

923 §117.497 Stumpy Bayou.

©24) The removable span of the Louisiana highway bridge,
mile 1.0 near Weeks Island, shall be removed for the passage of
vessels if at least six days notice is given.

©25y §117.499 Tante Phine Pass.

©26) The draw of the Tidewater Associated Oil Company
bridge, mile 7.6 near Venice, shall open on signal if at least 24
hours notice is given.

@7 §117.500 Tchefuncta River.

928) The draw of the SR 22 bridge, mile 2.5 at Madisonville,
shall open on signal; except that, from 5 a.m. to 8 p.m,, the draw
need open only on the hour and half-hour. The draw shall open on
signal at any time for a vessel in distress or for an emergency
aboard a vessel.

929 §117.501 Teche Bayou.

@3 (a) The draw of the following bridges shall open on signal
if at least four hours notice is given:

@31 (1) St. Mary Parish bridge, mile 3.9 at Calumet.

©32 (2) St. Mary Parish bridge, mile 11.8 at Centerville.

©313) (3) S3069 bridge, mile 16.3 at Franklin.

©34) (4) $322 bridge, mile 17.2 at Franklin.

©35) (5) 5323 bridge, mile 22.3 at Oaklawn.

©936) (6) St Mary Parish bridge, mile 27.0 at Baldwin.

©37) (7) $324 bridge, mile 32.5 at Charenton.

©38) (8) S670 bridge, mile 37.0 at Adeline.

939 (9) St. Mary Parish bridge, mile 38.9 at Sorrel.

©40) (10) S671 bridge, mile 41.8 at Jeanerette.
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941y (11) 83182 bridge, mile 43.5 at Jeanerette.

942y (12) LSU Agri bridge, mile 46.5 near Jeanerctte (notice
required for opening from 7 a.m. to 5 p.m., Monday through Fri-
day except holidays).

943y (13) S320 bridge, mile 48.7 at Oliver.

944y (14) 83195 bridge, mile 50.4 at New Iberia.

945y (15) S87 Spur Bridge, mile 52.5 at New Iberia.

946) (16) S86 bridge. mile 53.0 at New Iberia.

941 (17) S3156 bridge, mile 53.3 at New Iberia.

948) (18) S44 bridge, mile 56.7 at Morbihan.

949) (19) Iberia Parish bridge, mile 58.0 at New Iberia.

950y (20) Iberia Parish bridge, mile 60.7 at Vida.

951y (21) S344 bridge, mile 62.5 at Loreauville.

952 (22) S86 Bridge, mile 69.0 at Daspit.

953y (23) S92 bridge, mile 73.3 at St. Martinville.

954y (b) The draws of the $96 bridge, mile 75.2 at St. Martin-
ville, the Southern Pacific Transportation Company railroad/
vehicular bridge, mile 77.7 at Levert, and the S350 bridge, mile
82.0 at Parks, shall open on signal if at least 24 hours notice is
given.

955y (c) The draws of the S31 bridge, mile 90.5, at Breaux
Bridge, and the Southern Pacific railroad bridge, mile 91.0, at
Breaux Bridge, shall open on signal if at least 48 hours notice is
given.

956 (d) The draws of the bridges listed in paragraph (a) of this
section shall open on less than four hours notice for an emergency
during the advance notice period, and shall open on signal should
a temporary surge in waterway traffic occur.

(951 §117.505 Terrebonne Bayou.

958) (@) The draw of the S58 Bridge, mile 22.2 at Montegut,
and the draw of the 855 bridge, mile 27.3 at Klondyke, shall open
on signal; except that from 9 p.m. to 5 a.m. the draws shall open
on signal if at least four hours notice is given.

959 (b) The draw of the S24 bridge, mile 31.3 at Presquille,
need not be opened for the passage of vessels.

960) (¢) The draw of the S3087 bridge, mile 33.9 at Houma,
shall open on signal; except that, from 5 p.m. to 9 a.m. the draw
shall open on signal if at least four hours notice is given.

@61y (d) The draw of the Daigleville bridge, mile 35.5 at
Houma, shall open on signal; except that, the draw need not open
for passage of vessels Monday through Friday except holidays
from 7 a.m. to 8:30 a.m. and 4:30 p.m. to 6 p.m. From 10 p.m. to
6 a.m. the draw shall open on signal if at least four hours notice is
given.

(962) (¢) During advance notice periods, the draws of the
bridges listed in this section shall open on less than four hours
notice for an emergency and shall open on signal should a tempo-
rary surge in waterway traffic occur.

963y §117.506 Tickfaw River.

(96) The draw of the S22 bridge, mile 7.2 at Killian, need open
only on the hour and half-hour from 7 am. to 11 p.m. From 11
p.m. to 7 a.m. the draw shall open on signal if at least four hours
notice is given. The draw shall open on signal for an emergency or
if a temporary surge in waterway traffic should occur.

965 §117.507 Bayou Tigre.

966y The draw of the S330 bridge, mile 2.3 near Delcambre,
shall open on signal if at least four hours notice is given. The draw
shall open on less than four hours notice for an emergency and
shall open on signal should a temporary surge in waterway traffic
oceur.

967 $117.509 Vermilion River.

(968) (@) The draw of the S82 bridge, mile 22.4 at Perry, shall
open on signal; except that, from 9 p.m. to 5 a.m. the draw shail
open on signal if at least four hours notice is given.

969 (b) The draws of the following bridges shall open on sig-
nal; except that, from 6 p.m. to 10 a.m. the draws shall open on
signal if at least four hours notice is given: !

970y (1) S14 bridge, mile 25.4 at Abbeville.

©7  (2) S14 Bypass bridge, mile 26.0 at Abbeville.

972y (3) Vermilion Parish bridges, mile 34.2 near Milton.

973 (4) §92 bridge, mile 37.6 at Milton.

974y (c) The draws of the following bridge shall open on signal
if at least four hours notice is given:

975y (1) §733, mile 41.0 at Eloi Broussard.

976) (2) $3073 bridge, mile 44.9 at New Flanders.

(977 (3) S182 bridge, mile 49.0 at Lafayette.

(978) (d) During the advance notice periods, the draws of the
bridges listed in this section shall open on less than four hours
notice for an emergency and shall open on signal should a tempo-
rary surge in waterway traffic occur.

979 §117.511 West Pearl River.

980) (a) The draw of the Southern Railway bridge, mile 22.1 at
Pearl River Station, shall open on signal if at least six hours notice
is given.

©@81) (b) The draw of the US90 bridge, mile 7.9 near Pearling-
ton, shall open on signal if at least four hours notice is given.

(982; MISSISSIPPL

(983) §117.675 Back Bay of Biloxi.

984y (a) The draw of the US 90 bridge, mile 0.4, between
Biloxi and Ocean Springs shall open on signal; except that, from
6:30 am. to 7:05 a.m., 7:20 a.m. to 8:05 a.m., 4:00 p.m. to 4:45
p-m., and 4:55 p.m. to 5:30 p.m., Monday through Friday except
holidays, the draw need not open for the passage of vessels.

985) (b) The draw of the I-110 bridge, mile 3.0 at Biloxi, shall
open on signal if at least six hours notice is given.

©986) §117.680 Industrial Seaway Canal.

©87)  The draw of the Lorraine-Cowan Road Bridge across the
Industrial Seaway Canal, mile 11.3, shall open on signal; except
that, the draw need not be opened from 7 a.m. to 8 a.m., from 12
noon to 1 p.m. and from 5 p.m. to 6 p.m., Monday through Friday,
except holidays. The draw shall open on signal at any time for a
vessel in distress, and the draw shall open on demand should a
temporary surge in waterway traffic occur.

©88) §117.681 Old Fort Bayou.

©989) The draw of the bridge, mile 1.6 at Ocean Springs, shall
open on signal; except that, from 9 p.m. to 5 a.m., the draw shall
open on signal if at least eight hours notice is given to the Old Fort
Bayou drawtender. During periods of storm or hurricane warnings
issued by the National Weather Service, the draw shall open on
signal at any time.

©90) §117.683 Pascagoula River.

991) The draw of the US 90 bridge, mile 1.8 at Pascagoula,
shall open on signal; except that, from 6:15 a.m. to 7:15 a.m., 7:25
am. to 8 am, and 3:30 p.m. to 4:45 p.m. Monday through Friday
except Federal holidays, the draw need not be opened for the pas-
sage of vessels.

©2) §117.684 Pearl River.

(93) See §117.488, Pearl River, listed under Louisiana.

%94) §117.685 Portage Bayou, Tchoutacabouffa and Wolf
Rivers.

©5) (a) The draw of the Portage Bridge over Portage Bayou,
mile 2.0, shall open on signal if at least two hours notice is given.
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995) (b) The draws of the Cedar Lake Road Bridge over the
Tchoutacabouffa River, mile 8.0, and the Adams Bridge over the
Wolf River, mile 1.3, shall open on signal if at least twenty-four
hours notice is given.

977 TEXAS

(998) §117.951 Arroyo Colorado River.

9990 The draw of the S106 highway bridge, mile 22.5 at Rio
Hondo, shall open on signal if at least 12 hours notice is given.

(1000) §117.953 Brazos River (Diversion Channel).

(t0o1) (a) The draw of the S36 highway bridge, mile 4.4 at Free-
port, shall open on signal if at least 12 hours notice is given.

(1002) (b) The draw of the Missouri Pacific railroad bridge, mile
22.6 at Brazoria, need not be opened for the passage of vessels.

(1003) $117.955 Buffalo Bayou

(1004) (a) The draw of the Lockwood Drive bridge, mile 2.3
mile at Houston, and all drawbridges downstream of it, shall open
on signal if at least 24 hours notice is given.

(1005) (b) The draws of the Southern Pacific railroad bridge,
mile 3.1, and the Houston Belt and Terminal railroad bridge, mile
4.3, need not be opened for the passage of vessels.

(1006) §117.957 Cedar Bayou.

@007y The draw of the Missouri Pacific railroad automated
bridge, mile 7.0 at Baytown, operates as follows:

(1008) (a) The draw shall be maintained at a vertical clearance of
81.4 feet above mean high water. Fixed green navigation lights
shall be displayed in the center of the draw.

(1009 (b) When a train approaches the bridge. the navigation
lights shall be changed from green to red, alternating flashing red
lights turned on, and a horn sounded for six minutes. At the end of
six minutes, the draw may be lowered and locked if the scanning
equipment does not detect any object under the span. If the scan-
ning equipment detects an obstruction, the draw shall be raised
until the obstruction is cleared.

(1010) (c) After a train has cleared the bridge, the draw shall be
raised to 81.4 feet above mean high water, the flashing red lights
stopped, and the navigation lights changed from red to green.

1011y §117.959 Chocolate Bayou.

(1012) The draw of the Missouri Pacific railroad bridge, mile 11.4
at Liverpool, need not be opened for the passage of vessels.

(1013) §117.961 Clear Creek.

{1014y The draw of the Southern Pacific railroad bridge, mile 1.0
at Seabrook, shall be maintained in the fully open position except
for the crossing of trains or for maintenance.

(1015) §117.963 Colorado River.

(1016) The draw of the highway bridge, mile 10.7 at Wadsworth
need open on signal Monday through Friday only, and then only
from 8 a.m. to 5 p.m. At least 48 hours notice is required.

gor7) §117.965 Cow Bayou.

(1018) The draws of the Orange County highway bridge, mile 2.9
at West Orange, and the S87 bridge, mile 4.5 at Bay City, shall
open on signal if at least six hours notice is given.

(1019) §117.967 Greens Bayou.

(1020) The draw of the Port Terminal Railroad Association rail-
road bridge, mile 2.8 at Houston, shall open on signal if at least
four hours notice is given. The draw shall open on signal for three
hours thereafter for returning downbound vessels.

(1021) §117.968 Gulf Intracoastal Waterway.

(1022) The draw of the Port Isabel bridge, mile 666.0, shall open
on signal; except that, from 5 a.m. to 8 p.m. on weekdays only,
excluding holidays, the draw need open only on the hour for plea-
sure craft. The draw shall open on signal at any time for commer-
cial vessels, for a vessel in distress, or for an emergency aboard a

vessel. When the draw is open for a commercial vessel, waiting
pleasure craft shall be passed.

(1023) §117.969 Lavaca River.

(024) The draws of the Missouri Pacific railroad bridge. mile
11.2, and the highway bridge, mile 11.2, both at Vanderbilt, shall
open on signal if at least 48 hours notice is given. In emergencies,
the draws shall open as soon as possible.

(1025) §117.971 Neches River.

(1026) The draw of the Atchison, Topeka and Santa Fe raiiroad
bridge, mile 53.9 at Evadale, need not be opened for the passage
of vessels.

1027y §117.975 Old Brazos River.

1028y The draw of the Missouri Pacific railroad bridge, mile 4.4
at Freeport, shall be maintained in the fully open position, except
for the crossing of trains or for maintenance.

1029y §117.977 Pelican Island Causeway, Galveston Chan-
nel.

(1030 The draw of the Pelican Island Causeway bridge, mile
356.1 across Galveston Channel at Galveston, shall open on sig-
nal; except that, from 7 a.m. to 8:30 a.m., 12 noon to 1 p.m., and
4:15 p.m. to 5:15 p.m. Monday through Friday except Federal
holidays, the draw need not be opened for passage of vessels.
Public vessels of the United States and vessels in distress shall be
passed at any time.

o3ty §117.979 Sabine Lake.

1032y The draw of the S82 bridge, mile 10.0 at Port Arthur, shall
open on signal; except that, from 9 p.m. to § a.m., the draw shall
open on signal if at least six hours notice is given to the Mainte-
nance Construction Supervisor or the Maintenance Foreman at
Port Arthur.

(1033) §117.981 Sabine River.

(1034) See §117.493, Sabine River, listed under Louisiana.

1035y §117.983 Sabine River (Old Channel) behind Orange
Harbor Island.

1036y The draw of the highway bridge, mile 9.5 at Orange, need
not be opened for the passage of vessels.

(037 §117.984 San Bernard River.

(1038) The draw of the Missouri Pacific railroad bridge, miie 20.7
near Brazoria, shall open on signal; except that, from 10 a.m. to 2
p.m. and 10 p.m. to 2 a.m,, the draw shall open on signal if at least
three hours notice is given.

(1039) Note.~Opening requests can be made by collect telephone
call to 713-350-7581 or 350-7584.

aos0) §117.987 Taylor Bayou.

oty The draws of the Southern Pacific railroad bridge, mile
2.0, and the S$73 bridge, mile 10.2, both at West Port Arthur, need
not be opened for the passage of vessels.

a042) §117.989 Trinity River.

(1043) The draws of the Southern Pacific railroad bridges, mile
41.4 at Liberty and mile 117.3 at Goodrich, the Missouri Pacific
railroad bridges. mile 54.8 at Kenefick and mile 181.8 at River-
side, and the Atchison Topeka and Santa Fe railroad bridge, mile
06.2 at Romayor, need not be opened for the passage of vessels.

aoad) §117.991 Victoria Channel.

aoesy The draw of the Missouri Pacific railroad automated
bridge, mile 29.4 near Bloomington, operates as follows:

(1046) (a) The draw is not constantly manned and is normatly in
the down position, providing a vertical clearance of 22 feet above
mean high water.

(1047) (b) Three prolonged blasts of a horn or whistle from an
approaching vessel activates navigational approach detectors,
focated one-half mile upstream and downstream from the bridge.
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If the draw is inoperable, the vessel’s sound signals activate an
alarm to alert bridge maintenance crews.

(1048) (c) When a vessel interrupts the beam of a navigational
approach detector, the draw opens to the fully raised position of 50
feet above mean high water for 10 minutes; a navigation warning
siren sounds; a navigation light in the center of the draw changes
from red to green; and indicator lights located one-quarter mile of
each side of the bridge change from red to yellow. However, if a
train is approaching the bridge so closely that the train may not be
safely stopped, the navigation light on the bridge and the indicator
lights on either side of the bridge remain red and the draw remains
closed until the train has passed.

(1049) (d) Interruption of the detector beam located at the end of
the bridge fender system cancels the existing time intervals and
starts a new 10 minute interval during which the draw remains
open. The draw remains open until the vessel clears the detector
located at the opposite end of the fender system, or the 10 minute
interval elapses, whichever occurs earlier.

(1050) (e) If a vessel is unable to reach the detectors located on
the outer ends of the fender system before the draw closes, an
additional signal of three prolonged blasts of a horn or whistle
causes the draw to reopen and initiate a new 10 minute interval.

aosty (f) If the draw is in the open position for the passage of a
vessel and a train enters an approach circuit to the bridge, the
bridge remains open for five minutes if the detector beam has been
interrupted. If the detector beam has not been interrupted, the draw
closes at the end of the original 10 minutes opening period and
will not reopen in response to the additional signal described in
paragraph (¢) of this section. After the train passes, the draw opens
on signal for any waiting vessels.

(0523 Note.—~Call signs and radio channels for drawbridges
equipped with radiotelephones are included with the bridge
descriptions in chapters 4 through 14.

Part 150.-Operations, Deepwater Ports (in part). For a
complete description of this Part, see 33 CFR 150.

Subpart C-Vessel Navigation

(1053) §150.301 Applicability.

1054y This subpart prescribes rules that—

aoss (a) Apply to the navigation of all vessels at or near a
deepwater port; and

1056y (b) Describe vessel activities permitted and prohibited in
a deepwater port safety zone.

(1057 Note: Appendix A to this part describes the designated
boundaries of U.S. deepwater port safety zones. Included within
the safety zones are specific areas to be avoided, anchorages, and
other ships’ routing measures associated with particular safety
zones, (Shipping safety fairways associated with deepwater ports
are described in Part 166 of this Title.)

(0s8) §150.303 Definitions.

(1059) “Support vessel” means a tug, linchandling boat, crew-
boat, workboat, supply vessel, bunkering vessel, barge, or other
similar vessel working for a licensee in connection with the opera-
tion of a deepwater port or cleared by a licensee to service a tanker
calling at a deepwater port.

(o) “Tanker” means a vesscl that calls at a deepwater port to
load or unload oil at a single point mooring (SPM).

(o61) §150.305 Ships’ routing measures.

(1062y No licensec may operate a deepwater port unless the port
has such ships’ routing measures as prescribed or approved by the
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Coast Guard to provide for safe navigation at or near the deepwa-
ter port.

(1063) §150.307 Radar surveillance.

1064y The Vessel Traffic Supervisor shall maintain radar surveil-
lance of the safety zone whenever—

(1065) (a) A tanker is proceeding to the safety zone after submit:
ting the report required in §150.335; or

1066y (b) A tanker or support vessel is underway in the safety
zone; or

(1067 (c) A vessel other than a tanker or support vessel is about
to enter or is underway in the safety zone.

(1068 §150.309 Advisories to tankers.

(1069) (a) The Vessel Traffic Supervisor shall advise the master
of each tanker underway in the safety zone of the tanker’s position
by range and bearing from the pumping platform complex (PPC)
at intervals not to exceed 10 minutes.

(1070) (b) Whenever the Vessel Traffic Supervisor determines
that a vessel may potentially interfere with the movement of a
tanker in the safety zone, the Vessel Traffic Supervisor shall keep
the master of the tanker informed of the position and estimated
course and speed of the vessel as necessary to assist the tanker in
navigation within the safety zone.

(1071) {(¢) Whenever a tanker enters the safety zone, the Vessel
Traffic Supervisor shall advise the tanker of the position of each
other vessel moored, anchored, or underway in the safety zone.

(1072) §150.311 Radio listening watch.

(t073y Whenever a tanker is in the safety zone, the Vessel Traffic
Supervisor and the master of the tanker shall each continuously
monitor the radio frequency designated in the Operation Manuals
for use by tankers and support vessels underway at the port, except
when transmitting on that frequency.

1074y §150.313 Clearances for tankers.

(1075) (a) The Vessel Traffic Supervisor may not clear a tanker
to enter the safety zone unless~

ao7ey (1) Each other tanker underway in the safety zone is at
least 5 miles from the tanker requesting clearance to enter the
safety zone; and

(1077 (2) A Mooring Master is on board or ready to board at a
position in the designated safety fairway that will permit comple-
tion of boarding before the tanker enters the safety zone,

1078y (b) The Vessel Traffic Supervisor may not clear a tanker
to moor at a SPM unless—

(1079) (1) There is a SPM berth available and the Vessel Traffic
Supervisor has assigned that berth to the tanker;

1080y (2) The visibility in the safety zone is at least two miles;

(e (3) All operating conditions prescribed in the Operation
Manuals for mooring to a SPM have been met: and

(1082) (4) A Mooring Master and an Assistant Mooring Master
are on board.

o83y (c) The Vessel Traffic Supervisor may not clear a tanker
to depart from a SPM unless the visibility in the safety zone is at
least two miles and a Mooring Master is on board.

(os4) (d) No tanker may enter the safety zone or moor at or
depart from a SPM, unless the master of the tanker has obtained
clearance from the Vessel Traffic Supervisor, except as permitted
by paragraph (e) of this section.

[1085) (e) A tanker may. in an emergency, for the protection of
life or property, depart from a SPM without clearance from the
Vessel Traffic Supervisor if the master advises the Vessel Traffic
Supervisor of the circumstances, by radio, at the earliest possible
moment.

1086y §150.315 Clearances for support vessels.
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(1087) (a) The Vesse] Traffic Supervisor shall direct support ves-
sel movements within the safety zone.

11088y (b) The Vessel Traffic Supervisor may clear support ves-
sels to enter or depart the safety zone at any point.

0089) §150.317 Clearances for other vessels.

11090y (a) When requested by the master of a vesse! other than a
tanker or support vessel, the Vessel Traffic Supervisor shall fur-
nish information concerning other vessels underway or moored in
the safety zone.

191y (b) If the Vessel Traffic Supervisor determines that a ves-
sel other than a tanker or support vessel may be standing into dan-
ger with respect to any vessel or part of the deepwater port
installation in the safety zone, the Vessel Traffic Supervisor shali
attempt to inform the master of that vessel by radio or other
means.

11092) (¢) Except in situations involving force majeure, the Ves-
sel Traffic Supervisor shall not clear a vessel other than a tanker or
support vessel to enter the safety zone of a deepwater port for any
purpose that would interfere with the purpose of the deepwater
port; endanger the safety of life, property, or the environment; or
otherwise be prohibited by regulation.

(1093) §150.333 Advance notice of arrival.

(1094 (a) The master of a tanker bound for a deepwater port
shall report the following information to the Captain of the Port
and the Vessel Traffic Supervisor of the port at least 24 hours
before entering the safety zone at the port:

(1095) (1) The name, gross tonnage, and draft of the tanker.

(1096) (2) The type and amount of cargo on board.

(1097 (3) Any conditions on the vessel that may impair the nav-
igation of the vessel, such as fire, malfunctioning propulsion
machinery or steering equipment, or limitations on navigational or
radiotelephone capabilities because of equipment or material mal-
function.

(1098) (4) Any leaks, structural damage, or machinery malfunc-
tions that may impair cargo transfer operations or cause a dis-
charge of oil.

(1099) (5) The estimated time of arrival at the deepwater port
safety zone.

(1100y (b) If the information reported in paragraph (a)(3), (a)(4),
or (a)(5) of this section changes at any time before entering the
safety zone, or while the tanker is in the safety zone, the master of
the tanker shall report the changes to the Captain of the Port and
Vessel Traffic Supervisor as soon as possible.

101y §150.335 Report before entering safety zone.

1102y The master of a tanker bound for a deepwater port shall
notify the Vessel Traffic Supervisor of the port when the tanker is
20 miles from the entrance to the safety zone.

(1103 §150.337 Navigation of tankers in the safety zone.

{1104y (a) A tanker must not enter or depart a safety zone except
via a designated safety fairway, unless under force majeure.

(1105) (b) A tanker must not anchor in the safety zone except in
a designated anchorage area unless under force majeure.

(1106) (c) A tanker underway in a safety zone must keep at least
5 miles behind any other tanker underway ahead of it in the safety
zone.

(107 (d) A tanker must not operate, anchor, or be moored in
any area of the safety zone in which the net underkeel clearance
would be less than 5 feet.

(1iog) §150.338 Navigation of support vessels in the safety
zone, '

(1109) (a) A support vessel must not enter or move within the
safety zone uniess the movement is cleared by the Vessel Traffic
Supervisor.

(1110) (b) A support vessel must not anchor in the safety zone,
except in an anchorage area or for support vessel maintenance
operations cleared by the Vessel Traffic Supervisor.

g §150.339 Navigation of other vessels in the safety zone.

1112y Vessels other than tankers or support vessels should not
enter the safety zone of a deepwater port unless clearance has been
obtained from the Vessel Traffic Supervisor.

113y §150.341 Mooring Master.

(1114) A tanker must not be underway in the safety zone unless a
Mooring Master is on board.

(1115 Note: The Mooring Master advises the master of the
tanker on operational and ship control matters that are peculiar to
the specific deepwater port, such as navigational aids, depth and
current characteristics of the maneuvering area, mooring equip-
ment and procedures, and the port’s vessel traffic control proce-
dures.

(116 §150.342 Assistant Mooring Master.

(1117) A tanker must not moor at an SPM unless an Assistant
Mooring Master is on board.

(118) Note: The Assistant Mooring Master is stationed on the
forecastle of the tanker during mooring operations to assist the
Mooring Master by reporting position approach data relative to the
SPM and to advise the tanker personnel in handling of mooring
equipment peculiar to the deepwater port.

(1119 §150.345 Regulated vessel activities.

(1120) (a) Vessel activities permitted and prohibited at deepwater
ports, controls on those activities, and the specific safety zone
areas in which the controls apply are listed in Table 150.345(a).

(121) (b) A deepwater port licensee shall obtain the permission
of the Captain of the Port having jurisdiction over that licensee’s
port before allowing any vessel activity at the port which is not
listed in Table 150.345(a) or otherwise provided for in this sub-
part.

TABLE 150.345(a)
Regulated Vessel Activities at Deepwater Ports
Regulated Vessel Safety Zone
Activities
“Areas to be Anchorage Remaining
avoided” Area portion of
around each safety zone
PPC and
SPM1
“Tankers calling at C C C
Port
Support Vessel C C C
Movements
Transit by Vessels N P P
Other Than Tankers
or Support Vessels
Mooring to SPM by F
Vessels Other Than
Tankers or Support
Vessels
‘Anchoring by N ForP N
Vessels Other Than
Tankers or Support
Vessels
Fishing, including N P P
Bottom Trawl
(Shrimping)
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" Regulated Vessel | Safety Zone
Activities
“Areas 10 be Anchorage Remaining
avoided” Area portion of
around each safety zone
PPC and
SPM1
Mobile Drilling N N N
Operations or
Erection of
Structures? N
Lightering/ B N N N
Transshipment®

1. The radius of areas to be avoided around each PPC is 600 meters and
around each SPM is 500 meters.

2. Not part of Port Installation.

3. No person may transfer oil at a deepwater port by lighterage, except in
bunkering operations, unless authorized by the Captain of the Port. (33 CFR
150.423(e).)

NOTE: The person in charge of any vessel planning (o enter a safety
zone should contact the port Vessel Traffic Supervisor on Channel 10 VHE-
FM before entry and comply with that person’s instructions.

KEY TO REGULATED ACTIVITIES

F-FORCE MAJEURE

N-NOT PERMITTED

C-TANKERS CALLING AT PORT AND SUPPORT VESSEL
MOVEMENTS: PERMITTED WHEN CLEARED BY VESSEL TRAFFIC
SUPERVISOR.

P-VESSELS OTHER THAN TANKERS OR SUPPORT VESSELS:
PERMITTED WHEN NOT IN IMMEDIATE AREA OF TANKERS.
CLEARANCE BY VESSEL TRAFFIC SUPERVISOR REQUIRED.
COMMUNICATIONS WITH VESSEL TRAFFIC SUPERVISOR
REQUIRED. FOR TRANSITING FOREIGN FLAG VESSELS, THE
REQUIREMENT FOR CLEARANCE TO ENTER THE SAFETY ZONE
IS ADVISORY IN NATURE.

Appendix A-Deepwater Port Safety Zone Boundaries

(1122) 1. Purpose. This appendix contains a general description of
the port safety zone designated and developed during the license
application review process for each deepwater port that has been
authorized for construction and operation off the United States’
coastline. Annexes show, to the nearest second of latitude and lon-
gitude, the geographical boundaries of each resultant safety zone.
(Shipping safety fairways associated with the Deepwater Ports are
described in Part 166 of this Title.)

(1123) The regulations in Subpart C of this part concerning vessel
navigation and activities permitted and prohibited at U.S. deepwa-
ter ports apply only in the safety zone areas and adjacent waters,
and supplement the International Regulations for Preventing Col-
lisions at Sea.

(t124) II. Authority. Section 10(d) of the Deepwater Port Act of
1974 (88 Stat. 2138 (33 U.S.C. 1509(d)) and Section 4(c) of the
Ports and Waterways Safety Act, as amended, (33 U.S.C.
1223(c)); 49 CFR 1.46.

25y 11, General. Deepwater port safety zones are established
to promote safety of life and property, marine environmental pro-
tection and navigational safety at any deepwater port and adjacent
waters. In a deepwater port safety zone no installations, structures,
or uses that are incompatible with port operations are permitted.
The configuration of each designated safety zone is depicted on
current editions of the navigational charts that cover the deepwater
port area.
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(1126) IV. Modifications. Safety zone boundaries are subject to
modification as experience is gained in U.S. deepwater port opera-
tions. Modifications will be made only after due notification

127 V. Geographic coordinates expressed in terms of latitude
or longitude, or both, are not intended for plotting on maps or
charts whose referenced horizontal datum is the North American
Datum of 1983 (NAD 83), unless such geographic coordinates are
expressly labeled NAD 83. Geographic coordinates without the
NAD 83 reference may be plotted on maps or charts referenced to
NAD 83 only after application of the appropriate corrections that
are published on the particular map or chart being used.

(1128) Annex A-LOOP, Inc. Deepwater Port, Gulf of Mexico

1129y {a) Deepwater Port Safety Zone:

(1130) (1) Starting at: 28°5523"N., 90°00"37"W.

1131y (2) A rhumb line to 28°53"50”N., 90°04'07"W.

(1132) (3) Then an arc with a 4,465 meter (4,883 yard) radius
centered at the port pumping platform complex (PPC),
28°5306”N., 90°01'30"W.

1133y (4) To a point: 28°51'07"N., 90°03'06”W.

(t134) (5) Then a rthumb line to: 28°50°09"N., 90°02"24"W.

(1135) (6) Then a rhumb line to: 28°4904"N,, 89°55'54"W.

1136y (7) Then a rhumb line to: 28°48°36”N., 89°55’00”W.

1137y (8) Then a rhumb line to: 28°52'04”N., 89°52/42"W.

(1138) (9) Then a rhumb line to: 28°53'10”N., 89°53'42"W.

1139y (10) Then a rhumb line to: 28°54’52”N., 89°57°00"W.

(1140) (11) Then a rhumb line to: 28°54°52”N.. 89°59'36"W.

14ty (12) Then an arc with a 4,465 meter (4,883 yard) radius
centered again at the port PPC.

(11423 (13) To the point of starting, 28°55'23”N., 90°00’37"W.

1143y (2) A rhumb line to: 28°53’'50”N., 90°04’07”"W.

(1144) (3) Then an arc with a 4,465 meter radius centered at the
port pumping platform complex (PPC), 28°53’06”N.,
90°01"30"W.

1145y (4) To a point: 28°51°08”N., 89°59’55”W.

(1146) (5) Then a rhumb line to: 28°48"36”N., 89°55'00”W.

(1147) (6) Then a rhumb line to: 28°52°04”N., 89°52°42"W.

{1148) (7) Then a rhumb line to: 28°54°05”N_, 89°56’38”W.

(1149 (8) Then a rhumb line to; 28°52"21”N., 89°57°47"W.

(1150y (9) Then a rhumb line to: 28°52'51”N., 89°58°46"W.

sy (10) Then an arc with a 4,465 meter radius centered again
at the port, PPC, 28°53°06"N., 90°01’30"W.,

{11s2) (11) To the point of starting, 28°5523”N., 90°00’37"W.

(1153 (b) Areas to be Avoided. The seven areas within the
safety zone to be avoided are as follows:

a1s4) (1) The area encompassed within a circle having a 600
meter radius around the port PPC and centered at: 28°53’06”N..
90°01'30"W.

(1155) (2) The six areas encompassed within a circle having a
500 meter radius around each single point mooring (SPM) at the
port and centered at:

(1156) 28°54°12"N., 90°00"37"W.;

157y 28°53'16"N., 89°59'S9"W ..

s

(1158) 28°5215"N., 90°00'19"W.;

159y 28°51°45"N., 90°01'25"W.;

(1e0) 28°52°08"N., 90°02'33"W.;

(1ely 28°53°07°N., 90°03°02”W.

(1162 (c) Anchorage Area. The area within the safety zone
enclosed by rhumb lines joining points at:

(1163) 28°5221"N., 89°57'47"W.;

(1164) 28°54°05"N., 89°56"38"W.;

165y 28°52°04"N., 89°52°42"W..

(1166) 28°50'20"N., 89°53'51"W.;
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(167) 28°52°21”N., 89°57°47"W.

Part 160-Ports and Waterways Safety-General

Subpart A-General

(11e8) §160.1 Purpose.

1169y Part 160 contains regulations implementing the Ports and
Waterways Safety Act (33 U.S.C. 1221) and related statutes.

(1170, §160.3 Definitions.

(171 For the purposes of this subchapter:

(1172) “Bulk” means material in any quantity that is shipped,
stored, or handled without the benefit of package, label, mark or
count and carried in integral or fixed independent tanks.

(1173) “Captain of the Port” means the Coast Guard officer desig-
nated by the Commandant to command a Captain of the Port Zone
as described in part 3 of this chapter.

(174) “Commandant” means the Commandant of the United
States Coast Guard.

(175 “Commanding Officer, Vessel Traffic Services” means the
Coast Guard officer designated by the Commandant to command a
Vessel Traffic Service (VTS) as described in part 161 of this chap-
ter.

(1176) “Deviation” means any departure from any rule in this
subchapter.

177y “ District Commander” means the Coast Guard officer
designated by the Commandant to command a Coast Guard Dis-
trict as described in part 3 of this chapter.

(1178) “ETA” means estimated time of arrival.

(1179) “Length of Tow” means, when towing with a hawser, the
length in feet from the stern of the towing vessel to the stern of the
last vessel in tow. When pushing ahead or towing alongside,
length of tow means the tandem length in feet of the vessels in tow
excluding the length of the towing vessel.

(1180) “Person” means an individual, firm, corporation, associa-
tion, partnership, or governmental entity.

(1181) “State” means each of the several States of the United
States, the District of Columbia, the Commonwealth of Puerto
Rico, Guam, American Samoa, the United States Virgin Islands,
the Trust Territories of the Pacific Islands, the Commonwealth of
the Northern Marianas Islands, and any other commonwealth, ter-
ritory, or possession of the United States.

(182) “Tanker” means a self-propelled tank vessel constructed
or adapted primarily to carry oil or hazardous materials in bulk in
the cargo spaces.

(1183) “Tank Vessel” means a vessel that is constructed or
adapted to carry, or that carries, oil or hazardous material in bulk
as cargo or cargo residue.

(1184) *“Vehicle” means every type of conveyance capable of
being used as a means of transportation on land.

(1185) “Vessel” means every description of watercraft or other
artificial contrivance used, or capable of being used, as a means of
transportation on water. ]

(1186) “Vessel Traffic Services (VTS)” means a service imple-
mented under Part 161 of this chapter by the United States Coast
Guard designed to improve the safety and efficiency of vcss'el' traf-
fic and to protect the environment. The VTS has the capability to
interact with marine traffic and respond to traffic situations devel-
oping in the VTS area.

(1187) “Vessel Traffic Service Area or VTS Area” means thg geo-
graphical area encompassing a specific VTS area of service as
described in Part 161 of this chapter. This area of service may be

subdivided into sectors for the purpose of allocating responsibility
to individual Vessel Traffic Centers or to identify different operat-
ing requirements.

188y Note: Although regulatory jurisdiction is limited to the
navigable waters of the United States, certain vessels will be
encouraged or may be required, as a condition of port entry, to
report beyond this area to facilitate traffic management within the
VTS area.

(1189 “VTS Special Area” means a waterway within a VTS area
in which special operating requirements apply.

0190y §160.5 Delegations.

(t191) (a) District Commanders and Captains of the Ports are
delegated the authority to establish safety zones.

1192y (b) Under the provisions of 33 CFR 6.04-1 and 6.04-6,
District Commanders and Captains of the Ports have been dele-
gated authority to establish security zones.

(1193) {c) Under the provisions 33 CFR §1.05-1, District Com-
manders have been delegated authority to establish regulated navi-
gation areas.

(194 (d) Subject to the supervision of the cognizant Captain of
the Port and District Commander, Commanding Officers, Vessel
Traffic Services are delegated authority under 33 CFR 1.01-30 to
discharge the duties of the Captain of the Port that involve direct-
ing the operation, movement and anchorage of vessels within a
Vessel Traffic Service area including management of vessel traffic
within anchorages. regulated navigation areas and safety zones,
and to enforce Vessel Traffic Service and ports and waterways
safety regulations. This authority may be exercised by Vessel
Traffic Center personnel. The Vessel Traffic Center may, within
the Vessel Traffic Service area. provide information. make recom-
mendations, or 1o a vessel required under Part 161 of this chapter
to participate in a Vessel Traffic Service, issue an order, including
an order to operate or anchor as directed; require the vessel to
comply with orders issued; specify times of entry, movement or
departure; restrict operations as necessary for safe operation under
the circumstances; or take other action necessary for control of the
vessel and the safety of the port or of the marine environment.

1195y §160.7 Appeals.

(1196) (a) Any person directly affected by a safety zone or an
order or direction issued under this subchapter (33 CFR Subchap-
ter P) may request reconsideration by the official who issued it or
in whose name it was issued. This request may be made orally or
in writing, and the decision of the official receiving the request
may be rendered orally or in writing.

1197y (b) Any person directly affected by the establishment of a
safety zone or by an order or direction issued by, or on behalf of, a
Captain of the Port may appeal to the District Commander through
the Captain of the Port. The appeal must be in writing, except as
allowed under paragraph (d) of this section, and shall contain
complete supporting documentation and evidence which the
appellant wishes to have considered. Upon receipt of the appeal,
the District Commander may direct a representative to gather and
submit documentation or other evidence which would be neces-
sary or helpful to a resolution of the appeal. A copy of this docu-
mentation and evidence is made available to the appellant. The
appellant is afforded five working days from the date of receipt to
submit rebuttal materials. Following submission of all materials,
the District Commander issues a ruling, in writing, on the appeal.
Prior to issuing the ruling, the District Commander may, as a mat-
ter of discretion, allow oral presentation on the issues.

a198) (c) Any person directly affected by the establishment of a
safety zone or by an order or direction issued by a District Com-
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mander, or who receives an unfavorable ruling on an appeal taken
under paragraph (b) of this section, may appeal through the Dis-
trict Commander to the Chief, Office of Marine Safety, Security
and Environmental Protection, U.S. Coast Guard, Washington,
D.C. 20593. The appeal must be in writing, except as allowed
under paragraph (d) of this section. The District Commander for-
wards the appeal, all the documents and evidence which formed
the record upon which the order or direction was issued or the rul-
ing under paragraph (b) of this section was made, and any com-
ments which might be relevant, to the Chief, Office of Marine
Safety, Security and Environmental Protection. A copy of this
documentation and evidence is made available to the appellant.
The appellant is afforded five working days from the date of
receipt to submit materials to the Chief, Office of Marine Safety,
Security and Environmental Protection. The decision of the Chief,
Office of Marine Safety, Security and Environmental Protection is
based upon the materials submitted, without oral argument or pre-
sentation. The decision of the Chief, Office of Marine Safety,
Security and Environmental Protection is issued in writing and
constitutes final agency action.

(1199) (d) If the delay in presenting a written appeal would have
significant adverse impact on the appellant, the appeal under para-
graphs (b) and (c) of this section may initially be presented orally.
If an initial presentation of the appeal is made orally, the appellant
must submit the appeal in writing within five days of the oral pre-
sentation to the Coast Guard official to whom the presentation was
made. The written appeal must contain, at a minimum, the basis
for the appeal and a summary of the material presented orally. If
requested, the official to whom the appeal is directed may stay the
effect of the action while the ruling is being appealed.

Subpart B-Control of Vessel and Facility Operations.

(1200) §160.101 Purpose.

(201 This subpart describes the authority exercised by District
Commanders and Captains of the Ports to insure the safety of ves-
sels and waterfront facilities, and the protection of the navigable
waters and the resources therein. The controls described in this
subpart are directed to specific situations and hazards.

(1202 §160.103 Applicability.

(1203) (a) This subpart applies to any-

1204y (1) Vessel on the navigable waters of the United States,
except as provided in paragraphs (b) and (c) of this section;

(12050 (2) Bridge or other structure on ot in the navigable waters
of the United States; and

(1206) (3) Land structure or shore area immediately adjacent to
the navigable waters of the United States.

(1207 (b) This subpart does not apply to any vessel on the Saint
Lawrence Seaway.

(1208) {¢) Except pursuant to international treaty, convention, or
agreement, to which the United States is a party, this subpart does
not apply to any foreign vessel that is not destined for, or departing
from, a port or place subject to the jurisdiction of the United States
and that is in-

(1209) (1) Innocent passage through the territorial sea of the
United States;

1210y (2) Transit through the navigable waters of the United
States which form a part of an international strait,

a211) §160.105 Compliance with orders.

(212) Each person who has notice of the terms of an order issued
under this subpart must comply with that order.

a213) §160.107 Denial of entry.

(1219 Each District Commander or Captain of the Port, subject
to recognized principles of international law, may deny entry into
the navigable waters of the United States or to any port or place
under the jurisdiction of the United States, and within the district
or zone of that District Commander or Captain of the Port, to agy
vessel not in compliance with the provisions of the Port and
Tanker Safety Act (33 U.S.C. 1221-1232) or the regulations issued
thereunder.

(1215 §160.109 Waterfront facility safety.

azie) (a) To prevent damage to, or destruction of, any bridge or
other structure on or in the navigable waters of the United States,
or any land structure or shore area immediately adjacent to those
waters, and to protect the navigable waters and the resources
therein from harm resulting from vessel or structure damage,
destruction, or loss, each District Commander or Captain of the
Port may-

(1217 (1) Direct the handling, loading, unloading, storage, stow-
age, and movement (including the emergency removal, control,
and disposition) of explosives or other dangerous articles and sub-
stances, including oil or hazardous material as those terms are
defined in Section 4417a of the Revised Statutes, as amended, (46
U.S.C. 391a) on any structure on or in the navigable waters of the
United States, or any land structure or shore area immediately
adjacent to those waters; and

a218) (2) Conduct examinations to assure compliance with the
safety equipment requirements for structures.

(1219 §160.111 Special orders applying to vessel operations.

(1220) Each District Commander or Captain of the Port may
order a vessel to operate or anchor in the manner directed when—

(1221) (a) The District Commander or Captain of the Port has
reasonable cause to believe that the vessel is not in compliance
with any regulation, law or treaty;

(1222 (b) The District Commander or Captain of the Port deter-
mines that the vessel does not satisfy the conditions for vessel
operation and cargo transfers specified in §160.113; or

(1223) (¢) The District Commander or Captain of the Port has
determined that such order is justified in the interest of safety by
reason of weather, visibility, sea conditions, temporary port con-
gestion, other temporary hazardous circumstances, or the condi-
tion of the vessel.

1224y §160.113 Prohibition of vessel operation and cargo
transfers.

(1225) (a) Each District Commander or Captain of the Port may
prohibit any vessel subject to the provisions of section 4417a of
the Revised Statutes (46 U.S.C. 391a) from operating in the navi-
gable waters of the United States, or from transferring cargo or
residue in any port or place under the jurisdiction of the United
States, and within the district or zone of that District Commander
or Captain of thg Port, if the District Commander or the Captain of
!.hc.Port detcmnpes that the vessel’s history of accidents, pollution
incidents, or serious repair problems creates reason to believe that
the vessel may be unsafe or pose a threat to the marine environ-
ment.

226y (b) The authority to issue orders prohibiting operation of
th_c vessgls or transfe'r qf cargo or residue under paragraph (a) of
this section also applies if the vessel:

u2zny (1) Fails to comply with any applicable regulation:
(1228) (2) Discharges oil or hazardous material in violation of
any law or treaty of the United States;

a229) (3) Does not comply with applicable vessel traffic service
requirements;
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12300 (4) While underway, does not have at least one licensed
deck officer on the navigation bridge who is capable of communi-
cating in the English language.

1231y (¢) When a vessel has been prohibited from operating in
the navigable waters of the United States under paragraphs (a) or
(b) of this section, the District Commander or Captain of the Port
may allow provisional entry into the navigable waters of the
United States, or into any port or place under the jurisdiction of
the United States and within the district or zone of that District
Commander or Captain of the Port, if the owner or operator of
such vessel proves to the satisfaction of the District Commander
or Captain of the Port, that the vessel is not unsafe or does not
pose a threat to the marine environment, and that such entry is
necessary for the safety of the vessel or the persons on board.

(1232 {d) A vessel which has been prohibited from operating in
the navigable waters of the United States, or from transferring
cargo or residue in a port or place under the jurisdiction of the
United States under the provisions of paragraph (a) or (b)(1), (2),
or (3) of this section, may be allowed provisional entry if the
owner or operator proves, to the satisfaction of the District Com-
mander or Captain of the Port that has jurisdiction, that the vessel
is no longer unsafe or a threat to the environment, and that the
condition which gave rise to the prohibition no longer exists.

(1233) §160.115 Withholding of clearance.

(1234) (a) Each District Commander or Captain of the Port may
request the Secretary of the Treasury, or the authorized representa-
tive thereof, to withhold or revoke the clearance required by 46
U.S.C. 91 of any vessel, the owner or operator of which is subject
to any penalties under 33 U.S.C. 1232.

Subpart C-Notifications of Arrivals, Departures, Hazardous
Conditions, and Certain Dangerous Cargoes

(1235, §160.201 Applicability and exceptions to applicability.

(236) (a) This subpart prescribes notification requirements for
U.S. and foreign vessels bound for or departing from ports or
places in the United States.

(1237 (b) This subpart does not apply to boats under the Federal
Boat Safety Act of 1971 (46 U.S.C. 1451, et seq.) and, except
§160.215, does not apply to passenger and supply vessels when
they arc employed in the exploration for or in the exploitation of
oil, gas, or mineral resources on the continental shelf.

(1238) (c) Sections 160.207 and 160.209 do not apply to the fol-
lowing:

(1229) (1) Each vessel of less than 1,600 gross tons.

(1240) (2) Each vessel operating exclusively within a Captain of
the Port zone.

(1241) (3) Each vessel operating upon a route that is described in
a schedule that is submitted to the Captain of the Port for each port
or place of destination listed in the schedule at least 24 hours in
advance of the first date and time of arrival listed on the schedule
and contains:

(242 (i) Name, country of registry, and call sign or official
number of the vessel,

(1243) (ii) Each port or place of destination; and

(1244) (iii) Dates and times of arrivals and departures at those
ports or places.

(145) (4) Each vessel arriving at a port or place under force
majeure.

(1246) (5) Each vessel entering a port of call in the United States
in compliance with the Automated Mutual Assistance Vessel Res-
cue System (AMVER).

(1247) (6) Each vessel entering a port of call in the United States
in compliance with the U.S. Flag Merchant Vessel Locator Filing
System (USMER).

(1248) (7) Each barge.

(1249 (8) Each public vessel.

(250) (9) United States or Canadian flag vessels, except tank
vessels or vessels carrying certain dangerous cargo, which operate
solely on the Great Lakes.

a2s1y (d) Sections 160.207, 160.211, and 160.213 apply to each
vessel upon the waters of the Mississippi River between its mouth
and mile 235, Lower Mississippi River, above Head of Passes.
Sections 160.207, 160.211, and 160.213 do not apply to each ves-
sel upon the waters of the Mississippi River between its sources
and mile 235, above Head of Passes, and all the tributaries empty-
ing thereinto and their tributaries, and that part of the Atchafalaya
River above its junction with the Plaquemine-Morgan City alter-
nate waterway, and the Red River of the North.

1252y §160.203 Definitions.

(1253) As used in this subpart:

(1254) “Agent” means any person, partnership, firm, company
or corporation engaged by the owner or charterer of a vessel to act
in their behalf in matters concerning the vessel.

(1255)  “Carried in bulk” means a commodity that is loaded or
carried on board a vessel without containers or labels and received
and handied without mark or count.

(1256) “Certain dangerous cargo” includes any of the following:

(1257) (a) Class A explosives, as defined in 46 CFR 146.20-7
and 49 CFR 173.53.

(1258) (b) Oxidizing materials or blasting agents for which a per-
mit is required under 49 CFR 176.415.

(1259) (c) Highway route controlled quantity radioactive mate-
rial, as defined in 49 CFR 173.403(1), or Fissile Class III ship-
ments of fissile radioactive material, as defined in 49 -CFR
173.455(a)(3).

a260) (d) Each cargo under Table 1 of 46 CFR Part 153 when
carried in bulk.

(1261) () Any of the following when carried in bulk:

(1262) Acetaldehyde

(1263 Ammonia, anhydrous

(1264) Butadiene

(1265) Butane

(1266) Butene

(1267) Butylene Oxide

(1268) Chlorine

(1269 Ethane

(1270) Ethylene

(1271y Ethylene Oxide

(12727 Methane

(1273 Methyl Acetylene, Propadiene Mixture, Stabilized

1274y Methyl Bromide

(1275) Methyl Chloride

(1276) Phosphorous, elemental

(1277 Propane

(1z7%) Propylene

(279) Sulfur Dioxide

(1280 Vinyl Chloride

(281) “Great Lakes” means Lakes Superior, Michigan, Huron,
Erie, and Ontario, their connecting and tributary waters, the Saint
Lawrence River as far east as Saint Regis, and adjacent port areas.

(28 “Hazardous conditions” means any condition that could
adversely affect (1) the safety of any vessel, bridge, structure, or
shore area or (2) the environmental quality of any port, harbor, or
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navigable waterway of the United States. It may-but need not-
involve collision, allision, fire, explosion, grounding, leaking,
damage injury or illness of a person aboard, or manning shortage.

(1283 “Port or place of departure” means any port or place in
which a vessel is anchored or moored.

(1284 “Port or place of destination” means any port or place to
which a vessel is bound to anchor or moor.

285y “Public vessel”” means a vessel owned by and being used
in the public service of the United States. This definition does not
include a vessel owned by the United States and engaged in a
trade or commercial service or a vessel under contract or charter to
the United States.

(1286) §160.205 Waivers.

(12¢7) The Captain of the Port may waive, within that Captain of
the Port’s designated zone, any of the requirements of this subpart
for any vessel or class of vessels upon finding that the vessel,
route, area of operations, conditions of the voyage, or other cir-
cumstances are such that application of this subpart is unnecessary
or impractical for purposes of safety, environmental protection, or
national security.

1288y §160.207 Notice of arrival: Vessels bound for ports or
places in the United States.

(1289) (a) The owner, agent, master, operator, Or person in
charge of a vessel on a voyage of 24 hours or more shall report
under paragraph (c) of this section at least 24 hours before enter-
ing the port or place of destination.

(1290) (b) The owner, agent, master, operator, or person in
charge of a vessel on a voyage of less than 24 hours shall report
under paragraph (c) of this section before departing the port or
place of departure.

(1291) {c) The Captain of the Port of the port or place of destina-
tion in the United States must be notified of—

(1292) (1) The name and country of registry of the vessel,

(1293 (2) The name of the port or place of departure;

(1294) (3) The name of the port or place of destination; and

(1295) (4) The estimated time of arrival at the port or place.

(1296) If the estimated time of arrival changes by more than six
hours from the latest reported time, the Captain of the Port must be
notified of the correction as soon as the change is known.

(1297 (5) The International Maritime Organization (IMO) inter-
national number of each foreign flag vessel of 5,000 gross tons or
more, which is constructed or adapted to carry, or that carries, oil
in bulk as cargo or cargo residue,

(1298) §160.209 Notice of arrival: Vessels bound from the
high seas for ports or places on the Great Lakes.

(1299) In addition to complying with the requirements of
§160.207, the owner, master, agent, or person in charge of a vessel
bound from the high seas for any port or place of destination on
the Great Lakes shall notify the Commander, Ninth Coast Guard
District, at least 24 hours before arriving at the Snell Locks, Mas-
sena, New York of—-

(1300) (a) The name and country of registry of the vessel; and

(1301) (b) The estimated time of arrival at the Snell Locks, Mas-
sena, New York.

1302) §160.211 Notice of arrival: Vessels carrying certain
dangerous cargo.

1303) (a) The owner, agent, master, operator, or person in
charge of a vessel, except a barge, bound for a port or place in the
United States carrying a certain dangerous cargo shall notify the
Captain of the Port of the port or place of destination at least 24
hours before entering that port or place of—

(1304) (1) The name and country of registry of the vessel;
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(1305) (2) The location of the vessel at the time of the report;

1306y (3) The name of each certain dangerous cargo carried;

(1307 (4) The amount of each certain dangerous cargo carried;

(1308) (5) The stowage location of each certain dangerous cargo;

(1309) (6) The operational condition of the equipment under 33.
CFR 164.35;

(1310) (7) The name of the port or place of destination; and

(1311) (8) The estimated time of arrival at that port or place. If
the estimated time of arrival changes by more than six hours from
the latest reported time, the Captain of the Port must be notified of
the correction as soon as the change is known.

(1312) (b) The owner, agent, master, operator, or person in
charge of a barge bound for a port or place in the United States
carrying certain dangerous cargo shall report the information
required in paragraph (a)(1) through (a)(8) of this section to the
Captain of the Port of the port or place of destination at least 4
hours before entering that port or place.

1313 §160.213 Notice of departure: Vessels carrying certain
dangerous cargo.

(1314) (a) The owner, agent, master, operator, or person in
charge of a vessel, except a barge, departing from a port or place
in the United States for any other port or place and carrying a cer-
tain dangerous cargo shall notify the Captain of the Port of the port
or place of departure at least 24 hours before departing, unless this
notification was made within 2 hours after the vessel’s arrival of:

1315y (1) The name and country of registry of the vessel;

(1316) (2) The name of each certain dangerous cargo carried;

(1311 (3) The amount of each certain dangerous cargo carried;

1318 (4) The stowage location of each certain dangerous cargo
carried;

1319y (5) The operational condition of the equipment under 33
CFR 164.35;

(1320) {6) The name of the port or place of departure; and

a32n (7) The estimated time of departure from the port or
place.

(1322 If the estimated time of departure changes by more than
six hours from the latest reported time, the Captain of the Port
must be notified of the correction as soon as the change is known.

0323 (b) The owner, agent, master, operator, or person in
charge of a barge departing from a port or place in the United
States for any other port or place and carrying a certain dangerous
cargo shall report the information required in paragraph (a)(1)
through (a)(7) of this section to the Captain of the Port of the port
or place of departure at least 4 hours before departing unless this
report was made within 2 hours after the barge’s arrival.

1324y §160.215 Notice of hazardous conditions.

(1325) Whenever there is a hazardous condition either aboard a
vessel or caused by a vessel or its operation, the owner, agent,
master, operator, or person in charge shall immediately notify the
nearest Coast Guard Marine Safety office or Group office. (Com-
pliance with this section does not by itself discharge the duty of
compliance with 46 CFR 4.05-10.)

Part 161-Vessel Traffic Management
Subpart A-Vessel Traffic Services

(13260 General Rules

1327y §161.1 Purpose and Intent.
(1328 (a) ‘The purpose of this part is to promulgate regulations
implementing and enforcing certain sections of the Ports and
Waterways Safety Act (PWSA) setting up a national system of
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Vessel Traffic Services that will enhance navigation, vessel safety,
and marine environmental protection and promote safe vessel
movement by reducing the potential for collisions, rammings, and
groundings, and the loss of lives and property associated with
these incidents within VTS areas established hereunder.

(1329) (b) Vessel Traffic Services provide the mariner with infor-
mation related to the safe navigation of a waterway. This informa-
tion, coupled with the mariner’s compliance with the provisions
set forth in this part, enhances the safe routing of vessels through
congested waterways or waterways of particular hazard. Under
certain circumstances, a VTS may issue directions to control the
movement of vessels in order to minimize the risk of collision
between vessels, or damage to property or the environment.

(1330) (c) The owner, operator, charterer, master, or person
directing the movement of a vessel remains at all times responsi-
ble for the manner in which the vessel is operated and maneu-
vered, and is responsible for the safe navigation of the vessel
under all circumstances. Compliance with these rules or with a
direction of the VTS is at all times contingent upon the exigencies
of safe navigation.

(1331) (d) Nothing in this part is intended to relieve any vessel,
owner, operator, charterer, master, or person directing the move-
ment of a vessel from the consequences of any neglect to comply
with this part or any other applicable law or regulations (e.g., the
International Regulations for Prevention of Collisions at Sea, 1972
(72 COLREGS) or the Inland Navigation Rules) or of the neglect
of any precaution which may be required by the ordinary practice
of seamen, or by the special circumstances of the case.

1332y §161.2 Definitions.

(1333) For the purposes of this part:

(1334) “Cooperative Vessel Traffic Services (CVTS)” means the
system of vessel traffic management established and jointly oper-
ated by the United States and Canada within adjoining waters. In
addition, CVTS facilitates traffic movement and anchorages,
avoids jurisdictional disputes, and renders assistance in emergen-
cies in adjoining United States and Canadian waters.

(1335) “Hazardous Vessel Operating Condition™ means any con-
dition related to a vessel’s ability to safely navigate or maneuver,
and includes, but is not limited to:

(1336) (1) The absence or malfunction of vessel operating equip-
ment, such as propulsion machinery, steering gear, radar system,
gyrocompass, depth sounding device, autoratic radar plotting aid
(ARPA), radiotelephone, automated dependent surveillance equip-
ment, navigational lighting, sound signaling devices or similar
equipment.

(1337) (2) Any condition on board the vessel likely to impair
navigation, such as lack of current nautical charts and publica-
tions, personnel shortage, or similar condition.

(1338) (3) Vessel characteristics that affect or restrict maneuver-
ability, such as cargo arrangement, trim, loaded condition, under-
keel clearance, speed, or similar characteristics.

(1339) “Precautionary Area” means a routing measure compris-
ing an area within defined limits where vessels must navigate with
particular caution and within which the direction of traffic may be
recommended. i

(1340) “Towing Vessel” means any commercial vessel engaged in
towing another vessel astern, alongside, or by pushing ahead.

(1341) “Vessel Movement Reporting System (VMRS)” is a sys-
tem used to manage and track vessel movements within a VTS
area. This is accomplished by a vessel providing information
under established procedures as set forth in this part, or as
directed by the VTS.

(1342) “Vessel Movement Reporting System (VMRS) User”
means a vessel, or an owner, operator, charterer, master, or person
directing the movement of a vessel, that is required to participate
in a VMRS within a VTS area. VMRS participation is required
for:

(1343) (1) Every power-driven vessel of 40 meters (approxi-
mately 131 feet) or more in length, while navigating;

(1340 (2) Every towing vessel of 8 meters (approximately 26
feet) or more in length, while navigating: or

(1345 (3) Every vessel certificated to carry 50 or more passen-
gers for hire, when engaged in trade.

(1346) “Vessel Traffic Center (VTC)” means the shore-based
facility that operates the vessel traffic service for the Vessel Traffic
Service area or sector within such an area.

(1347) “Vessel Traffic Services (VTS)” means a service imple-
mented by the United States Coast Guard designed to improve the
safety and efficiency of vessel traffic and to protect the environ-
ment. The VTS has the capability to interact with marine traffic
and respond to traffic situations developing in the VTS area.

(1348) “Vessel Traffic Service Area or VTS Area” means the geo-
graphical area encompassing a specific VTS area of service. This
area of service may be subdivided into sectors for the purpose of
allocating responsibility to individual Vessel Traffic Centers or to
identify different operating requirements.

(1349 Note: Although regulatory jurisdiction is limited to the
navigable waters of the United States, certain vessels will be
encouraged or may be required, as a condition of port entry, to
report beyond this area to facilitate traffic management within the
VTS area.

(1350 “VTS Special Area” means a waterway within a VTS area
in which special operating requirements apply.

(13s1) “VTS User” means a vessel, or an owner, operator, char-
terer, master, or person directing the movement of a vessel, that is:

(1352) (8) Subject to the Vessel Bridge-to-Bridge Radiotele-
phone Act; or

(1353) (b) Required to participate in a VMRS within a VTS area
(VMRS User).

1354) “VTS User’s Manual” means the manual established and
distributed by the VTS to provide the mariner with a description
of the services offered and rules in force for that VTS. Addition-
ally, the manual may include chartlets showing the area and sector
boundaries, general navigational information about the area, and
procedures, radio frequencies, reporting provisions and other
information which may assist the mariner while in the VTS area.

1355 §161.3 Applicability.

(1356) The provisions of this subpart shall apply to each VTS
User and may also apply to any vessel while underway or at
anchor on the navigable waters of the United States within a VTS
area, to the extent the VTS considers necessary.

(357 §161.4 Requirement to carry the rules.

1358y Each VTS User shall carry on board and maintain for
ready reference a copy of these rules.

(1359) Nete: These rules are contained in the applicable U.S.
Coast Pilot, the VTS User’s Manual which may be obtained by
contacting the appropriate VTS, and periodically published in the
Local Notice to Mariners. The VTS User’s Manual and the World
VTS Guide, an International Maritime Organization (IMO) recog-
nized publication, contain additional information which may assist
the prudent mariner while in the appropriate VTS area.

(30 §161.5 Deviations from the rules.

a361) (a) Requests to deviate from any provision in this part,
either for an extended period of time or if anticipated before the
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start of a transit, must be submitted in writing to the appropriate
District Commander. Upon receipt of the written request, the Dis-
trict Commander may authorize a deviation if it is determined that
such a deviation provides a level of safety equivalent to that pro-
vided by the required measure or is a maneuver considered neces-
sary for safe navigation under the circumstances. An application
for an authorized deviation must state the need and fully describe
the proposed alternative to the required measure.

(1362 (b) Requests to deviate from any provision in this part due
to circumstances that develop during a transit or immediately pre-
ceding a transit, may be made verbally to the appropriate VTS
Commanding Officer. Requests to deviate shall be made as far in
advance as practicable. Upon receipt of the request, the VTS
Commanding Officer may authorize a deviation if it is determined
that, based on vessel handling characteristics, traffic density, radar
contacts, environmental conditions and other relevant information,
such a deviation provides a level of safety equivalent to that pro-
vided by the required measure or is a maneuver considered neces-
sary for safe navigation under the circumstances.

Services, VTS Measures, and Operating Requirements

(1363) §161.10 Services.

(1364 To enhance navigation and vessel safety, and to protect the
marine environment, a VTS may issue advisories, or respond to
vessel requests for information, on reported conditions within the
VTS area, such as:

(1365) (a) Hazardous conditions or circumstances;

(1366) (b) Vessel congestion;

1367 (¢) Traffic density;

(1368) (d) Environmental conditions;

(1369) (e) Aids to navigation status;

(1370) (f) Anticipated vessel encounters;

1371y (g) Another vessel’s name, type, position, hazardous ves-
sel operating conditions, if applicable, and intended navigation
movements, as reported;

(1372) (h) Temporary measures in effect;

(1373) (i) A description of local harbor operations and condi-
tions, such as ferry routes, dredging, and so forth;

(1374) (j) Anchorage availability; or

1375y (k) Other information or special circumstances.

1376) §161.11 VTS measures.

371 (a) A VTS may issue measures or directions to enhance
navigation and vessel safety and to protect the marine environ-
ment, such as, but not limited to:

1378y (1) Designating temporary reporting points and proce-
dures;

(1379) (2) Imposing vessel operating requirements; or

(1380) (3) Establishing vessel traffic routing schemes.

(1381 (b) During conditions of vessel congestion, restricted vis-
ibility, adverse weather, or other hazardous circumstances, a VTS
may control, supervise, or otherwise manage traffic, by specifying
times of entry, movement, or departure to, from, or within a VTS
area.

(1382) §161.12 Vessel operating requirements.

(1383) (a) Subject to the exigencies of safe navigation, a VTS
User shall comply with all measures established or directions
issued by a VTS.

a3s4) (1) If, in a specific circumstance, a VTS User is unable to
safely comply with a measure or direction issued by the VTS, the
VTS User may deviate only to the extent necessary to avoid
endangering persons, property or the environment. The deviation
shall be reported to the VTS as soon as is practicable.

(1385) (b) When not exchanging communications, a VTS User
must maintain a listening watch as required by §26.04(e) of this
chapter on the VTS frequency designated in Table 161.12(b) (VTS
Call Signs, Designated Frequencies, and Monitoring Areas). In
addition, the VTS User must respond promptlywhen hailed and
communicate in the English language.

(1386) Note: As stated in 47 CFR 80.148(b), a VHF watch on
Channel 16 (156.800 MHz) is not required on vessels subject to
the Vessel Bridge-to-Bridge Radiotelephone Act and participating
in a Vessel Traffic Service (VTS) system when the watch is main-
tained on both the vessel bridge-to-bridge frequency and a desig-
nated VTS frequency.

(1387) (c) As soon as practicable, a VTS User shall notify the
VTS of any of the following:

(1388) (1) A marine casualty as defined in 46 CFR 4.05-1;

(1389) (2) Involvement in the ramming of a fixed or floating
object;

(1390) (3) A pollution incident as defined in §151.15 of this
chapter:

(1391) (4) A defect or discrepancy in an aid to navigation;

(1392) (5) A hazardous condition as defined in §160.203 of this
chapter;

(1393) (6) Improper operation of vessel equipment required by
Part 164 of this chapter;

(1394) (7) A situation involving hazardous materials for which a
report is required by 49 CFR 176.48; and

(1395) (8) A hazardous vessel operating condition as defined in
§161.2.

(1396) §161.13 VTS Special Area Operating Requirements.

11397) The following operating requirements apply within a VTS
Special Area:

(1398) (a) A VTS User shall, if towing astern, do so with as short
a hawser as safety and good seamanship permits.

(1399) (b) A VMRS User shall:

(1400) (1) Not enter or get underway in the area without prior
approval of the VTS;

(1401) (2) Not enter a VTS Special Area if a hazardous vessel
operating condition or circumstance exists:

(1402) (3 Not meet, cross, or overtake any other VMRS User in
the area without prior approval of the VTS; and

(1403) (4) Before meeting, crossing, or overtaking any other
VMRS User in the area, comumunicate on the designated vessel
bridge-to-bridge radiotelephone frequency, intended navigation
movements, and any other information necessary in order to make
safe passing arrangements. This requirement does not relieve a
vessel of any duty prescribed by the International Regulations for
Prevention of Collisions at Sea, 1972 (72 COLREGS) or the
Inland Navigation Rules.

Subpart B-Vessel Movement Reporting System

(1404) §161.15 Purpose and Intent.

(1405) (a) A Vessel Movement Reporting System (VMRS) is a
system u_sefi to manage and track vessel movements within a VTS
area. This is accomplished by requiring that vessels provide infor-
mation under established procedures as set forth in this part, or as
directed by the VTS.

(1406) (b) To avoid imposing an undue reporting burden or
qnc!uly congesting radiotelephone frequencies, reports shall be
limited to information which is essential to achieve the objectives
of q?e VMRS. These reports are consolidated into four reports
(sailing plan, position, sailing plan deviation and final).
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Table161.12(b)—VESSEL TRAFFIC SERVICES (VTS) CALL SIGNS, DESIGNATED
FREQUENCIES, AND MONITORING AREAS

Vessel traffic services Designated frequencyl ‘
(call sign) (channel designation) ! Monitoring area

New York

New York Traffic’. ... . 156.700 MHz (Ch. 14). . . .. The waters of the Lower New York Bay west of a line drawn from Norton Point
i to Breezy Point and north of a line drawn from Ambrose Entrance Lighted
Gong Buoy #1 to Ambrose Channel Lighted Gong Buoy #9 thence to West
Bank Light and thence to Great Kills Light. The waters of the Upper New York
Bay, south of 40°42.40'N. (Brooklyn Bridge) and 40°43.70'N. (Holland Tunnel
Ventilator Shaft); and in Newark Bay. north of 40°38.25'N. (Arthur Kill
Railroad Bridge), and south of 40°41.95'N. (Lehigh Valley Draw Bridge): and
the Kill Van Kull.

156.550 MHz (Ch. 11)... .. The waters of Raritan Bay east of a line drawn from Great Kills Light to Point
Comfort in New Jersey and south of a line drawn from Great Kills Light to
West Bank Light, thence to Ambrose Channel Lighted Gong Buoy #9, and
thence to Ambrose Channel Lighted Gong Buoy #1, and west of a line drawn
from Ambrose Channel Lighted Gong Buoy #1 to the Sandy Hook Channel
Entrance Buoys (Sandy Hook Lighted Gong Buoy #1 and Sandy Hook Lighted
Bell Buoy #2).

156.600 MHz (Ch. 12). .. .. Each vessel at anchor within the above areas.

Houston?

The navigable waters north of 29°N., west of 94°20°'W., south of 29°49'N., and
east of 95°20'W.:

Houston Traffic....... 156.550 MHz (Ch. 11). . ... The navigable waters north of a line extending due west from the southern most
end of Exxon Dock #1 (29°43.37'N., 95°01.27'W.)

156.600 MHz (Ch 12) .. ... The navigable waters south of a line extending due west from the southern most
end of Exxon Dock #1 (29°43.37'N., 95°01.27'W.).

Berwick Bay

Berwick Traffic....... 156.550 MHz (Ch. 11} .. ... The navigable waters south of 29°45'N., west of 91°10'W., north of 29°37'N,,
and east of 91°18'W.

St. Marys River

Soo Control.......... 156.600 MHz (Ch. 12). . ... The navigable waters of the St. Marys River between 45°57'N. (De Tour Reef
o0 ome ( Light) and 46°38.7°N. (lle Parisienne Light), except the St. Marys Falls Canal
and those navigable waters east of a line from 46°04.16'N. and 46°01.57'N. (La
Pointe to Sims Point in Potagannissing Bay and Worsley Bay).

San Francisco?

s . . . . o
i . 6.600 MHz (Ch. 12). . ... The waters within a 38 nautical mile n‘ldlus of Mount Tamalpals (37°55.8'N.,
San Francisco Traffc P ( 122°34.6'W.) excluding the San Francisco Offshore Precautionary Area.
X Hz (Ch. 14)..... The waters of the San Francisco Offshore Precautionary Area eastward to San
156700 MHz ( ) ! Francisco Bay including its tributaries extending to the ports of Stockton,
1 Sacramento and Redwood City.
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Vessel traffic services
(call sign)

Designated frequency’
(channel designation) Monitoring area

Puget Sound’

=
Seattle Traffic® ... .. .. .| 156.700 MHz (Ch. 14) .... | The navigable waters of Puget Sound, Hood Canal and adjacent waters south of
a line connecting Marrowstone Point and Lagoon Point in Admiralty Inlet and
south of a line drawn due east from the southernmost tip of Possession Point on
Whidbey Island to the shoreline.

156.250 MHz (Ch. 5A) . ... | The navigable waters of the Strait of Juan de Fuca east of 124°40'W. excluding
the waters in the central portion of the Strait of Juan de Fuca north and east of
Race Rocks; the navigable waters of the Strait of Georgia east of 122°52'W.;
the San Juan Island Archipelago, Rosario Strait, Bellingham Bay; Admiralty
Inlet north of a line connecting Marrowstone Point and Lagoon Point and all
waters east of Whidbey Island north of a line drawn due east from the

i southernmost tip of Possession Point on Whidbey Island to the shoreline.
Tofino Traffic® ... .... .| 156.725 MHz (Ch. 74) .... | The waters west of 124°40"W. within 50 nautical miles of the coast of
Vancouver Island including the waters north of 48°N., and east of 127°W.
Vancouver Traffic. ... .. 156.550 MHz (Ch. 11). . ... The navigable waters of the Strait of Georgia west of 122°52°W., the navigable
waters of the central Strait of Juan de Fuca north and east of Race Rocks,
including the Gulf Island Archipelago, Boundary Pass and Haro Strait.

Prince William Sound®

Valdez Traffic........ T 156.650 MHz (Ch. 13) .. .. | The navigable waters south of 61°05'N., east of 147°20°W., north of 60°N., and
west of 146°30'W.; and, all navigable waters in Port Valdez.

Louisville®

Louisville Traffic ...... ( 156.650 MHz (Ch. 13) .. .. | The navigable waters of the Ohio River between McAlpine Locks (Mile 606)
and Twelve Mile Island (Mile 593), only when the McAlpine upper pool gauge
; is at approximately 13.0 feet or above.

NOTES:

! In the event of a communication failure either by the vessel traffic center or the vessel or radio congestion on a designated VTS
frequency, communications may be established on an alternate VTS frequency. The bridge-to-bridge navigational frequency, 156.650 MHz
(Channel 13), is monitored in cach VTS area; and it may be used as an aliemnate frequency, however, only to the extent that doing so
provides a level of safety beyond that provided by other means.

2 Designated frequency monitoring is required within U.S. navigable waters. In areas which are outside the U S. navigable waters,
designated frequency monitoring is voluntary. However, prospective VTS Users are encouraged to monitor the designatedfrequency.

3 A Cooperative Vessel Traffic Service was established by the United States and Canada within adjoining waters. The appropriate vessel
traffic center administers the rules issued by both nations; however, it will enforce only its own set of rules within its jurisdiction.

4 Seattle Traffic may direct a vessel to monitor the other primary VTS frequency 156.250 MHz or 156.700 MHz (Channel 5A or 14)
depending on traffic density, weather conditions, or other safety factors, rather than strictly adhering to the designated frequency required
for cach monitoring area as defined above. This does not require a vessel to monitor both primary frequencies.

3 A portion of Tofino Sector’s monitoring area extends beyond the defined CVTS area. Designated frequency monitoring is voluntary in
these portions outside of VTS jurisdiction, however, prospective VTS Users are encouraged to monitor the designated frequency.

6 The bridge-to-bridge navigational frequency, 156.650 MHz (Channel 13), is used in these VTSs because the level of radiotelephone
transmissions does not warrant a designated VTS frequency. The listening watch required by §26.05 of this chapter is not limited to the
monitoring area.
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(1407 §161.16 Applicability.

(1408) The provisions of this subpart shall apply to the following
VMRS Users:

. 0409 (a) Every power-driven vessel of 40 meters (approxi-
mately 131 feet) or more in length, while navigating;

(410) (b) Every towing vessel of 8 meters (approximately 26
feet) or more in length, while navigating; or

411y (c) Every vessel certificated to carry SO or more passen-
gers for hire, when engaged in trade.

1412) §161.17 Definitions.

(413) As used in this subpart: Published means available in a
widely-distributed and publicly available medium (e.g., VTS
User’s Manual, ferry schedule, Notice to Mariners).

(1414) §161.18 Reporting requirements.

(415 (a)A VTS may: (1) Direct a vessel to provide any of the
information set forth in Table 161.18(a) (IMO Standard Ship
Reporting System);

(1416) (2) Establish other means of reporting for those vessels
unable to report on the designated frequency; or

aa1n (3) Require reports from a vessel in sufficient time to
allow advance vessel traffic planning.

(418) (b) All reports required by this part shall be made as soon
as is practicable on the frequency designated in Table 161.12(b)
(VTS Call Signs, Designated Frequencies, and Monitoring Areas).

(1419) (c) When not exchanging communications, a VMRS User
must maintain a listening watch as described in §26.04(e) of this
chapter on the frequency designated in Table 161.12(b) (VTS Call
Signs, Designated Frequencies, and Monitoring Areas). In addi-
tion, the VMRS User must respond promptly when hailed and
communicate in the English language.

(14200 Note: As stated in 47 CFR 80.148(b), a VHF watch on
Channel 16 (156.800 MHz) is not required on vessels subject to
the Vessel Bridge-to-Bridge Radiotelephone Act and participating
in a Vessel Traffic Service (VTS) system when the watch is main-
tained on both the vessel bridge-to-bridge frequency and a desig-
nated VTS frequency.

a421) (d) When reports required by this part include time infor-
mation, such information shall be given using the local time zone
in effect and the 24-hour military clock system.

(1422) $161.19 Sailing Plan (SP).

(1423) Unless otherwise stated, at least 15 minutes before navi-
gating a VTS area, a vessel must report the:

(1424) (a) Vessel name and type;

(1425) (b) Position;

(426) (c) Destination and ETA;

1427 (d) Intended route;

(1428) (e) Time and point of entry; and

(1429) (f) Dangerous cargo on board or in its tow, as defined in
§160.203 of this chapter, and other required information as set out
in §160.211 and §160.213 of this chapter, if applicable.

(1430) §161.20 Position Report (PR).

(431) A vessel must report its name and position:

(1432) (a) Upon point of entry into a VTS area;

(433 (b) At designated reporting points as set forth in subpart
C;or

(1439) (c) When directed by the VTC.

a435) Note: Notice of temporary reporting points, if estab-
lished, may be published via Local Notices to Mariners, general
broadcast or the VTS User’s Manual.

436) §161.21 Sailing Plan Deviation Report (DR),

(1437 A vessel must report:

(1438) (a) When its ETA to a destination varies significantly
from a previously reported ETA:

(1439 (b) Any intention to deviate from a VTS issued measure
or vessel traffic routing system; or

(1440) (c) Any significant deviation from previously reported
information.

(1441) §161.22 Final Report (FR).

(1442) A vessel must report its name and position:

(1443) (a) On arrival at its destination; or

(1442) (b) When leaving a VTS area.

n445) §161.23 Reporting exemptions.

(1446) (a) Unless otherwise directed, the following vessels are
exempted from providing Position and Final Reports due to the
nature of their operation:

1447y (1) Vessels on a published schedule and route:

(448) (2) Vessels operating within an area of a radius of three
nautical miles or less; or

(1449) (3) Vessels escorting another vessel or assisting another
vessel in maneuvering procedures.

(1450) (b) A vessel described in paragraph (a) of this section
must:

1451y (1) Provide a Sailing Plan at least 5 minutes but not more
than 15 minutes before navigating within the VTS area; and

{1452y (2) If it departs from its promulgated schedule by more
than 15 minutes or changes its limited operating area, make the
established VMRS reports. or report as directed.

(1453) (¢) In those VTS areas capable of receiving automated
position reports from Automated Dependent Surveillance Ship-
borne Equipment (ADSSE) as required by §164.43 of this chapter
and where ADSSE is required, vessels equipped with an operating
ADSSE are not required to make voice radio position reports at
designated reporting points as required by §161.20(b) of this part,
unless otherwise directed by the VTC.

1454y {1) Whenever an ADSSE becomes non-operational as
defined in §164.43(c) of this chapter, before entering or while
underway in a VTS area, a vessel must:

(455 (i) Notify the VTC;

(1456) (ii) Make voice radio position reports at designated
reporting points as required by §161.20(b) of this part;

(1457 (iil) Make other voice radio reports as directed; and

(1458) (iv) Restore the ADSSE to operating condition as soon as
possible.

(1459 (2) Whenever an ADSSE becomes non-operational due to
a loss of position correction information (i.e., the U.S. Coast
Guard differential global positioning system (dGPS) cannot pro-
vide the required error correction messages) a vessel must:

(1460) (1) Make required voice radio position reports at desig-
nated reporting points required by §161.20(b) of this part; and

(1461 {it) Make other voice radio reports as directed.

(1462) Note: Regulations pertaining to ADSSE required capabil-
ities are set forth in §164.43 of this chapter.

Subpart C-Vessel Traffic Service Areas, Cooperative Vessel
Traffic Service Area, Vessel Traffic Service Special Areas and

Reporting Points.

(1463 Note: All geographic coordinates contained in part 161
(latitude and longitude) are expressed in North American Datum
of 1983 (NAD 83).

(464 §161.25 Vessel Traffic Service New York.

(1465) The VTS area consists of the waters of the Lower New
York Bay bounded to the cast by a line drawn from Norton Point
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TABLE 161.18(a).—THE IMO STANDARD SHIP REPORTING SYSTEM
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Dates and time of-event . ..

Position................

Position................

Truecourse . ............
Speed in knots and tenths of
knots

Port of Departure
Date, time and point of entry
system.

Destination and expected
time of arrival.

Date, time and point of exit
from system.
Route information........

Time of nextreport . .. ....
Maximum present static
draught in meters.
Cargoonboard ..........

Defects, damage,
deficiencies or limitations.
Description of pollution or
dangerous goods lost.

Weather conditions . .. .. ..

Name, call sign or ship station identity, and flag.

A 6 digit group giving day of month (first two digits),
hours and minutes (last four digits). If other than
UTC state time zone used.

A 4 digit group giving latitude in degrees and minutes
suffixed with N (north) or S (south) and a 5 digit
group giving longitude in degrees and minutes
suffixed with E (east) or W (west); or,

True bearing (first 3 digits) and distance (state
distance) in nautical miles from a clearly identified
landmark (state landmark).

A 3 digit group.

A 3 digit group.

Name of last port of call.

Entry time expressed as in (B) and into the entry
position expressed as in (C) or (D).

Name of port and date time group expressed as in
(B).

State whether a deep sea or local pilot is on board.
Exit time expressed as in (B) and exit position
expressed as in (C) or (D).

Intended track.

State in full names of communications stations/
frequencies guarded.

Date time group expressed as in (B).

4 digit group giving meters and centimeters.

Cargo and brief details of any dangerous cargoes as
well as harmful substances and gases that conld
endanger persons or the environment.

Brief detail of defects, damage, deficiencies or other
limitations.

Brief details of type pollution (oil, chemicals, etc) or
dangerous goods lost overboard; position expressed
as in (C) or (D).

Brief details of weather and sea conditions
prevailing.

Details of name and particulars of ship’s
representative and/or owner for provision of
information.

Details of length, breadth, tonnage, and type, etc., as
required.

Doctor, physician’s assistant, nurse, no medic.

State number.

Any (_)ther information as appropriate. (i.e., a detailed
description of a planned operation, which may
include: its duration; effective area, any restrictions
to navigation; notification procedures for
approaching vessels; in addition, for a towing
operation; configuration, length of the tow, available
horsepower, etc.; for a dredge or floating plant:
configuration of pipeline, mooring configuration,
number of assist vessels, etc.)
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to Breezy Point, then south to the entrance buoys at Ambrose,
Sandy Hook and Swash Channels, and to the west by a line drawn
in the Raritan Bay from Great Kills Light on Staten Island to
Point Comfort in New Jersey. In addition, VTS New York encom-
passes the Upper New York Bay waters to the west, including the
Kill Van Kull south to the AK Railroad Bridge and Newark Bay
north to the Lehigh Valley Draw Bridge, and in the Hudson River,
north to a line drawn east-west from the Holland Tunnel ventila-
tor shaft at 40°43.7'N., 74°01.6’W., and east to the Brooklyn
Bridge.

(1466) §161.30 Vessel Traffic Service Louisville.

(1467) The VTS area consists of the navigable waters of the Ohio
River between McAlpine Locks (Mile 606) and Twelve Mile
Island (Mile 593), only when the McAlpine upper pool gauge is at
13.0 feet or above,

(1468) §161.35 Vessel Traffic Service Houston/Galveston.

(1469) (a) The VTS area consists of the following major water-
ways and portions of connecting waterways: Galveston Bay
Entrance Channel; Outer Bar Channel; Inner Bar Channel: Bolivar
Roads Channel; Galveston Channel; Gulf ICW and Galveston-
Freeport Cut-Off from Mile 346 to Mile 352; Texas City Channel;
Texas City Turning Basin; Texas City Channel; Texas City Canal
Turning Basin; Houston Ship Channel; Bayport Channel; Bayport
Turning Basin; Houston Turning Basin: and the following precau-
tionary areas associated with these waterways.

(1470) (b) Precautionary Areas. (Table 161.35(b))

(1471 (c) Reporting Points. (Table 161.35(c))

(1472) §161.40 Vessel Traffic Service Berwick Bay.

(1473) (a) The VTS area consists of the navigable waters of the
following segments of waterways: the Intracoastal Waterway
(ICW) Morgan City to Port Allen Alternate Route from Mile
Marker 0 to Mile Marker 5; the ICW from Mile Marker 93 west of
Harvey Lock (WHL) to Mile Marker 102 WHL; the Atchafalaya
River Route from Mile Marker 113 to Mile Marker 122; from
Bayou Shaffer Junction (ICM Mile Marker 94.5 WHL) south one
statute mile along Bayou Shaffer; and from Berwick Lock north-
west one statute mile along the Lower Atchafalaya River.

(1474) (b) VTS Special Area. The Berwick Bay VTS Special
Area consists of those waters within a 1000 yard radius of the
Southern Pacific Railroad Bridge located at Mile .03 MC/PA.

(1475) (c) Reporting Points. (Table 161.40(c))

Part 162 Inland Waterways Navigation Regulations

(1476) §162.1 General.

(1471 Geographic coordinates expressed in terms of latitude or
longitude, or both, are not intended for plotting on maps or charts
whose referenced horizontal datum is the North American Datum
of 1983 (NAD 83), unless such geographic coordinates are
expressly labeled NAD 83. Geographic coordinates without the
NAD 83 reference may be plotted on maps or charts referenced to
NAD 83 only after application of the appropriate corrections that
are published on the particular map or chart being used.

(1478 §162.65 All waterways tributary to the Atlantic Ocean
south of Chesapeake Bay and all waterways tributary to the
Gulf of Mexico east and south of St. Marks, Fla.
(a) Description. This section applies to the following:

(1479) (1) Waterways. All navigable waters of the United States,
natural or artificial, including bays, lakes, sounds, rivers, creeks,
intracoastal waterways, as well as canals and channels of all types,
which are tributary to or connected by other waterways with the

Atlantic Ocean south of Chesapeake Bay or with the Gulf of Mex-
ico east and south of St. Marks, Florida.

(1430) (2) United States property. All river and harbor lands
owned by the United States in or along the waterways described in
paragraph (a)(1) of this section, including lock sites and all struc-
tures thereon, other sites for Government structures and for the
accommodation and use of employees of the United States, and
rights of way and spoil disposal areas to the extent of Federal
interest therein.

(1481 (3) Vessels and rafts. The term “vessel” as used in this
section includes all floating things moved over these waterways
other than rafts.

(1482) (b) Waterways-(1) Fairway. A clear channel shall at all
times be left open to permit free and unobstructed navigation by
all types of vessels and rafts that normaily use the various water-
ways or sections thereof. The District Commander may specify
the width of the fairway required in the various waterways under
his charge.

(1483) (2) Stoppage in waterway, anchorage or mooring. (i) No
vessels or rafts shall anchor or moor in any of the land cuts or
other narrow parts of the waterway, except in case of an emer-
gency. Whenever it becomes necessary for a vessel or raft to stop
in any such portions of the waterway it shall be securely fastened
to one bank and as close to the bank as possible. This shall be done
only at such a place and under such conditions as will not obstruct
or prevent the passage of other vessels or craft. Stoppages shall be
only for such periods as may be necessary.

(1484 (ii) No vessel or raft will be allowed to use any portion of
the fairway as a mooring place except temporarily as authorized
above without the written permission from the District Com-
mander.

(1485) (iii) When tied up, all vessels must be moored by bow and
stern lines. Rafts and tows shall be secured at sufficiently close
intervals to insure their not being drawn away from the bank by
winds, currents or the suction of passing vessels. Tow lines shall
be shortened so that the different parts of the tow shall be as close
together as possible. In narrow sections, no vessel or raft shall be
tied abreast of another.

(1486) (iv) Lights shall be displayed in accordance with provi-
sions of the Inland Rules and the Pilot Rules for Inland Waters.

(1487) (v) No vessel, even if fastened to the bank as prescribed
in paragraph (b)(2)(i) of this section, shall be left without a suffi-
cient crew to care for it properly.

(1488) (vi) Vessels will not be permitted to load or unload in any
of the land cuts except as a regular established landing or wharf
without written permission secured in advance from the District
Commander.

(1489) (vii) No vessel, regardless of size, shall anchor in a
dredged channel or narrow portion of a waterway for the purpose
of fishing, if navigation is obstructed, thereby.

(1490) (viii) Except in cases of emergency the dropping of
anchors, weights, or other ground tackle, within areas occupied by
submarine cable or pipe crossings is prohibited. Such crossings
will ordinarily be marked by signboards on each bank of the shore
or indicated on coast charts.

(1491) (3) Speed. (i) Vessels shall proceed at a speed which will
not endanger other vessels or structures and will not interfere with
any work in progress incident to maintaining, improving, survey-
ing or marking the channel.

(1492) (ii) Official signs indicating limiting speeds through criti-
cal portions of the waterways shall be strictly obeyed.
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TABLE 161.35(b)—VTS HOUSTON/GALVESTON PRECAUTIONARY AREAS

Precautionary area name Radius (yards) Tt deCemer po“;[,ongi e

Bolivar Roads 4000 29°20.9'N 94°47.0'W
Red Fish Bar 4000 29°29.8'N 94°51.9W
Bayport Channel 4000 29°36.7'N 94°57.2'W

: Morgans Point 2000 29°41.0'N 94°59.0'W
| Upper San Jacinto Bay 1000 29°42.3'N 95°01.1'W
Baytown 1000 29°43.6'N 95°01 4'W
Lynchburg 1000 29°45.8'N 95°04.8'W
Carpenter Bayou 1000 29°45.3'N 95°05.6'W
Jacintoport 1000 29°44.8'N 95°06.0'W
Greens Bayou 1000 29°44.8'N 95°10.2'W
Hunting Bayou 1000 29°44.3'N 95°12.1'W
Sims Bayou 1000 29°43.1'N 95°14.4'W
Brady Island 1000 20°43.5'N 95°16.4'W
Buffalo Bayou 1000 29°44.6'N 95°17.3'W

Note: Each Precautionary Area encompasses a circular area of the radius denoted.

TABLE 161.35(c)—VTS HOUSTON/GALVESTON REPORTING POINTS

Latitude/
Designator Geographic name Geographic description Longitude Notes
1 Galveston Bay Entrance Channel.. | Galveston Bay Entrance CH 29°18.4'N
Lighted Buoy (LB) "GB"........ 94°37.6'W
2 Galveston Bay Entrance Channel.. | Galveston Bay Entrance Channel 29°20.6'N
LBlland12................. 94°44.6'W
E BolivarLand Cut .............. Mile 349 Intracoastal Waterway 29°22.5N Tows entering HSC
ACW) ..o 94°46.9'W also report at HSC
LB 25 & 26.
w PelicanCut ................... Mile351ICW ................ 29°21.4'N Tows entering HSC
94°48.5'W also report at HSC
LB 25 & 26.
GCG GalvestonHarbor . ............. USCG Base. At the entrance to 29°20.0'N
Galveston Harbor . ... .......... 94°46.5'W
T Texas City Channel............. Texas City Channel LB 12. ...... 29°22 4'N
94°50.9°'W
X Houston Ship Channel ICW Houston Ship Channel (HSC)LB | 29°22.1'N Tows entering HSC
Intersection . . ................. 25and26 ... ... ... ..., 94°48.1'W from ICW or Texas
Cut Only
3 Lower GalvestonBay........... HSCLB31and32....... ...... 29°23.5'N
94°48.8'W
4 RedFishReef................. HSCLtS3A&S4A ............ 29°30.3'N
94°52.4'W
P Bayport Ship Channel........... Bayport Ship Channel Lt. 7 and 8.. | 29°36.8'N Report at the North
94°59.5'W Land Cut
4A Upper GalvestonBay .. .. ... .. .. HSCBuoys69and70 .......... 29°34.7'N Tows only.
94°55.8'W
s Morgan’sPoint ... ............. Barbour’sCut....... ... ...... 29°41.0'N Abeam Barbours Cut
94°58.9°'W
6 BXXOB ... i iiiennannn s, BaytownBend ................ 29°43 5'N
94°01.4'W
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Latitude/
Designator Geographic name Geographic description Longitude Notes
7 Lynchburg . ............. ... ... Ferry crossing ................ 29°45.8'N
95°04.8'W
-8 ShellOil.............. ... . ... Boggy Bayou................. 29°44.1'N
95°08.0'W
9 GreensBayou.................. GreensBayou ................ 29°44.8'N
95°10.1'W
10 Hess Turning Basin . ............ Hunting Bayou Turning Basin. ... | 29°44.3'N
95°12.1'W
11 Lyondell Turning Basin . ......... Sims Bayou Turning Basin . ... .. 29°43.2'N
95°14 4'W
12 I-610Bridge. . ................. 1-610Bridge. . .. .............. 29°43.5'N
95°16.0'W
13 Houston Turning Basin . . . ... .. .. BuffaloBayou................ 29°45.0'N
95°17.4'W
TABLE 161.40(c)—VTS BERWICK BAY REPORTING POINTS
Latitude/
Designator Geographic name Geographic description Longitude Notes
1 StoutsPass ................ Stouts Point Light "1" Mile 113- 29°43'47"N
AtchafalayaRiver.............. 91°13'25"W
2 BerwickLock .............. Mile LIOMCPA ............... 29°43'10"N If transiting the Lock.
91°1328"W
3 Conard’s Point Junction . . . ... Buoy "1" Mile 1.5 MC/PA ....... | 29°42"32"N
91°13'14"W
4 Swift Ships Flat Lake Junction. | Mile SBMC/PA. ................ 29°43°26"N
91°12722"W
5 South Pacific Railroad Bridge. . | Mile 0.3 MC/PA ............... 29°41'34"N
91°12°44"W
6 20 Grand Point Junction.. ... .. Bayou Boeuf-Atchafalaya R. Mile | 29°41'18"N
95.5ICW. . ... ... 91°12"36"W
7 ICW.. .. ... s Overhead Power Cable Mile 96.5 29°40°43"N
ICW.
91°13'18"W
8 Wax Bayou Junction. ........ Light "A" Mile 98.2W ICW ...... 29°3929"N
91°14’46"W
9 Shaffer Junction ............ ICW-Bayou Shaffer Mile 94.5 ICW | 29°41°10"N

77
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(1493 (iil) Vessels approaching and passing through a bridge
shall so govern their speed as to insure passage through the bridge
without damage to the bridge or its fenders.

(1494) (4) Assembly and handling of tows.

(1495 (1) All vessels drawing tows and equipped with rudders
shall use two tow lines or a bridle and shorten them to the greatest
possible extent so as to have full control at all times. The various
parts of a tow shall be securely assembled with the individual
units connected by lines as short as practicable. If necessary, as in
the case of lengthy or cumbersome tows or tows in restricted chan-
nels, the District Commander may require that tows be broken up
and may require the installation of a rudder, drag or other
approved steering device on the tow in order to avoid obstructing
navigation or damaging the property of others, including aids to
navigation maintained by the United States or under its authoriza-
tion, by collision or otherwise.

(1496) (ii) No tow shall be drawn by a vessel that has insufficient
power or crew to permit ready maneuverability and safe handling.

(1497) (iii) Tows desiring to pass a bridge shall approach the
opening along the axis of the channel so as to pass through with-
out danger of striking the bridge or its fenders. No vessel or tow
shall navigate through a drawbridge until the movable span is fully
opened.

(1498) (iv) In the event that it is evident to the master of a towing
vessel that a tow cannot be safely handled through a bridge, it will
be brought to anchor and the towed vessels will be taken through
the bridge in small units, or singly if necessary, or the tow will
wait until navigation conditions have improved to such an extent
that the tow can pass through the bridge without damage.

(1499 (5) Projections from vessels. No vessel carrying a deck
load which overhangs or projects over the side of said vessel, or
whose rigging projects over the side of the vessel so as to endan-
ger passing vessels, wharves or other property, will enter or pass
through any of the narrow parts of the waterway.

(1500) (6) Meeting and passing. Vessels, on meeting or overtak-
ing, shall give the proper signals and pass in accordance with the
Inland Rules and the Pilot Rules for Inland Waters. Rafts shall
give to vessels the side demanded by proper signal. All vessels
approaching dredges, or other plant engaged on improvements to a
waterway, shall give the signal for passing and slow down suffi-
ciently to stop if so ordered or if no answering signal is received.
On receiving the answering signal, they shall then proceed to pass
at a speed sufficiently slow to insure safe navigation.

aso1) NOTE. The Corps of Engineers also has regulations deal-
ing with this section in 33 CFR 207.

(1502) §162.75 AH waterways tributary to the Gulf of Mexico
(except the Mississippi River, its tributaries, South and South-
west Passes and Atchafalaya River) from St. Marks, Fla., to
the Rio Grande. (a) The regulations in this section shall apply to:

as03) (1) Waterways. All navigable waters of the U.S. tributary
to or connected by other waterways with the Gulf of Mexico
between St. Marks, Fla., and the Rio Grande, Tex. (both inclu-
sive), and the Gulf Intracoastal Waterway; except the Mississippi
River, its tributaries, South and Southwest Passes, and the Atcha-
falaya River above its junction with the Morgan City-Port Allen
Route.

(1504 (2) Bridges, wharves, and other structures. All bridges,
wharves, and other structures in or over these waterways.

(1505) (3) Vessels. The term “vessels” as used in this section
includes all ficating craft other than rafts.

(1506) (b) Waterways:

1507y (1) A clear channel shall at all times be left open to permit
free and unobstructed navigation by all types of vessels and tows
normally using the various waterways covered by the regulations
of this section.

(1508) (2) Fairway: The District Commander may specify the
width of the fairway required in the various waterways under his
charge.

(1509 (3) Anchoring or mooring:

(si (i) Vessels or tows shall not anchor or moor in any of the
land cuts or other narrow parts of the waterway except in an emer-
gency, or with permission of the District Commander. Whenever it
becomes necessary for a vessel or tow to stop in any such portions
of the waterway, it shall be securely fastened to one bank and as
close to the bank as possible. This shall be done only at such a
place and under such conditions as will not obstruct or prevent the
passage of other vessels or tows. Stoppages shall be only for such
periods as may be necessary.

(1511) (i) When tied up individually, all vessels and tows shall
be moored by bow and stern lines. Tows shall be secured at suffi-
ciently frequent intervals to insure their not being drawn away
from the bank by winds, currents, or the suction of passing ves-
sels. Lines shall be shortened so that the various barges in a tow
will be as close together as possible.

(1512) (iii) Lights shall be displayed in accordance with provi-
sions of the Inland Rules and the Pilot Rules for Inland Waters.

(1513) (iv) Whenever any vessel or tow is moored to the bank
(paragraph (b)(3)(i) of this section) at least one crew member shall
always remain on board to see that proper signals are displayed
and that the vessel or tow is properly moored at all times.

1514y (v) No vessel, regardless of size, shall anchor in a dredged
channel or narrow portion of a waterway for the purpose of fishing
if navigation is obstructed thereby:

(1515) (4) Speed: Speeding in narrow sections is prohibited.
Official signs indicating limited speeds shall be obeyed. Vessels
shall reduce speed sufficiently to prevent damage when passing
other vessels or structures in or along the waterway.

asiey (5) Size, assembly, and handling of tows:

(517 (i) On waterways 150 feet wide or less, tows which are
longer than 1,180 feet, including the towing vessel, but excluding
the length of the hawser, or wider than one-half of the bottom
width of the channel or 55 feet, whichever is less, will not be
allowed, except when the District Commander has given special
permission or the waterway has been exempted from these restric-
tions by the District Commander. Before entering any narrow sec-
tion of the Gulf Intracoastal Waterway, tows in excess of one-half
the channe] width, or 55 feet, will be required to stand by until
tows which are less than one-half the channel width or 55 feet
wide have cleared the channel. When passing is necessary in nar-
row channels, overwidth tows shall yield to the maximum. Sepa-
rate permission must be received from the District Commander for
gach overlength or overwidth movement. In addition, the follow-
ing exceptions are allowed:

(1518) (ii) Gulf Intracoastal Waterway-Between mile 6.2 EHL
(Inner Harbor Navigation Canal Lock) and mile 33.6 EHL tows of
78 feet in width will be allowed.

(519) (iii) Gulf Intracoastal Waterway-Between mile 33.6 EHL
and the Mobile Bay Ship Channel, tows of 108 feet in width will
be allowed if under 750 feet in length including the towboat but
excluding the length of the hawser.

(1520) (iv) Gulf Intracoastal Waterway-Mobile Bay Ship Chan-
nel to St. Marks, Fla., for tows made up of empty barges on the off
or shallow side, a width of 75 feet will be allowed.
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(sz2ny (v) All vessels pulling tows not equipped with rudders in
restricted channels and land cuts shall use two towlines, or a bridle
on one towline, shortened as much as safety of the towing vessel
permits, so as to have maximum control at all times. The various
" parts of a tow shall be securely assembled with the individual
units connected by lines as short as practicable. In open water, the
towlines and fastenings between barges may be lengthened so as
to accommdate the wave surge. In the case of lengthy or cumber-
some tows, or tows in restricted channels, the District Commander
may require that tows be broken up, and may require the installa-
tion of a rudder or other approved steering device on the tow in
order to avoid obstructing navigation or damaging the property of
others. Pushing barges with towing vessel astern, towing barges
with towing vessel alongside, or pushing and pulling barges with
units of the tow made up both ahead and astern of the towing ves-
sel are permissible provided that adequate power is employed to
keep the tows under full control at all times. No tow shall be
drawn by a vessel that has insufficient power or crew to permit
ready maneuverability and safe handling.

1522y (vi) All tows navigating the Pass Manchac bridges in
Louisiana are limited to no more than two barges, not to exceed a
combined tow length of 400 feet (excluding the towboat). Vessel
operators for tows exceeding these limits must request and receive
permission from the COTP New Orleans prior to navigating the
bridges. Requests should be made by telephoning the COTP at
504-589-7101. Any decision made by the COTP is final agency
action.

(1523) (6) Projections from vessels: Vessels or tows carrying a
deck load which overhangs or projects over the side, or whose rig-
ging projects over the side, so as to endanger passing vessels,
wharves, or other property, shall not enter or pass through any of
the narrow parts of the waterway without prior approval of the
District Commander.

(1524) (7) Meeting and passing: Passing vessels shall give the
proper signals and pass in accordance with the International Rules,
the Inland Rules and the Pilot Rules for Inland Waters, where
applicable. At certain intersections where strong currents may be
encountered, sailing directions may be issued through navigation
bulletins or signs posted on each side of the intersections.

(1525) NOTE. The Corps of Engineers also has regulations deal-
ing with this section in 33 CFR 207.

(526) §162.80 Mississippi River below mouth of Ohio River,
including South and Southwest Passes. (2) Mooring on Missis-
sippi River between Miles 311.5 AHP and 340.0 AHP.

(527 (1) No vessel or craft shail moor along either bank of the
Maississippi River between Miles 311.5 AHP and Mile 340.0 AHP
except in case of an emergency, pursuant to an approved naviga-
tion permit, or as authorized by the District Commander. Vessels
may be moored any place outside the navigation channel in this
reach in case of an emergency and then for only the minimum time
required to terminate the emergency. When so moored, all vessels
shall be securely tied with bow and stern lines of sufficient
strength and fastenings to withstand currents, winds, wave act.ion,
suction from passing vessels or any other forces which might
cause the vessels to break their moorings. When vessels are so
moored, a guard shall be on board at all times to insure that proper
signals are displayed and that the vessels are securely and ade-
quately moored.

(1528) (2) Vessels may be moored any time at facilitigs con-
structed in accordance with an approved navigation permit or as
authorized by the District Commander. When so moored, each
vessel shall have sufficient fastenings to prevent the vessels from

breaking loose by wind, current, wave action, suction from pass-
ing vessels or any other forces which might cause the vessel to
break its mooring. The number of vessels in one fleet and the
width of the fleet of vessels tied abreast shall not extend into the
fairway or be greater than allowed under the permit.

(1529) (3) Mariners should report immediately by radio or fastest
available means to the lockmaster at Old River Lock or to any
Government patrol or survey boat in the vicinity any emergency
mooring or vessels drifting uncontrolled within the area described
in paragraph (a)(1) of this section. It is the responsibility and duty
of the master of a towing vessel releasing or mooring a vessel in
this reach of the Mississippi River to report such action immedi-
ately.

11530y (b) Mooring on Mississippi River below Baton Rouge,
La., including South and Southwest Passes.

as31y (1) When tied up individually or in fleets, vessels shall be
moored with sufficient lines and shore fastenings to insure their
remaining in place and withstanding the action of winds, currents
and the suction of passing vessels.

(1532 NOTE. The Corps of Engineers also has regulations deal-
ing with this section in 33 CFR 207.

(1533) §162.260 Channel leading to San Juan Harbor, P.R.;
use, administration, and navigation. (a) Steamers passing
dredge engaged in improving the channel shall not have a speed
greater than 4 miles an hour, and the propelling machinery shall be
stopped when crossing the lines to the dredge anchors.

(534 (b) Vessels using the channel shall pass the dredge on the
side designated from the dredge by the signals prescribed in para-
graph (c) of this section.

1535y {c) Dredge shall display the red flag by day and four white
lights hung in a vertical line by night to indicate the passing side.

(1536) (d) Vessels shall not anchor on the ranges of stakes or
other marks placed for the guidance of the dredge, nor in such a
manner as to obstruct the channel for passing vessels.

(1537) (€) Vessels shall not run over or disturb stake, lanterns, or
other marks placed for the guidance of the dredge.

1538y (f) Dredges working in the prosecution of the work shall
not obstruct the channel unnecessarily.

(1539) (g) The dredge will slack lines running across the channel
from the dredge on the passing side, for passing vessels, when
notified by signal, with whistle or horn.

540y (h) The position of anchors of the dredge shall be marked
by buoys plainly visible to passing vessels.

(s41) §162.270 Restricted areas in vicinity of Maritime
Administration Reserve Fleets. (a) The regulations in this sec-
tion shall govern the use and navigation of waters in the vicinity of
the following National Defense Reserve Fleets of the Maritime
Administration, Department of Transportation:

(1542) (1) James River Reserve Fleet, Fort Eustis, Virginia.

(1543 (2) Beaumont Reserve Fleet, Neches River near Beau-
mont, Texas.

(1544) {3) Suisun Bay Reserve Fleet near Benicia, California.

as45) (b) No vessels or other watercraft, except those owned or
controlled by the United States Government, shall cruise or anchor
between Reserve Fleet units within 500 feet of the end vessels in
each Reserve Fleet unit, or within 500 feet of the extreme units of
the fleets, unless specific permission to do so has first been granted
in each case by the enforcing agency.

(1546) (c) The regulations in this section shall be enforced by the
respective Fleet Superintendents and such agencies as they may
designate.
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Part 164-Navigation Safety Regulations (in part). For a
complete description of this part see 33 CFR 164.

as47y §164.01 Applicability.

(1548) (a) This part (except as specifically limited herein) applies
to each self-propelled vessel of 1600 or more gross tons (except
foreign vessels described in §164.02) when it is operating in the
navigable waters of the United States except the St. Lawrence
Seaway.

(1549) §164.02 Applicability exception for foreign vessels.

(1550) (a) This part (including §§164.38 and 164.39) does not
apply to vessels that:

1551y (1) Are not destined for, or departing from, a port or place
subject to the jurisdiction of the United States; and

(1552) (2) Arein:

(553 (i) Innocent passage through the territorial sea of the
United States; or

(5s4y (ii) Transit through navigable waters of the United States
which form a part of an international strait.

(1555) §164.03 Incorporation by reference.

(1556) (a) Certain material is incorporated by reference into this
part with the approval of the Director of the Federal Register
under 5 U.S.C. 552(a) and 1 CFR part 51. To enforce and edition
other than that specified in paragraph (b) of this section, the Coast
Guard must publish notice of change in the Federal Register and
the material must be available to the public. All approved material
is on file at the Office of the Federal Register, 800 North Capitol
Street, NW., suite 700, Washington, DC, and at the U.S. Coast
Guard, Marine Environmental Protection Division (G-MEP),
room 2100, 2100 Second Street, SW., Washington, DC 20593-
0001 and is available from the sources indicated in paragraph (b)
of this section.

assn (b) The materials approved for incorporation by reference
in this part and the sections affected are:

(1558) Radio Technical Commission for Maritime Services, P.O.
Box 19087, Washington, DC 20036, Paper 12-78/DO-100 Mini-
mum Performance Standards, Loran C Receiving Equipment,
1977-164.41.

(1559) International Maritime Organization, 4 Albert Embank-
ment, London SE1 7SR U.K., IMO Resolution A.342(1X), Rec-
ommendation on Performance Standards for Automatic Pilots,
adopted November 12, 1975-164.43.

as6n $164.11 Navigation under way: General,

(1561) The owner, master, or person in charge of each vessel
underway shall ensure that:

(562) (a) The wheelhouse is constantly manned by persons
who-

(1563) (1) Direct and control the movement of the vessel; and

(1564) (2) Fix the vessel’s position;

as65) (b) Each person performing a duty described in paragraph
(a) of this section is competent to perform that duty;

as566) {c) The position of the vessel at each fix is plotted on a
chart of the area and the person directing the movement of the ves-
sel is informed of the vessel’s position;

asen (d) Electronic and other navigational equipment, external
fixed aids to navigation, geographic reference points, and hydro-
graphic contours are used when fixing the vessel’s position;

(1s68) (e) Buoys alone are not used to fix the vessel’s position;

(i569) Note: Buoys are aids to navigation placed in approximate
positions to alert the mariner to hazards to navigation or to indi-
cate the orientation of a channel. Buoys may not maintain an exact
position because strong or varying currents, heavy seas, ice, and

collisions with vessels can move or sink them or set them adrift.
Although buoys may corroborate a position fixed by other means,
buoys cannot be used to fix a position: however, if no other aids
are available, buoys alone may be used to establish an estimated |
position. !

570y (f) The danger of each closing visual or each closing radar
contact is evaluated and the person directing the movement of the
vessel knows the evaluation;

as571) (g) Rudder orders are executed as given;

(572) (h) Engine speed and direction orders are executed as
given;

(573 (i) Magnetic variation and deviation and gyrocompass
errors are known and correctly applied by the person directing the
movement of the vessel;

(1574) (j) A person whom he has determined is competent to
steer the vessel is in the wheelhouse at all times (See also 46
U.S.C. 8702(d), which requires an able scaman at the wheel on
U.S. vessels of 100 gross tons or more in narrow or crowded
waters or during low visibility.);

575y (k) If a pilot other than a member of the vessel’s crew is
employed, the pilot is informed of the draft, maneuvering charac-
teristics, and peculiarities of the vessel and of any abnormal cir-
cumstances on the vessel that may affect its safe navigation.

0576y (1) Current velocity and direction for the area to be tran-
sited are known by the person directing the movement of the ves-
sel;

1571y (m) Predicted set and drift are known by the person
directing movement of the vessel;

(1578) (n) Tidal state for the area to be transited is known by the
person directing movement of the vessel;

(1579) (0) The vessel’s anchors are ready for letting go;

ass0) (p) The person directing the movement of the vessel sets
the vessel’s speed with consideration for~

ass1) (1) The prevailing visibility and weather conditions;

(1582) (2) The proximity of the vessel to fixed shore and marine
structures;

(1583) (3) The tendency of the vessel underway to squat and suf-
fer impairment of maneuverability when there is small underkeel
clearance;

(1584) (4) The comparative proportions of the vessel and the
channel;

(1585) (5) The density of marine traffic:

(1586) (6) The damage that might be caused by the vessel’s
wake;

(1587 (7) The strength and direction of the current; and

1588y (8) Any local vessel speed limit;

589y (q) The tests required by §164.25 are made and recorded
in the vessel's log; and

(1500) (r) The equipment required by this part is maintained in
operable condition.

591 (s) Upon entering U.S. waters, the steering wheel or lever
on t'he navigating bridge is operated to determine if the steering
equipment is operating properly under manual control, unless the
vgssel ha.s l?een steered under manual control from the navigating
bridge within the preceding 2 hours, except when operating on the
Great Lakes and their connecting and tributary waters.

(1592 (1) At least two of the steering-gear power units on the
vessel are in operation when such units are capable of simulta-
neous operation, except when the vessel is sailing on the Great
Lakgs and their connecting and tributary waters, and except as
required by paragraph (u) of this section.
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(1593) (u) On each passenger vessel meeting the requirements of
the International Convention for the Safety of Life at Sea, 1960
(SOLAS 60) and on each cargo vessel meeting the requirements of
SOLAS 74 as amended in 1981, the number of steering-gear

.power units necessary to move the rudder from 35° on either side
to 30° on the other in not more than 28 seconds must be in simul-
taneous operation.

(1594) §164.13 Navigation underway: tankers.

(1595) (a) As used in this section, “tanker” means a self-pro-
pelled tank vessel, including integrated tug barge combinations,
constructed or adapted primarily to carry oil or hazardous material
in bulk in the cargo spaces and inspected and certificated as a
tanker.

(1596) (b) Each tanker must have an engineering watch capable
of monitoring the propulsion system, communicating with the
bridge, and implementing manual control measures immediately
when necessary. The watch must be physically present in the
machinery spaces or in the main control space and must consist of
at least a licensed engineer.

(1597) (c) Each tanker must navigate with at least two licensed
deck officers on watch on the bridge, one of whom may be a pilot.
In waters where a pilot is required, the second officer, must be an
individual licensed and assigned to the vessel as master, mate, or
officer iu charge of a navigational watch, who is separate and dis-
tinct from the pilot.

(1598) (d) Except as specified in paragraph (e) of this section, a
tanker may operate with an auto pilot engaged only if all of the
following conditions exist:

(1599) (1) The operation and performance of the automatic pilot
conforms with the standards recommended by the International
Maritime Organization in IMO Resolution A.342(IX).

(1600) (2) A qualified helmsman is present at the helm and pre-
pared at all times to assume manual control.

1601y (3) The tanker is not operating in any of the following
areas:

(1602) (i) The areas of the traffic separation schemes specified in
subchapter P of this chapter.

(1603 (ii) The portions of a shipping safety fairway specified in
part 166 of this chapter.

(1604 (iii) An anchorage ground specified in part 110 of this
chapter.

(1605) (iv) An area within one-half nautical mile of any U.S.
shore.

(1606) §164.15 Navigation bridge visibility.

(1607 (a) The arrangement of cargo, carge gear, and trim of all
vessels entering or departing from U.S. ports must be such that the
field of vision from the navigation bridge conforms as closely as
possible to the following requirements:

(1608) (1) From the conning position, the view of the sea surface
must not be obscured by more than the lesser of two hip lengths or
500 meters (1640 feet) from dead ahead to 10 degrees on either
side of the vessel. Within this arc of visibility any blind sector
caused by cargo, cargo gear, or other permanent obstruction must
not exceed 5 degrees.

(1609) (2) From the conning position, the horizontal field of
vision must extend over an arc from at least 22.5 degrees abaft the
beam on one side of the vessel, through dead ahead, to at least
22.5 degrees abaft the beam on the other side of the vessel. Blind
sectors forward of the beam caused by cargo, caro gear, or other
permanent obstruction must not exceed 10 degrees, nor total more
than 20 degrees, including any blind sector within the arc of visi-
bility described in paragraph (a)(1) of this section.

(610) (3) From each bridge wing, the field of vision must
extend over an arc from at least 45 degrees on the opposite bow,
through dead ahead, to at least dead astern.

(161) (4) From the main steering position, the field of vision
must extend over an arc from dead ahead to at least 60 degrees on
either side of the vessel.

(612) (b) A clear view must be provided through at least two
front windows at all times regardless of weather conditions.

(1613) §164.19 Requirements for vessels at anchor.

ae14) The master or person in charge of each vessel that is
anchored shall ensure that—

(1015 (a) A proper anchor watch is maintained;

a616) (b) Procedures are followed to detect a dragging anchor;
and

(1617 (¢) Whenever weather, tide, or current conditions are
likely to cause the vessel’s anchor to drag, action is taken to ensure
the safety of the vessel, structures, and other vessels, such as being
ready to veer chain, let go a second anchor, or get underway using
the vessel’s own propulsion or tug assistance.

a618) §164.25 Tests before entering or getting underway.

1619y (a) Except as provided in paragraphs (b) and (c) of this
section no person may cause a vessel to enter into or get underway
on the navigable waters of the United States unless no more than
12 hours before entering or getting underway, the following equip-
ment has been tested:

(16200 (1) Primary and secondary steering gear. The test proce-
dure includes a visual inspection of the steering gear and its con-
necting linkage, and, where applicable, the operation of the
following:

ae621y (i) Each remote steering gear control system.

(622) (ii) Each steering position located on the navigating
bridge.

(1623) (ili) The main steering gear from the alternative power
supply, if installed.

(624 (iv) Each rudder angle indicator in relation to the actual
position of the rudder.

(1625 (v) Each remote steering gear control system power fail-
ure alarm.

(1626) (vi) Each remote steering gear power unit failure alarm.

(627 (vii) The full movement of the rudder to the required
capabilities of the steering gear.

(628 (2) All internal vessel control communications and vessel
control alarms.

a629) (3) Standby or emergency generator, for as long as neces-
sary to show proper functioning, including steady state tempera-
ture and pressure readings.

1630) (4) Storage batteries for emergency lighting and power
systems in vessel control and propulsion machinery spaces.

(631 (5) Main propulsion machinery, ahead and astern.

(1632) {b) Vessels navigating on the Great Lakes and their con-
pecting and tributary waters, having once completed the test
requirements of this sub-part, are considered to remain in compli-
ance until arriving at the next port of call on the Great Lakes.

(1633) (¢) Vessels entering the Great Lakes from the St.
Lawrence Seaway are considered to be in compliance with this
sub-part if the required tests are conducted preparatory to or dur-
ing the passage of the St. Lawrence Seaway or within one hour of
passing Wolfe Island.

(1634) (d) No vessel may enter, or be operated on the navigable
waters of the United States unless the emergency steering drill
described below has been conducted within 48 hours prior to entry
and logged in the vessel logbook, unless the drill is conducted and
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logged on a regular basis at least once every three months. This
drill must include at a minimum the following:

(1635) (1) Operation of the main steering gear from within the
steering gear compartment.

11636y {2) Operation of the means of communications between
the navigating bridge and the steering compartment.

(1637 (3) Operation of the alternative power supply for the
steering gear if the vessel is so equipped.

(1638 §164.30 Charts, publications, and equipment: Gen-
eral.

16391 No person may operate or cause the operation of a vessel
unless the vessel has the marine charts, publications, and equip-
ment as required by §§164.33 through 164.41 of this part.

11640y §164.33 Charts and publications.

11641y (a) Each vessel must have the following:

1642y (1) Marine charts of the area to be transited, published by
the National Ocean Service, U.S. Army Corps of Engineers, or a
river authority that~

(1643 (1) Are of a large enough scale and have enough detail to
make safe navigation of the area possible; and

(1644) (i1) Are currently corrected.

11645 (2) For the area to be transited, a currently corrected copy
of, or applicable currently corrected extract from, each of the fol-
lowing publications:

1646y (i) U.S. Coast Pilot.

(1647 (ii) Coast Guard Light List.

1648y (3) For the area to Le transited, the current edition of, or
applicable current extract from:

i1649) (i) Tide tables published by the National Ocean Service.

(1650) (ii) Tidal current tables published by the National Ocean
Service, or river current publication issued by the U.S. Army
Corps of Engineers, or a river authority.

(1651) (b) As an alternative to the requirements for paragraph (a)
of this section, a marine chart or publication, or applicable extract,
published by a foreign government may be substituted for a U.S.
chart and publication required by this section. The chart must be
of large enough scale and have enough detail to make safe naviga-
tion of the arca possible, and must be currently corrected. The
publication, or applicable extract, must singly or in combination
contain similar information to the U.S. Government publication to
make safe navigation of the area possible. The publication, or
applicable extract must be currently corrected, with the exceptions
of tide and tidal current tables, which must be the current editions.

(1652) (c) As used in this section, “currently corrected” means
corrected with changes contained in all Notices to Mariners pub-
lished by Defense Mapping Agency Hydrographic/Topographic
Center, or an equivalent foreign government publication, reason-
ably available to the vessel, and that is applicable to the vessel's
transit.

(1653) §164.35 Equipment: All vessels.

(1654) Each vessel must have the following:

(1655) {(a) A marine radar system for surface navigation.

(1656) (b} An illuminated magnetic steering compass, mounted
in a binnacle, that can be read at the vessel's main steering stand.

(1657 (c) A current magnetic compass deviation table or graph
or compass comparison record for the steering compass, in the
wheethouse.

(1658) (d) A gyrocompass.

as39 (¢) An illuminated repeater for the gyrocompass required
by paragraph (d) of this section that is at the main steering stand,
unless that gyrocompass is ifluminated and is at the main steering
stand.

(1660) (f) An illuminated rudder angle indicator in the wheel-
house.

te61y (g) The following maneuvering information prominently
displayed on a fact sheet in the wheelhouse:

(1662) (1) A turning circle diagram to port and starboard that -
shows the time and distance and advance and transfer required to
alter course 90 degrees with maximum rudder angle and constant
power settings, for either full and half speeds, or for full and slow
speeds. For vessels whose turning circles are essentially the same
for both directions, a diagram showing a turning circle in one
direction. with a note on the diagram stating that turns to port and
starboard are essentially the same, may be substituted.

(1663) {2) The time and distance to stop the vessel from either
full and half speeds, or from full and slow speeds, while maintain-
ing approximately the initial heading with minimum application of
rudder.

(1664) (3) For each vessel with a fixed propeller, a table of shaft
revolutions per minute for a representative range of speeds.

(1665) (4) For each vessel with a controllable pitch propeller, a
table of control settings for a representative range of speeds.

(1666) (5) For each vessel that is fitted with an auxiliary device
to assist in maneuvering, such as a bow thruster, a table of vessel
speeds at which the auxiliary device is effective in maneuvering
the vessel.

(1667) (6) The maneuvering information for the normal load and
normal ballast condition for—

(t668) (1) Calm weather-wind 10 knots or less, calm sea;

(1669 (ii) No current;

a6 (iil) Deep water conditions-water depth twice the vessel’s
draft or greater; and

1671y (iv) Clean hull.

(1672) (7) At the bottom of the fact sheet, the following state-
ment:

(1673) Warning.

(1674) The response of the (name of the vessel) may be different
from that listed above if any of the following conditions, upon
which the maneuvering information is based, are varied:

(675) (1) Calm weather-wind 10 knots or less, calm sea;

(1676) (2) No current;

(1677) (3) Water depth twice the vessel’s draft or greater;

1678y (4) Clean hull; and

(1679 (5) Intermediate drafts or unusual trim.

680) (h) An echo depth sounding device.

(1681) (i) A device that can continuously record the depth read-
ings of the vessel's echo depth sounding device, except when
operating on the Great Lakes and their connecting and tributary
waters.

(1682) (j) Equipment on the bridge for plotting relative motion.

(1683) (k) Simple operating instructions with a block diagram,
showing the changeover procedures for remote steering gear con-
trol systems and steering gear power units, permanently displayed
on the navigating bridge and in the Steering gear compartment.

(1684) () An indicator readable from the centerline conning
position showing the rate of revolution of each propeller, except
when operating on the Great Lakes and their connecting and tribu-
tary waters.

1685) (m) If fitted with controllable pitch propellers, an indica-
tor readable from the centerline conning position showing the
pi.tch and operational mode of such propellers, except when oper-
ating on the Great Lakes and their connecting and tributary waters.

(1686) (n) If fitted with lateral thrust propellers, an indicator
readable from the centerline conning position showing the direc-
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tion and amount of thrust of such propellers, except when operat-
ing on the Great Lakes and their connecting and tributary waters.

(1687) (0) A telephone or other means of communication for

_relaying headings to the emergency steering station. Also, each
vessel of 500 gross tons and over and constructed on or after June
9, 1995 must be provided with arrangements for supplying visual
compass-readings to the emergency steering station.

(t688) §164.37 Equipment: Vessels of 10,000 gross tons or
more.

(1689) (a) Each vessel of 10,000 gross tons or more must have,
in addition to the radar system under §164.35(a), a second marine
radar system that operates independently of the first.

(1690) Note: Independent operation means two completely sepa-
rate systems, from separate branch power supply circuits or distri-
bution panels to antennas, so that failure of any component of one
system will not render the other system inoperative.

(1691) (b) On each tanker of 10,000 gross tons or more that is
subject to Section 5 of the Port and Tanker Safety Act of 1978 (46
U.S.C. 391a), the dual radar system required by this part must
have a short range capability and a long range capability; and each
radar must have true north features consisting of a display that is
stabilized in azimuth,

0692) §164.38 Automatic radar plotting aids (ARPA). (See
33 CFR 164.)

(1693) §164.39 Steering gear: Foreign tankersankers.

(1694) (a) This section applies to each foreign tanker of 10,000
gross tons or more, except a public vessel, that—

1695y (1) Transfers oil at a port or place subject to the jurisdic-
tion of the United States; or

(16%6) (2) Otherwise enters or operates in the navigable waters
of the United States, except a vessel described by §164.02 of this
part.

(1697 (b) Definitions. The terms used in this section are as fol-
lows:

(1698) Constructed means the same as in Chapter 1I-1, Regula-
tions 1.1.2 and 1.1.3.1, of SOLAS 74.

(1699) Existing tanker means a tanker—

1700y (1) For which the building contract is placed on or after
June 1, 1979;

(1701) (2) In the absence of a building contract, the keel of
which is laid or which is at a similar stage of construction on or
after January 1, 1980;

(1702) (3) The delivery of which occurs on or after June 1, 1982;
or

1703) (4) That has undergone a major conversion contracted for
on or after June 1, 1979; or construction of which was begun on or
after January 1, 1980, or completed on or after June 1, 1982.

{1704) Public vessel, oil, hazardous materials, and foreign vessel
mean the same as in 46 U.S.C. 2101.

(1705) SOLAS 74 means the International Convention for the
Safety of Life at Sea, 1974, as amended.

(1706) Tanker means a self-propelled vessel defined as a tanker
by 46 U.S.C. 2101(38) or as a tank vessel by 46 U.S.C. 2101(39).

(1707 (¢) Each tanker constructed on or after September 1,
1984, must meet the applicable requirements of Chapter [I-1, Reg-
ulations 29 and 30, of SOLAS 74.

(1708) (d) Each tanker constructed before September 1, 1984,
must meet the requirements of Chapter II-1, Regulation 29.19, of
SOLAS 74.

(1709) (e) Each tanker of 40,000 gross tons or more, constn{cted
before September 1, 1984, that does not meet the single-failure
critetion of Chapter I1-1, Regulation 29.16, of SOLAS 74, must

meet the requirements of Chapter 1I-1. Regulation 29.20, of
SOLAS 74.

1710y (f) Each tanker constructed before September 1, 1984,
must meet the applicable requirements of Chapter I1-1, Regula-
tions 29.14 and 29.15, of SOLAS 74.

a711) §164.40 Devices to indicate speed and distance.

(1112) (a) Each vessel required to be fitted with an Automatic
Radar Plotting Aid (ARPA) under §164.38 must be fitted with a
device to indicate speed and distance of the vessel either through
the water, or over the ground. Vessels constructed prior to Septem-
ber 1, 1984, must have this equipment according to the following
schedule:

a713y (1) Each tank vessel constructed before September 1,
1984, operating on the navigable waters of the United States-

a714) (i) If of 40,000 gross tons or more, by January 1, 1985;

a5 (i) If of 10,000 gross tons or more but less than 40,000
gross tons, by January 1, 1986.

a716) (2) Each self-propelled vessel constructed before Septem-
ber [, 1984, that is not a tank vessel, operating on the navigable
waters of the United States-

a7 (i) If of 40,000 gross tons or more, by September 1, 1986;

ansy (it) If of 20,000 gross tons or more, but less than 40,000
gross tons, by September 1, 1987,

(an9y (iii) If of 15,000 gross tons or more, but less than 20,000
gross tons, by September 1, 1988.

(1720) (b) The device must meet the following specifications:

a721) (1) The display must be easily readable on the bridge by
day or night.

(1722) (2) Errors in the indicated speed, when the vessel is oper-
ating free from shallow water effect, and from the effects of wind,
current, and tide, should not exceed 5 percent of the speed of the
vessel, or 0.5 knot, whichever is greater.

1723y (3) Errors in the indicated distance run, when the vessel is
operating free from shallow water effect, and from the effects of
wind, current, and tide, shouid not exceed 5 percent of the distance
run of the vessel in one hour or 0.5 nautical mile in each hour,
whichever is greater.

(1724) §164.41 Electronic position fixing devices.

1725y (a) Each vessel cailing at a port in the continental United
States, including Alaska south of Cape Prince of Wales, except
each vessel owned or bareboat chartered and operated by the
United States, or by a state or its political subdivision, or by a for-
eign nation, and not engaged in commerce, must have one of the
following:

(1726) (1) A Type I or I LORAN C receiver as defined in Sec-
tion 1.2(e), meeting Part 2 (Minimum Performance Standards) of
the Radio Technical Commission for Marine Services (RTCM)
Paper 12-78/DO-100 dated December 20, 1977, entitled “Mini-
mum Performance Standards (MPS) Marine Loran-C Receiving
Equipment”. Each receiver installed on or after June 1, 1982, must
have a label with the information required under paragraph (b) of
this section. If the receiver is installed before June 1, 1982, the
receiver must have the label with the information required under
paragraph (b) by June 1, 1985.

am2n (2) A satellite navigation receiver with:

(1728) (i) Automatic acquisition of satellite signals after initial
operator settings have been entered; and

729 (ii) Position updates derived from satellite information
during each usable satellite pass.

a730) (3) A system that is found by the Commandant to meet
the intent of the statements of availability, coverage, and accuracy
for the U.S. Coastal Confluence Zone (CCZ) contained in the U.S.
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“Federal Radionavigation Plan" (Report No. DOD-NO 4650.4-P, 1
or No. DOT-TSC-RSPA-80-16, I). A person desiring a finding by
the Commandant under this subparagraph must submit a written
application describing the device to: Commandant (G-WWM),
U.S. Coast Guard, Washington, D.C. 20593. After reviewing the
application, the Commandant may request additional information
to establish whether or not the device meets the intent of the Fed-
eral Radionavigation Plan.

1731y Note.~The Federal Radionavigation Plan is available from
the National Technical Information Service, Springfield, Va.
22161, with the following Government Accession Numbers:

1732y Vol 1, ADA 116468

(1733 Vol 2, ADA 116469

(1734) Vol 3, ADA 116470

(1735) Vol 4, ADA 116471

(1736) (b) Each label required under paragraph (a)(1) of this sec-
tion must show the following:

(1737 (1) The name and address of the manufacturer.

11738) (2) The following statement by the manufacturer:

(1739) This receiver was designed and manufactured to meet Part
2 (Minimum Performance Standards) of the RTCM MPS for
Marine Loran-C Receiving Equipment.

(1740) §164.42 Rate of turn indicator.

(1741 Each vessel of 100,000 gross tons or more constructed on
or after September 1, 1984, shall be fitted with a rate of tumn indi-
cator.

(1742) $164.43 Automated Dependent Surveillance Ship-
borne Equipment.

(1743) (a) Each vessel required to provide automated position
reports to a Vessel Traffic Service (VTS) must do so by an
installed Automated Dependent Surveillance Shipborne Equip-
ment (ADSSE) system consisting of a:

(1744) (1) Twelve-channel all-in-view Differential Global Posi-
tioning System (dGPS) receiver;

(1745) (2) Marine band Non-Directional Beacon receiver capa-
ble of receiving dGPS error correction messages;

(17146) (3) VHF-FM transceiver capable of Digital Selective
Calling (DSC) on the designated DSC frequency; and

1747y (4) Control unit.

a7a8) (b) An ADSSE must have the following capabilities:

(1749 (1) Use dGPS to sense the position of the vessel and
determine the time of the position using Universa Coordinated
Time (UTC);

(750) (2) Fully use the broadcast type 1,2,3,5,6,7,9, and 16
messages, as specified in RTCM Recommended Standards for
Differential NAVSTAR GPS Service in determining the required
information;

1751 (3) Achieve a position error which is less than ten meters
(32.8 feet) 2 distance root mean square (2 drms) from the true
North American Datum of 1983 (NAD 83) in the position infor-
mation transmitted to a VTS;

(1752) (4) Achieve a course error of less than 0.5 degrees from
true course over ground in the course information transmitted to a
VTS;

(1753) (5) Achieve a speed error of less than 0.05 knots from
true speed over ground in the speed information transmitted to a

(1754) (6) Receive and comply with commands broadcast from
a VTS as DSC messages on the designated DSC frequency;

a75%) (7) Receive and compiy with RTCM messages broadcast
as minimum shift keying modulated medium frequency signals in

the marine radiobeacon band, and supply the messages to the
dGPS receiver;

(1756) (8) Transmit the vessel’s position, tagged with the UTC
position solution, course over ground, speed over ground, and
Lloyd’s identification number to a VTS; .

(1757 (9) Display a visual alarm to indicate to shipboard per-
sonnel when a failure to receive or utilize the RTCM messages
oceurs;

01758y (10) Display a separate visual alarm which is triggered
by a VTS utilizing a DSC message to indicate to shipboard per-
sonnel that the U.S. Coast Guard dGPS system cannot provide the
required error correction messages; and

(1759) (11) Display two RTCM type 16 messages, one of which
must display the position error in the position error broadcast.

(1760) (c) An ADSSE is considered non-operational if it fails to
meet the requirements of paragraph (b) of this section.

(761) Note: Vessel Traffic Service (VTS) areas and operating
procedures are set forth in Part 161 of this chapter.

(1762) §164.51 Deviations from rules: Emergency.

11763) Except for the requirements of §164.53(b), in an emer-
gency, any person may deviate from any rule in this part to the
extent necessary to avoid endangering persons, property, or the
environment.

(1764) §164.53 Deviations from rules and reporting: Non-
operating equipment.

(1765) (a) If during a voyage any equipment required by this part
stops operating properly, the person directing the movement of the
vessel may continue to the next port of call, subject to the direc-
tions of the District Commander or the Captain of the Port, as pro-
vided by 33 CFR 160.

(1766) (b) If the vessel’s radar, radio navigation receivers, gyro-
compass, echo depth sounding device, or primary steering gear
stops operating properly, the person directing the movement of the
vessel must report or cause to be reported that it is not operating
properly to the nearest Captain of the Port, District Commander,
or, if participating in a Vessel Traffic Service, to the Vessel Traffic
Center, as soon as possible.

(767 §164.55 Deviations from rules: Continuing operation
or period of time.

(1768) The Captain of the Port, upon written application, may
authorize a deviation from any rule in this part if he determines
that the deviation does not impair the safe navigation of the vessel
under anticipated conditions and will not result in a violation of
the rules for preventing collisions at sea. The authorization may be
issued for vessels operating in the waters under the jurisdiction of
the Captain of the Port for any continuing operation or period of
time the Captain of the Port specifies.
ti(1769) §164.61 Marine casualty reporting and record reten-

on.

(1770) When a vessel is involved in a marine casualty as defined
illal:-uti CFR 4.03-1, the master or person in charge of the vessel
S| o

a7 (a) Ensure compliance with 46 CFR 4.05, “Notice of
Marine Casualty and Voyage Records,” and

(77 (b) Ensure that the voyage records required by 46 CFR
4.05-15 are retained for—

(773) (1) 30 days after the casualty if the vessel remains in the
navigable waters of the United States: or

(1774) (2) 30 days after the return of the vessel to a United States

port if the vessel departs the navigable waters of the United States
within 30 days after the marine casualty.
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Xart 165-Regulated Navigation Areas and Limited Access
reas

Subpart A-General

(1775) §165.1 Purpose of part.

1776y The purpose of this part is to—

(1777 (a) Prescribe procedures for establishing different types
of limited or controlled access areas and regulated navigation
areas;

1778y (b) Prescribe general regulations for different types of
limited or controlled access areas and regulated navigation areas;

(1779 {(c) Prescribe specific requirements for established areas;
and

(1780) (d) List specific areas and their boundaries.

(781) §165.5 Establishment procedures.

(1782) (a) A safety zone, security zone, or regulated navigation
area may be established on the initiative of any authorized Coast
Guard official.

(1783) (b) Any person may request that a safety zone, security
zone, or regulated navigation area be established. Except as pro-
vided in paragraph (c) of this section, each request must be sub-
mitted in writing to either the Captain of the Port or District
Commander having jurisdiction over the location as described in
33 CFR 3, and include the following:

(1784) (1) The name of the person submitting the request;

(1785) (2) The location and boundaries of the safety zone, secu-
rity zone, or regulated navigation area;

(1786) (3) The date, time, and duration that the safety zone, secu-
rity zone, or reguloted navigation area should be established;

787y (4) A description of the activities planned for the safety
zone, security zone, or regulated navigation area;

(1788) (5) The nature of the restrictions or conditions desired;
and

(1789) (6) The reason why the safety zone, security zone, or reg-
ulated navigation area is necessary.

a790) (Requests for safety zones, security zones, and regulated
navigation areas are approved by the Office of Management and
Budget under control numbers 2115-0076, 2115-0219, and 2115-
0087.)

a7y (c) Safety Zones and Security Zones. If, for good cause,
the request for a safety zone or security zone is made less than 5
working days before the zone is to be established, the request may
be made orally, but it must be followed by a written request within
24 hours.

(17192) §165.7 Notification.

(1793) (a) The establishment of these limited access areas and
regulated navigation areas is considered rulemaking. The proce-
dures used to notify persons of the establishment of these areas
vary depending upon the circumstances and emergency condi-
tions. Notification may be made by marine broadcasts, local notice
to mariners, local news media, distribution in leafiet form, and on-
scene oral notice, as well as publication in the Federal Register.

(1794 (b) Notification normally contains the physical bound-
aries of the area, the reasons for the rule, its estimated duration,
and the method of obtaining authorization to enter the area, if
applicable, and special navigational rules, if applicable.

(1795 (c) Notification of the termination of the rule is usually
made in the same form as the notification of its establishment.

(1196) §165.8 Geographic coordinates.

a79n Geographic coordinates expressed in terms of latitude or
longitude, or both, are not intended for plotting on maps or charts

whose referenced horizontal datum is the North American Datum
of 1983 (NAD 83), unless such geographic coordinates are
expressly labeled NAD 83. Geographic coordinates without the
NAD 83 reference may be plotted on maps or charts referenced to
NAD 83 only after application of the appropriate corrections that
are published on the particular map or chart being used.

Subpart B-Regulated Navigation Areas

(798) §165.10 Regulated navigation area,

(1799) A regulated navigation area is a water area within a
defined boundary for which regulations for vessels navigating
within the area have been established under this part.

(1800) $165.11 Vessel operating requirements (regulations).

asoly Each District Commander may control vessel traffic in an
area which is determined to have hazardous conditions, by issuing
regulations—

(1802) (a) Specifying times of vessel entry, movement, or depar-
ture to, from, within, or through ports, harbors, or other waters;

(1803) (b) Establishing vessel size, speed, draft limitations, and
operating conditions; and

(1804) (c) Restricting vessel operation, in a hazardous area or
under hazardous conditions, to vessels which have particular oper-
ating characteristics or capabilities which are considered neces-
sary for safe operation under the circumstances.

0805) §165.13 General regulations.

0806y {a) The master of a vessel in a regulated navigation area
shall operate the vessel in accordance with the regulations con-
tained in Subpart E.

a807) (b) No person may cause or authorize the operation of a
vessel in a regulated navigation area contrary to the regulations in
this Part.

Subpart C-Safety Zones

(1808) §165.20 Safety zones.

(1809) A Safety Zone is a water area, shore area, or water and
shore area to which, for safety or environmental purposes, access
is limited to authorized persons, vehicles, or vessels. It may be sta-
tionary and described by fixed limits or it may be described as a
zone around a vessel in motion.

(810) §165.23 General regulations.

asiy Unless otherwise provided in this part—

(1812) (a) No person may enter a safety zone unless authorized
by the COTP or the District Commander;

(1813) (b) No person may bring or cause to be brought into a
safety zone any vehicle, vessel, or object unless authorized by the
COTP or the District Commander;

(1814) {c) No person may remain in a safety zone or allow any
vehicle, vessel, or object to remain in a safety zone unless autho-
rized by the COTP or the District Commander; and

as15) (d) Each person in a safety zone who has notice of a law-
ful order or direction shall obey the order or direction of the COTP
or District Commander issued to carry out the purposes of this

subpart.
Subpart D-Security Zones

asie) §165.30 Security zomes.

a8 (a) A security zone is an area of land, water, or land and
water which is so designated by the Captain of the Port or District
Commander for such time as is necessary to prevent damage or
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injury to any vessel or waterfront facility, to safeguard ports, har-
bors, territories, or waters of the United States or to secure the
observance of the rights and obligations of the United States.

1818) (b) The purpose of a security zone is to safeguard from
destruction, loss, or injury from sabotage or other subversive acts,
accidents, or other causes of a similar nature—

(1819 (1) Vessels,

8200 (2) Harbors,

821y (3) Ports and

(1822) {4) Waterfront facilities~in the United States and all terri-
tory and water, continental or insular, that is subject to the jurisdic-
tion of the United States.

(1823) §165.33 General regulations.

1824y Unless otherwise provided in the special regulations in
Subpart F of this part-—-

(1825 (a) No person or vessel may enter or remain in a security
zone without the permission of the Captain of the Port;

11826y (b) Each person and vessel in a security zone shall obey
any direction or order of the Captain of the Port;

11827y (¢) The Captain of the Port may take possession and con-
trol of any vessel in the security zone;

11828) (d) The Captain of the Port may remove any person, ves-
sel, article, or thing from a security zone;

(1829) (e) No person may board, or take or place any article or
thing on board, any vessel in a security zone without the permis-
sion of the Captain of the Port; and

(1830) (f) No person may take or place any article or thing upon
any waterfront facility in a security zone without the permission of
the Captain of the Port.

Subpart E-Restricted Waterfront Areas

(1831) §165.40 Restricted Waterfront Areas.

1832y The Commandant, may direct the COTP to prevent access
to waterfront facilities, and port and harbor areas, including ves-
sels and harbor craft therein. This section may apply to persons
who do not possess the credentials outlined in 33 CFR 125.09
when certain shipping activities are conducted that are outlined in
33 CFR 125.15.

Subpart F-Specific Regulated Navigation Areas and Limited
Access Areas

(1833) $165.703 Tampa Bay, Florida-Safety Zone.

(1834) (a) A floating safety zone is established consisting of an
area 1,000 yards fore and aft of a loaded anhydrous ammonia ves-
sel and the width of the channel in the following areas:

1835y (1) For inbound tank vessels loaded with anhydrous
ammonia, Tampa Bay Cut “F” Channel from Lighted Buoys “3F’
and “4F north through and including Gadsden Point Cut Lighted
Buoy “3” and commencing at Gadsden Point Cut Lighted Buoys
“7" and “8” north and including Hillsborough Cut “C” Channel.

(1836 (i) For vessels bound for R.E. Knight Pier at Hookers
Point the safety zone includes, in addition to the area in paragraph
(a)(1) of this section, Hillsborough Cut “D” Channel to the south-
ern tip of Harbor Island.

(1837) (ii) For vessels bound for the anhydrous ammonia receiv-
ing terminals to Port Sutton the safety zone includes, in addition to
the area in paragraph (a)(1) of this section, Port Sutton Channel.

1838) (2) For outbound tank vessels loaded with anhydrous
ammonia, the safety zone is established when the vessel departs

the receiving terminal and continues through the area described in
paragraph (a)(1) of this section.

(1339) (3) The floating safety zone is disestablished when the
anhydrous ammonia carrier is safely moored at the anhydrous
ammonia receiving facility. Y

as40) (b) A safety zone is established which extends 150 feet
waterside from an anhydrous ammonia vessel while it is moored at
the receiving facilities at R.E. Knight on Hookers Point and W.R.
Grace and International Metals and Chemicals at Port Sutton. Any
vessels desiring to enter the safety zone must obtain authorization
from the Captain of the Port Tampa. Vessels transiting in the vicin-
ity of the safety zone should do so with as slow a speed as condi-
tions permit.

a1841y (c) The general regulations governing safety zones con-
tained in 33 CFR 165.23 apply.

(1842) (d) The Marine Safety Office Tampa will notify the mari-
time community of periods during which these safety zones will
be in effect by providing advance notice of scheduled arrivals and
departures of loaded anhydrous ammonia vessels via a marine
broadcast Notice to Mariners.

(1843) (e) Should the actual time of entry of the anhydrous
ammonia vessel into the safety zone vary more than one half hour
from the scheduled time stated in the broadcast Notice to Mari-
ners, the person directing the movement of the anhydrous ammo-
nia vessel shall obtain permission from Captain of the Port Tampa
before commencing the transit.

(1844) (f) Prior to commencing the movement, the person direct-
ing the movement of the anhydrous ammonia vessel shall make a
security broadcast to advise mariners of the intended transit. All
additional security broadcasts as recommended by the U.S. Coast
Pilot 5, ATLANTIC COAST, shall be made through the transit.

(1345) (g) Vessels carrying anhydrous ammonia are permitted to
enter and transit Tampa Bay and Hillsborough Bay and
approaches during daylight hours only with a minimum of three
miles visibility.

(1246) (h) The Captain of the Port Tampa may waive any of the
requirements of this subpart for any vessel upon finding that the
vessel or class of vessel, operational conditions, or other circum-
stances are such that application of this subpart is unnecessary or
impractical for purposes of port safety or environmental safety.

(1847) (i) The owner, master, agent or person in charge of a ves-
sel or barge, loaded with anhydrous ammonia shall report the fol-
lowing information to the Captain of the Port, Tampa at least
twenty-four hours before entering Tampa Bay or its approaches or
departing from Tampa Bay:

a848) (1) Name and country of registry of the vessel or barge;

(1849) (2) The name of the port or place of departure;

(1850) (3) The name of the port or place of destination;

ss1) (4) The estimated time that the vessel is expected to begin
its transit of Tampa Bay and the time it is expected to commence
its transit of the safety zone.

(1852) (5) The cargo carried and amount.

(1853 §165.704 Tampa Bay, Florida, Safety Zone.

(1854) (a) A floating safety zone is established consisting of an
area 500 yards fore and aft of a loaded liquefied petroleum gas
(LPG) vessel and the width of Tampa Bay Cut “J” channel from
buoy “10J” (LLNR 1589) north and including Tampa Bay Cut “K”
Channel to buoy “11K” (LLP 117). Vessels are not permitted to
m“iet or pass the loaded LPG vessel when it transits these chan-
nels.

(8ss) (b) When a loaded LPG vessel departs the marked channel
at Tampa Bay Cut “K” bnoy “11K” (LLP 117) enroute to Rattle-
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snake slip, Tampa, FL. the floating safety zone extends 500 yards
in all directions surrounding the loaded LPG vessel, until it arrives
at the entrance to Rattlesnake slip. While the loaded LPG vessel is
maneuvering in the slip and until it is safely moored at Warren
Petroleum, Rattlesnake slip the floating safety zone extends 150
feet fore and aft of the Joaded LPG vessel and the width of the slip.
Moored vessels are allowed within the parameters of the 150 foot
safety zone.

(1856) (c) The floating safety zone is disestablished when the
LPG vessel is safely moored at the LPG receiving facility at War-
ren Petroleum, Rattlesnake slip.

(857 (d) A fixed safety zone is established when an LPG vessel
is safely moored at Warren Petroleum, extending 50 feet waterside
from the vessel. Vessels are permitted to pass the moored LPG
vessel; so long as they do not enter the fixed safety zone, and pro-
ceed only with extreme caution at the slowest safe speed possible.
Vessels may not enter the fixed safety zone without the permission
of the Captain of the Port Tampa.

(1858) (e) For an outbound vessel loaded with LPG, the floating
safety zone is established when the vessel departs from the receiv-
ing facility and continues through the areas described in (a) and
(b) above.

(1859) (f) The general regulations governing safety zones con-
tained in 33 CFR 165.23 apply.

1860y (g) The Marine Safety Office Tampa will notify the mari-
time community of periods during which these safety zones will
be in effect by providing advance notice of scheduled arrivals and
departures of loaded LPG vessels via a marine broadcast Notice to
Mariners.

assl) (h) The owner, master, agent or person in charge of a ves-
sel or barg e, loaded with LPG shall report the following informa-
tion to the Captain of the Port, Tampa at least twenty-four hours
before entering Tampa Bay or its approaches:

(1862) (1) Name and country of registry of the vessel or barge;

(1863) (2) The name of the port or place of departure;

(i864) (3) The name of the port or place of destination:

(1865) (4) The estimated time that the vessel is expected to begin
its transit of Tampa Bay and the time it is expected to commence
its transit of the safety zone.

(1866) (5) The cargo carried and amount.

(1867) (i) Should the actual time of entry of the LPG vessel into
the safety zone area vary more than one half (') hour from the
scheduled time stated in the broadcast Notice to Mariners, the per-
son directing the movement of the LPG vessel shall obtain permis-
sion from the Captain of the Port Tampa before commencing the
transit.

(1868) (j) Prior to commencing the movement, the person direct-
ing the movement of the LPG vessel shall make a security broad-
cast to advise mariners of the intended transit. All additional
security broadcasts as recommended by the U.S. Coast Pilot 5
Atlantic Coast shall be made throughout the transit.

(1869) (k) Vessels carrying LPG are permitted to enter and transit
Tampa Bay and approaches only with a minimum of three miles
visibility.

(1870) (1) The Captain of the Port Tampa may waive any of the
requirements of this support for any vessel or class of vessel upon
finding that the operational conditions of a vessel or class of ves-
sels, or other circumstances are such that application of this sub-
part is unnecessary or impractical for the purposes of port safety or
environmental safety.

187 $165.709 Egmont Channel, Tampa Bay, FL-regulated
navigation area.

(1872 (a) The following is a regulated navigation area: Waters
within the boundaries of a line beginning at

(1873) 27°36"37"N., 082°48'43"W.; thence to

(1874) 27°36'15"N., 082°52°10”"W.; thence to

1875y 27°36'07"N., 082°52°10"W.; thence to

(1876) 27°36"30”N., 082°48°42"W.; and thence to the beginning
point.

(1877 (b) A vessel which requires use of the channel due to its
draft shall not meet or overtake a vessel with a draft of 36 feet or
greater within the regulated area.

(1878) (c) A vessel with a draft of 36 feet or greater must make a
security broadcast 30 minutes prior to entering the regulated area.

1879) $165.752 Sparkman Channel, Tampa, Florida-regu-
lated navigation area.

(1880) (a) A regulated navigation area is established to protect
vessels from limited water depth in Sparkman Channel caused by
an underwater pipeline. The regulated navigation area is in Spark-
man Channel between the lines connecting the following points
referenced in NAD 83):

(1881) 27°56'20.5"N., 82°26°42.0"W. to

(1882) 27°56'19.3"N.,, 82°26"37.5"W.

(1883) 27°55’32.0"N., 82°26’54.0"W. to

(1884) 27°55’30.9"N., 82°26'49.1"W.

(1885) (b) Ships requiring Federal or State pilotage shall not
meet or overtake other like vessels in Sparkman Channel.

(1886) (c) Vessels having a draft of more than 35.5 feet may not
transit Sparkman Channel.

(1887) (d) Vessels having a draft of 34.5 feet, but not over 35.5
feet, may transit Sparkman Channel only when the tide is at least
one foot above mean low water.

(1888) (e) Vessels with a draft of 30 feet or greater shall transit as
near as possible to the center of the channel.

(1889) §165.753 Regulated navigation area; Tampa Bay,
Florida.

(1890 (a) The following is a regulated navigation area (RNA):
All the navigable waters of Tampa Bay, Hillsborough Bay and Old
Tampa Bay, including all navigable waterways tributary thereto.
Also included are the waters of Egmont Channel, Gulf of Mexico
from Tampa Bay to the seabuoy, Tampa Lighted Whistle Buoy T,
LLNR 18465.

(1391) (b) The master, pilot, or person in charge of any vessel of
50 meters or greater shall give a Navigational Advisory Broadcast
in accordance with 47 CFR 80.331 on VHF-FM channel 13 at the
following broadcast/reporting points:

1892y (1) Prior to getting underway from any berth or anchor-
age;

g(um) (2) Prior to entering Eqmont Channel from seaward;

(1894) (3) Prior to passing Egmont Key in any direction;

(1895) (4) Prior to transiting the Skyway Bridge in either direc-
tion;

(1896) (5) Prior to transiting the intersection of Tampa Bay Cut F
Channel, Tampa Bay Cut G Channel, and Gadsden Point Cut
Channel;

(1897 (6) Prior to anchoring or approaching a berth for docking;

898y (7) Prior to tending hawser;

(1899) (8) Prior to transiting Point Pincllas Channel Light 1 in
either direction.

(90 (c) Each Navigational Advisory required by this section
shall be made in the English language and will contain the follow-
ing information:

a9o1) (1) The words “Hello all vessels, a Navigational Advisory
follows™;
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(1902) (2) Name of vessel;

(1903) (3) If engaged in towing, the nature of the tow;

(1904) (4) Direction of Movement;

(1905) (5) Present location; and,

(1906) (6) The nature of any hazardous conditions as defined by
33 CFR 160.203.

(1907 (d) Nothing in this section shall supersede either the Inter-
national Regulations for Preventing Collisions at Sea, 1972 (72
COLREGS) or the Inland Navigation Rules, as applicable, or
relieve the Master or person in charge of the vessel of responsibil-
ity for the safe navigation of the vessel.

(1908) §165.802 Lower Mississippi River vicinity of Old
River Control Structure-safety zone.

(1909) (a) The area enclosed by the following boundary is a
safety zone-from the Black Hawk Point Light, mile 316.1 AHP
LMR to a point opposite Ft. Adams Light, mile 311.5 AHP along
the low water reference plane above the right descending bank;
thence to the levee on a line perpendicular to the channel center-
line; thence along the levee to the upstream end of the Old River
Overbank structure; thence along a line to the Black Hawk Point
Light.

(1910 (b) Any vessel desiring to enter this safety zone must first
obtain permission from the Captain of the Port, New Orleans. The
resident engineer at Old River Control Structure (WUG-424) is
delegated the authority to permit entry into this safety zone.

(o1 §165.803 Mississippi River-regulated navigation area.

(1912) The following is a Regulated Navigation Area-The waters
of the Mississippi River between miles 88 and 240 above Head of
Passes.

(1913 (a) Definitions. As used in this section:

(1914) (1) “Breakaway” means a barge that is adrift and is not
under the control of a towing vessel.

1s15) (2) “COTP” means the Captain of the Port, New Orleans.

1916y (3) “Fleet” includes one or more tiers.

(1917 (4) “Fleeting facility” means the geographic area along or
near a river bank at which a barge mooring service, either for hire
or not for hire, is established.

(1918 (5) “Mooring barge” or “spar barge” means a barge
moored to mooring devices and to which other barges may be
moored.

(1919) (6) “Mooring device” includes a deadman, anchor, pile or
other reliable holding apparatus.

(1920) (7) “Person in charge” includes any owner, agent, pilot,
master, officer, operator, crewmember, supervisor, dispatcher or
other person navigating. controlling, directing or otherwise
responsible for the movement, action, securing, or security of any
vessel, barge, tier, fleet or fleeting facility subject to the regula-
tions in this section.

(921) (8) “Tier” means barges moored interdependently in rows
or groups.

(1922 (b) Waivers:

(19237 (1) The COTP may, upon written request, except as
allowed in paragraph (3) of this subsection, waive any regulation
in this section if it is found that the proposed operation can be con-
ducted safely under the terms of that waiver.

(1924y (2) Each written request for 2 waiver must state the need
for the waiver and describe the proposed operation.

(1925) (3) Under unusual circumstances due to time constraints,
the person in charge may orally request an immediatc waiver from
the COTP. The written request for a waiver must be submitted
within five working days after the oral request.
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(1926) (4) The COTP may, at any time, terminate any waiver
issued under this subsection.

(92m (c) Emergencies. In an emergency, a person may depart
from any regulation in this section to the extent necessary to avoid
immediate danger to persons, property or the environment.

1928y (d) Mooring: general.

(1929) (1) No person may secure a barge to trees or to other veg-
etation.

(1930) (2) No person may allow a barge to be moored with
unraveled or frayed lines or other defective or worn mooring.

1931y (3) No person may moor barges side to side unless they
are secured to each other from fittings as close to each corner of
abutting sides as practicable.

(1932) (4) No person may moor barges end to end unless they are
secured to each other from fittings as close to each comer of abut-
ting ends as practicable.

(1933) (&) Mooring to a mooring device.

(1934 (1) A barge may be moored to mooring devices if the
upstream end of that barge is secured to at least one mooring
device and the downstream end is secured to at least one other
mooring device, except that from mile 127 to mile 240 a barge
may be moored to mooring devices if the upstream end of that
barge is secured to at least one mooring device.

(1935) (2) Barges moored in tiers may be shifted to mooring
devices if the shoreward barge at the upstream end of the tier is
secured to at least one mooring device, and the shoreward barge at
the downstream end of the tier is secured to at least one other
mooring device, except that from mile 127 to mile 240 barges
moored in tiers may be shifted to mooring devices if the shore-
ward barge at the upstream end of the tier is secured to at least one
mooring device.

(1936) (3) Each wire rope used between the upstream end of a
barge and a mooring device must have at least a diameter of 1%,
inch. Chain or line used between the upstream end of a barge and a
mooring device must be at least equivalent in strength to 1Y inch
diameter wire rope.

(1937) (4) Each wire rope used between the downstream end of a
barge and a mooring device must have at least a diameter of 74
inch. Chain or line used between the downstream end of a barge
and a mooring device must be of at least equivalent strength of 74
inch diameter wire rope.

(1938) (f) Moorings: barge-to-barge; barge-to-vessel; barge-to-
wharf or pier. The person in charge shall ensure that a barge
moored to another barge, a mooring or spar barge, a vessel, a
wharf, or a pier, is secured as near as practicable to each abutting
corner of the barge being moored by—

(1939) (1) Three parts of wire rope of at least ; inch diameter
with an eye at each end of the rope passed around the timberhead,
caval, or button;

(19480) (2) A mooring of natural or synthetic fiber rope that has at
least 75 percent of the breaking strength of three parts of % inch
diameter wire rope; or

(1941) (3) Fixed rigging that is at least equivalent to three parts
of % inch diameter wire rope.

(1942) (g) Mooring: person in charge.

(1343) (1) The person in charge of a barge, tier, fleet or fleeting
facility shall ensure that the barge, tier, fleet or fieeting facility
meets the requirements in paragraphs (d) and (e) of this section.

(1944) (2) The person in charge shall ensure that all mooring
devices, wires, chains, lines and connecting gear are of sufficient
strength and in sufficient number to withstand forces that may be
exerted on them by moored barges.
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(1945) (h) Fleeting facility: inspection of moorings.

(1946) (1) The person in charge of a fleeting facility shall assign
a person to inspect moorings in accordance with the requirements
in paragraph (h)(2) of this section.

(1947) (2) The person assigned to inspect moorings shall inspect:

(1948) (i) At least twice each day during periods that are six
houts or more apart, each mooring wire, chain, line and connect-
ing gear between mooring devices and each wire, line and con-
necting equipment used to moor each barge; and

(1949) (ii) After a towboat adds barges to, withdraws barges
from, or moves barges at a fleeting facility, each mooring wire,
line, and connecting equipment of each barge within each tier
affected by that operation.

(1950) (3) The person who inspects moorings shall take immedi-
ate action to correct each deficiency.

951y (i) Fleeting facility: records. The person in charge of a
fleeting facility shall maintain, and make available to the Coast
Guard, records containing the following information:

(1952) (1) The time of commencement and termination of each
inspection required in paragraph (h)(2) of this section.

(1953) (2) The name of each person who makes the inspection
required in paragraph (h)(2) of this section.

(1954) (3) The identification of each barge entering and depart-
ing the fleeting facility, along with the following information:

(1955) (i) Date and time of entry and departure; and

(1956) (ii) The names of any hazardous cargo which the barge is
carrying.

(1957) Note.-The requirements in paragraph (i)(3) of this section
for the listing of hazardous cargo refer to cargoes regulated by
Subchapters D and O of Chapter 1, Title 46, Code of Federal Reg-
ulations.

11958y (j) Fleeting facility: surveillance.

(1959) (1) The person in charge of a fleeting facility shall assign
a person to be in continuous surveillance and to observe the barges
in the fleeting facility. Joint use of this person by adjacent facilities
may be considered upon submission of a detailed proposal for a
waiver to the COTP.

(1960) (2) The person who observes the barges shall:

(96D (i) Inspect for movements that are unusual for properly
secured barges; and

(1962) (ii) Take immediate action to correct each deficiency.

(1963) (k) Fleeting facility: person in charge. The person in
charge of a fleeting facility shall ensure that each deficiency found
under the requirements of paragraphs (h) or (j) of this section is
corrected.

(1964) (1) Securing breakaways. The person in charge shall take
immediate action to:

(1965) (1) Secure each breakaway; and

(19%66) (2) Report each breakaway as soon as possible to the
COTP by telephone, radio or other means of rapid communica-
tion.

(1967 (m) High water.

(1968) (1) This subsection applies to barges on the Mississippi
River between miles 88 and 240 above Head of Passes when:

(1969) (i) The Carrollton gage stands 12 feet or more; or

(1970) (ii) The Carrollton gage stands 10 feet, the U.S. Army
Corps of Engineers forecasts the Mississippi River is rising to 12
feet, and the District Commander determines these circumstances
to be especially hazardous and issues orders directing that para-
graph (m)(2) and (3) of this section are in effect.

(1971) (2) During high water, the person in charge of a fleeting
facility shall ensure compliance with the following requirements:

(1972) (1) Each fleet consisting of eight or more barges must be
attended by at least one radar-equipped towboat for each 100
barges or less. Joint use of this towboat by adjacent facilities may
be considered upon submission of a detailed proposal for a waiver.

(1973) (ii) Each fleet must have two or more towboats in atten-
dance when:

1974y (A) Barges are withdrawn from or moved within the fleet
and the fleet at the start of the operation contains eight or more
barges; or

(197%) {B) Barges are added to the fleet and the number of barges
being added plus the fleet at the start of the operation total eight or
more.

(976) (iii) Each towboat required in paragraphs (m)(2)(i) and
(2)(ii) of this section must be:

1977 (A) Capable of safely withdrawing, moving or adding
each barge in the fleet;

11978) (B) Immediately operational;

(1979) (C) Radio-equipped;

(1980) (D) Within 500 yards of the barges; and

a9sty (iv) The person in charge of each towboat required in
paragraphs (m)(2)(i) and (2)(ii) of this section shall maintain:

11982y (A) A continuous guard on the frequency specified by
current Federal Communications Commission regulations found
in Part 83 of Title 47, Code of Federal Regulations; and

(1983) (B) When moored, a continuous watch on the barges in
the fleeting facility.

1984y (v) During periods when visibility is less than 200 yards,
the person in charge of each towboat required in paragraph
(m)(2)i) of this subsection shall maintain, when moored, a contin-
uous radar surveillance of the barges moored in the fleeting facil-
ity.

(1985) (3) During high water when visibility is reduced to less
than 200 yards:

(1986) (i) Tows may not be assembled or disassembied;

(1987} (ii) No barge may be added to, withdrawn from or moved
within a fleet except:

(1988) (A) A single barge may be added to or withdrawn from
the channelward or downstream end of the fleet; and

(1989) (B) Barges made up in a tow may depart a fleet from the
channelward or downstream end of the fleet; and

(1990) (iii) No person in charge of a tow arriving in this regu-
lated navigation area may moor unless the COTP is notified prior
to arrival in the regulated navigation area.

asn §165.804 Snake Island, Texas City, Texas; mooring
and fleeting of vessels-safety zone.

1992) (a) The following is a safety zone:

1993) (1) The west and northwest shores of Snake Island;

«1994) (2) The Turning Basin west of Snake Island;

(1995 (3) The area of Texas City Channel from the north end of
the Tumning Basin to a line drawn 000° true from the northwest-
ernmost point of Snake Island.

(1996) (b) Special Regulations. All vessels are prohibited from
mooring, anchoring, or otherwise stopping in the safety zone,
except in case of an emergency.

(1997) (c) Barges are prohibited from fleeting or grounding in
the zone.

(1998) (d) In an emergency, vessels shall advise the Captain of
the Port, Galveston, of the nature of the emergency via the most
rapid means available.

(1999) $165.805 Calcasieu Channel and Industrial Canal,
Calcasieu River, Lake Charles, LA.
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2000y {a) The waters and waterfront facility located within the
area described by the following boundaries constitutes a safety
zone:

200ty (1) When a Liquefied Natural Gas (LNG) vessel is
moored at Trunkline LNG facility: Beginning at the west side
property line at position 30°06’38”N., 93°1734"W. a line extend-
ing in an eastward direction and 50 feet from shore to a point 50
feet west of mooring dolphin #1; then due south to a line running
in an eastward direction and 50 feet south of the moored LNG ves-
sel to a line running due north to a point 50 feet east of mooring
dolphin #13; and then a line extending in an eastward direction
and 50 feet from shore to the end of the turning basin.

(2002) (2) When an LNG vessel is not moored at the Trunkline
LNG facility: Beginning at the west side property line at position
30°06"38"N., 93°17"34"W. a line extending in an eastward direc-
tion and 50 feet from shore to a point 50 feet west of mooring dol-
phin #1; then a continuous uniform line extending 50 feet outside
of all facility docks and structures to a point 50 feet east of moor-
ing dolphin #13; and then a line extending in an eastward direction
and 50 feet from shore to the end of the turning basin.

2003y (b) The waters within the following boundaries are a
safety zone while a non-gasfree LNG vessel is transiting within
the Calcasieu River ship channel and between buoy “CC” and the
Trunkline LNG facility: The area 2 miles ahead, 1 mile astern, and
to either side of an LNG vessel to the width of the ship channel.
Meeting, crossing, or overtaking situations are not permitted
within the safety zone unless specifically authorized by the USCG
Captain of the Port.

(2004) (c) Notice to transiting LNG vessels will be provided by
Broadcast and/or Local Notice to Mariners.

(2005) §165.806 Sabine Neches Waterway, Texas—Regulated
Navigation Area.

2006) (a) The following is a regulated navigation area-The Sab-
ine Neches Waterway which includes the following waters: Sabine
Pass Channel, Port Arthur Canal, Sabine-Neches Canal, Neches
River, Sabine River and all navigable waterways tributary thereto.

2007 (b) Unless otherwise authorized by the Captain of the
Port, Port Arthur, Texas, tows on a hawser of 1,000 gross tons or
greater transiting the Sabine-Neches Waterway are prohibited
unless such tows have a tug of sufficient horsepower made up to
the tow in such a manner as to ensure that complete and effective
control is maintained throughout the transit. Inbound vessels only,
may shift the tow or pick up an additional tug within 100 yards
inside the entrance jetties provided that such action is necessary
for reasons of prudent seamanship.

(2008) §165.807 Calcasieu River, Louisiana—Regulated Navi-
gation Area.

(2009 (a) The following is a regulated navigation area-The Cal-
casieu River from the Calcasieu jetties up to and including the
Port of Lake Charles.

2010y (b) Unless otherwise authorized by the Captain of the
Port, Port Arthur, Texas, tows on a hawser of 1,000 gross tons or
greater transiting the Calcasieu River are prohibited unless such
tows have a tug of sufficient horsepower made up to the tow in
such a manner as to ensure that complete and effective control is
maintained at all times. Inbound vessels only, may shift the tow or
pick up an additional tug within 100 yards inside the entrance jet-
ties provided that such action is necessary for reasons of prudent
seamanship.

o §165.808 Corpus Christi Ship Channel, Corpus
Christi, TX, safety zone.

12012y (a) The following areas are established as Safety Zones
during specified conditions:

©2013) (1) For incoming tank vessels loaded with Liquefied
Petroleum Gas, the waters within a 500 yard radius of the LPG
carrier while the vessel transits the Corpus Christi Ship Channel to
the LPG receiving facility. The Safety Zone remains in effect until
the LPG vessel is moored at the LPG receiving facility.

2014y (2) For outgoing tank vessels loaded with LPG, the waters
within a 500 yard radius of the LPG carrier while the vessel
departs the LPG facility and transits the Corpus Christi Ship
Channel. The Safety Zone remains in effect until the LPG vessel
passes the seaward extremity of the Aransas Pass Jetties.

2015) (b) The general regulations governing safety zones con-
tained in 33 CFR 165.23 apply.

2016 (c) The Captain of the Port will notify the maritime com-
munity of periods during which this safety zone will be in effect
by providing advance notice of scheduled arrivals and departures
of loaded LPG vessels via a Marine Safety Information Broadcast
Notice to Mariners.

0i7) §165.810 Mississippi River, L A-regulated navigation
area.

018y (a) Purposes and Applicability. Section 165.810 pre-
scribes rules for vessel operation in the Mississippi River below
Baton Rouge, LA. including South and Southwest Passes, to assist
in the prevention of collisions and groundings and to protect the
navigable waters of the Mississippi River from environmental
harm resulting from those incidents.

0t9) (b) Mississippi River below Baton Rouge, LA, including
South and Southwest Passes:

@u2oy (1) Supervision. The use, administration, and navigation
of the waterways to which this paragraph applies shall be under
the supervision of the District Commander, Eighth Coast Guard
District.

021y (2) Speed; high-water precautions. When passing another
vessel (in motion, anchored, or tied up), a wharf or other structure,
work under construction, plant engaged in river and harbor
improvement, levees withstanding flood waters, building partially
or wholly submerged by high water, or any other structure liable to
damage by collision, suction or wave action, vessels shall give as
much leeway as circumstances permit and reduce their speed suffi-
ciently to preclude causing damages to the vessel or structure
being passed. Since this subparagraph pertains directly to the
manner in which vessels are operated, masters of vessels shail be
held responsible for strict observance and full compliance there-
with. During high river stages, floods, or other emergencies, the
District Commander may prescribe by navigation bulletins or
other means the limiting speed in land miles per hour deemed nec-
essary for the public safety for the entire section or any part of the
waterways covered by this paragraph, and such limiting speed
shall be strictly observed.

022) (3) Towing. Towing in any formation by a vessel with
insufficient power to permit ready maneuverability and safe han-
dling is prohibited.

(2023) (c) Movement of vessels in vicinity of Algiers Point, New
Orleans Harbor:

2024y (1) Control lights. When the Mississippi River reaches 8
feet on the Carrollton Gage on a rising stage, and until the gage
reads 9 feet on a falling stage, the movement of all tugs with tows
and all ships, whether under their own power or in tow, but
excluding tugs or towboats without tows or river craft of compara-
ble size and maneuverability operating under their own power, in
the vicinity of Algiers Point shall be governed by red and green
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lights designated and located as follows: Governor Nicholls Light
located on the left descending bank on the wharf shed at the
upstream end of Esplanade Avenue Wharf, New Orleans, approxi-
mately 94.3 miles above Head of Passes; and Gretna Light located
on the right descending bank on top of the levee at the foot of
Ocean Avenue Gretna, approximately 96.6 miles above Head of
Passes Governor Nicholls Light has lights visible from both
upstream and downstream, and Gretna Light has lights visible
from upstream, all indicating by proper color the direction of traf-
fic around Algiers Point. From downstream, Gretna Light always
shows green. All lights are visible throughout the entire width of
the river and flash once every second. A green light displayed
ahead of a vessel (in the direction of travel) indicates that Algiers
Point is clear and the vessel may proceed. A red light displayed
ahead of a vessel (in the direction of travel) indicates that Algiers
Point is not clear and the vessel shall not proceed. Absence of
lights shall be considered a danger signal and no attempt shall be
made to navigate through the restricted area.

2025y NOTE: To provide advance information to downbound
vessels whether the control light at Gretna (Gretna Light) 1s red or
green, a traffic light is located at Westwego on the right descend-
ing bank, on the river batture at the end of Avenue B, approxi-
mately 101.4 miles above Head of Passes.

(2026) (2) Ascending vessels. Ascending vessels shall not pro-
ceed farther up the river than a line connecting the upperend of
Atlantic Street Discharge Light (on right descending bank) with
the lower end of Desire Street Wharf (on left descending bank)
when a red light is displayed. Vessels waiting for a change of sig-
nal shall keep clear of descending vessels.

2027) (3) Descending vessels. (i) Descending vessels shall not
proceed farther down the river than a line connecting the lower
end of Julia Street Wharf (on left descending bank) with the verti-
cal flagpole at Eastern Associated Terminals (on right descending
bank) when a red light is displayed. Vessels shall round to and be
headed upstream before they reach that line, if the signal remains
against the vessel. Vessels waiting for a change of signal shall
keep clear of ascending vessels.

(2028 (ii) Vessels destined to a wharf above the lower end of
Julia Street Wharf shall signal the Gretna towerman three long
blasts and one short blast of a whistle or horn to indicate that the
vessel is not bound below the Julia Street Wharf.

(2029) (iii) The master, pilot, or authorized representative of any
vessel scheduled to depart from a wharf between Governor
Nicholls Light and Louisiana Avenue, bound downstream around
Algiers Point, shall communicate with the Governor Nicholls
Light towerman by telephone to determine whether the channel at
Algiers Point is clear before departure. When the point is clear,
vessels shall then proceed promptly so that other traffic will not be
unnecessary delayed.

030) NOTE: Telephone numbers of both signal towers will be
published in navigation bulletins in advance of each operating
period.

@031) (4) Minor changes. The District Commander is autho-
rized to waive operation or suspension of the lights whenever pro-
spective river stages make it appear that the operation or
suspension will be required for only a brief period of time or when
river stages will rise or fall below the critical stage which is estab-
lished for operation or suspension by only a few tenths on the Car-
rollton Gage.

2032) (5) Underpowered vessels. When the Carrollion Gage
reads 12 feet or higher, any vessel which is considered by the mas-

ter or pilot as being underpowered or a poor handler shall not nav-
igate around Algiers Point without the assistance of a tug or tugs.

2033) (6) Towing. When the Carrollton Gage reads 12 feet or
higher, towing on a hawser in a downstream direction between
Julia Street and Desire Street is prohibited except by special per-
mission of the District Commander.

2034y (d) Navigation of South and Southwest Passes.

(2035) (1) No vessel, except small craft and towboats and tugs
without tows, shall enter South Pass or Southwest Pass the Gulf
until after any descending vessel which has approached within two
and one-half (24) miles of the outer end of the jetties and visible
to the ascending vessel shall have passed to sea.

2036) (2) No vessel having a speed of less than ten mph shall
enter South Pass from the Gulf when the stage of the Mississippi
River exceeds 15 feet on the Carrollton Gage at New Orleans.
This paragraph does not apply when Southwest Pass is closed to
navigation.

2037 (3) No vessel, except small craft and towboats and wgs
without tows, ascending South Pass shall pass Franks Crossing
Light until after a descending vessel shall have passed Depot Point
Light.

2038) (4) No vessel, except small craft and towboats and tugs
without tows, shall enter the channel at the head of South Pass
until after an ascending vessel which has reached Franks Crossing
Light shall have passed through into the river.

(2039) (5) When navigating South Pass during periods of dark-
ness no tow shall consist of more than one towed vessel other than
small craft, and during daylight hours no tow shall consist of more
than two towed vessels other than small craft. Tows may be in any
formation. When towing on a hawser, the hawser shall be as short
as practicable to provide full control at all times.

(2040) (6) When towing in Southwest Pass during periods of
darkness no tow shall consist of more than two towed vessels
other than small craft, and during daylight hours no tow shall con-
sist of more than three towed vessels other than small craft.

2041y §165.811 Atchafalaya River, Berwick Bay, LA-regu-
lated navigation area.

2042y (a) The following is a regulated navigation area: the
waters of the Atchafalaya River in Berwick Bay bounded on the
northside from 2,000 yards north of the U.S. 90 Highway Bridge
and on the southside from 4,000 yards south of the Southern
Pacific Railroad (SPRR) Bridge.

2043 (b) Within the regulated navigation area described in
paragraph (a) of this section, §161.40 of this chapter establishes a
VTS Special Area for waters within a 1000 yard radius of the
SPRR Bridge.

(2044 (c) When the Morgan City River gauge reads 3.0 feet or
above mean sea Jevel, in addition to the requirements set forth in
§161.13 of this chapter, the requirements of paragraph (d) and (e)
of this section apply to a towing vessel which will navigate:

2045) (1) under the lift span of the SPRR Bridge; or

(2046) (2) through the navigational opening of the U.S. 90 High-
way Bridge; or

2047 (3) through the navigational opening of the Highway 182
Bridge.

(2048) (d) Towing requirements. (1) Towing on a hawser is not
authorized, except that one self-propetled vessel may tow one
other vessel without barges upbound;

(2049) (2) A towing vessel and barges must be arranged in tan-
dem, except that one vessel may tow one other vessel alongside;

2050y (3) Length of tow must not exceed 1,180 feet; and
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2051y (4) Tows with a box end in the lead must not exceed 400
feet in length.

@052) Note: The variation in the draft and the beam of the
barges in a multi-barge tow should be minimized in order to avoid
unnecessary strain on coupling wires.

(2053) (e¢) Horsepower Requirement. (1) The following require-
ments apply to a towing vessel of 3,000 hp or less:

TABLE 165.812(e)—MINIMUM AVAILABLE

HORSEPOWER REQUIREMENT
Direction Daytime Nighttime
of tow (sunrise to sunset) (sunset to sunrise)
Upbound 400hp or (Length of 600hp or (Length of
tow-—300ft) x 3 tow—200ft) x 3.
Downbound | 600hp or (Length of 600hp or (Length of tow)
tow—200ft) x 2 x 3.

Note: A 5% variance from the available horsepower is authorized.

2054y (2) All tows carrying cargoes of particular hazard as
defined in §160.203 of this chapter must have available horse-
power of at least 600 hp or three times the length of tow, which-
ever is greater.

2055y (f) Notice of Requirements. Notice that these rules are
anticipated to be put into effect, or are in effect, will be given by:

©0s6) (1) Marine information broadcasts;

2057y (2) Notices to mariners;

(2058) (3) Vessel Traffic Center advisories or upon vessel infor-
mation request; and

(20s9) (4) Visual displays on top of the SPRR Bridge, consisting
of:

20600 (i) Two vertically arranged red balls by day; or

2061y (ii) Two vertically arranged flashing white lights by night.

(2062) Note: Visual displays are not shown during precautionary
periods (when the Morgan City River Gauge reads 2.5 feet above
mean sea level). However, precautionary notices will be issued
via marine notice to mariners, notice to mariners, VIC advisories
or vessel information requests, when water level remains at above
2.5 feet. Visual displays are Class 1, private aids to navigation
maintained by SPRR Bridge.

Part 166-Shipping Safety Fairways
Subpart A-General

(2063) §166.100 Purpose. The purpose of these regulations is to
establish and designate shipping safety fairways and fairway
anchorages to provide unobstructed approaches for vessels using
U.S. ports.

(2064) §166.103 Geographic coordinates.

(2065y Geographic coordinates expressed in terms of latitude or
longitude, or both, are not intended for plotting on maps or charts
whose referenced horizontal datum is the North American Datum
of 1983 (NAD 83), unless such geographic coordinates are
expressly labeled NAD 83, Geographic coordinates without the
NAD 83 reference may be plotted on maps or charts referenced to
NAD 83 only after application of the appropriate corrections that
are published on the particular map or chart being used.

NAVIGATION REGULATIONS

2066) §166.105 Definitions. (a) “Shipping safety fairway” or
“fairway” means a lane or corridor in which po artificial island or
fixed structure, whether temporary or permanent, will be permit-
ted. Temporary underwater obstacles may be permitted under cer-
tain conditions described for specific areas in Subpart B. Aids to
navigation approved by the U.S. Coast Guard may be established
in a fairway.

2067y (b) “Fairway anchorage” means an anchorage area con-
tiguous to and associated with a fairway, in which fixed structures
may be permitted within certain spacing limitations, as described
for specific areas in Subpart B.

068y §166.110 Modification of areas. Fairways and fairway
anchorages are subject to modification in accordance with 33
U.S.C. 1223(c); 92 Stat. 1473.

Subpart B-Designations of Fairways and Fairway Anchorages

2069) $166.200 Shipping safety fairways and anchorage
areas, Gulf of Mexico. (a) Purpose. Fairways and anchorage
areas as described in this section are established to control the
erection of structures therein to provide safe approaches through
oil fields in the Gulf of Mexico to entrances to the major ports
afong the Guif Coast.

2070) (b) Special Conditions for Fairways in the Gulf of Mex-
ico. Temporary anchors and attendant cables or chains attached to
floating or semisubmersible drilling rigs outside a fairway may be
placed within a fairway described in this section for the Gulf of
Mexico, provided the following conditions are met:

07 (1) Anchors installed within fairways to stabilize
semisubmersible drilling rigs shall be allowed to remain 120 days.
This period may be extended by the Army Corps of Engineers, as
provided by 33 CFR 209.135(b).

207 (2) Drilling rigs must be outside of any fairway boundary
to whatever distance is necessary to ensure that the minimum
depth of water over an anchor line within a fairway is 125 feet.

2073) (3) No anchor buoys or floats or related rigging will be
allowed on the surface of the water or to a depth of at least 125
feet from the surface, within a fairway.

2074) (4) Aids to Navigation or danger markings must be
installed as required by 33 CFR Subchapter C.

075) {¢) Special Conditions for Fairway Anchorages in the
Gulf of Mexico. Structures may be placed within an area desig-
nated as a fairway anchorage, but the number of structures will be
limited by spacing as follows:

2076) (1) The center of a structure to be erected shall not be less
than two (2) nautical miles from the center of any existing struc-
ture.

@07 (2) In a drilling or production complex, associated struc-
tures connected by walkways shall be considered one structure for
purposes of spacing, and shall be as close together as practicable
having due consideration for the safety factors involved.

@08 (3) A vessel fixed in place by moorings and used in con-
junction with the associated structures of a dnilling or production
complex, shall be considered an attendant vessel and the extent of
the complex shall include the vessel and its moorin gs.

@079 (4) When a drilling or production complex extends more
than five hundred (500) yards from the center, a new structure
shall not be erected closer than two (2) nautical miles from the
outer limit of the complex.

@0s0) (5) An underwater completion installation in an anchor-
age area shail be considered a structure and shall be marked with a
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lighted buoy approved by the United States Coast Guard under 33
CFR Part 66.01.

2081) Note: Where the areas have already been charted,
coordinates have been omitted and reference made to the
chart(s) showing the fairways and anchorages.

(2082) (d) Designated Areas.

(2083 (1) Brazos Santiago Pass Safety Fairway. See charts
11300 and 11301.

084y (2) Brazos Santiago Pass Anchorage Areas. See charts
11300 and {1301.

2085 (3) Port Mansfield Safety Fairway. See chart 11300.

2086) (4) Aransas Pass Safety Fairway. See charts 11300,
11313, and 11307.

(2087) (5) Aransas Pass Anchorage Areas. See charts 11300,
11313, and 11307.

(2088) (6) Matagorda Entrance Safety Fairway. See charts
11300, and 11316.

2089) (7) Matagorda Entrance Anchorage Areas. See charts
11300, and 11316.

(2090) (8) Freeport Harbor Safety Fairway. See charts 11300 and
11321.

091y (9) Freeport Harbor Anchorage Areas. See charts 11300
and 11321.

2007y (10) Galveston Entrance Safety Fairways. See charts
11340 and 11323.

2093 (11) Galveston Entrance Anchorage Areas. See charts
11340 and 11323.

(2094) (12) Sabine Pass Safety Fairway. See charts 11340 and
11341.

(2095 (13) Sabine Pass Anchorage Areas-(i) Sabine Pass
Inshore Anchorage Area. The area enclosed by rhumb lines join-
ing points at:

(2006) 29°37°32”N., 93°48'02"W.

097y 29°37°32"N., 93°21"25"W.

(2098) 29°32°52"N., 93°43'00"W.

(2009) 29°36'28"N., 93°47'14"W.

(2100) (ii) Sabine Bank Offshore (North) Anchorage Area. The
area enclosed by thumb lines joining points at:

(2101) 29°26°06”N., 93°43°00"W.

2102) 29°26°06"N., 93°41°08"W.

(2103) 29°24°06"N., 93°41’08"W.

2104) 29°24°06"N., 93°43°00"W.

(2105) (iii) Sabine Bank Offshore (South) Anchorage Area. The
area enclosed by rhumb lines joining points at:

@106) 29°16’55”N., 93°43’00"W.

2107y 29°16°55”N., 93°41°08"W.

(2108) 29°14'29"N., 93°41’08"W.

(2109) 29°14°29"N., 93°43°00"W.

2110y (14) Coastwise Safety Fairway. (i) Brazos Santiago Pass
to Aransas Pass. See charts 11300, 11301, and 11307.

@ity (ii) Aransas Pass to Calcasieu Pass. See charts 11300,
11340, 11313, 11316, 11323, 11332, 11344.

@112) (15) Calcasieu Pass Safety Fairway. See charts 11340,
11344, and 11341.

@113) (16) Calcasieu Pass Anchorage Areas-(i) Calcasien Pass
North Anchorage Area. The area enclosed by rhumb lines joining
points at;

@14y 29°41’12"N., 93°1937"W.

2us) 29°%41°12"N., 93°1228"W.

2ne) 29°31°'16°N., 93°12'16"W.

@umn 29°37°30"N., 93°18'15"W.

s (ii) Calcasieu Pass South Anchorage Area. The area
enclosed by rhumb lines joining points at:

21191 28°59"30”N., 93°16'30"W.

1200 28°59’30”N., 93°14'00"W.

@iz 28°56’00"N., 93°14°00"W.

(2122) 28°56°00"N., 93°16"30"W.

(2123) (17) Lower Mud Lake Safety Fairway. The area enclosed
by rhumb lines joining points at:

(2124) 29°4324”N., 93°00°18"W.

(21251 29°42°00”N., 93’00°18"W. and rhumb lines joining points
at:

(2126) 29°43'33"N., 93°00"48"W.

21271 29°42°00"N., 93°00°48"W.

12128) (18) Freshwater Bayou Safety Fairway. See charts 11340
and 11349.

(21291 (19) Southwest Pass Safety Fairway. See charts 11340
and 11349,

12130) (20) Atchafalaya Pass Safety Fairway. See charts 11340
and 11351.

2131y (21) Bayou Grand Caillou Safety Fairway. See charts
11340 and 11356.

{2132) (22) Cat Island Pass Safety Fairway. See charts 11340,
and 11357.

12133 (23) Belle Pass Safety Fairway. See charts 11340 and
11357.

(2134) (24) Barataria Pass Safety Fairway. See charts 11340 and
11358,

2135) (25) Grand Bayou Pass Safety Fairway. See charts 11340
and 11358.

(2136) (26) Empire to the Gulif Safety Fairway. See charts 11340
and 11358.

@137 (27) Gulf Safety Fairway. Aransas Pass Safety Fairway to
Southwest Pass Safety Fairway. See charts 11300 and 11340.

2138y (28) Southwest Pass (Mississippi River) Safety Fairway.
(i) Southwest Pass (Mississippi River) to Gulf Safety Fairway.
The area enclosed by rhumb lines joining points at:

2139y 28°54’33"N., 89°26'07"W.

140y 28°52'42"N., 89°27°06"W.

21411 28°5000"N., 89°27°06"W.

2142) 28°02°32”N., 90°09°28"W. and rhumb lines joining points
at

(2143) 28°54’18"N., 89°25'46"W.

(2144) 28°53'30"N., 89°25"18"W.

(145) 28°53'30"N., 89°23'48"W.

(2146) 28°50°40"N., 89°24'48"W.

(2147) 28°48'48"N., 89°24'48"W.

(2148) 28°4724"N., 89°26"30"W.

(2149) 28°00"36"N., 90°08’18"W.

2150y (1i) Southwest Pass (Mississippi River) to Sea Safety Fair-
way. The area enclosed by rhumb lines joining points at:

@is1y 28°54'33"N., 89°26'07"W.

2152 28°52'42"N., 89°27°06"W.

(2153) 28°50°00"N., 89°27°06"W.

@154) 28°47'24"N., 89°26"30"W.

(2155) 28°36'28"N., 89°18’45”W. and rhumb lines joining points
at:

@156) 28°54'18”"N., 89°25'46"W.

@157 28°53'30"N., 89°25'18"W.

(2158 28°53’30"N., 89°23'48"W.

(2159) 28°50°40"N., 89°24°48"W.

@2160) 28°48'48"N., 89°24'48"W.

@161y 28°45'06"N., 89°22'12"W.
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(2162) 28°43'27"N., 89°21°01"W.

(2163) 28°37°54"N., 89°17°06"W.

84y (iii) Southwest Pass (Mississippi River) to South Pass
(Mississippi River) Safety Fairway. See charts 11360 and 11361.

2165) (29) Southwest Pass (Mississippi River) Anchorage. The
area enclosed by rhumb lines joining points at:

ie6) 28°53'30”N., 89°23'48"W.

2i67) 28°53"30"N., 89°2148"W.

(2168) 28°55°06”N., 89°21748"W.

(2169) 28°55°06"N., 89°19'18"W.

2170) 28°52°41”N., 89°17°30"W.

@171y 28°50°40"N., 89°21°14"W.

172) 28°50°407N., 89°24’48"W.

2173y (30) South Pass (Mississippi River) Safety Fairways.
(i) South Pass to Sea Safety Fairway. See charts 11360 and 11361.

2174) (ii) South Pass (Mississippi River) to Mississippi River-
Gulf Outlet Channel Safety Fairway. See charts 11360 and 11361.

2175y (31) South Pass (Mississippi River) Anchorage. See
charts 11360 and 11361.

2176y (32) Mississippi River-Gulf Qutlet Safety Fairway.
(i) See charts 11360 and 11363.

177y (ii) Mississippi River-Gulf Outlet Channel to Mobile Ship
Channel Safety Fairway. See chart 11360.

2178) (33) Mississippi River-Gulf Outlet Anchorage. See charts
11360 and 11363.

2179 (34) Gulfport Safety Fairway. See charts 11360 and
11373.

2180 (35) Biloxi Safety Fairway. See charts 11360 and 11373.

2181y (36) Ship Island Pass to Horn Island Pass Safety Fairway.
See charts 11360 and 11373.

(2182) (37) Pascagoula Safety Fairway. See charts 11360 and
11373.

(2183) (38) Horn Island Pass to Mobile Ship Channel Safety
Fairway. See charts 11360, 11373, and 11376.

184y (39) Mobile Safety Fairway-(i) Mobile Ship Channel
Safety Fairway. The areas between rhumb lines joining points at:

185) 30°38'46"N., 88°03'24"W.

186 30°38’14"N., 88°02'42”W.

(2187) 30°31'59"N., 88°02°00"W.

(2188) 30°31'59"N., 88°04’59”W. and rhumb lines joining points
at:

2189 30°31°00”N., 88°05'30"W.

2190 30°31'00”N., 88°01'54"W.

(2191) 30°26’55"N., 88°0126"W.

(2192) 30°16"35"N., 88°02°45"W.

193) 30°14°09”N., 88°0324"W.

(2198) 30°10"36"N., 88°03'53"W.

2195 30°08'10”N., 88°04'40"W.

2196 30°07'15"N., 88°06’54"W. and rhumb lines joining points
at:

197 30°39’55"N., 88°01"15"W.

@198y 30°37°06"N., 88°01'23"W.

2199 30°26"11"N., 88°00'11"W.

(22000 30°16'18”N., 88°01'35"W.

(2201) 30°13’52"N., 88°01'12"W.

(2202 30°13’14"N., 88°01"12"W.

(2203) 30°10'36”N., 88°0135"W.

208 30°08°04"N., 88°00"36"W.

2205 (it) Mobile Ship Channel to Sea Safety Fairway. See
charts 11360 and 11376.

2206) (iii) Mobile to Pensacola Safety Fairway. See charts
11360, 11340, and 11382.

(2207) (40) Mobile Anchorage. See chart 11360.

2208) (41) Pensacola Safety Fairway. See charts 11360 and
11382.

(2209) (42) Pensacola Anchorage. See charts 11360 and 11382,

(2210) (43) Pensacola to Panama City Safety Fairway. See charts -,
11360, 11389, and 11382,

(2211) (44) Panama City Safety Fairways. See charts 11360 and
11389.

212) (45) Panama City Anchorage. See charts 11360 and
11389.

(2213) (46) Port St. Joe Fairway to Panama City Safety Fairway.
See charts 11360 and 11389.

(2214) (47) Port St. Joe Anchorage. See charts 11360 and 11389.

2215y (48) Tampa Safety Fairways. See charts 11412, 11420,
and 11400.

2216) (49) Tampa Anchorages-(i) Eastern Tampa Fairway
Anchorage. The area enclosed by rhumb lines (North American
Datum of 1927 (NAD-27)) joining points at:

217 27°36’48"N., 83°00°00"W.

(2218) 27°39°00”N., 83°00°00"W.

@219y 27°39°00"N., 82°55'54"W.

(2220) 27°36'48"N., 82°55'54"W.

@221y (ii) Western Tampa Fairway Anchorage. The area
enclosed by rhumb lines (North American Datum of 1927 (NAD-
27)) joining points at:

222y 27°36'48"N., 83°05'06"W.

(2223) 27°39°00"N., 83°05'06"W.

224y 27°39°00"N., 83°01°00”W.

2225) 27°36’48"N., 83°01'00”W.

226) (50) Charlotte Safety Fairway. See charts 11426 and
11420.

@221y (51) Charlotte Anchorage. See charts 11426 and 11420.

(2228) (52) Louisiana Offshore Oil Port (LOOP) Shipping Safety
Fairway to Safety Zone. (i) North of Gulf Safety Fairway. The 2-
mile wide area enclosed by rhumb lines joining points at:

2229) 28°48"36"N., 89°55°00"W.;

(2230) 28°48’14"N., 89°54°'17"W.;

@231 28°45'47"N., 89°54'19"W.;

(2232) 28°36'06”N., 89°55'44"W.;

(2233) 28°18'30"N., 89°55'15"W.;

(2234) 28°20'58"N., 89°53°03"W.;

@235) 28°36'09"N., 89°53"28"W;

2236) 28°49°07"N., 89°51°30"W.;

(2237) 28°50"20"N., 89°53'51"W,

(238) (ii) South of Gulf Safety Fairway. The 2-mile wide area
enclosed by rhumb lines joining points at:

-(2239) 28°15°20"N., 89°55'10"W.:

(2240) 27°46°29"N., 89°54"23"W

(2241) 27°46'32°N., 89°52'06"W ;

(242) 28°17'48"N., 89°52’58"W,

(2243) (53) Heald Bank Cutoff Safety Fairway. The area enclosed
by r.humb‘ lines, (North American Datum of 1927 (NAD-27)),
Jjoining points at;

(2244) 28°57'15"N., 94°23'55"W;

(2245 28°5130"N., 93°56'30"W.;

(2246) 28°4830"N., 93°51'45"W.;

2247y 28°55'15"N., 94°23'55"W.



2. NAVIGATION REGULATIONS 95

Part 167-Offshore Traffic Separation Schemes

Subpart A-General

(2248) §167.1 Purpose.

(2249) The purpose of the regulations in this part is to establish
and designate traffic separation schemes and precautionary areas
to provide access routes for vessels proceeding to and from U.S.
ports.

(2250) §167.5 Definitions.

251) (a) “Traffic separation scheme” (TSS) means a designated
routing measure which is aimed at the separation of opposing
streams of traffic by appropriate means and by the establishment
of traffic lanes.

2252y (b) “Traffic lane” means an area within defined limits in
which one-way traffic is established. Natural obstacles, including
those forming separation zones, may constitute a boundary.

(2253) (c) “Separation zone or line” means a zone or line sepa-
rating the traffic lanes in which ships are proceeding in opposite or
nearly opposite directions; or separating a traffic lane from the
adjacent sea area; or separating traffic lanes designated for particu-
lar classes of ships proceeding in the same direction.

254y (d) “Precautionary area” means a routing measure com-
prising an area within defined limits where ships must navigate
with particular caution and within which the direction of traffic
flow may be recommended.

2255) §167.10 Operating rules.

2256) The operator of a vessel in a TSS shall comply with Rule
10 of the International Regulations for Preventing Collisions at
Sea, 1972, as amended.

2257 §167.15 Modification of schemes.

(2258) (a) A traffic separation scheme or precautionary area
described in this Part may be permanently amended in accordance
with 33 U.S.C. 1223 (92 Stat. 1473), and with international agree-
ments.

(2259) (b) A traffic separation scheme or precautionary area in
this Part may be temporarily adjusted by the Commandant of the
Coast Guard in an emergency, or to accommodate operations
which would create an undue hazard for vessels using the scheme
or which would contravene Rule 10 of the International Regula-
tions for Preventing Collisions at Sea, 1972. Adjustment may be
in the form of a temporary traffic lane shift, a temporary suspen-
sion of a section of the scheme, a temporary precautionary area
overlaying a lane, or other appropriate measure. Adjustments will
only be made where, in the judgment of the Coast Guard, there is
no reasonable alternative means of conducting an operation and
navigation safety will not be jeopardized by the adjustment.
Notice of adjustments will be made in the appropriate Notice to
Mariners and in the Federal Register. Requests by members of the
public for temporary adjustments to traffic separation schemes
must be submitted 150 days prior to the time the adjustment is
desired. Such Requests, describing the interference that would
otherwise occur to a TSS, should be submitted to the District
Commander of the Coast Guard District in which the TSS is
located.

Subpart B-Description of Traffic Separation Schemes and
Precautionary Areas

2260) §167.350 Galveston Bay Approach Traffic Separation
Scheme and Precautionary Areas.

2261) (a) An inshore precautionary area bounded by a line con-
necting the following geographical positions:

2262y (1) 29°18.10°'N_, 94°39 20'W.

2263) (2) 29°16.10'N., 94°37.00'W.

@261) (3) 28°18.00'N., 94°34.90'W.

2265) (4) 29°19.40'N., 94°37.10'W.

266) (5) 29°19.80'N., 94°38.10'W.

(2267) (b) A traffic separation zone bounded by a line connecting
the following geographical positions:

(2268) (6) 29°17.13'N., 94°35.86'W.

2269y (7) 29°09.55'N., 94°25 80'W.

@270) (8) 29°09.41°N., 94°25.95'W.

271y (9) 29°17.00'N., 94°36.00'W.

212) {c) A traffic lane for inbound (northwesterly heading)
traffic is established between the separation zone and a line con-
necting the following geographical positions:

2273) (3) 29°18.00'N., 94°34 90'W.

2274y (10) 29°11.20'N., 94°24.00'W.

2275) (d) A traffic lane for outbound (southeasterly heading)
traffic is established between the separation zone and line connect-
ing the following geographical positions:

(2276) (2) 29°16.10'N., 94°37.00'W.

2211 (11) 29°07.70'N., 94°27.80'W.

(2278) (e) An offshore precautionary area bounded by a line con-
necting the following geographical positions:

2279 (11) 29°07.70’N., 94°27.80"W.

(2280) (12) 29°06.40'N., 94°26.20'W.

(2281) (13) 29°06.40'N., 94°23.90'W.

(2282) (14) 29°09.10'N., 94°20.60'W.

2283) (10) 29°11.20’N., 94°24.00'W.

(2284) Note.—A pilot boarding area is located near the center of
the inshore precautionary area. Due to heavy vessel traffic, mari-
ners are advised not to anchor or linger in this precautionary area
except to pick up or disembark a pilot.

Part 207-Navigation Regulations

(2285) §207.160 All waterways tributary to the Atlantic
Ocean south of Chesapeake Bay and all waterways tributary
to the Gulf of Mexico east and south of St. Marks, Fla.; use,
administration, and navigation. (a) Description. This section
applies to the following:

2286y (1) Waterways. All navigable waters of the United States,
natural or artificial, including bays, lakes, sounds, rivers, creeks,
intracoastal waterways, as well as canals and channels of all types,
which are tributary to or connected by other waterways with the
Atlantic Ocean south of Chesapeake Bay or with the Gulf of Mex-
ico east and south of St. Marks, Florida.

2287 (2) Locks. All Government owned or operated locks and
hurricane gate chambers and appurtenant structures in any of the
waterways described in paragraph (a)(1) of this section.

2288) (3) United States property. All river and harbor lands
owned by the United States in or along the waterways described in
paragraph (a)(1) of this section, including lock sites and all struc-
tures thereon, other sites for Government structures and for the
accommodation and use of employees of the United States, and
rights of way and spoil disposal areas to the extent of Federal
interest therein.

2289) (4) Vessels and rafts. The term *‘vessel” as used in this
section includes all floating things moved over these waterways
other than rafts.
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2290y (b) Authority of District Engineers. The use, administra-
tion, and navigation of these waterways, Federal locks and hurri-
cane gate chambers shall be under the direction of the officers of
the Corps of Engineers, United States Army, detailed in charge of
the respective sections, and their authorized assistants. The cities
in which the U.S. District Engineers are located are as follows:

291y U.S. District Engineer, Norfolk, Virginia.

(2292 U.S. District Engineer, Wilmington, North Carolina.

2293 U.S. District Engineer, Charleston, South Carolina.

2294y U.S. District Engineer, Savannah, Georgia.

(2295) U.S. District Engineer, Yacksonville, Florida.

2296) (¢) (Reserved)

2297) {d) Bridges. (For regulations governing the operation of
bridges, see 33 CFR 117.1, 117.240 and 117.245.)

(2298) (e) Locks-(1) Authority of Lockmasters

22991 (1) Locks Staffed with Government Personnel. The provi-
sions of this subparagraph apply to all waterways in this Section
except for the segment of the Atlantic Intracoastal Waterway iden-
tified in (e)(1)(i1). The lockmaster shall be charged with the imme-
diate control and management of the lock, and of the area set aside
as the lock area, including the lock approach channels. He/she
shall see that all laws, rules and regulations for the use of the lock
and lock area are duly complied with, to which end he/she is
authorized to give all necessary orders and directions in accor-
dance therewith, both to employees of the Government and to any
and every person within the limits of the lock and lock area,
whether navigating the lock or not. No one shail canse any move-
ment of any vessel, boat, or other floating thing in the lock or
approaches except by or under the direction of the lockmaster or
his/her assistants.

(z300) (ii) Locks Staffed with Contract Personnel. The provi-
sions of this subparagraph apply to the segment of the Atlantic
Intracoastal Waterway comprising the Albemarle and Chesapeake
Canal and the Dismal Swamp Canal including Great Bridge Lock,
Chesapeake, Virginia; Deep Creek Lock, Chesapeake, Virginia;
and South Mills Lock, North Carolina. Contract personnel shall
give all necessary orders and directions for operation of the locks.
No one shall cause any movement of any vessel, boat or other
floating thing in the locks or approaches except by or under the
direction of the contract lock operator. All duties and responsibili-
ties of the lockmaster set forth in this Section shall be performed
by the contract lock operator except that the responsibility for
enforcing all laws, rules and regulations shall be vested in a gov-
ernment employee designated by the Norfolk District Engineer.
The District Engineer will notify waterway users and the general
public through appropriate notices and media concerning the loca-
tion and identify of the designated government employee.

(2301 (2) Signals. Vessels desiring lockage in either direction
shall give notice to the lockmaster at not more than three-quarters
of a mile nor less than one-quarter of a mile from the lock, by two
long and two short blasts of a whistle. When the lock is available,
a green light, semaphore or flag will be displayed; when not avail-
able, a red light, semaphore or flag will be displayed. No vessel or
rafts shall approach within 300 feet of any lock entrance unless
signalled to do so by the lockmaster.

(2362) (3) Precedence at locks. (i) The vessel arriving first at a
lock shall be first to lock through; but precedence shall be given to
vessels belonging to the United States and to commercial vessels
in the order named. Arrival posts or markers may be established
ashore above or below the locks. Vessels arriving at or opposite
such posts or markers will be considered as having arrived at the
locks within the meaning of this paragraph.

NAVIGATION REGULATIONS

303 (1) The lockage of pleasure boats, house boats or like
craft shall be expedited by locking them through with commercial
craft (other than barges carrying petroleum products or highly haz-
ardous materials) in order to utilize the capacity of the lock to its
maximum. If, after the arrival of such craft, no separate or com-.
bined lockage can be accomplished within a reasonable time not to '
exceed the time required for three other lockages, then separate
lockage shall be made.

2304) (4) Entrance to and exit from locks. No vessel or raft shall
enter or leave the locks before being signalled to do so. While
waiting their turns, vessels or rafts must not obstruct traffic and
must remain at a safe distance from the lock. They shall take posi-
tion in rear of any vessels or rafts that may precede them, and
there arrange the tow for locking in sections if necessary. Masters
and pilots of vessels or in charge of rafts shall cause no undue
delay in entering or leaving the lock, and will be held to a strict
accountability that the approaches are not at any time unnecessar-
ily obstructed by parts of a tow awaiting lockage or already passed
through. They shall provide sufficient men to move through the
lock promptly without damage to the structures. Vessels or tows
that fail to enter the locks with reasonable promptness after being
signalled to do so will lose their turn.

2305 (5) Lockage of vessels. (i) Vessels must enter and leave
the locks carefully at slow speed, must be provided with suitable
lines and fenders, must always use fendets to protect the walls and
gates, and when locking at night must be provided with suitable
lights and use them as directed.

(2306) (ii) Vessels which do not draw at least six inches less than
the depth on miter sills or breast walls, or which have projections
or sharp corners liable to damage gates or walls, shall not enter a
lock or approaches.

(2307) (iii) No vessel having chains or lines either hanging over
the sides or ends, or dragging on the bottom, for steering or other
purposes, will be permitted to pass a lock or dam.

308) (iv) Power vessels must accompany tows through the
locks when so directed by the lockmaster.

(2309 (v) No vessel whose cargo projects beyond its sides will
be admitted to lockage.

(2310) (vi) Vessels in a sinking condition shall not enter a lock or
approaches.

(2311 (vii) The passing of coal from flats or barges to steamers
while in locks is prohibited.

(2312) (viii) Where special regulations for safeguarding human
life and property are desirable for special situations, the same may
be indicated by printed signs, and in such cases such signs will
have the same force as other regulations in this section.

(2313) (ix) The lockmaster may refuse to lock vessels which, in
his judgment, fail to comply with this paragraph.

(2314) (6) Lockage of rafts. Rafts shall be locked through in sec-
tions as directed by the lockmaster. No raft will be locked that is
not constructed in accordance with the requirements stated in
paragraph (g) of this section. The party in charge of a raft desiring
lockage shall register with the lockmaster immediately upon arriv-
ing at the lock and receive instructions for locking.

@315) (7) Number of leckages. Tows or rafts locking in sections
will generally be allowed only two consecutive lockages if one or
more single vessels are waiting for lockage, but may be allowed
more in special cases. If tows or rafts are waiting above and below
a lock for lockage, sections will be locked both ways alternately
whenever practicable. When there are two or more tows or rafts
awaiting lockage in the same direction, no part of one shall pass
the lock until the whole of the one preceding it shall have passed.
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2316y (8) Mooring. (i) Vessels and rafts when in the lock shall
be moored where directed by the lockmaster by bow, stern and
spring lines to the snubbing posts or hooks provided for that pur-
pose, and lines shall not be let go until signal is given for vessel or
raft to leave. Tying boats to the lock ladders is prohibited.

2317 (i) The mooring of vessels or rafts near the approaches to
locks except while waiting for lockage, or at other places in the
pools where such mooring interferes with general navigation of
the waterway is prohibited.

2318y (9) Maneuvering locks. The lock gates, valves, and acces-
sories will be moved only under the direction of the lockmaster;
but if required, all vessels and rafts using the locks must furnish
ample help on the lock walls for handling lines and maneuvering
the various parts of the lock under the direction of the lockmaster.

319 (f) (Reserved)

23200 (g) Rafts, logging. (1) Rafts will be permitted to navigate
a waterway only if properly and securely assembled. The passage
of “bag” or “sack” rafts, “dog” rafts, or of loose logs over any por-
tion of a waterway, is prohibited. Each section of a raft will be
secured within itself in such a manner as to prevent the sinking of
any log, and so fastened or tied with chains or wire rope that it
cannot be separated or bag out so as to materially change its shape.
All dogs, chains and other means used in assembling rafts shall be
in good condition and of ample size and strength to accomplish
their purposes.

2321) (2) No section of a raft will be permitted to be towed over
any portion of a waterway unless the logs float sufficiently high in
the water to make it evident that the section will not sink en route.

322) (3) Frequent inspections will be made by the person in
charge of each raft to insure that all fastenings remain secure, and
when any one is found to have loosened, it shall be repaired at
once. Should any log or section be lost from a raft, the fact must
be promptly reported to the District Engineer, giving as definitely
as possible the exact point at which the loss occurred. In all cases
the owner of the lost log or section will take steps immediately to
remove the same from the waterway.

(2323) (4) The length and width of rafts shall not exceed such
maximum dimensions as may be prescribed by the District Engi-
neer.

2324) (5) All rafts shall carry sufficient men to enable them to
be managed properly, and to keep them from being an obstruction
to other craft using the waterway. To permit safe passage in a nar-
row channel rafts will, if necessary, stop and tie up alongside the
bank. Care must be exercised both in towing and mooring rafts to
avoid the possibility of damage to aids to navigation maintained
by the United States or under its authorization.

(2325) (6) When rafts are left for any reason with no one in atten-
dance, they must be securely tied at each end and at as many inter-
mediate points as may be necessary to keep the timbers from
bagging into the stream, and must be moored so as to conform to
the shape of the bank. Rafts moored to the bank shall have lights at
500-foot intervals along their entire length. Rafts must not be
moored at prominent projections of the bank, or at critical sec-
tions.

@2326) (7) Logs may be stored in certain tributary streams pro-
vided a clear channe] at least one-half the width of the channel be
left clear for navigation along the tributary. Such storage spaces
must be protected by booms and, if necessary to maintain an open
channel, piling should also be used. Authority for placing these
booms and piling must be obtained by written permit from the
District Engineer.

2327y (8) The building, assembling, or breaking up of araftin a
waterway will be permitted only upon special authority obtained
from the District Engineer, and under such conditions as he may
prescribe.

2328) (h) Dumping of refuse or oil in waterway, obstructions.
Attention is invited to the provisions of sections 13 and 20 of the
River and Harbor Act of March 3. 1899 (30 Stat. 1152, 1154: 33
U.S.C. 407, 415), and of sections 2, 3, and 4 of the Oil Pollution
Act of June 7, 1924 (43 Stat. 604, 605; 33 U.S.C. 432-434), which
prohibit the depositing of any refuse matter in these waterways or
along their banks where liable to be washed into the waters; autho-
rize the immediate removal or destruction of any sunken vessel,
craft, raft, or other similar obstruction, which stops or endangers
navigation; and prohibit the discharge of oil from vessels into the
coastal navigable waters of the United States.

(2329) (i) Damage. Masters and owners of vessels using the
waterways are responsible for any damage caused by their opera-
tions to canal revetments, lock piers and walls, bridges, hurricane
gate chambers, spillways, or approaches thereto, or other Govern-
ment structures, and for displacing or damaging of buoys, stakes,
spars, range lights or other aids to navigation. Should any part of a
revetment, lock, bridge, hurricane gate chamber, spillway or
approach thereto, be damaged, they shall report the fact, and fur-
nish a clear statement of how the damage occurred, to the nearest
Government lockmaster or bridge tender, and by mail to the Dis-
trict Engineer, U.S. Engineer Office, in local charge of the water-
way in which the damage occurred. Should any aid to navigation
be damaged, they shall report that fact immediately to the nearest
Coast Guard Officer in Charge Marine Inspection.

(2330) (j) Trespass on property of the United States. Trespass on
waterway property or injury to the banks, locks, bridges, piers,
fences, trees, houses, shops or any other property of the United
States pertaining to the waterway, is strictly prohibited. No busi-
ness, trading or landing of freight or baggage will be allowed on or
over Government piers, bridges, or lock walls.

@331 (k) Copies of regulations. Copies of the regulations in this
section will be furnished free of charge upon application to the
nearest District Engineer.

2332y §207.175a Carlson’s Landing Dam navigation lock,
Withlacoochee River, Fla.; use, administration and navigation,
(a) The owner of or agency controlling the lock shall not be
required to operate the navigation lock except from 7 am. to 12
noon, and from 1 p.m. to 7 p.m., during the period of February 15
through October 15 each year; and from 8 a.m. to 12 noon, and
from 1 p.m. to 6 p.m., during the remaining months of each year.
During the above hours and periods the lock shall be opened upon
demand for the passage of vessels.

2333) (b) The owner of or agency controlling the lock shall
place signs, of such size and description as may be designaied by
the District Engineer, U.S. Army Engineer District, Jacksonville,
Fla., at each side of the lock indicating the nature of the regula-
tions in this section.

2334) §207.180 All waterways tributary to the Gulf of Mex-
ico (except the Mississippi River, its tributaries, South and
Southwest Passes and the Atchafalaya River) from St. Marks,
Fla., to the Rio Grande; use, administration, and navigation.
(a) The regulations in this section shall apply to:

2335y (1) Waterways. All navigable waters of the U.S. tributary
to or connected by other waterways with the Gulf of Mexico
between St. Marks, Fla., and the Rio Grande Tex. (both inclusive),
and the Gulf Intracoastal Waterway; except the Mississippi River,
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its tributaries, South and Southwest Passes, and the Atchafalaya
River above its junction with the Morgan City-Port Allen Route.

2330 (2) Locks and floodgates. All locks, floodgates, and
appurtenant structures in the waterways described in paragraph
{(a)(1) of this section.

(2331 (3) Bridges, wharves, and other structures. All bridges,
wharves, and other structures in or over these waterways.

(2338) (4) Vessels. The term “vessels” as used in this section
includes all floating craft other than rafts.

(2339) (5) Rafts. The term “raft” as used in this section includes
any and all types of assemblages of floating logs or timber fas-
tened together for support or conveyance.

(2340) (b) Authority of District Engineers: The use, administra-
tion, and navigation of the waterways and structures to which this
section applies shall be under the direction of the officers of the
Corps of Engineers, U.S. Army, in charge of the respective dis-
tricts, and their authorized assistants. The location of these Engi-
neer Districts, and the limits of their jurisdiction, are as follows:

2341) (1) U.S. District Engineer, Mobile, Ala. The St. Marks
River, Fla., to and including the Pearl River, Mississippi and Loui-
stana; and the Gulf Intracoastal Waterway from Apalachee Bay,
Fla,, to mile 36.4 east of Harvey Lock.

(2342) (2) U.S. District Engineer, New Orleans, La. From Pearl
River, Mississippi and Louisiana, to Sabine River, Louisiana and
Texas; and the Gulf Intracoastal Waterway from mile 36.4 east of
Harvey Lock, to mile 266 west of Harvey Lock.

(23¢3) (3) U.S. District Engineer, Galveston, Tex. The Sabine
River, Louisiana and Texas, to the Rio Grande, Tex.; and the Gulf
Intracoastal Waterway from mile 266 west of Harvey Lock, to
Brownsville, Tex.

2344) (c) (Reserved)

(2345) (d) Locks and floodgates:

(2346) (1) The term “lock” as used in this section shall include
locks, floodgates, and appurtenant structures, and the area desig-
nated as the lock area including the lock approach channels.

(2347 (2) Authority of lockmasters: The term “lockmaster” as
used in this section means the official in charge of operating a lock
or floodgate. The lockmaster is responsible for the immediate
management and control of the lock and lock area and for the
enforcement of all laws, rules, and regulations for the use of the
lock. He is authorized to give all necessary and appropriate orders
and instructions to every person in the lock area, whether navigat-
ing the lock or not; and no one shall cause any movement of any
vessel within the lock area unless instructed to do so by the lock-
master or his duly authorized assistants. The lockmaster may
refuse passage through the lock to any vessel which, in his judg-
ment, fails to comply with the regulations of this section.

2348) (3) Sound signals: Vessels desiring passage through a
lock shall notify the lockmaster by three long and distinct blasts of
a horn, whistle, or calls through a megaphone, when within a rea-
sonable distance from the lock. When the lock is ready for
entrance, the lockmaster shall reply with three long blasts of a
horn, whistle, or calls through a megaphone. When the lock is not
ready for entrance, the lockmaster shall reply by four or more
short, distinct blasts of a horn, whistle, or calls through a mega-
phone (danger signal). Permission to leave the lock shall be indi-
cated by the lockmaster by one long blast.

(2349) (4) Visual signals: Signal lights and discs shall be dis-
played at all locks as follows:

2350) (i) From sunset to sunrise: One green light shall indicate
the lock is open to approaching navigation; one red light shall
indicate the lock is closed to approaching navigation.

351y (i) From sunrise to sunset: Large discs, identical in color
and number to the light signals prescribed in paragraph (d)(4)(i) of
this section will be displayed from a mast on or near the lock wall.

(2352 (5) Radiophone: Locks will monitor continuously VHF-
Channel 14 (“Safety and Calling” Channel) and/or AM-2738 kHz -,
for initial communication with vessels. Upon arrival at a lock, a
vessel equipped with a radiophone will immediately advise the
lock by radio of its arrival so that the vessel may be placed on
proper turn. Information transmitted or received in these commu-
nications shall in no way affect the requirements for use of sound
signals or display of visual signals, as provided in paragraphs
(d)(3) and (4) of this section.

(2353) (6) Precedence at locks: The order of precedence for lock-
ing is:

@354y (i) U.S. Government vessels, passenger vessels, commer-
cial vessels, rafts, and pleasure craft.

(2355) (ii) The vessel arriving first at a lock will be locked
through first. When vessels approach simultaneously from oppo-
site directions, the vessel approaching at the same elevation as the
water in the lock chamber will be locked through first. In order to
achieve the most efficient utilization of the lock, the lockmaster is
authorized to depart from the normal order of locking precedence,
stated in paragraph (d)(6)(i) of this section, as in his judgment is
warranted.

(2356) (iii) The lockage of pleasure boats, houseboats, or like
craft may be expedited by locking them through with commercial
craft (other than vessels carrying dangerous cargoes, as described
in 46 CFR Part 146). If, after the arrival of such craft, no com-
bined lockage can be made within reasonable time, not to exceed
three other lockages, then separate lockage shall be made.

(2357 (7) Entrance to and exits from locks: No vessel or tow
shall enter or exit from a lock before being signaled to do so.
While awaiting turn, vessels or tows must not obstruct navigation
and must remain at a safe distance from the lock, taking position
to the rear of any vessel or tows that precede them; and rearrang-
ing the tow for locking in sections, if necessary. Masters and pilots
of vessels or tows shall enter or exit from a lock with reasonable
promptness after receiving the proper signal. Appropriate action
will be taken to insure that the lock approaches are not obstructed
by sections of a tow either awaiting lockage or already locked
through. Masters of vessels shall provide sufficient men to assist
in the locking operation when deemed necessary by the lockmas-
ter. Care shall be taken to insure prompt and safe passage of the
vessel without damage to the structure.

2358) (8) Lockage and passage of vessels: Vessels or tows shall
enter and exit from locks under sufficient control to prevent dam-
age to the lock, gates, guide walls, fenders, or other parts of the
structure. Vessels shall be equipped with and use suitable fenders
and adequate lines to protect the lock and to insure safe mooring
during the locking operation. Vessels shall not meet or pass any-
where between the gate walls or fender system or in the
approaches to locks.

(2339) (9) Vessels prohibited from locks: The following vessels
shall not be permitted to enter locks or approach channels:

(2360) (i) Vessels in a sinking condition.

@361y (ii) Vessels leaking or spilling cargo.

(362) (ili) Vessels not having a draft of at least three (3) inches
less than the depth over the sills or breast walls,

(2363) (iv) Vessels having projection or cargo loaded in such a
manner that is liable to damage the structure,
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(2364) (v) Vessels having chains, links, or drags either hanging
over the sides or ends or dragging on the bottom for steering or
other purposes.

(2365) (vi) Vessels containing flammable or dangerous cargo
must have the hatch covers in place and securely fastened.

(2366) (10) Number of lockages: Tows locking in sections will
generally be allowed only two consecutive lockages if other ves-
sels are waiting for lockage unless otherwise decided by the lock-
master. If other tows are waiting above and below a lock, lockages
will be made both ways alternately whenever practicable.

2367) {11) Mooring in locks:

(2368) (1) When in a lock, vessels and tows shall be moored
where directed by the lockmaster by bow, stern, and spring lines to
the snubbing posts or hooks provided for that purpose, and lines
shall not be let go until the signal is given for the vessel to exit.
Tying to the lock ladders is prohibited.

(2369) (i) Mooring near the approaches to locks is prohibited
except when the vessels or tows are awaiting lockage.

2370) (12) Lock operating personnel: Vessels and tows using
the locks may be required to furnish personnel to assist in locking
through; however, the operation of the structure is the responsibil-
ity of the lockmaster, and personnel assisting in the lockage of the
vessels and tows will follow the direction of the appropriate offi-
cial on duty at the lock. No gates, valves or other accessories or
controls will be operated unless under his direction.

@371 (13) (Reserved)

2372) (14) Lockage of rafts: Rafts shall be locked through as
directed by the lockmaster. No raft will be locked that is not con-
structed in accordance with the requirements stated in paragraph
(f) of this section. The person in charge of a raft desiring lockage
shall register with the lockmaster immediately upon arriving at the
lock and receive instructions for locking.

2373) (e) Waterways:

2374y (1)~(4) (Reserved)

2375) (5) (i) (Reserved)

376) (ii) Algiers Canal between the Mississippi River and
Bayou Barataria, La., and on Harvey Canal, Gulf Intracoastal
Waterway, mile 0 to mile 6 WHL, tows 74 feet in width will be
allowed. Tows in excess of 55 feet wide desiring to move over
Algiers Canal or Harvey Canal will obtain clearance from the
lockmaster at Algiers Lock or Harvey Lock, respectively, before
entering the canal. Overwidth tows will report clearing Algiers or
Harvey Canal to the respective lockmaster and will rearrange tows
to conform to prescribed dimensions immediately upon leaving
the canal. The lockmaster will withhold permission for additional
tows over 55 feet wide until all previously authorized tows mov-
ing in the opposite direction have cleared the waterway.

3 (ii)-(vi) (Reserved)

(2378) (vii) Vessels or tows shall not navigate through a draw-
bridge until the movable span is fully opened.

2379 (6) Projections from vessels: Vessels or tows carrying a
deck load which overhangs or projects over the side, or whose rig-
ging projects over the side, so as to endanger passing vessels,
wharves, or other property, shall not enter or pass through any of
the narrow parts of the waterway without prior approval of the
District Engineer.

380) {(7) Meeting and passing: Passing vessels shall give the
proper signals and pass in accordance with the Federal Rules of
the Road. At certain intersections where strong currents may be
encountered, sailing directions may be issued through navigation
bulletins or signs posted on each side of the intersection.

381 (f) Rafts: The navigation regulations in this paragraph
shall apply fully to the movement of rafts.

2382) (1) Rafts will be permitted to navigate a waterway only if
properly and securely assembled. Each raft shall be so secured as
to prevent the loss or sinking of logs.

2383) (2) All rafts shall carry sufficient men to enable them to
be managed properly. It will be the responsibility of the owner to
remove logs from the waterway that have broken loose from the
raft.

(2384) (3) Building, assembling, or breaking up of a raft within a
waterway may be permitted; however, the work must be done in
an area that will not restrict the use of the waterway by other users.
The work area must be cleared of loose logs so that they will not
enter the waterway and become a hazard to navigation.

(2385) (g) Damage: Should any damage be done to a revetment,
lock, floodgates, bridge, or other federally owned or operated
structure, the master of the vessel shall report the accident to the
nearest lockmaster or bridgetender as soon as possible after the
accident. Damage to aids to navigation and to nonfederally owned
bridges must be reported to the Commander, Eighth Coast Guard
District, New Orleans, La.

2386) (h) Marine accidents: Masters, mates, pilots, owners, or
other persons using the waterways covered by this section shall
report to the District Engineer at the earliest possible date any
accident on the waterway which causes any vessel to become an
obstruction to navigation. The information to be furnished the Dis-
trict Engineer shall include the name of the vessel, its location,
and the name and address of the owner. The owner of a sunken
vessel shall properly mark the vessel as soon as practicable after
sinking.

(2387) (i) Trespass on U.S. property:

2388) (1) Trespass on or injury to waterway property of the
United States is prohibited. No business, trading, or landing of
freight, will be allowed on Government property without permis-
sion of the District Engineer.

(2389) (2) The District Engineer may establish policy pertaining
to mooring, exchanging crews, loading and unloading supplies,
and making emergency repairs in the vicinity of locks so long as
navigation is not impeded thereby.

390) (j) Liability: The regulations of this section will not affect
the liability of the owners and operators of vessels for any damage
caused by their operations to the waterway or to the structures
therein.

391) §207.185 Taylors Bayou, Tex., Beaumont Navigation
District Lock; use, administration and navigation. (a) Between
March 15 and September 15 each year, pleasure boats, houseboats,
and other craft not employed for commercial purposes, will be
locked through only at 6:00 and 11:45 a.m., and 6:30 p.m., except
in cases of emergency; but whenever a lockage is made for a com-
mercial boat, other craft may likewise pass through if there is
room in the lock. At all other times lockages shall be made in
accordance with §207.180.

2392) (b) The lock tender or one in charge of the lock shall be
the judge as to whether the boat presenting itself for lockage is a
commercial or pleasure boat.

393) §207.187 Gulf Intracoastal Waterway, Tex.; special
floodgate, lock and navigation regulations. (a) Application.
The regulations in this section shall apply to the operation of the
Brazos River Floodgates and the Colorado River Locks at Mile
400.8 and Mile 441.5, respectively, west of Harvey Lock, La., on
the Gulf Intracoastal Waterway, and navigation of the tributary
Colorado River Channel in the vicinity of said locks.
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2394) (b) Definitions. The term “‘current” means the velocity of
fiow of water in the river. It is expressed in statute miles per hour.
The term “head differential” means the difference measured in
feet between the water level in the river and that in the waterway
when the floodgates or lock gates are closed. The term “Lockmas-
ter” means the official in charge of the floodgates or locks.

2395) (c) Operation of floodgates and locks—~(1) Unlimited pas-
sage. The floodgates and locks shall be opened for the passage of
single vessels and towboats with single or multiple barges when
the current in the river is less than 2 miles per hour and the head
differential is less than 0.7 foot. When the head differential is less
than 0.7 foot, the Colorado River Locks shall normally be oper-
ated as floodgates, using only the riverside gates of each lock.

396) (2) Limited passage. When the current in either river
exceeds 2 miles per hour or the head differential at the Brazos
River Floodgates is between the limits of 0.7 foot and 1.8 feet,
both inclusive, or the head differential at the Colorado River locks
is 0.7 foot or greater, passage shall be afforded only for single ves-
sels or towboats with single loaded barges or two empty barges.
When two barges are rigidly assembled abreast of each other and
the combined width of both together is 55 feet or less, they shall
be considered as one barge. Each section of an integrated barge
shall be considered as one barge, except when it is necessary to
attach a rake section to a single box section to facilitate passage,
the two sections shall be considered as one barge. It shall be the
responsibility of the master, pilot or other person in charge of a
vessel to determine whether a safe passage can be effected, give
due consideration to the vessel’s power and maneuverability, and
the prevailing current velocity, head differential, weather and visi-
bility. If conditions are not favorable, passage shall be delayed
until conditions improve and a safe crossing is assured.

2397y (3) Gate closures. The Brazos River Floodgates shall be
closed to navigation when the head differential exceeds 1.8 feet.
The Colorado River Locks shall be closed to navigation when the
current in the river exceeds a critical velocity as determined by the
District Engineer, U.S. Army Engineer District, Galveston, Tex.
The Brazos River Floodgates or the Colorado River Locks shall be
closed to navigation when in the opinion of said District Engineer
it is required for the protection of life and property, or it is to the
advantage of the Government to permit uninterrupted emergency
or maintenance operations, including dredging.

(2198) (4) Mooring facilities. Mooring facilities located on both
banks of the Gulf Intracoastal Waterway on the approaches to the
floodgates and locks are for the mooring of vessels when the
floodgates or locks are closed to navigation or tows are limited to
single barges. Vessels awaiting passage shall be moored paralle] to
the bank and as close to the bank as possible. Barges shall be
moored fore and aft with two lines, each to a separate mooring
facility. Beaching of vessels in lieu of mooring them is prohibited.
The mooring facilities are numbered and vessels making fast to
them shall notify the Lockmaster giving the number of each facil-
ity being used.

(2399) (5) (Reserved).

(2400) (6) Communication—(i) Radio. The floodgates and locks
are equipped with short wave radio equipment transmitting and
receiving on VHE-FM Channels 12, 13, 14, and 16. Call letters for
the floodgates are WUI 411 and for the locks are WUI 412.

(2401 (ii) Telephone. The floodgates and locks are equipped
with telephone facilities. The floodgates may be reached by phon-
ing Freeport, Tex., 713-233-1251; the locks may be reached by
phoning Matagorda, Tex., 713-863-7842.

2402) (7) Arrival posts. Arrival posts 10 feet high and 10 inches
in diameter have been established on the approaches to the locks
and floodgates. They are painted with alternate horizontal bands of
red and white 3 inches wide. Arrival at the floodgates or locks
shall be determined as provided in paragraph (d)(4) of §207.180. -

(2403) (d) Navigation of the Colorado River Channel—(1) Traffic
signals. (i) Light and sound signals directed both upstream and
downstream on the Colorado River are mounted on top of a galva-
nized skeleton steel tower 85 feet high located on the northeast
point of land at the Guif Intracoastal Waterway crossing of the
river. They will be operated from the control house of the East
Lock of the Colorado River Locks to direct the interchange of traf-
fic in the Colorado River and the Gulf Intracoastal waterway.

(2404) (ii) Vessels navigating the Colorado River and desiring
passage either upstream or downstream through the crossing, or
into the crossing and through a lock into the Gulf Intracoastal
Waterway, shall give notice to the Lockmaster by two long and
distinct blasts of a whistle or horn when within a distance of not
more than one-half mile nor less than one-fourth mile from the
Gulf Intracoastal Waterway crossing. When the locks and the
crossing are clear of vessels, the Lockmaster shall reply by two
long and distinct blasts of a whistle or horn and display a green
light from the signal tower indicating that the vessel in the river
may proceed across the crossing or into the main stem of the Gulf
Intracoastal Waterway either eastbound or westbound. When there
are vessels in the river crossing or in the locks, the Lockmaster
shall reply by four or more short blasts of a whistle or horn (dan-
ger signal) and display a red light from the signal tower indicating
the vessel in the river shall wait at least a quarter of a mile from
the crossing for clearance. When the locks and crossing are clear
of vessels, the lockmaster shall indicate to the waiting vessel by
two long and distinct blasts of a whistle or horn and display of a
green light from the signal tower indicating that the vessel may
proceed across the crossing or into the main stem of the Gulf
Intracoastal Waterway either eastbound or westbound. During
periods when the red light may be obscured by fog, mist, or rain,
an audible signal consisting of a long blast followed by a short
blast of a whistle or horn, repeated every 30 seconds, shall be
sounded from the signal tower as an adjunct to the red light.

(2405) (2) Signs. Large signs with silver reflective background
and stop sign red letters are erected one-fourth mile upstream and
downstream from the Gulf Intracoastal Waterway on the Colorado
River. The legend states “DO NOT PROCEED BEYOND THIS
POINT WHEN SIGNAL TOWER LIGHT IS RED.” These signs
must be obeyed.

(2406) Note —The foregoing regulations are supplementary to the
regulations in §207.180.

(2407 §207.200 Mississippi River below mouth of Ohio River,
including South and Southwest Passes; use, administration,
and navigation. (a) Mississippi River bank protection works pro-
vided by United States. Except in case of great emergency, no ves-
sel or craft shall anchor over revetted banks of the river, and no
floating plant other than launches and similar small craft shall land
against banks protected by revetment except at regular commer-
cial landings. In all cases, every precaution to avoid damage to the
revetment works shall be exercised. The construction of log rafts
along mattressed or paved banks or the tying up and landing of log
rafts against such banks shall be performed in such a manner as to
cause no damage to the mattress work or bank paving. Generally,
mattress work extends out into the river 600 feet from the low
water line. Information as to the location of revetted areas may be
obtained from, and will be published from time to time by, the



2. NAVIGATION REGULATIONS 101

District Engineers, Corps of Engineers, New Orleans, Louisiana,
Vicksburg, Mississippi, and Memphis, Tennessee, and the Presi-
dent, Mississippi River Commission, Vicksburg, Mississippi.

2408y (b) Mississippi River below Baton Rouge, La., including
South and Southwest Passes—(1) Supervision. The use, adminis-
tration, and navigation of the waterways to which this paragraph
applies shall be under the supervision of the District Engineer,
Corps of Engineers, New Orleans, Louisiana.

(2409 (2)~(3) (Reserved)

(2410) (4) Cable and pipeline crossings. Any cable or pipeline
crossing or extending into the waterways shall be marked by large
signs with 12-inch black letters on a white background readable
from the waterway side, placed on each side of the river near the
point where the cable or pipeline enters the water, and at a suffi-
cient height to be readable above any obstructions normally to be
expected at the locality such as weeds or moored vessels.

2411 (5) Marine accidents. Masters, mates, pilots, owners, or
other persons using the waterway to which this paragraph applies
shall notify the District Engineer by the most expeditious means
available of all marine accidents, such as fire, collision, sinking, or
stranding, where there is possible obstruction of the channel or
interference with navigation or where damage to Government
property is involved, furnishing a clear statement as to the name,
address, and ownership of the vessel or vessels involved, the time
and place, and the action taken. In all cases, the owner of the
sunken vessel shall take immediate steps properly to mark the
wreck.

2412) §207.800 Collection of navigation statistics.

(2413) (a) Definitions. For the purpose of this regulation the fol-
lowing terms are defined:

414 (1) Navigable waters of the United States means those
waters of the United States that are subject to the ebb and flow of
the tide shoreward to the mean high water mark, and/or are pres-
ently used, or have been used in the past, or may be susceptible to
use to transport interstate or foreign commerce. (See 33 CFR part
329 for a more complete definition of this term.)

2415 (2) Offenses and Violations mean:

2416) (1) Failure to submit a required report.

@417 (ii) Failure to provide a timely, accurate, and complete
report.

(2418) (iii) Failure to submit monthly listings of idle vessels or
vessels in transit.

(2419) (iv) Failure to submit a report required by the lockmaster
or canal operator.

@420) (3) Leased or chartered vessel means a vessel that is
leased or chartered when the owner relinquishes control of the
vessel through a contractual agreement with a second party for a
specified period of time and/or for specified remuneration from the
lessee. Commercial movements on an affreightment basis are not
considered a lease or charter of a particular vessel.

@421y (4) Person or entity means an individual, corporation,
partnership, or company.

(2422) (5) Timely means vessel and commodity movement data
must be received by the Waterborne Commerce Statistics Center
within 30 days after the close of the month in which the vessel
movement or nonmovement takes place.

(2423 (6) Commercial vessel means a vessel used in transport-
ing by water, either merchandise or passengers for compensation
or hire, or in the course of business of the owner, lessee, or opera-
tor of the vessel.

@424 (7) Reporting situation means a vessel movement by an
operator that is required to be reported. Typical examples are

listed in the instructions on the various ENG Forms. Five typical
movements that are required to be reported by vessel operating
companies include the following examples: Company A is the
barge owner, and the barge transports corn from Minneapolis, MN
to New Orleans, LA with fleeting at Cairo, IL.

(2425) (1) Lease/Charter: If Company A leases or charters the
barge to Company B, then Company B is responsible for reporting
the movements of the barge until the lease/charter expires.

(2426) (ii) Interline Movement: A barge is towed from Minne-
apolis to Cairo by Company A, and from Cairo to New Orleans by
Company B. Since Company A is the barge owner. and the barge
is not leased. Company A reports the entire movement of the
barge with an origin of Minneapolis and a destination of New
Orleans.

(2427 (iii) Vessel Swap/Trade: Company A swaps barge with
Company B to allow company B to meet a delivery commitment
to New Orleans. Since Company A has not leased/chartered the
barge, Company A is responsible for filing the report. Company B
is responsible for filing the report on the barge which is traded to
Company A. The swap or trade will not affect the primary respon-
sibility for reporting the individual vessel movements.

(2428) (iv) Re-Consignment: Barge is reconsigned to Mobile,
AL. Company A reports the movements as originating in Minne-
apolis and terminating in Mobile. The point from which barge is
reconsigned is not reported, only points of loading and unloading.

(2429) (v) Fleeting: Barge is deposited at a New Orleans Fleet-
ing area by Company A and towed by Company B from fleeting
area to New Orleans area dock for unloading. Company A, as
barge owner, reports entire movements from Minneapolis to the
unloading dock in New Orleans. Company B does not report any
barge movements.

(2430) (b) Implementation of the waterborne commerce statistics
provisions of the River and Harbor Act of 1922, as amended by
the Water Resources Development Act of 1988 (Pub. L. 99-662),
mandates the following.

2431 (1) Filing Requirements. Except as provided in para-
graph (b)(2) of this section, the person or entity receiving remu-
neration for the movement of vessels or for the transportation of
goods or passengers on the navigable waters is responsible for
assuring that the activity report of commercial vessels is timely
filed.

2432y (i) For vessels under lease/charter agreements, the lessee
or charterer of any commercial vessel engaged in commercial
transportation will be responsible for the filing of said reports until
the lease/charter expires.

2433) (ii) The vessel owner, or his designated agent, is always
the responsible party for ensuring that all commercial activity of
the vessel is timely reported.

(2434) (2) The following Vessel Information Reports are to be
filed with the Army Corps of Engineers, at the address specified
on the ENG Form, and are to include:

(2435) (i) Monthly Reports. These reports shall be made on
ENG Forms furnished upon written request of the vessel operating
companies to the Army Corps of Engineers. The forms are avail-
able at the following address: U.S. Army Corps of Engineers,
Waterborne Commerce Statistics Center, Post Office Box 61280,
New Orleans, Louisiana 70161-1280.

(2436) (A) All movements of domestic waterborne commercial
vessels shall be reported, including but not limited to: Dry cargo
ship and tanker moves, loaded and empty barge moves, towboat
moves, with or without barges in tow, fishing vessels, movements
of crew boats and supply boats to offshore locations, tughoat
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moves and movements of newly constructed vessels from the
shipyard to the point of delivery.

437y (B) Vessels idle during the month must also be reported.

2438 (C) Notwithstanding the above requirements, the follow-
ing waterborne vessel movements need not be reported:

(2439) (1) Movements of recreational vessels.

(24400 (2) Movements of fire, police, and patrol vessels.

2441y (3) Movements of vessels exclusively engaged in con-
struction (e.g., piledrivers and crane barges). Note: however, that
movements of supplies, materials, and crews to or from the con-
struction site must be timely reported.

(2442) (4) Movements of dredges to or from the dredging site.
However, vessel movements of dredged material from the dredg-
ing site to the disposal site must be reported.

(2443) (5) Specific movements granted exemption in writing by
the Waterborne Commerce Statistics Center.

(2444) (D) ENG Forms 3925 and 3925b shall be completed and
filed by vessel operating companies each month for all voyages or
vessel movements completed during the month. Vessels that did
not complete a move during the month shall be reported as idle or
in transit.

2445 (E) The vessel operating company may request a waiver
from the Army Corps of Engineers, and upon written approval by
the Waterborne Commerce Center, the company may be allowed
to provide the requisite information of above paragraph (D), on
computer printouts, magnetic tape, diskettes, or alternate medium
approved by the Center.

2446) (F) Harbor Maintenance Tax information is required on
ENG Form 3925 for cargo movements into or out of ports that are
subject to the provisions of section 1402 of the Water Resources
Development Act of 1986 (Pub. L. 99-662).

24477 (1) The name of the shipper of the commodity, and the
shipper’s Internal Revenue Service number or Social Security
number, must be reported on the form.

248 (2) If a specific exemption applies to the shipper, the ship-
per should list the appropriate exemption code. The specific
exemption codes are listed in the directions for ENG Forms 3925.

2449) (3) Refer to 19 CFR part 24 for detailed information on
exemptions and ports subject to the Harbor Maintenance Tax.

(2450) (ii) Annual Reports. Annually an inventory of vessels
available for commercial carriage of domestic commerce and ves-
sel characteristics must be filed on ENG Forms 3931 and 3932.

(2451) (iil) Transaction Reports. The sale, charter, or lease of
vessels to other companies must also be reported to assure that
proper decisions are made regarding each company’s duty for
reporting vessel movements during the year. In the absence of
notification of the transaction, the former company of record
remains responsible until proper notice is received by the Corps.

(2452) (iv) Reports to Lockmasters and Canal Operators. Mas-
ters of self-propelled non-recreational vessels which pass through
locks and canals operated by the Army Corps of Engineers will
provide the data specified on ENG Forms 3102b, 3102c, and/or
31024 to the lockmaster, canal operator, or his designated repre-
sentative in the manner and detail dictated.

(2453) (c) Penalties for Noncompliance. The following penalties
for noncompliance can be assessed for offenses and violations.

(2454) (1) Criminal Penalties. Every person or violating the pro-
visions of this regulation shall, for each and every offenses, be lia-
ble to a fine of not more than $5,000, or imprisonment not
exceeding two months, to be enforced in any district court in the
United States within whose territorial jurisdiction such offense
may have been committed.
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(2455) (2) Civil Penalties. In addition, any person or entity that
fails to provide timely, accurate, and complete statements or
reports required to be submitted by this regulation may also be
assessed a civil penalty of up to $2,500 per violation under 33
U.S.C. 555, as amended. .

2456) (3) Denial of Passage. In addition to these fines, penal-!
ties, and imprisonments, the lockmaster or canal operator can
refuse to allow vessel passage.

457y (d) Enforcement Policy. Every means at the disposal of
the Army Corps of Engineers will be utilized to monitor and
enforce these regulations.

(2458) (1) To identify vessel operating companies that should be
reporting waterborme commerce data, The Corps will make use of,
but it not limited to, the following sources.

2459y (i) Data on purchase and sale of vessels.

460 (ii) U.S. Coast Guard vessel documentation and reports.

2461) (iit) Data collected at Locks, Canals, and other facilities
operated by the Corps.

2462) (iv) Data provided by terminals on ENG Form 3926.

2463) (v) Data provided by the other Federal agencies including
the Internal Revenue Service, Customs Service, Maritime Admin-
istration Department of Transportation, and Department of Com-
merce.

(2464) (vi) Data provided by ports, local facilities, and State or
local governments.

(2465) (vii) Data from trade journals and publications.

(2466) (viii) Site visits and inspections.

(2467 (2) Notice of Violation. Once a reporting violation is
determined to have occurred, the Chief of the Waterborne Com-
merce Statistics Center will notify the responsible party and allow
30 days for the reports to be filed after the fact. If the reports are
not filed within this 30-day notice period. then appropriate civil or
criminal actions will be undertaken by the Army Corps of Engi-
neers, including the proposal of civil or criminal penalties for non-
compliance. Typical cases for criminal or civil action include, but
are not limited to, those violations which are willful, repeated, or
have a substantial impact in the opinion of the Chief of the Water-
borne Commerce Statistics Center.

(2468) (3) Administrative Assessment of Civil Penalties. Civil
penalties may be assessed in the following manner.

(2469) (i) Authorization. If the Chief of the Waterborne Com-
merce Statistics Center finds that a person or entity has failed to
comply with any of the provisions specified herein, he is autho-
rized to assess a civil penalty in accordance with the Class I pen-
alty provisions of 33 CFR part 326. Provided, however, that the
procedures in 33 CFR part 326 specifically implementing the
Clean Water Act (33 U.S.C. 1319(g)4)), public notice, comment
period, and state coordination, shall not apply.

(2470 (ii) Initiation. The Chief of the Waterborne Commerce
Statistics Center will prepare and process a proposed civil penalty
order which shall state the amount of the penalty to be assessed,
describe by reasonable specificity the nature of the violation, and
indicate the applicable provisions of 33 CFR part 326.

(2471) (iii) Hearing Requests. Recipients of a proposed civil
penalty order may file a written request for a hearing or other pro-
ceeding. This request shall be as specified in 33 CFR part 326 and
shall be addressed to the Director of the Water Resources Support
Center, Casey Building, Fort Belvoir, Virginia 22060-5586, who
will provide the requesting person or entity with a reasonable
opportunity to present evidence regarding the issuance, modifica-
tion, or revocation of the proposed order. Thereafter, the Director
of the Water Resources Center shall issue a final order.
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(2472) (4) Additional Remedies. Appropriate cases may also be
referred to the local U.S. Attorney for prosecution, penalty collec-
tion, injunctive, and other relief by the Chief of the Waterborne
Commerce Statistics Center.

Part 334-Danger Zones and Restricted Area Regulations

2473y §334.1 Purpose.

2474y The purpose of this part is to:

(2475) (a) Prescribe procedures for establishing, amending and
disestablishing danger zones and restricted areas;

2476) (b) List the specific danger zones and restricted areas and
their boundaries; and

(2477) (c) Prescribe specific requirements, access limitations and
controlled activities within the danger zones and restricted areas.

(2478) §334.2 Definitions.

(2479) (a) Danger zone. A defined water area (or areas) used for
target practice, bombing, rocket firing or other especially hazard-
ous operations, normally for the armed forces. The danger zones
may be closed to the public on a full-time or intermittent basis, as
stated in the regulations.

(2480) (b) Restricted area. A defined water area for the purpose
of prohibiting or limiting public access to the area. Restricted
areas generally provide security for Government property and/or
protection to the public from the risks of damage or injury arising
from the Government’s use of that area.

(2481) §334.3 Special policies.

(2482) (a) General. The general regulatory policies stated in 33
CFR part 320 will be followed as appropriate. In addition, danger
zone and restricted area regulations shall provide for public access
to the area to the maximum extent practicable.

(2483) (b) Food fishing industry. The authority to prescribe dan-
ger zone and restricted area regulations must be exercised so as
not to unreasonably interfere with or restrict the food fishing
industry. Whenever the proposed establishment of a danger zone
or restricted area may affect fishing operations, the District engi-
neer will consult with the Regional Director, U.S. Fish and Wild-
life Service, Department of the Interior and the Regional Director,
National Marine Fisheries Service, National Oceanic & Atmo-
spheric Administration (NOAA).

(2484) (¢) Temporary, occasional or intermittent use. If the use
of the water area is desired for a short period of time, not to exceed
thirty days in duration, and that planned operations can be con-
ducted safely without imposing unreasonable restrictions on navi-
gation, and without promulgating restricted area regulations in
accordance with the regulations in this section, applicants may be
informed that formal regulations are not required. Activities of
this type shall not reoccur more often than biennially (every other
year), unless danger zone/restricted area rules are promulgated
under this part. Proper notices for mariners requesting that vessels
avoid the area will be issued by the Agency requesting such use of
the water area, or if appropriate, by the District Engineer, to all
known interested persons. Copies will also be sent to appropriate
State agencies, the Commandant, U.S. Coast Guard, Washington,
DC 20590, and Director, Defense Mapping Agency, Hydrographic
Center, Washington, DC 20390, ATTN: Code NS 12, Notification
to all parties and Agencies shall be made at least two weeks prior
to the planned event, or earlier, if required for distribution of Local
Notice to Mariners by the Coast Guard.

(2485) §334.4 Establishment and amendment procedures.

@486) (a) Application. Any request for the establishment,
amendment or revocation of a danger zone or restricted area must

contain sufficient information for the District Engineer to issue a
public notice, and as minimum must contain the following:

487y (1) Name, address and telephone number of requestor
including the identity of the command and DoD facility and the
identity of a point of contact with phone number.

(2488) (2) Name of waterway and if a small tributary, the name
of a larger connecting waterbody.

(2489) (3) Name of closest city or town, country/parish and state.

2490) (4) Location of proposed or existing danger zone or
restricted area with a map showing the location, if possible.

(2491 (5) A brief statement of the need for the area, its intended
use and detailed description of the times, dates and extent of
restriction. :

2492y (b) Public notice. (1) The Corps will normally publish
public notices and FEDERAL REGISTER documents concur-
rently. Upon receipt of a request for the establishment, amendment
or revocation of a danger zone or restricted area, the District Engi-
neer should forward a copy of the request with his/her recommen-
dation, a copy of the draft public notice and a draft FEDERAL
REGISTER document to the Office of the Chief of Engineers,
ATTN: CECW-OR. The Chief of Engineers will publish the pro-
posal in the FEDERAL REGISTER concurrent with the public
notice issued by the District Engineer.

(2493) (2) Content. The public notice and FEDERAL REGIS-
TER documents must include sufficient information to give a
clear understanding of the proposed action and should include the
following items of information:

(2494) (i) Applicable statutory authority or authorities; (40 Stat.
266; 33 U.5.C. 1) and (40 Stat. 892; 33 U.S.C. 3)

(2495) (ii) A reasonable comment period. The public notice
should fix a limiting date within which comments will be received,
normally a period not less than 30 days after publication of the
notice.

(2496) (iit) The address of the District Engineer as the recipient
of any comments received.

(2497) (iv) The identity of the applicant/proponent;

(2498) (v) The name or title, address and telephone number of
the Corps employee from whom additional information concern-
ing the proposal may be obtained;

(2499) (vi) The location of the proposed activity accompanied by
a map of sufficient detail to show the boundaries of the area(s) and
its relationship to the surrounding area.

2500) (3) Distribution. Public notice will be distributed in
accordance with 33 CFR 325.3(d)(1). In addition to this general
distribution, public notices will be sent to the following Agencies:

2501y (i) The Federal Aviation Administration (FAA) where the
use of airspace is involved.

2502y (i) The Commander, Service Force, U.S. Atlantic Fleet,
if a proposed action involves a danger zone off the U.S. Atlantic
coast.

(2503) (iii) Proposed danger zones on the U.S. Pacific coast must
be coordinated with the applicable commands as follows:

(2504) Alaska, Oregon and Washington:

2505y Commander, Naval Base, Seattle California:

@506) Commander, Naval Base, San Diego Hawaii and Trust
Territories:

2507y Commander, Naval Base, Pearl Harbor

2s508) {¢) Public hearing. The District Engineer may conduct a
public hearing in accordance with 33 CFR part 327.

509 (d) Environmental documentation. The District Engineer
shall prepare environmental documentation in accordance with
appendix B to 33 CFR part 325.
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(2510) (e) District Engineer’s recommendation. After closure of
the comment period, and upon completion of the District Engi-
neer’s review he/she shall forward the case through channels to
the Office of the Chief of Engineers, ATTN: CECW-OR with a
recommendation of whether or not the danger zone or restricted
area regulation should be promulgated. The District Engineer
shall include a copy of environmental documentation prepared in
accordance with appendix B to 33 CFR part 325, the record of any
public hearings, if held, a summary of any comments received and
a response thereto, and a draft of the regulation as it is to appear in
the FEDERAL REGISTER.

(25t (f) Final decision. The Chief of Engineers will notify the
District Engineer of the final decision to either approve or disap-
prove the regulations. The District Engineer will notify the appli-
cant/proponent and publish a public notice of the final decision.
Concurrent with issuance of the public notice the Office of the
Chief of Engineers will publish the final decision in the FED-
ERAL REGISTER and either withdraw the proposed regulation
or issue the final regulation, as appropriate. The final rule shall
become effective no sooner than 30 days after publication in the
FEDERAL REGISTER unless the Chief of Engineers finds that
sufficient cause exists and publishes that rationale with the regula-
tions.

2512) §334.5 Disestablishment of a danger zone.

(2513) (a) Upon receipt of a request from any agency for the dis-
establishment of a danger zone, the District Engineer shall notify
that agency of its responsibility for returning the area to a condi-
tion suitable for use by the public. The agency must either certify
that it has not used the area for a purpose that requires cleanup or
that it has removed all hazardous materials and munitions, before
the Corps will disestablish the area. The agency will remain
responsible for the enforcement of the danger zone regulations to
prevent unauthorized entry into the area until the area is deemed
safe for use by the public and the area is disestablished by the
Corps.

(2514) (b) Upon receipt of the certification required in paragraph
(a) of this section, the District shall forward the request for dis-
establishment of the danger zone through channels to CECW-OR,
with its recommendations. Notice of proposed rulemaking and
public procedures as outlined in §334.4 are not normally required
before publication of the final rule revoking a restricted area or
danger zone regulation. The disestablishment/revocation of the
danger zone or restricted area regulation removes a restriction on a
waterway.

@515) §334.6 Datum.

(2516) (a) Geographic coordinates expressed in terms of latitude
or longitude, or both, are not intended for plotting on maps or
charts whose reference horizontal datum is the North American
Datum of 1983 (NAD 83), unless such geographic coordinates are
expressly labeled NAD 83. Geographic coordinates without the
NAD 83 reference may be plotted on maps or charts referenced to
NAD 83 only after application of the appropriate corrections that
are published on the particular map or chart being used.

@517 (b) For further information on NAD 83 and National Ser-
vice nautical charts please contact: Director, Coast Survey (N/
CG2), National Ocean Service, NOAA, 1315 East-West Highway,
Station 6417, Silver Spring, MD 20910-3282.

@518) §334.610 Key West Harbor, at U.S. Naval Base, Key
‘West, Fla.; naval restricted areas and danger zone.

@2519) (a) The areas. (1) All waters within 100 yards of the south
shoreline of the Harry S. Truman Annex, beginning at a point on
the shore at

(25200 24°32°45.3"N.,, 81°47°51"W; thence to a point 100 yards
due south of the south end of Whitehead Street of

2521y 24°32°42.3"N., 81°47°51”W.; thence extending westerly,
paralleling the southerly shoreline of the Harry S. Truman Annex,
to

(2522) 24°32°37.6"N., 81°48’32"W._; thence northerly to the shore
at

(2523 24°32°41”N., 81°48'31”W. (Area #1).

2524y (2) All waters within 100 yards of the westerly shoreline
of the Harry S. Truman Annex and all waters within a portion of
the Truman Annex Harbor, as defined by a line beginning on the
shore at

(25250 24°33°00”N., 81°48’41.7"W.; thence to a point 100 yards
due west at

(2526) 24°33’00"N., 81°48’45”W.; thence northerly, paralleling
the westerly shoreline of the Harry S. Truman Annex, including a
portion of the Truman Annex Harbor entrance, to

(2527) 24°33'23”N., 81°48'37"W.; thence southeasterly to the
shore (sea wall) at

(2528) 24°33’19.3"N., 81°48'28.7"W. (Area #2).

(2529) (3) All waters within 100 yards of the U.S. Coast Guard
Station and the westerly end of Trumbo Point Annex beginning at
the shore at

(2530) 24°33'47.6"N., 81°47'55.6”W.; thence westerly to

(2531) 24°33°48"N., 81°48°00.9”W.; thence due south to

(2532) 24°33’45.8"N., 81°48'00.9”W.; thence westerly to

(2533) 24°33°47"N., 81°48’12"W.; thence northerly to

(2534) 24°34°06.2”N., 81°48’10"W.; thence easterly to a point
joining the restricted area around Fleming Key at

(2535) 24°34°03.3"N., 81°47°55"W. (Area #3).

12536) (4) Beginning at the last point designated in area 3 at

2537y 24°34°03.3”N., 81°47°55"W.; proceed northwesterly,
maintaining a distance of 100 yards from the shoreline of Fleming
Key, except for a clearance of approximately 400 yards across the
mouth of Fleming Cove near the southwesterly end of Fleming
Key, continue around Fleming Key to a point easterly of the south-
east coner of Fleming Key at

(2538) 24°34°00.8"N., 81°47°37.5"W.; thence easterly to

(2539) 24°33’57.6"N., 81°4720"W.; thence southerly to a point
on the shore at

(2540) 24°33'54.7"N., 81°47°20.9"W. (Area #4).

(2541) (5) All waters contiguous to the southwesterly shoreline of
Boca Chica Key beginning at a point on the southwest shoreline at

(2542) 24°33'24"N., 81°4230"W.; proceed due south 100 yards
to

(2543) 24°33°20.4"N., 81°42°30"W.; thence, maintaining a dis-
tance 100 yards from the shoreline, proceed westerly and north-
erly to

(2544) 24°34°03"N., 81°42'47"W.; thence due north to a point at
the easterly end of the U.S. Highway 1 (Boca Chica Channel)
bridge at

(2545) 24°34°39"N., 81°42°47"W. (Area #5).

(2546) (6) Danger zone. All waters within an area along the
northeast side of the Naval Air Station on Boca Chica Key defined
by a line beginning at

2347) 24°35°27.2°N., 81°41°48.6"W.; thence a northerly to

(2548) 24°35°48"N., 81°41°49"W.; thence westerly to a point on
the shore at

(2549) 24°35'49.1"N., 81°42°03"W. (Area #6).

@5s0) (b) The Regulations: (1) Entering or crossing Restricted
Areas #1 and #4 and the Danger Zone (Area #6) described in Para-
graph (a) of this section is prohibited.
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(2551) (2) Privately owned vessels, properly registered and bear-
ing identification in accordance with Federal and/or State laws and
regulations may transit the following portions of restricted areas
#2, #3 and #5. NOTE: All vessels entering the areas at night must
display lights as required by Federal laws and Coast Guard regula-
tions or, if no constant lights are required, then the vessel must dis-
play a bright white light showing all around the horizon,

2552y (i) The channel, approximately 75 yards in width, extend-
ing from the northwest corner of Pier D-3 of Trumbo Point Annex,
eastward beneath the Fleming Key bridge and along the north
shore of Trumbo Point Annex (area #3).

(2553 (ii) A channel of 150 feet in width which extends easterly
from the main ship channel into Key West Bight, the northerly
edge of which channel passes 25 feet south of the Trumbo Point
Annex piers on the north side of the Bight. While the legitimate
access of privately owned vessels to facilities of Key West Bight is
unimpeded, it is prohibited to moor, anchor, or fish within 50 feet
of any U.S. Government-owned pier or craft (area #3).

(2554) (iii) The dredged portion of Boca Chica channel from its
seaward end to a point due south of the east end of the Boca Chica
Bridge (area #5).

(2585) (iv) All of the portion of Restricted Area No. 2 that lies
between the Truman Annex Mole and the Key West Harbor Range
Channel. The transit zone extends to the northeasterly corner of
the Truman Annex Mole, thence to the northwesterly end of the
breakwater at 24°33’21.3"N., 81°48’32.7"W.

(2556) (3) Stopping or landing by other than Government-owed
vessels and specifically authorized private craft in any of the
restricted areas or danger zone described in Paragraph (a) of this
section is prohibited.

(2557) (4) Vessels using the restricted channel areas described in
paragraph (b)(2) (i), (ii), (iti), and (iv) of this section shall proceed
at speeds commensurate with minimum wake.

(2558) (c) The regulations in this section shall be enforced by the
Commanding Officer, Naval Air Station, Key West, Florida, and
such agencies as he/she may designate.

2559) §334.620 Straits of Florida and Florida Bay in vicinity
of Key West, Fla.; operational training area, aerial gunnery
range, and bombing and strafing target areas, Naval Air Sta-
tion, Key West, Fla. (a) The danger zones.— (1) Operational
training area. Waters of the Straits of Florida and Gulf of Mexico
southwest, west and northwest of Key West bounded as follows:
Beginning at

(2560) 25°45°00"N., 82°07°00”W.; thence southeast to

2561) 24°49°00"N., 81°55’00”'W.; thence southwest to

(2562) 24°37°30”N., 82°00"30"W.; thence westerly to

(2563) 24°37°30”N., 82°06’00"W.; thence southerly to

(2564) 24°38°30™N., 82°06'00”W.; thence southerly to

(2565) 24°25°00”N., 82°06"30"W.; thence easterly to

(2566) 24°25°00"N., 81°57°00”W.; thence southwesterly to

2567 23°30°00”N., 82°19°00”W.; thence westerly to

(2568) 23°30°00”N., 82°46°00”W.; thence northwesterly to

(2569) 23°5230”N., 83°11°00"W.; thence northerly to

(2570) 24°25'00”N., 83°11°00”W.; thence easterly to

(2571) 24°25°00”N., 83°08°00"W.; thence clockwise along the arc
of a circle with a radius of 92 miles centered at

(25712) 24°35'00"N., 81°41°15"W. to

(2573) 25°45°05”N., 82°23'30"W.; thence east to point of begin-
ning.

(2574) (2) Bombing and strafing target areas.

@s15) (i) A circular area immediately west of Marguesas Keys
with a radius of two nautical miles having its center at latitude

24°33 4N, and longitude 82°10.9°W., not to include land area and
area within Marquesas Keys. The target located within this area, a
grounded LSIL will be used for bombing and aircraft rocket exer-
cises.

(2576) (ii) A circular area located directly west of Marquesas
Keys with a radius of three statute miles having its center at

2577y 24°35.6'N,, 82°11.6’W., not to include land area within
Marquesas Keys. The targets located within this area, pile-
mounted platforms, will be used as high altitude horizontal bomb-
ing range utilizing live ordnance up to and including 1,800 pounds
of high explosives. In general, these explosives will be of an air-
burst type, above 1,500 feet.

(2578) (iii) A circular area located west of Marquesas Keys with
a radius of two nautical miles having its center at

2579) 24°3430”N., 82°14°00"W.

(25801 (b) The regulations. (1) In advance of scheduled air or
surface operations which, in the opinion of the enforcing agency,
may be dangerous to watercraft, appropriate warnings will be
issued to navigation interests through official government and
civilian channels or in such other manner as the District Engineer,
Corps of Engineers, Jacksonville, Florida, may direct. Such warmn-
ings will specify the location, type, time, and duration of opera-
tions, and give such other pertinent information as may be
required in the interests of safety.

(2s81) (2) Watercraft shall not be prohibited from passing
through the operational training area except when the operations
being conducted are of such nature that the exclusion of watercraft
is required in the interest of safety or for accomplishment of the
mission, or is considered important to the national security.

(2582) (3) When the warning to navigation interests states that
bombing and strafing operations will take place over the desig-
nated target areas or that other operations hazardous to watercraft
are proposed to be conducted in a specifically described portion of
the overall area, all watercraft will be excluded from the target
area or otherwise described zone of operations and no vessel shall
enter or remain therein during the period operations are in
progress.

(2583) (4) Aircraft and naval vessels conducting operations in
any part of the operational training area will exercise caution in
order not to endanger watercraft. Operations which may be dan-
gerous to watercraft will not be conducted without first ascertain-
ing that the zone of operations is clear. Any vessel in the zone of
operations will be warned to leave and upon being so warned the
vessel shall leave immediately.

(2584) (5) The regulations in this section shall be enforced by the
Commandant, Sixth Naval District, Charleston, S.C., and such
agencies as he may designate.

(2585) §334.630 Tampa Bay south of MacDill Air Force Base,
Fla.; small arms firing range and aircraft jettison, United
States Air Force, MacDill Air Force Base. (a) The danger zone.
Shoreward of a line beginning at

(2586) 27°49°27.38"N., 82°29°35.83"W.; thence to

(2587) 27°49°20.14"N., 82°29°42.78”W.; thence to

(2588) 27°48744.82"N., 82°31°10.00"W.; thence to

(2589) 27°4909.35"N., 82°3224.56"W.; thence to

(2590) 27°49'38.62"N., 82°33°02.44"W.; thence to a point on the
shore line of MacDill Air Force Base at

@591y 27°50°28.57”N., 82°32°15.00"W. The area will be marked
by suitable boundary signs or buoys.

(2592) (b) The regulations. (1) Vessels and other watercraft are
prohibited from entering the danger zone at all times.



106 2. NAVIGATION REGULATIONS

(2593) (2) Advance notice will be given of the date on which the
first firing practice shall begin. At intervals of not more than three
months thereafter, notice will be sent out that firing practice is
continuing. Such notices will appear in local newspapers and in
“Notice to Mariners.”

(2594) (3) The regulations in the section shall be enforced by the
proper Air Force Authority at MacDill Air Force Base.

2595) §334.640 Gulf of Mexico south of Apalachee Bay, Fla.;
Air Force rocket firing range. (a) The danger zone. An area
about 45 statute miles wide and 60 statute miles long, approxi-
mately parallel to and about 30 miles off the west coast of Florida,
south of Apalachee Bay. The area is bounded as follows: Begin-
ning at

(2596) 29°42’30”N., 84°40’00”"W.; thence east along

(2597) 29°42'30"N. to 84°00"00”W.; thence southeast to

(2598) 28°56’00”N., 83°31°00"W.; thence southwest to

(2599) 28°37°00”N., 84°11’00"W.; thence northwest to

(2600) 29°17°30"N., 84°40’00"W.; thence northwest to

(2601) 29°32°00”N., 85°00°00”W.; thence northeast along a line
three miles off the meanderings of the shore to the point of begin-
ning.

(2602) {b) The regulations. (1) The fact that aerial rocket firing
will be conducted over the danger zone will be advertised to the
public through the usual media for the dissemination of informa-
tion. Inasmuch as such firing is likely to be conducted during the
day or night throughout the year without regard to season, such
advertising of firing will be repeated at intervals not exceeding
three months and at more frequent intervals when in the opinion of
the enforcing agency, repetition is necessary in the interest of pub-
lic safety.

(2603) (2) Prior to the conduct of rocket firing, the area will be
patrolled by surface patrol boat and/or patrol aircraft to insure that
no watercraft are within the danger zone and to warn any such
watercraft seen in the vicinity that rocket firing is about to take
place in the area. When aircraft is used to patrol the area, low
flight of the aircraft across the bow will be used as a signal or
warning.

(2604) (3) Any such watercraft shall, upon being so warned,
immediately leave the area, and, until the conclusion of the firing,
shall remain at such a distance that it will be safe from the fallout
resulting from such rocket firing.

2605 {4) The regulations in this section shall not deny access to
or egress from harbors contiguous to the danger zone in the case
of regular passenger or cargo carrying vessels proceeding to or
from such harbors. In the case of the presence of any such vessel
in the danger zone the officer in charge shall cause the cessation or
postponement of fire until the vessel shall have cleared that part of
the area in which it might be endangered by the fallout. The vessel
shall proceed on its normal course and shall not delay its progress
unnecessarily. Masters are requested to avoid the danger zone
whenever possible so that interference with firing training may be
minimized.

(2606) (c) The regulations in this section shall be enforced by the
Commander, Moody Air Force Base, Valdosta, Georgia, and such
agencies as he may designate.

2607) $334.650 Gulf of Mexico, south of St. George Island,
Fla.; test firing range. (a) The danger zone. A fanshaped area
bounded as follows:

(2608) NW comer (29°35'15”N., 85°03’12"W.)

(2609) SW corner (29°31’18”N., 85°07"31"W.)

(2610) SE corner (29°30°18"N., B4°59'18"W.)

(2611) NE comer (29°35'09"N., 85°01'53"W.)

2612y The seaward end of the area is an arc with a 10,500 meter
radius with its center located on the south shore line of St. George
Island 1,500 feet east of Cape St. George Light.

2613) (b) The regulations. (1) The area shall be used from sun-
rise to sunset daily Mondays through Fridays for test firing heli-
copter armament. ‘

2614) {2) During firing, the entire area plus 5 miles beyond in
all directions shall be kept under surveillance by one control heli-
copter equipped with FM and UHF communications to the Safety
Office at range control to insure cease fire if an aircraft or surface
vessel is observed approaching the area.

2615) (3) The regulations in this section shall be enforced by the
Commanding Officer, U.S. Army Aviation Test Board, Fort
Rucker, Ala., and such agencies as he may designate.

(2616) §334.660 Gulf of Mexico and Apalachicola Bay south
of Apalachicola, Florida, Drone Recovery Area, Tyndall Air
Force Base, Florida. (a) The restricted area. A rectangular area
excluding St. George Island with the eastern boundary of the area
west of the channel through St. George Island within the following
co-ordinates: Beginning at a point designated as the northeast cor-
ner

2617 29°38°20"N., 84°58°30"W.; thence southeast to

(2618) 29°35"23"N., 84°56'54”W.; thence southwest to

(2619) 29°34’15"N., 85°0035"W.; thence northwest to

2620y 29°37°10”N., 85°02°00"W.; thence northeast to point of
beginning.

@s621) (b) The regulations. (1) The area will be used twice daily
and during usage will be restricted to navigation for a period of
one hour. It may be used freely at all other times.

(2622) (2) Patrol boats and aircraft will warn navigation out of
the area before each testing period.

(2623) (3) The regulations in this section shall be enforced by the
Commander, Headquarters 4756th Air Defense Wing (Weapons)
U.S. Air Force, Tyndall Air Force Base, Florida, and such other
agencies as he may designate.

2624) §334.670 Gulf of Mexico south and west of Apalachi-
cola, San Blas, and St. Joseph Bays; air-to-air firing practice
range, Tyndall Air Force Base, Fla. (a) The danger zone